
Bill Barrett Corporation
April 27, 2007

Ms. Diana Mason - Petroleum Technician
State of Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, Utah 84114-5801

Re: Directional Drilling R649-3-11 Djy
Lake Canyon Area #16-28-46 DLE Well
Surface: 1834' FSL & 344' FEL - NESE, 28-T4S-R6W
Bottom Hole: 660' FSL & 660' FEL - SESE, 28-T4S-R6W
Duchesne County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for
Permit to Drill ("APD") regarding the above referenced well, we are hereby submitting
this letter in accordance with Oil & Gas Conservation Rule R649-11, pertaining to
Directional Drilling and the Location and Siting of Wells.

• The above-mentioned proposed location is within our Lake Canyon Area.
• BBC is permitting this well as a directional well in order to minimize surface

disturbance. By locating the well at the surface location and directionally drilling
from this location, BBC will be able to utilize the existing road and pipelines in
the area and also minimize surface disturbance.

• BBC hereby certifies it owns a working interest along 'with Berry Petroleum
Company, and together we own 100% of the working interest within 460 feet of
the entire directional well bore.

• Our ownership rights under our Exploration and Development Agreement with

the Ute Indian Tribe and UDC provides for the drilling of exploratory wells.

Said agreement provides that we consult with these owners regarding the
drilling of this well.

Based on the information provided, BBC requests that the permit be granted
pursuant to R649-3-11. If you should have any questions or need further information,
please contact me at 303-312-8546.

S° cerely, 1099 18TH STREET

SUITE 2300

DENVER, CO 80202

eedHaddock P 303.293.9100

Permit Analyst F
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g Bill Barrett Corporation

April 27, 2007
APR30 2007

Utah Division of Oil, Gas and Mining
DIVOF01, GAS&MINING

P.O. Box 145801
1594 West North Temple, Suite 1210
Salt Lake City, Utah 84114-5801

# 16-28-46DLB
Tribal Surface/Tribal Minerals
NESE, Section 28-T4S-R6W
Duchesne County, Utah

Diana Mason, Permitting - Petroleum Technician:

Enclosed please find the original copy of Bill Barrett Corporation's (BBC) application for
permit to drill the above captioned welL Montgomery Archeological Consultants
conducted a Class III archeological survey for this location. The results of this survey
have been outlined in Montgomery's report dated April 17, 2007. Based on the findings,
a determination of "no historic properties affected" is recommended for this site.

Please contact me at (303) 312-8546 if you need anything additional or have any
questions.

erely,

Reed Haddock
Permit Analyst

Enclosures

1099 18TH STREET

SUITE 2300

DENVER, CO 80202

P 303.293.9100
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Fann3160-3 FORMAPPROVED

(April 2004) OMBNo.1004-0137
ExpiresMarch31,2007

UNITED STATES
DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.

BIA 14-20-H62-5500
BUREAU OF LAND MANAGEMENT

APPLICATION FOR PERMIT TO DRILL OR REENTER
6 IfIndian,AlloteeorTribeName

UTE INDIAN TRIBE

la. Typeof work: DRILL REENTER
NUnitor CA Agreement,NameandNo.

8. LeaseNameandWell No.
Ib. Typeof Well: 00 Wen Gu Wel Ok SingleZone MultipleZone #16-28-46 DLB

2. NameofOperator 9. API Well No.
BILL BARRETT CORPORATION Pending -() )3 .

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNa (include area ode) 10. Fieldand Pool,or Exploratory
(303) 312-8546 Altamont

4. Locationof Well (Report location clearly andinaconlanœ with any Jiate mquimnents.*) 11.Sec.,T.R.M. or BIk.andSurveyor Area

At surface NESE, 1834' FSL, 344' FEL

At proposedprod.zone SESE, 660' FSL, 660' FEL
Section 28-T4S-R6WU.S.B.&M.

14. Distanceinmiles and directionfromnearest townor pœt office* 12. Countyor Parish 13. State

Approximately 12.3 miles southwest of Duchesne, Utah Duchesne UT

15. Distancefromproposed* 16. No.of acres inlease 17. SpacingUnitdedicatedtothiswell
locationtonearest

ono aSsedrin ûnit
line,if any) 344' SHL; 660' BHL N/A 40

18. Distancefromproposedlocation• 19. ProposedDepth 20. BLM/BIA Bond No.on file
tonearestwell, dnlling,completed,
applied for,on this lease,ft. 1,450' abandoned well 9537' MD Nationwide Bond #WYBOOOO40

21. Elevations(Showwhether DF,KDB,RT,GL, etc.) :2 Approximatedatework will start* 23. Estimatedduration
7254' ungraded ground 07/01/2007 45 days

24. Attachments

Thefollowing,completed inaccordance with therequirements of OnshoreDilandGasOrderNo.1, shall beattached tothis form:

1. Well platcertified bya registered surveyor. 4. Bondto cover the operations unlesscovered by an existing bondon file (see

2. A DrillingPlan. Item20above).

3. A SurfaceUse Pl (if the locationis on NationalForestSystemLands,the 5, Operatorcertification
SUPO shall with theappropriate ForestServiceOffice). 6. Suchother site specificinformationand/or plansas may be required by the

authorized officer.

25. Signa Name(Printedfyped) Date
Reed Haddock 04/27/2007

Title
Permit An

rovedby S a re) Name(Printed/Typed) Date

BRADLEYG. HILL O¶-o
Title ,

ofSNVIRONMENTALMANAGER

Applicationapprovaldoesn¾warrant or certifythat theapplicantholds egalorequitabletitletothoserights inthesubjectleasbwhichwould entitletheapplicantto
conduct operations thereon.
Conditionsof approval, if any, are attached.

Title 18U.S.C.Section1001andTide43 U.S.C.Section1212,makeit a crinte foranypersonknowinglyand willfully to make to any departmentor agency of the United
Statesany false,fictitiousor fraudulentstatementsor representations as to any matterwithin itsjurisdiction.

FedersilApprovala "'Is

Actíon is Necessw y

t

APR30
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BILL BARRETT CORPORATION
T4 S, R6 W, U.S. B. &M• Well location, #16-28-46 DLB, located as shown

in the NE 1/4 SE 1/4 of Section 28 T4S, R6W
U.S.B.&M., Duchesne COFunELEVUtah.

BENCH MARK (M67) LOCATED IN THE SW 1/4 OF SECTION 9,
T5S, R4W, U.S.B.&M., TAKEN FROM THE DUCHESNE SE
QUADRANGLE,UTAH, DUCHESNE COUNTY, 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATlONIS MARKEDON CAP AS BEING 6097 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

Set Sime,
PQe of Simes,
Bearing Trees N28

‡6-28-46 DLB e R a
Elev. Ungraded Ground = 7254' 344' o

SCECRTIAFII.E

THIS IS TO CERT1FYTHAT THE A FROM
FIELD NOTES OF ACTUALSUR Y ME OR YBottom -- SUPERVISIONANDTHAT THE S THEaHole 660°
BEST OF MY KNOWLEDGEAND .

D LAN SUSet Marked Stme Rabar Rebor REg
,

19
STA / RANB9°52'13"W

- NB9 SB'20"W - NB955'46"W - 2623.20' (Meas.) Ilhaun1308.99' (Meas.) 1J0179' (Meas.)
set Marked st=• UmTAH ENGINEERING & LAND SURVEYING

85 SOUTH 200 EAST - VERNAL, UTAH 84078

LEGEND: (NAD 83) (435) 789-1017

LATITUDE = 40°06'06.92 (40.101922) SCALE DATE SURVEYED: DATE DRAWN:
=

90° SYMBOL LONGITUDE= 110'33'34.80" (110.559667) 1 = 1000' 04-10-07 04-12-07
(NAD 27) PARTY REFERENŒS

= PROPOSED WELL HEAD. LATITUDE = 40°06'07.07" (40.101964) D.S. J.A. P.M. G.L.O. PLAT
A = SECTION CORNERS LOCATED. LONGITUDE=

110°33'32.24" (110.558956) WEATHER FILE
COOL BILL BARRETT
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HAZARDOUS MATERIAL DECLARATION

WELL NO. # 16-28-46 DL3 - LEASE NO. BIA 14-20-H62-5500

Bill Barrett Corporation guarantees that durin.; the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defined in 40 CFR 355.
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DP1LLING PLAN

BILL BARRETT CORPORATION
# 16-28-46DLB

SHL: NESE, 1834' FSL & 344' FEL, Section 28-T4S-R6W
BHL: SESE, 660' FSL & 660' FEL, Section 28-T4S-R6W

Surface Owner: Tribal (Ute)
Duchesne County, Utah

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

Formation Depth - MD
Duchesne River/Uinta Surface
Green River 3,754'
Douglas Creek 4,555'
Black Shale 5,238'
Castle Peak 5,522'
Wasatch 6,l51' *

North Horn 8,062' *

TD 9,537'

*PROSPECTIVE PAY
The Wasatch and the North Horn are primary objectives for oil/gas.

4. Casing Program

H_ole SETTING DEPTH Casing Casing Casing
Size (FROlvf (TO) Size Weight Grade Thread Condition

12 ¼" surface 960' 9 5/8" 36# J or K 55 ST&C New

7 7/8" surface 9,537' 5 ½" 17# N or I 80 LT&C New

5. Cementing Program

9 5/8" Surface Casing Approximately 330 sx Halliburton Light Premium with
additives mixed at 12.3 ppg (yield = 1.43 ft'/sx) circulated
to surface with 100% excess

5 ½" Production Casing Approximately 180 sx Halliburton Hi-Fill Modified cement
with additives mixed at l1.0 ppg (yield = 3.81 ft'/sx).
Approximately 760 sx Halliburton Light Premium Plus
cement with additives mixed at 13.5 ppg (yield = 1.58
ft3/Sx). Top of cement to be determined by log and sample
evaluation; estimated TOC 900'.
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Bill Barrett Corporation
Drilling Program
# 16-28-46 DLB
Duchesne County, Utah

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
LAISfj!$rage)

40' - 960' 8.3 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

960' - TD 8.6 - 10.6 42-52 15 cc or less KCL Polymer Fluid System

Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain

"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its

fluid system in order to reduce torque and drag.

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment

0 - 960' No pressurecontrol required

960' - TD 11" 3000# Ram Type BOP
11" 3000# Annular BOP

- Drilling spool to accommodate choke andkill lines;
- Ancillary and choke manifold to be rated @3000 psi;
- Ancillary equipment and choke manifold rated at 3,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressuretests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

To operate most efficiently in this manner.

8. Auxiliary equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use

d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;

Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;

Surveys MWD as needed to land wellbore;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).

FMI & Sonic Scanner to be run at geologist'sdiscretion.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 5176 psi* and maximum

anticipated surface pressure equals approximately 3110 psi** (bottom hole pressure minus the

pressure of a partially evacuated hole calculated at 0.22 psi/foot).
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Bill Barrett Corporation
Drilling Program
# 16-28-46 DLB
Duchesne County, Utah

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Location and Type of Water Supply

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water
Dock located in Sec. 1, T4S, R5W.

12. Drilling Schedule

Location Construction: Approximately June 15, 2007
Spud: Approximately July l, 2007
Duration: 20 days drilling time

45 days completion time
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BILL BARRETT CORPORATION
1099 18th St., Suite 2300
Denver, CO 80202

Field: Brundage/Lake Canyon
Geological Basin: JJaWellName: General
Location: Duchesne County UT

KCL Polymer
Drilling Fluid
Recommendation

Prepared for: Mr. Dominic Spencer

August 17, 2006

Submitted by:
Isaac Womack, Tech. Prof., Barold product service line, Halliburton1125 17* St., Suite 1900
Denver, CO 80202
303.675.4476
Isaac.womack@Halilburlon.com

HALLlBUFITON
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Bill Barrett Corporation
TSS R6W

Smndage Canyon
Duchesne County, Utah

DRILUNGPROGRAMßRlEFING

Well total depth : 8,500' TMD

Hole Size Casina 1.208$1Casing design : Surface 12 ¼" 9 5/8" 750'Production 7 7/8" 5 ½" 8500'
*Fluid density : 8.3 - 9.0 ppg from O' to 750'8.6 - 10.0 ppg from 750' to 8500'

NOTE:Data takenfrom of-set wells in Duchesne County, UT
*Thedrilling fluiddensity schedule is intended as a guidellne only. Actual drilling fluiddensities shouldbe determined by wellbore conditionsand drilling pararneters.

Estimated drilling days : 0' to 750' = 2 days (12 ¼"Hole)750' to 8,500' = 19days (7 7/8" Hole)

Total = 18 days
Drilling Huld systems : 0' to 750' - Freshwater Spud Mud750' to 8,500' - KCL Polymer
Solids control equlpment : O'-8,500' - TwoShale Shakers

- Desander / DeslIter / Degasser
- One HighSpeed Centrifuge

(ifavailable)

Est. totaldrilling fluid coat: $ 17,219.00

HALLIBUFITON
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Bill Banett Corporation
TSS R6W

Brundage Canyon
Duchesne County, Utah

DRILLINGFLI,i!DPRO(PRAMSUMMARY
The followingdrillingfluidsystems are proposed for the Brundage Canyon well:

HOLE
FLUID INTERVALSIZE DRILLINGFLUIDSYSTEM DENSITY LENGTH(in.)
(ppg)

FROM - TOI12 ¼" Freshwater spud mud fluid system 8.3-9.0 O' to 750'8 * KCLPolymer fluid system 8.6 - 10.6 750' to 8,500'
12 ¾" Hole Section ( O' to 750' TMD)
A freshwater spud mud drillingfluid system is recommended to drillthis interval. Driffoutconductor casing shoe with freshwater using additionsofAQUAGELand EZ-MUDtomaintainfluidproperties, as wellas in hi-visweeps to facilitate hole cleaning. PumpBARACARB(25/50)/ sawdust sweeps prior to trippingout of the hole. Monitorthe drill-string for tightconnections. Expect minorto severe lost circulation in this interval. Pumpsweeps of saw dust/ BARACARBat 5-10 ppb for minorseepage and sweeps of N-sealat 5 ppb and saw dust at 10 ppb for moresevere losses. When totaldepth (TD) isreached make a wipertripto the shoe to "clean up" the wellbore, a stringof 9 5/8"casing willthen be set and cemented back to sulface.

7 7/8" Hole Section ( 750' to 8,500' TMD)
After drilling the surface hole section, dump all of the drillingfluidused in the sulfaceinterval to the reserve pit. Check reserve pit water to make sure it is acceptable to usefor drillingfluid.
Mud up with the following:

.5 lb./bbi N-VisP
2 lb/bbis ZEOGEL
.5 lb/bbl BARACOR700 (or phosphates over 1300 ppm (see corrosion program))3% by volume KCL

Maintain 3% KCLin the reserve pit while drillingthissection. (add 3.5 ppb for every 1%increase)
Test for %of KCL

((mlof .282 Silver Nitrate added *
10,000)/3280) = %KCL*record and report this concentrationon each mud reportAdd BARACATto reserve pit toflocculate out solids. This system should have sufficientYP to keep thehole clean while drilling this interval.Lost Circulation: Should losses occur whiledrillingthe lateral section add BARACARB(5) OR BARACARB(50) to control. (BARACARBcan be acidized) Concentrations ofBARACARBwillbe determined by the losses encountered.Expect increased lostcirculationwith increases in drillingfluiddensity. Continuetomonitorand recordall
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B111Barrett Corporation
TSS R6W

Brundage Canyon
Duchesne County, Utahinstances of gas kicks, water flows and lost circulation,adjust mudweightas needed.Sweeps of LUBRA-BEADSmay help reduce mechanicaltorquedue tothe dog-legs.When lateral has been drilled, circulatethehole cleanand run production casing.

Recommended Ddiling Fluids Properties

LowDrilling Fluid Funnel API Plastic Yleid GravltyDepth Denalty Vlacosity Filtrais pH Viscosity Point Solids(ft) (Ibigal) (sec/qt) (ml) (cP) (lbs/100ft*) (%by
Vol)0' - 750' 8.3 - 8.8 26 - 36 NC 7.0- 8.5 0 - 15 0 - 24 < 8

Surface casing: 9 5/8" set at 750' TMD

+ Spud withfreshwater. Circulate througha reserve pit if possible.+ Mix10.0-ppb AQUAGEL,1.0 ppb EZ MUD,and 0.5-ppb lime in 50 bbl sweeps to improvewell bore cleaning.
+ Mix1.0 gal. EZ-MUDdown drillsting on connections for shale inhibition and optimum drillsolids removal by the solidscontrol equipment.
* Mixsweeps of saw dust/ BARACARB(25/50)at 5-10 ppb for minorseepage and N-seal at 5ppb and saw dust at 10 ppb for more severe losses.+ If wellbore conditionsIndicate, mud up to a KCLfluidsystem as indicated in the productioninterval.

LowDrilling Fluid Funnel API Plastic Yield GravityDepth Density Viscosity Filtrata pH Viscosity Point Solids(ft) (Ibigal) (sec/qt) (ml) (cP) (Ibs/100fta) (%by
Vol)750' - 8,500' 8.6 - 10.6 42 - 52 <20 0 0-15 0-20 < 8

Production casing: 5 ½"set at 8,500'TMD

+ Drillout the surface casing shoe with KCL Polymer fluid system.+ BuildinitialpH withcaustic soda then maintainwithlime+ Additions of 0.5-ppb BARAZAND can be used to enhance the lowend rheology for optimumwell bore cleaningand a lower solidsdrillingfluid.* For seepage losses sweep the hole with 10.0-ppb BARACARB(25/50) in sweeps.* For more severe losses sweep the hole with 5.0-ppb N-SEALand 10.0-ppb Saw Dust. Iflosses can't be controlled, spot an 80.0-ppb HYDRO-PLUGpill across the loss zone(s).* Spot pills ofLUBRA-BREADSand/or TOURQE-LESSfor additional torqueand dragreduction as needed in dog-legs.
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HALLIBURTON
Job Recommendatlon 9 6/8" Informedlate
Fluid Instructions
Fluid 1: WaterSpacer
Gelled Water Ahead

Fluid Density: 8.33 lbm/gal
Fluid Volume: 20 bbl

Fluid 2: Primary Cement
Premium Plus - Type III

Fluid Weight 14.50 lbm/gal94 lbm/sk Premium Plus - Type III (Cement-api) Slurry Yield: 1.43 ft'/sk0.2 % Versaset (Thixotropic Additive) Total Mixing Fluid: 6.89 Gal/sk.2 % Calcium Chloride (Accelerator) Top of Fluid: 0 ft0.25 lbm/sk Flocele (Lost Circulation Additive) Calculated Fill: 750 ft
Volume: 66.16 bbl

Calculated Sacks: 259.74 sks
Proposed Sacks: 260 sks

5BILL BARRETT CORPORATION E-BILL
Brundage Canyon
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MALLlaunTOYd
Job Recommendatlon 5 1/2" Production
Fluid Instructions
Fluid 1: Water Spacer
KCL Water Preflush

Fluid Density: 8.33 lbm/gal
Fluid Volume: 10 bbl

Fluid 2: Lead Cement - (3500
-750')

HalliburtonHi-Fill Modified Fluid Weight 11 lbm/gal94 lbm/sk Type 5 Coment (Cement) Slurry Yield: 3.81 fÝ/sk16 % Bentonite (Light Weight Additive) Total Mixing Fluid: 23 Gal/sk0.75 % Econolite (Light Weight Additive) Top of Fluid· 750 ft7.5 lbm/sk Gilsonite (Lost Circulation Additive) Calculated Fill: 2750 ft2 lbm/sk Granulite TR 1/4 (Lost Circulation Additive) Volume: 106.07 bbl3 % Salt (Salt)
Calculated Sacks: 156.32 sks0.2 % HR-7 (Retarder) Proposed Sacks: 160 sks

Fluid 3: Tail Cement - (TD - 3500')Halliburton Light Premium Plus (Type 5) Fluid Weight 13.50 lbm/gal3 % KCL (Clay Control) Slurry Yield: 1.58 fŸ/skI % Econolite (Light Weight Additive) Total Mixing Fluid: 7.77 Gallsk0.5 % Halad(R)-322 (Low Fluid Loss Control) Top of Fluid: 3500 ft0.6 % HR-5 (Retarder) Calculated Fill: 6000 ft0.25 lbm/sk Flocele (Lost Circulation Additive) Volume: 232.46 bbl1 lbm/sk Granulite TR 1/4 (Lost Circulation Additive) Calculated Sacks: 826.05 sks
Proposed Sacks: 830 sks
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# 16-28-46 DLB Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (960' - O')
Halliburton Light Premium Fluid Weight: 12.3 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.43 ft'/ sk

0.25 lbm/sk Ploy-E-Flake Total Mixing Fluid: 10.6 Gal/sk
Top of Fluid: 0'

Calculated Fill: 960'
Volume: 120.48 bbl

Proposed Sacks: 330 sks

Job Recommendation Production Casing

Lead Cement - (4055' - 960')
Halliburton Hi-Fill Modified Fluid Weight: 11.0 lbm/gal

16.0% Bentonite Slurry Yield: 3.8 1 ft3/ sk

0.75% Ecpnolite Total Mixing Fluid: 23.00 Gal/ sk

7.5 lbm/sk Gilsonite Top of Fluid: 960'

2.0 lbm/ sk Granulite TR Calculated Fill: 3,095'

3.0% Salt Volume: 119.37 bbl

0.2% HR-7 Proposed Sacks: 180 sks

Tail Cement - (9537' - 4055')
Halliburton Light Premium Plus Fluid Weight: 13.5 lbm/gal

3.0% KCl Slurry Yield: 1.58 ft'/ sk

1.0% Econolite Total Mixing Fluid: 7.77 Gal/ sk

0.5% Halad®-322 Top of Fluid: 4,055'

0.6% HR-5 Calculated Fill: 5,482'

0.25 lbm/sk Flocele Volume: 211.46 bbl

1.0 lbm/sk Granulite Proposed Sacks: 760
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wasn.ma
Brundage I Lake Canyon GeneralOpemtor BRI Barrett Corporationsotagtype: Stuface

t.oceson Ducheane County,UT

Design parameters:
Minimum design factors: Environment:Collanse
Collaose:

H2S considered? No
Mudweight 8.60 ppg Design factor 1.125 Surface temperatum: 70.00 °F

Bottomhole temperature: 79 *FDesign is based on evacuated pipe.
Temperature gmdient 1.22 *F/100ft
Minimumsection length: 760 A

Bumti
Design factor 1.10 Cement top: Surface

Sumi
Max anticipated surface

pressure: 303 ps!
Intemalgradient: 0.22 pal/ft
Calculated BHP 468 psi Tension:

Non-dimetionalstiing.8 Round STC: 1.80 (J)8 Round LTC: 1.80 (J)No backup mud specified.
Buttress: 1.80 (J)
Premium: 1.80 (J)
Body yield: 1.80 (B) Re subsequent strings:

Nextsetting depth: 8,500 ftTension is based on buoyed weight Nextmudweight: 9.700 ppgNeutralpoint: 665 ft Nextsetting BHP 4,283 psi
Fracture mudwt: 12.000 ppgFracture depth: 760 A
Injectionpressure 468 psi

Run Segment Nominal End True Vert Measured Orlft intomalSeq Length Slze Weight Grade Finish Depth Depth Diameter Capacity(ft) (in) (IbsMt) (ft) (it) (in) (ft')
1 750 9.625 36.00 J-55 ST&C 750 750 ß.796 53.4

Run Collapse Collapse Collapse Burst Burat Burst Tension Tension TensionSeq Load Strength Design Load Strength Design Load Strength Design(pel) (pel) Factor (pel) (pal) Factor (Kips) (¥ips) Factor1 335 2020 6.029 468 3520 7.53 24 394 16.72 J

Prepared Dominic Spencer Phone: (303) 312-8143 Date:July 21,2006by BIIIBarrett FAX:(303) 312-0195
Denver, Colorado

Irks:

ose is based ona vertical depth of 750 ft, a mud weightof 8.6 ppg The casing is consideindto be evacuated for collapse purposes.>se shenglh is based on the Wesicolt, Dunlop&Kemler method of blaxlal correcuonfor tension,
strength is notadjustedfor tension.

Engineeringresportalbiny for use of thisdes(gn wll be hat of me
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wonn.m•:
Bmndage I Lake Canyon General. BillBarrett Corporation

Sbingtype: Production

: Ducheene County, UT

Design parametem: Minimum design factom: Environment:Collanse
Collanse:

H2S considered? No
Mud weight 9.70 ppg Design factor 1.125 Surfacetemperature 70.00 *F

Boliom hole temperatule: 186 'F
00Bign IB based on evacuatedpipe.

Temperature gradient 1.22 *F/100ft
Minimumsecdon length 1,500 11

Salm
Designfactor 1.10 cementtop 2,000 ft

antal
Maxanticipated surface

pressure: 2,697 psi
internal gradient 0.22 psfit
Calculated BHP 4,787 psi Tension:

Non-directional stdng.8 Round STO: 1.80 (J)8 Round LTC: 1.80 (J)No backup mud specilled.
Bultrees: 1.00 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)

Tensionis based on buoyed weight.
Neutral point 8,103 ft

Run Segment Nominal End True Vert Measured DrfR Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity(ft) (in) (lbs/R)

(ft) (it) (in) (if)1 9500 5.5 17.00 N-80 LT&C 9500 9500 4.767 327.4
Run Collapse Collapse Collapse Burat Burst Burat Tension Tension Tension
Seq Load Strangth Design Load Strength Design Load Strength Design(psi) (psi) Factor (pal) (psi) Factor (Kips) (Kips) Factor

1 4787 6290 1.314 4787 7740 1.62 138 348 2.53J

Prepared DominicSpencer Phone: (303) 312-8143
Data August 11,2006by: BillBarrett FAX' (303) 312-8105

Denver,Colorado
Remams:
Collapseis based an a verticaldepth of 9500ft, a mudweightof 9.7 ppg Thecasing is considero$tobe evacuatedfor collapsepurposes.Collapsestrengthis based on theWestcott,Dunlop &Kemier methodofblaulal correctlanfor tenskn,

Burst strengthJs nol adjusted for tension.

ErgíneedngresponsibfHiy for use oftMs de n uf//be that ofthe
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internal gradient 0.22 psfit
Calculated BHP 4,787 psi Tension:

Non-directional stdng.8 Round STO: 1.80 (J)8 Round LTC: 1.80 (J)No backup mud specilled.
Bultrees: 1.00 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)

Tensionis based on buoyed weight.
Neutral point 8,103 ft

Run Segment Nominal End True Vert Measured DrfR Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity(ft) (in) (lbs/R)

(ft) (it) (in) (if)1 9500 5.5 17.00 N-80 LT&C 9500 9500 4.767 327.4
Run Collapse Collapse Collapse Burat Burst Burat Tension Tension Tension
Seq Load Strangth Design Load Strength Design Load Strength Design(psi) (psi) Factor (pal) (psi) Factor (Kips) (Kips) Factor

1 4787 6290 1.314 4787 7740 1.62 138 348 2.53J

Prepared DominicSpencer Phone: (303) 312-8143
Data August 11,2006by: BillBarrett FAX' (303) 312-8105

Denver,Colorado
Remams:
Collapseis based an a verticaldepth of 9500ft, a mudweightof 9.7 ppg Thecasing is considero$tobe evacuatedfor collapsepurposes.Collapsestrengthis based on theWestcott,Dunlop &Kemier methodofblaulal correctlanfor tenskn,

Burst strengthJs nol adjusted for tension.

ErgíneedngresponsibfHiy for use oftMs de n uf//be that ofthe



1-80 OulsMe Weight head HIOPedonnance PmperHes M4 Perfonnance ProperHee 1640 Perlonnance Pmperdes

Diammier,T &C, Type Colapse, Ekset, Tenelon,1000 bs MaximumColapse Burst, Tenelon,1000 he MaximumGollapse, Eksst, Termion,1000 he Maxb

inch b per it psi psi PlpeBody Joint Set Depth, poi psi Pipe Body Joint Set Depih, psi psi Pipe Body Jokt Set D

Property
YleM Sbength feet Yield Sbanglh feet Yield Strength fet

Cusssµuiluuss
4.500 9.50 Short 3900 6380 221 138 6930 3310 4380 152 101 5890 3900 6380 221 143 68

10.50 Short 4940 6970 241 178 8780 4010 4790 165 132 7000 4940 6970 241 186 87;

11.60 tong 6350 7780 267 201 9610 4960 5350 184 162 7760 6350 7780 267 223 1061
5.500 14.00 Short 3620 6210 322 234 6440 3120 4270 222 172 5550 3620 6210 322 243 64¿

15.50 tong 4990 7000 361 282 8870 4040 4810 248 217 7180 4990 7000 381 maa ---

17.00 t.ong 6280 7740 397 320 10470 4910 5320
- oos-.- was tKl60 6280 7740 397 848 1117

t.uuu 20.00 Short 2740 5440 460 320 4870 2270 3740 316 234 4040 2740 5440 460 331 487

23.00 1.ong 3830 6340 532 428 6810 3270 4360 366 313 5810 3830 6340 532 442 681

26.00 lang 5410 7240 604 502 9620 4320 4980 415 367 7680 5410 7240 804 519 962
8.625 24.00 Short 1430 4290 555 387 2540 1370 2950 381 244 2440 1430 4290 555 346 2544

28.00 Long 2160 4930 636 478 3840 1880 3390 437 348 3840 2160 4930 636 493 3848

32.00 1.ong 3050 5710 732 574 5420 2530 3930 503 417 4500 3050 5710 732 591 542(
I-BÛÛIN3@nSIONS,

Dimenelone, Inch Make45pTorquey ggg ggg Diamelar, T&C, Type Wai Inside Ddit Couping it x às Test
Inch b per it ThicknessDiameter Diameter Outside toes OptimumMinimumMaximumPressure,

Hydro-Test

1. API Bulatin 5C3, Sixth Edition
Pressures

4.500 9.50 Shna n one -

October 1994 was used to detennine the
.

..-- 9.uuu 3.965 5.000 2.000 1380 1040 1730 5800 IIsted propertles.
10.50 Short 0.224 4.052 3.927 5.000 2.625 1790 1340 2240 6400 2. The vertical set depth was computed
11.60 Long 0.250 4.000 3.875 5.000 3.000 2190 1640 2740 7100 U61ng a 9.625 lb. per U.S. gallon mud,and safety factors of 1.125, 1.0 and 1,8

5.500 14.00 Short 0.244 5.012 4.887 8.050 2.875 2340 1760 2930 5700
respectively, for collapse, bumt and

15.50 1.ong 0.275 4.950 4.825 6.050 3.500 2950 2210 3690 6400 tension.
17.00 Long 0.304 4.892 4.767 6.050 3.500 3350 2510 4190 7100

3. Products are available plain end andwith IPSCOls premium connects QB1 and

7.000 20.00 Short 0.272 6.456 6.331 7.656 3.125 3200 2400 4000 5000
QB2.

23.00 inng 0.317 6.366 6.250 7.656 4.000 4280 3210 5350 5800
26.00 Long 0.362 6.276 6.151 7.656 4.000 5020 3770 6280 6600 4. As a service, IPSCO offers casingstring designs upon request.

8.625 24.00 Short 0.264 8.097 7.972 9.625 3.000 3370 2530 4210 3900
28.00 Long 0.304 8.017 7.892 9.625 4.500 4780 3590 5980 4500
32.00 Long 0.352 7.921 7.875 9.625 4.500 5740 4810 7180 5200The infonnagon and data contained herain are accurate to our imowie e, based upon standardindustry calculadons. Buyels are encouraged to make theirown evalua#ons of the

above derived perfonnance properdes for thelrpardoular use. 7he spec#lc wananty appilcable to ihose goods is as contained in IPSCO's OrderAcknowledgment,Condithmsof Sale.O P.O. Box 18 400 505-3nl Street SW P.O. Box 1670Camanche, lowa 52730 Calgary, Alberta T2P 3E8 Regina, Saskatchewan S4P 3C7

- MWW Phone: (583) 242-0000 Phone: (403) 543-8000 Phone: istml aoa.w-Toll Free: 1-800·950·4779 "
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Bill Barrett Corporation

#16-28-46 DLB
i i I ' i i

1834'FSL, 344' FEL
SECTION 28-T4S-R6W SECI'ION DFTAILS

DUCHESNE COUNTY, UTAH See MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSee Target

1 0.00 0.00 195.21 0.00 0.00 0.00 0.00 0.00 0.00
2 1000.00 0.00 195.21 1000.00 0.00 0.00 0.00 0.00 0.00
3 1734.66 14.69 195.21 1726.64 -90.40 -24.58 2.00 195.21 93.69

SirE DETAILS 4 5667.80 14.69 195.21 5531.15 -1053.07 -286.33 0.00 0.00 1091.30
5 6647.35 0.00 195.21 6500.00 -1173.61

-319.10 1.50 180.00 121622

#16-28-46DLB 6 9037.35 0.00 195.21 8890.00 -1173.61 -319.10 0.00 195.21 121622 PBHL_16-28-46

SECTION28-T4S-R6W
1834' FSL, 344' FEL FORMATION TOP DETAILS

Site Ccn
m 3

800NW No. TVDPath MDPath Formation

1 3680.00 3754.07 TGR 3
Ground Level: 7252.70 2 4455.00 4555.27 DOUGLAS CREEK

Positional Uncertainty: 0 00 3 Si15.00 5237.58 BLACK SHALE MARKER
Convergence: 060 4 5390.00 5521.88 CASTLE PEAK

S 6005.00 6150.95 WASATCH
6 7915.00 8062.35 NORTHHORN

ASSUMED 15' KB ELEVATION West(-)/East(+) [600fvin]

KB ELEVATION:7267.7. -930 -600 -300 0 3(0

GR ELEVATION: 7252.7 ' i úüü

75 KOP
'300

HOLD
SHL
1834' FSL, 344' FEL

150 SEC 28 T4S R6W

2250
-300

300

TGR 3
-600

o
3750 TOP OF TGT

-900

DOUGLASCREEK
4500

-1200

BLACK SHALE MARKER CASTLE PEAK
PBHL

525 DROP 1173.6I'S, 319.10' W
660' FSL, 660'FEL -1500

WASATCH Irop -1.50 SEC 28 T4S R6W

6000 TOP OF TGT HOLD
Iold T Azimuths to True North

/\ MMagnetic North: 12.06°

675 Magnetic Field
Strength: 52686nT
Dip Angle: 65.87°

Date: 4/25/2007
7500 NORTH HORN Model: bggm2006

TOTAL CORRECTION TO TRUE NORTH: 12.06°

825
CASING DETAILS

No. TVD MD Name Size

900
No casings on this weupath

PBHL

975
-

-1500 -750 0 750 1500 2250 3030
Vertical Section at 195.21° [1500fVin] Plan: Plan #l (#16-28-46DLB/l)

Created By: ROBERT SCOTT Date:
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Weatherford International, Ltd.
PLAN REPORT

Company: BILLBARRETT CORP Date: 4/25/2007 Time: 17:15:00 Pag 1

Fleid: DUCHESNE COUNTY, UTAH Co-ordinate(NE) Reference: Site: #16-28-46 DLB,True North

Site: #16-28-46 DLB Venica1(TVD) Reference: SITE 7267.7
Well: #1&28-46 DLB Section (VS) Reference: Well (0.00N,0.00E,195.21Azi)
Welipath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Field: DUCHESNE COUNTY, UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Centml Zone
Geo Datum: GRS 1980 Coordinate System: Site Ceritre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: #16-28-46 DLB
SECTION 28-T4S-R6W
1834' FSL, 344' FEL

Site Position: Northing: 7207246 39 11 Latitude: 40 6 6.920 N
From: Geogmphic Easting: 1903446 37 11 Longitude: 110 33 34.800 W
Position Uncertainty: 0.00 ft North Reference: True

Ground Level: 7252.70 ft Grid Convergence: 0.60 deg

Well: #16-28-46 DLB Slot Name:

Well Position: +N/-S 0.00 ft Northing: 7207246 39 ft Latitude: 40 6 6.920 N
+E/-W 0.00 ft Easting : 1903446 37 11 Longitude: 110 33 34.800 W

Position Uncertainty: 0.00 ft

Welipath: 1 Drited From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7267 70 ft Above System Datum: Mean Sea Level

Magnetic Data: 4/25/2007 Declination: 12.06 deg
Field Strength: 52686 nT Mag Dip Angle: 65.87 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

ft ft ft deg

0.00 0.00 0.00 195.21

Plan: Plan #1 Date Composed: 4/25/2007
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +E/-W DLS Build Turn TFO Target

ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg

0.00 0.00 195.21 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1000.00 0.00 195.21 1000.00 0.00 0.00 0.00 0.00 0.00 0.00
1734.66 14.69 195.21 1726.64 -90.40 -24.58 2.00 2.00 0.00 195.21
5667.80 14.69 195.21 5531.15 -1053.07 -286.33 0.00 0.00 0.00 0.00
6647.35 0.00 195.21 6500.00 -1173.61 -319.10 1.50 -1.50 0.00 180.00
9037.35 0.00 195.21 8890.00 -1173.61 -319.10 0.00 0.00 0.00 195.21 PBHL_16-28-46

Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment

ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

1000.00 0.00 195.21 1000.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP

1100,00 2.00 195.21 1099.98 -1.68
-0.46 1.75 2.00 2.00 0.00

1200.00 4.00 195.21 1199.84 -6.73 -1.83 6.98 2.00 2.00 0.00
1300.00 6.00 195.21 1299.45 -15.14 -4.12 15.69 2.00 2.00 0.00
1400.00 8.00 195.21 1398.70 -26.90 -7.31 27.88 2.00 2.00 0.00

1500.00 10.00 195.21 1497.47 -42.00 -11.42 43.52 2.00 2.00 0.00
1600.00 12.00 195.21 1595.62 -60.41 -16.43 62.60 2.00 2.00 0.00
1700.00 14.00 195.21 1693.06 -82.12 -22.33 85.10 2.00 2.00 0.00
1734.66 14.69 195.21 1726.64 -90.40 -24.58 93.69 2.00 2.00 0.00 HOLD

1800.00 14.69 195.21 1789.84 -106.40 -28.93 110,26 0.00 0.00 0.00

1900.00 14.69 195.21 1886.57 -130.87 -35.58 135.62 0.00 0.00 0.00
2000.00 14.69 195.21 1983.30 -155.35 -42.24 160.99 0.00 0.00 0.00
2100.00 14.69 195.21 2080.03 -179.82 -48.89 186.35 0.00 0.00 0.00
2200.00 14.69 195.21 2176.76 -204.30 -55.55 211.72 0.00 0.00 0.00
2300.00 14.69 195.21 2273.49 -228.77 -62.20 237.08 0.00 0.00

Weatherford International, Ltd.
PLAN REPORT

Company: BILLBARRETT CORP Date: 4/25/2007 Time: 17:15:00 Pag 1
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1900.00 14.69 195.21 1886.57 -130.87 -35.58 135.62 0.00 0.00 0.00
2000.00 14.69 195.21 1983.30 -155.35 -42.24 160.99 0.00 0.00 0.00
2100.00 14.69 195.21 2080.03 -179.82 -48.89 186.35 0.00 0.00 0.00
2200.00 14.69 195.21 2176.76 -204.30 -55.55 211.72 0.00 0.00 0.00
2300.00 14.69 195.21 2273.49 -228.77 -62.20 237.08 0.00 0.00



Weatherford International, Ltd.
PLAN REPORT

Company: BILLBARRETT CORP Date: 4/25/2007 Time: 17:15:00 Pag 2

Field: DUCHESNE COUNTY, UTAH Co··rdinate(NE) Reference: Site: #16-28-46 DLB, True North

Site: #16-28-46 DLB Vestical (TVD) Reference: SITE 7267.7
Well: #1&-28-46 DLB Section (VS) Reference: Well (0.00N,0.00E,195.21Azi)

Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Survey
MD Incl Azim TVD N/S E/W VS DLS Bulid Turn Comment

ft deg deg ft A R R deg/100ft deg/100R deg/100ft

2400.00 14.69 195.21 2370.22 -253.25
-68.86 262.44 0.00 0.00 0.00

2500.00 14.69 195.21 2466.95 -277.73
-75.51 287.81 0.00 0.00 0.00

2600.00 14.69 195.21 2563.68 -302.20
-82.17 313.17 0.00 0.00 0.00

2700.00 14.69 195.21 2660.41 -326.68
-88.82 338.54 0.00 0.00 0.00

2800.00 14.69 195.21 2757.13 -351.15
-95.48 363.90 0.00 0.00 0.00

2900.00 14.69 195.21 2853.86 -375.63
-102.13 389.27 0.00 0.00 0.00

3000.00 14.69 195.21 2950.59 -400.10
-108.79 414.63 0.00 0.00 0.00

3100.00 14.69 195.21 3047.32 -424.58
-115.44 440.00 0.00 0.00 0.00

3200.00 14.69 195.21 3144.05 -449.06
-122.10 465.36 0.00 0.00 0.00

3300.00 14.69 195.21 3240.78 -473.53 -128.75 490.72 0.00 0.00 0.00

3400.00 14.69 195.21 3337.51 -498.01 135.41 516.09 0.00 0.00 0.00
3500.00 14.69 195.21 3434.24 -522.48 142.06 541.45 0.00 0.00 0.00
3600.00 14.69 195.21 3530.97 -546.96 148.72 566.82 0.00 0.00 0.00
3700.00 14.69 195.21 3627.70 -571.44 155.37 592.18 0.00 0.00 0.00
3754.07 14.69 195.21 3680.00 -584.67 158.97 605.89 0.00 0.00 0.00 TGR 3

3800.00 14.69 195.21 3724.43 -595.91 162.03 617.55 0.00 0.00 0.00
3900.00 14.69 195.21 3821.16 -620.39 168.68 642.91 0.00 0.00 0.00
4000.00 14.69 195.21 3917.89 -644.86 175.34 668.27 0.00 0.00 0.00
4100.00 14.69 195.21 4014.62 -669.34 181.99 693.64 0.00 0.00 0.00
4200.00 14.69 195.21 4111.35 -693.81 188.65 719.00 0.00 0.00 0.00

4300.00 14.69 195.21 4208.08 -718.29 195.30 744.37 0.00 0.00 0.00
4400.00 14.69 195.21 4304.81 -742.77 201.96 769.73 0.00 0.00 0.00
4500.00 14.69 195.21 4401.54 -767.24 208.61 795.10 0.00 0.00 0.00
4555.27 14.69 195.21 4455.00 -780.77 212.29 809.11 0.00 0.00 0.00 DOUGLAS CREEK

4600,00 14.69 195.21 4498.27 -791.72 215.27 820.46 0.00 0.00 0.00

4700.00 14.69 195.21 4595.00 -816.19 221.92 845.83 0.00 0.00 0.00
4800.00 14.69 195.21 4691.73 -840.67 228.58 871.19 0.00 0.00 0.00
4900,00 14.69 195.21 4788.46 -865.14

-235.23 896.55 0.00 0.00 0.00
5000.00 14.69 195.21 4885.19 -889.62

-241.89 921.92 0.00 0.00 0,00
5100.00 14.69 195.21 4981.92 -914.10

-248.54 947.28 0.00 0.00 0.00

5200.00 14.69 195.21 5078.65 -938.57
-255.20 972.65 0.00 0.00 0.00

5237.58 14.69 195.21 5115.00 -947.77
-257.70 982.18 0.00 0.00 0,00 Bl.ACK SHALE MARKER

5300.00 14.69 195.21 5175.38 -963.05
-261.85 998.01 0.00 0.00 0.00

5400.00 14.69 195.21 5272.11 -987.52
-268.51 1023.38 0.00 0.00 0.00

5500.00 14.69 195.21 5368.84 -1012.00 -275.16 1048.74 0.00 0.00 0.00

5521.88 14.69 195.21 5390.00 -1017.35
-276.62 1054.29 0.00 0.00 0.00 CASTLE PEAK I

5600.00 14.69 195.21 5465.57 -1036.48 -281.82 1074.11 0.00 0.00 0.00
5667.80 14.69 195.21 5531.15 -1053.07 -286.33 1091.30 0.00 0.00 0.00 DROP

5700.00 14.21 195.21 5562.33 -1060.82 -288.44 1099.34 1.50 -1.50 0.00
5800.00 12.71 195.21 5659.58 -1083.29

-294.54 1122.61 1.50 -1.50 0.00

5900.00 11.21 195.21 5757.41 -1103.28
-299.98 1143.34 1.50 -1.50 0.00

6000.00 9.71 195.21 5855.74 -1120.80
-304.74 1161.49 1.50 -1.50 0.00

6100.00 8.21 195.21 5954.52 -1135.83 -308.83 1177.07 1.50 -1.50 0.00
6150.95 7.45 195.21 6005.00 -1142.53 -310.65 1184.01 1.50 -1.50 0.00 WASATCH
6200.00 6.71 195.21 6053.67 -1148.36

-312.24 1190.05 1.50 -1.50 0.00

6300.00 5.21 195.21 6153.13 -1158.38
-314.96 1200.43 1.50 -1.50 0.00

6400.00 3.71 195.21 6252.82 -1165.88 -317.00 1208.21 1.50 -1.50 0.00
6462.28 2.78 195.21 6315.00 -1169.28 -317.93 1211.73 1.50 -1.50 0.00 TOP OF TGT
6500.00 2.21 195.21 6352.69 -1170.87

-318.36 1213.37 1.50 -1.50 0.00
6600.00 0.71 195.21 6452.65 -1173.32

-319.03 1215.92 1.50 -1.50 0.00

6647.35 0.00 195.21 6500.00 -1173.61
-319.10 1216.22 1.50 -1.50 0.00 HOLD

6700.00 0.00 195.21 6552.65 -1173.61 -319.10 1216.22 0.00 0.00 0.00
6800.00 0.00 195.21 6652.65 -1173.61 -319.10 1216.22 0.00 0.00
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I Company: BILLBARRETT CORP Date: 4/25/2007 Time: 17:15:00 Page: 3

Field: DUCHESNE COUNW, UTAH Co-ordinate(NE) Reference: Site: #16-28-46 DLB, True North

Site: #16-28-46 DLB Vestical (TVD) Reference: SITE 7267.7

We11: #16-28-46 DLB Secdon (VS) Reference: Well (0.00N,0.00E,195.21Azl)

Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase

Survey
MD Inci Azim TVD N/S E/W VS DLS Build Turn Comment

ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

6900.00 0.00 195.21 6752.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7000.00 0.00 195.21 6852.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7100.00 0.00 195.21 6952.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7200.00 0.00 195.21 7052.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7300.00 0.00 195.21 7152.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7400.00 0.00 195.21 7252.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7500.00 0.00 195.21 7352.65 -1173.61 -319.10 1216.22 0.00 0.00 0.00

7600,00 0.00 195.21 7452.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7700,00 0.00 195.21 7552.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7800,00 0.00 195.21 7652.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

7900.00 0.00 195.21 7752.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

8000.00 0.00 195.21 7852.65 -1173.61
-319.10 1216.22 0.00 0.00 0.00

8062.35 0.00 195.21 7915.00 -1173.61
-319.10 1216.22 0.00 0.00 0.00 NORTH HORN

8100.00 0.00 195.21 7952.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8200.00 0.00 195.21 8052.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8300.00 0.00 195.21 8152.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8400.00 0.00 195.21 8252.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8500.00 0.00 195.21 8352.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8600.00 0.00 195.21 8452.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8700.00 0.00 195.21 8552.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8800.00 0.00 195.21 8652.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

8900.00 0.00 195.21 8752.65 -1173.61 319.10 1216.22 0.00 0.00 0.00

9000.00 0.00 195.21 8852.65 -1173.61 319.10 1216.22 0.00 0.00 0.00
9037.35 0.00 195.21 8890.00 -1173.61 319.10 1216.22 0.00 0.00 0.00 PBHL_16-28-46

Annotation

MD TVD
ft ft

1000.00 1000.00 KOP
1734.66 1726.63 HOLD
5667.80 5531.15 DROP
6462.28 6315.00 TOP OF TGT
6647.35 6500.00 HOLD
9037.35 8890.00 PBHL

Targets
Map Map <-- Latitude --> <-- Longitude ->

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec

Dip. Dir. ft ft ft ft ft

PBHL_16-28-46 8890.00 -1173.61
-319.10 7206069.491903139.63 40 5 55.321 N 110 33 38.907 W

-Circle (Radius: 200)
-Plan hit
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Surface Use Plan for
Bill Barrett Corporation's

Development Program
Lake Canyon Area

Duchesne County, Utah

1. Existing Roads:

The Lake Canyon area is located approximately 12 miles southwest of Duchesne,

Utah and extends from Township 3 South, Range 10 West to Township 5 South,

Range 6 West. The specific location of a particular well pad will be shown on

maps and described in the site specific APD.

The use of Skitzy Road is necessary to access the area. Improvements to Skitzy

Road and other existing access roads will be noted in the site specific APD's.

2. Planned Access Roads:

Descriptions of new access road(s) will be included in the site specific APD.

Surface disturbance and vehicular traffic will be limited to the approved location

and approved access route. Any additional area needed will be approved in
advanced with the UDWR

3. Location of Tank Batteries, Production Facilities, and Production Gathering
And Service Lines:

The following guidelines will apply if the well is productive:

All permanent (on site for six months or longer) structures constructed or installed

will conform to DOGM standards. All facilities will be painted within six months

of installation.

A containment dike will be co:astructed completely around production facilities

which contain fluids (i.e., procuction tanks, produced water tanks). This dike will

be constructed of compacted subsoil, be impervious, and hold a minimum of

110% of the capacity of the largest tank. Topsoil will not be used for the

construction of dike(s).

A description of the proposed pipeline and a map illustrating the proposed route

will be submitted with the well site specific
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4. Location and Type of Water Supply

The Duchesne City Culinary Water Dock located in section 1, T4S-R5W will be
used for water supply for drilling and completion operations. Additional water
supply sources will be addressed in the site specific APD, indicating the location
and type of water supply.

5. Source of Construction Materials:

All construction materials for this location site and access road shall be borrowed
(local) material accumulated during construction of the location site and access
road. No construction materials will be removed from UDWR lands. If any
gravel is used, it will be obtained from an approved gravel pit.

6. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including any salts and chemicals, will be contained in the reserve
pit. Upon termination of drilling and completion operations, the liquid contents of
the reserve pit will be used at the next drill site or will be removed and disposed
of at an approved waste disposal facility within 180 days after drilling is
terminated. Immediately upon well completion, any hydrocarbons in the pit shall

be removed.

Unless otherwise specified in the site specific APD , the reserve pit will be
constructed on the location and will not be located within natural drainages,
where a flood hazard exists or surface runoff will destroy or damage the pit walls.
The reserve pit will be constructed so that it will not allow discharge of liquids.

If it is determined, at the onsite, that a pit liner is necessary, the reserve pit will be
lined with a synthetic reinforced liner a minimum of 12-millimeters thick. The
liner will overlay a felt-liner pad if rock that might tear or puncture the liner is
encountered during excavation. The liner will overlap the pit walls and be
covered with dirt and/or rocks to hold it in place. Trash, scrap pipe, etc. that
could puncture the liner will not be disposed of in the pit. Pit walls will be sloped

no greater than 2:1. A minimum 2-foot freeboard will be maintained in the pit at

all times during the drilling and completion operations. The pit liner will be
protected during drilling and completion operations.

Production fluids will be contained in leak-proof tanks. All production fluids will

be sold, recycled, or disposed of at approved disposal sites.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately
cleaned up and removed to an approved disposal

4. Location and Type of Water Supply

The Duchesne City Culinary Water Dock located in section 1, T4S-R5W will be
used for water supply for drilling and completion operations. Additional water
supply sources will be addressed in the site specific APD, indicating the location
and type of water supply.

5. Source of Construction Materials:

All construction materials for this location site and access road shall be borrowed
(local) material accumulated during construction of the location site and access
road. No construction materials will be removed from UDWR lands. If any
gravel is used, it will be obtained from an approved gravel pit.

6. Methods of Handling Waste Materials:

Drill cuttings will be contained and buried in the reserve pit.

Drilling fluids, including any salts and chemicals, will be contained in the reserve
pit. Upon termination of drilling and completion operations, the liquid contents of
the reserve pit will be used at the next drill site or will be removed and disposed
of at an approved waste disposal facility within 180 days after drilling is
terminated. Immediately upon well completion, any hydrocarbons in the pit shall

be removed.

Unless otherwise specified in the site specific APD , the reserve pit will be
constructed on the location and will not be located within natural drainages,
where a flood hazard exists or surface runoff will destroy or damage the pit walls.
The reserve pit will be constructed so that it will not allow discharge of liquids.

If it is determined, at the onsite, that a pit liner is necessary, the reserve pit will be
lined with a synthetic reinforced liner a minimum of 12-millimeters thick. The
liner will overlay a felt-liner pad if rock that might tear or puncture the liner is
encountered during excavation. The liner will overlap the pit walls and be
covered with dirt and/or rocks to hold it in place. Trash, scrap pipe, etc. that
could puncture the liner will not be disposed of in the pit. Pit walls will be sloped

no greater than 2:1. A minimum 2-foot freeboard will be maintained in the pit at

all times during the drilling and completion operations. The pit liner will be
protected during drilling and completion operations.

Production fluids will be contained in leak-proof tanks. All production fluids will

be sold, recycled, or disposed of at approved disposal sites.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately
cleaned up and removed to an approved disposal



A chemical self-contained sanitary-toilet will be onsite during drilling and

completions.

Garbage, trash, and other waste materials will be collected in a portable, self-

contained, fully enclosed trash cage during operations. Trash will not be burned
on location.

All debris and other waste materials not contained in the trash cage will be
cleaned up and removed from the location immediately after removal of the
drilling rig.

Any open pits will be fenced during the operations. The reserve pit fencing will

be on three sides before drillini, operations start. The fourth side will be fenced as

soon as drilling is completed and the rig is removed. The fencing will be
maintained until such time as the pits are backfilled.

7. Ancillary Facilities:

Garbage containers and portable toilets are the only ancillary facilities proposed.

No additional ancillary facilities are foreseen in the future.

8. Wellsite Layout:

A location layout diagram describing drill pad cross-sections, cuts and fills, and

locations of mud tanks, reserve pit, flare pit, pipe racks, trailer parking, spoil dirt
stockpile(s), and the surface materials stockpile(s) will be included with the site

specific APD and developed through a consultant.

9. Plans for Restoration of the Surface:

The dirt contractor will be provided with an approved copy of the surface use plan

and these Standard Operating Procedures prior to commencing construction

activities.

Immediately upon well completion, the location and surrounding area will be
cleared of all unused tubing, materials, trash, and debris not required for
production. All reclamation standards will be developed between Bill Barrett

Corporation (BBC) and UDWR. Abandoned well sites, roads, and other disturbed
areas will be restored as near as practical to their original condition. Where

applicable, these conditions may include the re-establishment of irrigation
systems, the re-establishment of appropriate soil conditions, and the re-

establishment of vegetation as specified.

All disturbed areas will be re-contoured to the approximate natural contours.

Any drainage rerouted during the construction activities shall be restored as
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as possible to its original line of flow.

Prior to backfillingthe reserve pit, the fence surrounding the reserve pit will be
removed. The pit liner will be out off at the water or mud line and disposed of at

an approved landfill site. The remaining liner will be torn and perforated after the
pit dries and prior to backfilling the reserve pit.

Before any dirt work associated with reserve pit restoration takes place, the
reserve pit shall be as dry as possible. All debris in it will be removed. Other
waste and spoil materials will be disposed of immediately upon completion of

operations. The reserve pit will be reclaimed within 180 days from the date of

well completion, weather permitting, unless it is determined that this location will

be utilized to drill additional wells within 1 year of completing operations.

After the reserve pit has been reclaimed, diversion ditches and water bars will be
used to divert precipitation runon/runoff as appropriate.

Prior to the construction of the location, the top 6 inches or maximum available

topsoil material will be stripped and stockpiled. Placement of the topsoil will be
noted on the location plat attached to the site specific APD. Topsoil shall be
stockpiled separately from subsoil materials. Topsoil salvaged from the reserve

pit shall be stockpiled separately near the reserve pit. When all drilling and
completion activities have been completed, the unused portion of the location
(area outside the deadmen) will be recontoured and the stockpiled topsoil spread

over the area.

If topsoil must be stored for more than one year:

It shall be windrowed on the uphill side of the location to prevent any possible
contamination. All topsoil will be stockpiled for reclamation in such a way as to
prevent soil loss and contamination.

It shall be broadcast seeded with the prescribed seed mixture immediately after

windrowing. Seed will be drilled on the contour to an appropriate depth and the
stockpile then "walked" with a dozer to cover the seed and roughen the soil to
prevent erosion.

Mulching may be considered to enhance the re-establishment of desired native

plant communities. If straw or hay mulch is used, the straw and hay must be
certified to be weed-free and the documentation submitted prior to usage.

When restoration activities have been completed, the location site and new access

road cuts and shoulders shall be reseeded. Prior to reseeding, all disturbed areas,

including the old access road will be scarified and left with a rough surface.

UDWR shall be contacted for the required seed mixture. Seed will be drilled
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the contour to an appropriate depth. If broadcast seeded, the amount of seed
mixture per acre will be doubled, and a harrow or some other implement will be
dragged over the seeded area to assure coverage of the seeds.

At final abandonment, BBC will follow UT-DOGM standards for final well
abandonment.

10. Other Information:

The operator is fully responsible for the actions of its subcontractors. A copy of

these conditions will be furnished to the BBC field representative to ensure
compliance.

The operator will control noxious weeds along applied access road authorizations,
pipeline route authorizations, well sites or other applicable facilities

Wells drilled during the fire season (June - October) all appropriate precautions

shall be instituted to ensure that fire hazard is minimized, including, but not

limited to, controlling vegetation and keeping fire fighting equipment readily
available during all drilling and completion operations.

Drilling rigs and/or equipment used during drilling operations on locations will

not be stacked or stored on UDWR administered lands after the conclusion of

drilling operations or at any other time without permission by the UDWR. If
UDWR permission is obtained, such storage will only be temporary measure.

Travel will be restricted to approved travel routes.

11. CERTIFICATION

Reed Haddock
Bill Barrett Corporation
1099 18* Street, Suite 2300
Denver, CO 80202

Phone: 303-312-8546
Fax: 303-291-0420

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions which

currently exist; that the statements made in this plan are, to the best of my
knowledge, true and correct; and that the work associated with operations
proposed herein will be performed by Bill Barrett Corporation and its contractors

and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18

U.S.C. 1001 for the filing of a false
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DATE: February 27, 2007
Iteed Haddock
Permit Analyst

12. Bill Barrett Corporation and UDWR Contacts:

BBC Representatives:

Reed Haddock, Regulatory and Permitting; Phone: (303) 312-8546

Scot Donato, Environmental Health and Safety; Phone: (303) 312-8191

Monty Shed, Field Operations; Phone: (307) 262-1511

UDWR Representatives:

Ben Williams, UDWR, Wildlife Resources; Phone: (435) 781-5357

Bill James, UDWR, Wildlife Resources, Manager; Phone: (801)
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 04/30/2007 API NO. ASSIGNED: 43-013-33631

WELL NAME: 16-28-46 DLB

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8546

CONTACT: REED HADDOCK

PROPOSED LOCATION: INSPECT LOCATN BY: / /

NESE 28 040s 060W Tech Review Initials Date
SURFACE: 1834 FSL 0344 FEL

) BOTTOM: 0660 FSL 0660 FEL Engineering

COUNTY: DUCHESNE Geology
LATITUDE: 40.10199 LONGITUDE: -110.5591

UTM SURF EASTINGS:537580 NORTHINGS: 4438960 Surface

FIELD NAME: ALTAMONT ( 55 )

LEASE TYPE: 2 - Indian

LEASE NUMBER: 14-20-H62-5500 PROPOSED FORMATION: NHORN

SURFACE OWNER: 2 - Indian COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

y/^
Plat R649-2-3.

v/ Bond: Fed[] Ind[2] Sta[] Fee[] Unit:
'No. WYBOOOO40 )

Potash (Y/N)
R649-3-2. General

Li Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

6/'^ Water Permit R649-3-3. Exception

(No.MUNICIPAL )
Drilling Unit

d RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:

LLO Fee Surf Agreement (Y/N) Siting:

AlA Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
,- Lieutenant Governor

State of Utah May 7, 2007

Department of
Natural Resources

MICHAEL R. STYLER
Executive Director Bill Barrett Corporation

1099 18th St., Ste. 2303
Division of Denver, CO 80202

Oil, Gas & Mining
JOHN R. BAZA
Division Director Re: 16-28-46 DLB Well, Surface Location 1834' FSL, 344' FEL, NE SE, Sec. 28,

T. 4 South, R..6 West,.Bottom Location 660' FSL, 660' FEL, SE SE, Sec. 28,
T. 4 South, R. 6 West, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-l et seq., and the attached Conditions of

Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-33631.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84 14-5801
telephone (801) 538-5340•facsimile (801) 359-3940•TTY (801) 538-7458 • www.ogm
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Operator: Bill Barrett Corporation

Well Name & Number 16-28-46 DLB

API Number: 43-013-33631
Lease: 14-20-H62-5500

Surface Location: NE SE Sec.__2_8_ T. 4 South R. 6 West
Bottom Location: SE SE Sec._1 T. 4 South R. 6 West

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the En ity Action Form (Form 6), Report of Water
Encountered During Drilling (Forn 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit
a complete angular deviation and directional survey report to the Division within 30 days
following completion of the well.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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Foun3160-3 ??ECElVED FORMAPPROVED

(April2004) VERNALHELD 0 FIC a° g"2k
UNITED STATES

DEPARTMENT OF THE INTERIOR 00)Af'Sg Ÿt n 4 2 - 62-55oo
BUREAU OF LAND MANAGEMENT

- 6 If Indian,Alloteeor TribeName
APPLICATION FOR PERMIT TO DRILL ENTÊÑTHEUf OPAUÛŸ(,Af UTE INDIAN TRIBE

la. Typeof work: DRILL REENTER
2 t or CA Agreement, Nameand No.

8. LeaseNameand Well No.
Ib. Typeof Well: Gas Well Other SingleZone NiultipleZone #16-28-46 DLB

1 Nameof Operator 9. API Well No.
BILL BARRETT CORPORATION Pending -pyj

-

3a. Address 1099 18th Street, Suite 2300 Denver CO 80202 3b. PhoneNa (include area ode) 10 Fieldand Pool,or Exploratory
(303) 312-8546 Altamont

4. Locationof Well(Report location clearly andin acœnlancewith any State requiremens.') I l. Sec.,T. R.M.or Bik.andSurveyor Area

Atsurface NESE, 1834' FSL, 344' FEL

At proposedprod.zone SESE, 660' FSL, 660' FEL
Section 28-T4S-R6W U.S.B.&M.

14. Distanceinmiles and directionfromnearesttownor pot ofliœ• 12.Countyor Parish 13. State

Approxlmately 12.3 miles southwest of Duchesne, Utah Duchesne UT

15. Distancefromproposed* 16 No.of acres inlease 17. SpacingUnitdedicatedtothiswell
locationtonearest

ne etdgu it line,if any) 344' SHL; 660' BHL N/A 40

18. Distancefromproposedlocation* 19. ProposedDepth 20. BLM/BIA BondNo.on file
to nearest well, drilling,completed,
applied for,on this lease,ft 1,450' abandoned well 9537' MD Nationwide Bond #WYBOOOO40

21 Elevations(Showwhether DF,KDB,RT,GL,etc.) 22. Approximate datework will start* 23. Estimatedduration
7254' ungraded ground 07/01/2007 45 days

24. Attachments

Thefollowing,completed inaccordance with therequirementsof OnshoreOilandGasOrderNo.1, shallbeattached to this form:

1 Well platcertified bya registered surveyor. 4. Bondto cover the operations unless covered by an existing bondon file (see

2 A DrillingPlan. Item20 above).

3 A SurfaceUse P (if the locationis on NationalForestSystemLands,the 5. Operatorcertification
SUPO shall with theappropriate ForestServiceOffice) 6. Suchothersitespecific informationand/or plansas may be required by the

T2i

le

Signa Name
e

honzedofficer.

Date04/27/2007

Permit Analyst

Application approval doesnot warrant o fy that theapplicant holdslegalorequitabletitleto thoserights inthe subjectleasewhich would entitlethe applicantto
conductoperationsthereon.
Conditionsof approval,ifany,are attached.

Title 18US.C.Section1001andTide43 US.C Section1212,make it a crime forany personknowinglyand willfully to make to any departmentor agency of the United
Statesanyfalse,fictitiousor fraudulentstatements or representations as to any matter within itsjurisdiction.

*(Instructionson page 2)

RECEiVED
JUN133m

Nonce oF APPROVAL00NDil0NSOFAPPCVAL
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: NESE, Sec. 28, T4S, R6W
Well No: 16-28-46 DLB Lease No: BIA 14-20-H62- 5500
API No: 43-013 - 33631 Agreement: N/A

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker (435) 781-4490 (435) 828-4470
Petroleum Engineer: Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer: James Ashley (435) 781-4470 (435) 828-7874
Petroleum Engineer: Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician: Jamie Sparger (435) 781-4502 (435) 828-3913
NRS/Enviro Scientist: Paul Buhler (435) 781-4475 (435) 828-4029
NRS/Enviro Scientist: Karl Wright (435) 781-4484
NRS/Enviro Scientist: Holly Villa (435) 781-4404
NRS/Enviro Scientist: Melissa Hawk (435) 781-4476 (435) 828-7381
NRS/Enviro Scientist: Chuck MacDonald (435) 781-4441 (435) 828-7481
NRS/Enviro Scientist: Jannice Cutler (435) 781-3400
NRS/Enviro Scientist: Michael Cutler (435) 781-3401
NRS/Enviro Scientist: Anna Figueroa (435) 781-3407
NRS/Enviro Scientist: Verlyn Pindell (435) 781-3402
NRS/Enviro Scientist: Darren Williams (435) 781-4447
NRS/Enviro Scientist: Nathan Packer (435) 781-3405

Fax: (435) 781-4410

A COPY OF THESE CONDITIONSSHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Cond¡tions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity e Ute Tribe Energy & Minerals Dept. shall be notified in
writing 48 hours in advance of any construction activity. The Ute
Tribal office is open Monday through Thursday.

onsictÏor Completion - Upon completion of the pertinent APD/ROW construction, notify
the Ute Tribe Energy & Minerals Dept. for a Tribal Technician to
verify the Affidavit of Completion.

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify Supv. Petroleum Tech.) all casing strings.
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)
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Surface and Downhole Cond¡tions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity e Ute Tribe Energy & Minerals Dept. shall be notified in
writing 48 hours in advance of any construction activity. The Ute
Tribal office is open Monday through Thursday.

onsictÏor Completion - Upon completion of the pertinent APD/ROW construction, notify
the Ute Tribe Energy & Minerals Dept. for a Tribal Technician to
verify the Affidavit of Completion.

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify Supv. Petroleum Tech.) all casing strings.
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

General Conditions of Approval

• A 184.43' by 30' foot corridor right-of-way shall be approved. Upon completion of each pipeline
in corridor, they shall be identified and filed with the Ute Tribe.

• A qualified Archaeologist accompanied by a Tribal Technician will monitor trenching
construction of pipeline.

• The Ute Tribe Energy & Minerals Department is to be notified, in writing 48 hours prior to
construction of pipeline.

• Construction Notice shall be given to the department on the Ute Tribe workdays, which are
Monday through Thursday. The Company understands that they may be responsible for costs
incurred by the Ute Tribe after hours.

• The Company shall inform contractors to maintain construction of pipelines within the approved
ROW's.

• The Company shall assure the Ute Tribe that "ALLCONTRACTORS,INCLUDINGSUB-
CONTRACTORS,LEASINGCONTRACTORS,AND ETC." have acquired a current and valid
Ute Tribal Business License and have "Access Permits" prior to construction. and will have
these permits in all vehicles at all times.

• You are hereby notified that workinq under the "umbrella"of a company does not allowyou to
be in the field, and can be subject to those fines of the Ute Tribe Severance Tax Ordinance.

• Any deviation of submitted APD's and ROW applications the Companies will notify the Ute Tribe
and BIA in writing and will receive written authorization of any such change with appropriate
authorization.

• The Company will implement "Safety and Emergency Plan." The Company's safety director will
ensure its compliance.

• AllCompany employees and/or authorized personnel (sub-contractors) in the field will have
approved applicable APD's and/or ROW permits/authorizations on their person(s) during all
phases of construction.

• Allvehicular traffic,personnel movement, construction/restoration operations should be
confined to the area examined and approved, and to the existing roadways and/or evaluated
access routes.

• All personnel should refrain from collecting artifacts, any paleontological fossils, and from
disturbing any significantcultural resources in the area.

• The personnel from the Ute Tribe Energy & Minerals Department should be notified should
cultural remains from subsurface deposits be exposed or identified during construction. AII
construction willcease.

• All mitigative stipulations contained in the Bureau of Indian Affairs Site Specific Environmental
Assessment (EA) will be strictlyadhered.

• Upon completion of Application for Corridor Right-Way, the company will notify the Ute Tribe
Energy & Minerals Department, so that a Tribal Technician can verify Affidavit of Completion.

Additional Conditions of Approval

• Paint tanks Olive
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DOWNHOLE COAs:

SITE SPECIFIC DOWNHOLE COAs:

• Use 1" tubing to cement top 100 feet of surface casing with class G neat cement (1.18 cubic
feet per sack).

• 5M BOPE shall be required, when drilling out surface casing shoe. The 5M BOPE shall meet all
requirements of Onshore Order #2 including testing requirements.

• The top of the production casing cement shall extend a minimumof 200 feet above the 9 5/8
inch sudace casing shoe.

• Allcasing strings below the conductor shall be pressure tested to 0.22 psilft or 1500 psi,
whichever is greater, but not to exceed 70% of the internal yield strength of the casing.

A formation integrity test shall be performed at the 9 5/8 inch casing shoe after drilling 20 feet or less.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCINGOPERATINGSTANDARDS

• The spud date and time shall be reported orallyto Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field OfficeSupervisory Petroleum Enqineerinq Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• AIIBOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
pedormed by a test pump with a chart recorder and by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the sudace casing and weekly thereafter as specified in Onshore Oil& Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressive/fresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface
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• The operator must report all shows of water or water-bearing sands to the BLM. If flowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite,
tar sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLM office engineer within 30 days of the completion of the well.

• Chronologic drilling progress reports shall be filed directly with the BLM, Vernal Field Officeon a
weekly basis in sundry, letter format or e-mail to the Petroleum Engineers until the well is
completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATINGREQUIREMENT REMINDERS:

• Allwells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the we1\be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitizationagreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLM Vernal Field Office.

• Allundesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys
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data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.

• Alloff-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have
prior written approval from the BLM Vernal Field Office.

• Oiland gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field
Office Petroleum Engineers will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLM Vernal Field Office. Allmeasurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM Vernal Field Office within 30 days of installation or first production, whichever occurs
first. Allsite security regulations as specified in Onshore Oil& Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM Vernal Field Office. Ifoperations are to be suspended for more than 30
days, prior approval of the BLM Vernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil& Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an Incident
of Noncompliance and willbe grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDES1GNATIONANDSERIALNUMBER:

BIA 14-20-H62-5500

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIANN,DAONTTEERORTREBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to N/Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

1ELLNAMEandDNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETT CORPORATION 4301333631
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR W1LDCAT:

1099 18TH Street, Ste 2300
CITY

DENVER STATE CO zie80202 (303) 312-8546 ALTAMONT
4. LOCATION OF WELL

FOOTAGESATSURFACE: 1834' FSL x 344' FEL COUNTY: DUCHESNE

QTR/QTR, SECTION, TOWNSHiP, RANGE, MERIDIAN: NESE 28 T4S R6W STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPA1R

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: APD EXTENSION
CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BILLBARRETT CORPORATION (BBC) REQUESTS A ONE-YEAR EXTENSION ON THE APD FOR THIS LOCATION. THE
ORIGINALAPD WAS APPROVED ON MAY7, 2007 AND EXPIRES MAY7, 2008.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: ¯

OG - g CGPTBENTTOOPERATOR

NAME(PLEASEP EED HADDOCK TITLE PERMIT ANALYST

SIGNATURE DATE 5/1/2008

(This space for State use only)

RECE1VED
MAYO6 2008

(5/2000) (See instructions on Reverse Side)

D\V.0FOlL,GAS&
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1ELLNAMEandDNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

BILLBARRETT CORPORATION 4301333631
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR W1LDCAT:

1099 18TH Street, Ste 2300
CITY

DENVER STATE CO zie80202 (303) 312-8546 ALTAMONT
4. LOCATION OF WELL

FOOTAGESATSURFACE: 1834' FSL x 344' FEL COUNTY: DUCHESNE

QTR/QTR, SECTION, TOWNSHiP, RANGE, MERIDIAN: NESE 28 T4S R6W STATE:
UTAH

19. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPA1R

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: APD EXTENSION
CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BILLBARRETT CORPORATION (BBC) REQUESTS A ONE-YEAR EXTENSION ON THE APD FOR THIS LOCATION. THE
ORIGINALAPD WAS APPROVED ON MAY7, 2007 AND EXPIRES MAY7, 2008.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: ¯

OG - g CGPTBENTTOOPERATOR

NAME(PLEASEP EED HADDOCK TITLE PERMIT ANALYST

SIGNATURE DATE 5/1/2008

(This space for State use only)

RECE1VED
MAYO6 2008

(5/2000) (See instructions on Reverse Side)

D\V.0FOlL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 4301333631
Well Name: 16-28-46 DLB
Location: 1834' FSL, 344' FEL, NESE, SEC.28, T4S, R6W
Company Permit Issued to: BILL BARRETT CORPORATION
Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No I21

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bon ing still in place, which covers this proposed well? YesŒNoO

Signa ure Date

Title: PERMIT ANALYST

Representing: BILL BARRETT CORPORATION

RECENED
MAY06 2003

DN.OF0\L,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit extension)

API: 4301333631
Well Name: 16-28-46 DLB
Location: 1834' FSL, 344' FEL, NESE, SEC.28, T4S, R6W
Company Permit Issued to: BILL BARRETT CORPORATION
Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drillon the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes O No O

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO Nom

Has there been any unit or other agreements put in place that could affect the
permitting or operation of thisproposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No I21

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoO

Is bon ing still in place, which covers this proposed well? YesŒNoO

Signa ure Date

Title: PERMIT ANALYST

Representing: BILL BARRETT CORPORATION

RECENED
MAY06 2003

DN.OF0\L,GAS&



STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

BIA 14-20-H62-5500

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF NDIANN,DAOTTEERORT BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill hodzontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER #16-28-46 DLB

2.NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETT CORPORATION 4301333631
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1099 18TH Street, Ste 2300 Denver CO 80202 (303) 312-8168 ALTAMONT
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1834' FSL, 344 FEL COUNTY: DUCHESNE

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NESE 28 T45 R6W STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER D1SPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMM1NGLEPRODUCING FORMATIONS RECLAMATION OF WELLSITE OTHER: APD EXTENSION

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMAT10N

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BILLBARRETT CORPORATION (BBC) REQUESTS AN ADDITIONALONE-YEAR EXTENSION ON THE APD FOR THIS
LOCATION. THE ORGINALAPD WAS APPRÓVED ON MAY 7, 2007, THE PREVIOUS PERMIT EXTENSION WAS FILED
ON MAY 1, 2008 AND EXPIRES ON MAY 6, 2009.

Approved by the
Utah Division of

Oil,Gas and Mining

COPYSENTTOOPERATOR

om 6'~.12 2Dí1¶ BY: '

initlais:

NAME (PLEASE PRINT) Matt Barber TITLE Permit Analyst

SIGNATURE DATE 4/30/2009

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

BIA 14-20-H62-5500

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF NDIANN,DAOTTEERORT BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° N/Adrill hodzontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER #16-28-46 DLB

2.NAMEOFOPERATOR: 9.APINUMBER:

BILLBARRETT CORPORATION 4301333631
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1099 18TH Street, Ste 2300 Denver CO 80202 (303) 312-8168 ALTAMONT
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 1834' FSL, 344 FEL COUNTY: DUCHESNE

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: NESE 28 T45 R6W STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER D1SPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMM1NGLEPRODUCING FORMATIONS RECLAMATION OF WELLSITE OTHER: APD EXTENSION

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMAT10N

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BILLBARRETT CORPORATION (BBC) REQUESTS AN ADDITIONALONE-YEAR EXTENSION ON THE APD FOR THIS
LOCATION. THE ORGINALAPD WAS APPRÓVED ON MAY 7, 2007, THE PREVIOUS PERMIT EXTENSION WAS FILED
ON MAY 1, 2008 AND EXPIRES ON MAY 6, 2009.

Approved by the
Utah Division of

Oil,Gas and Mining

COPYSENTTOOPERATOR

om 6'~.12 2Dí1¶ BY: '

initlais:

NAME (PLEASE PRINT) Matt Barber TITLE Permit Analyst

SIGNATURE DATE 4/30/2009

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&



Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit e×tension)

API: 4301333631
Well Name: #16-28-46 DLB
Location: 1834' FSL, 344' FEL, NESE, Sec. ,

T4S-R6W

Company Permit Issued to: Bill Barrett Corporation
Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONo

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NoO

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO No IZI

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NolZI

Is bonding still in place, which covers this proposed well? YesŒNoO

4/30/2009

Signature Date

Title: Permit Analyst

Representing: Bill Barrett Corporation

RECEIVED
MAYO6 2009

DIV.0FOIL,GAS&

Application for Permit to Drill
Request for Permit Extension

Validation
(thisform should accompany the Sundry Notice requesting permit e×tension)

API: 4301333631
Well Name: #16-28-46 DLB
Location: 1834' FSL, 344' FEL, NESE, Sec. ,

T4S-R6W

Company Permit Issued to: Bill Barrett Corporation
Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesONo

Have any wells been drilled in the vicinityof the proposed well which would affect
the spacing or siting requirements for this location? YesO NoO

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO No IZI

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No O

Has the approved source of water for drilling changed? YesO NoO

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NolZI

Is bonding still in place, which covers this proposed well? YesŒNoO

4/30/2009

Signature Date

Title: Permit Analyst

Representing: Bill Barrett Corporation

RECEIVED
MAYO6 2009

DIV.0FOIL,GAS&



United States Department of the Interior

5 BUREAU OF LAND MANAGEMENT
Green River District-Vernal Field Office

170 South 500 East
Vernal, UT 84078

(435) 781-4400 Fax: (435) 781-4410
http://www.blm.cov/ut/stlen/fo/vernal.html

IN REPLY REFER TO:

3160
UTGO11

August 6, 2009

Matt Barber
Bill Barrett Corporation
1099 18thStreet, Suite 2300
Denver, CO 80202

Re: Notice of Expiration
Well No. 16-28-46 DLB
NESE, Sec. 28, T4S, R6W
Duchesne County, Utah
Lease No. 14-20-H62-5500

Dear Mr. Barber:

The Application for Permit to Drillfor the above-referenced well was approved on June 5, 2007.
No extension of the original APD was requested. According to our records, no known activityhas
transpiredat the approved location. In view of the foregoing, this officeis notifying you that the
approval of the referenced application has expired. Ifyou intend to drill at this location in the
future, a new Application for Permit to Drillmust be submitted.

This office requires a letter confirmingthat no surface disturbance has been made for this drill
site. Any surface disturbance associated with the approved location of thiswell is to be
rehabilitated. A schedule for this rehabilitation must be submitted to this office. Your cooperation
in this matter is appreciated.

If you have any questions regarding this matter, please contact me at (435) 781-3428.

Sincerely,

Robin R. Hansen
Legal Instruments Examiner

cc: UDOGM
BIA RECENED
Ute Tribe SEP15.2OO9

Og OF0\L,GASi

United States Department of the Interior

5 BUREAU OF LAND MANAGEMENT
Green River District-Vernal Field Office

170 South 500 East
Vernal, UT 84078

(435) 781-4400 Fax: (435) 781-4410
http://www.blm.cov/ut/stlen/fo/vernal.html
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3160
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August 6, 2009

Matt Barber
Bill Barrett Corporation
1099 18thStreet, Suite 2300
Denver, CO 80202

Re: Notice of Expiration
Well No. 16-28-46 DLB
NESE, Sec. 28, T4S, R6W
Duchesne County, Utah
Lease No. 14-20-H62-5500

Dear Mr. Barber:

The Application for Permit to Drillfor the above-referenced well was approved on June 5, 2007.
No extension of the original APD was requested. According to our records, no known activityhas
transpiredat the approved location. In view of the foregoing, this officeis notifying you that the
approval of the referenced application has expired. Ifyou intend to drill at this location in the
future, a new Application for Permit to Drillmust be submitted.

This office requires a letter confirmingthat no surface disturbance has been made for this drill
site. Any surface disturbance associated with the approved location of thiswell is to be
rehabilitated. A schedule for this rehabilitation must be submitted to this office. Your cooperation
in this matter is appreciated.

If you have any questions regarding this matter, please contact me at (435) 781-3428.

Sincerely,

Robin R. Hansen
Legal Instruments Examiner

cc: UDOGM
BIA RECENED
Ute Tribe SEP15.2OO9

Og OF0\L,GASi



API Well No: 43013336310000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-5500 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 16-28-46 DLB 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR:  
 1099 18th Street Ste 2300 , Denver, CO, 80202 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

5/6/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 As per conversation between Brad Hill (DOGM Permitting Manager) and
Tracey Fallang (BBC Permit Specialist) on May 6, 2010, BBC has been

granted an additional year extension on the APD for this location. The original
APD was approved on May 7, 2007. The previous permit extension expires on

May 7, 2010.

NAME (PLEASE PRINT)  
 Matt Barber

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 5/6/2010

PHONE NUMBER:
303 312-8128  Ext 

 

PHONE NUMBER
303 312-8168

May 06, 2010

May 10, 2010

iPI Well No: 43013336310000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING L4 E DESI55NOAOTIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 16-28-46 DLB

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext ALTAMONT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.0W Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/6/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

As per conversation between Brad Hill (DOGM Permitting Manager) and
Tracey Fallang (BBC Permit Specialist) on May 6, 2010, BBC has been Approved by the

granted an additional year extension on the APD for this location. The original Utah Division of
APD was approved on May 7, 2007. The previous permit extension expires on Oil, Gas and Mining

May 7, 2010.
Date: May 10, 2010

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Matt Barber 303 312-8168 Permit Analyst

SIGNATURE DATE
N/A 5/6/2010

RECEIVED May 06,

iPI Well No: 43013336310000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING L4 E DESI55NOAOTIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 16-28-46 DLB

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8128 Ext ALTAMONT

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.0W Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/6/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

As per conversation between Brad Hill (DOGM Permitting Manager) and
Tracey Fallang (BBC Permit Specialist) on May 6, 2010, BBC has been Approved by the

granted an additional year extension on the APD for this location. The original Utah Division of
APD was approved on May 7, 2007. The previous permit extension expires on Oil, Gas and Mining

May 7, 2010.
Date: May 10, 2010

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Matt Barber 303 312-8168 Permit Analyst

SIGNATURE DATE
N/A 5/6/2010

RECEIVED May 06,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013336310000
 

API: 43013336310000
Well Name: 16-28-46 DLB 

Location: 1834 FSL 0344 FEL QTR NESE SEC 28 TWNP 040S RNG 060W MER U
Company Permit Issued to: BILL BARRETT CORP

Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Matt Barber Date: 5/6/2010

Title:  Permit Analyst Representing: BILL BARRETT CORP

May 06, 2010

May 10, 2010

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & MlNTN6

Request for Permit Extension Validation Well Number 43013336310000

API: 43013336310000
Well Name: 16-28-46 DLB

Location: 1834 FSL 0344 FEL QTR NESE SEC 28 TWNP 0405 RNG 060W MER U
Company Permit Issued to: BILL BARRETT CORP

Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? I___|I Yes I_Ð_I No

• Have any wells been drilled in the vicinity of the_proposed well which would affect the spacing or
siting requirements for this location? I:___) Yes _®_) No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? I i Yes i i No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? I___) Yes I _I No

• Has the approved source of water for drilling changed? I __I Yes i i No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I___I Yes I®I No

Approved by the
•Is bonding still in place, which covers this proposed well? I§|I Yes i i No Utah Division of

Oil, Gas and Mining
Signature: Matt Barber Date: 5/6/2010

Title: Permit Analyst Representing: BILL BARRETT CORP Date: May 10, 2010

RECEIVED May 06,

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & MlNTN6

Request for Permit Extension Validation Well Number 43013336310000

API: 43013336310000
Well Name: 16-28-46 DLB

Location: 1834 FSL 0344 FEL QTR NESE SEC 28 TWNP 0405 RNG 060W MER U
Company Permit Issued to: BILL BARRETT CORP

Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? I___|I Yes I_Ð_I No

• Have any wells been drilled in the vicinity of the_proposed well which would affect the spacing or
siting requirements for this location? I:___) Yes _®_) No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? I i Yes i i No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? I___) Yes I _I No

• Has the approved source of water for drilling changed? I __I Yes i i No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I___I Yes I®I No

Approved by the
•Is bonding still in place, which covers this proposed well? I§|I Yes i i No Utah Division of

Oil, Gas and Mining
Signature: Matt Barber Date: 5/6/2010

Title: Permit Analyst Representing: BILL BARRETT CORP Date: May 10, 2010

RECEIVED May 06,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-5500 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 16-28-46 DLB 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

3/18/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Correct Lease Number

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to correct the lease number on file to
14-20-H62-6109.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Tracey Fallang 303 312-8134

TITLE
 Regulatory Manager

SIGNATURE
 N/A

DATE
 3/18/2011

03/21/2011

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-55NOA0TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.
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Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
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TYPE OF SUBMISSION TYPE OF ACTION
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Approximate date work will start:
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PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Correct Lease Number

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to correct the lease number on file to
14-20-H62-6109.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Manager

SIGNATURE DATE
N/A
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F rm 3160 3 APDPMTRCVD FORM APPROVED
(August 2007) OMB No. 1004-0136

UNITED STATES 0CT12 2010 Expires July 31, 2010

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. LeaseseñalNo.g- VFO 1420H626109

APPLICATION FOR PERMIT TO DRILL OR R 6. IfIndian,AllotteeorTribeName
UINTAHAND OURAY

la. Type of work: g bklLL 0 REEÑTËk 7. If Umtor CA Agreement, Name and No.

8. Lease Name and WellNo.
lb. Type of Well: g Oil Well O Gas Well O other 0 Single zone g Multiple zone 16-28-46 DLB

2. Name of Operator Contact: ELAINEWINlck 9. API WellNo.
BILLBARRETT CORPORATION E-Mail: ewinick@billbarrettcorp.com 43-013-33631

3a. Address 3b. Phone No.(include area code) lo. Vieldand Pool, or Exploratory
1099 18TH STREET SUITE 2300 Ph: 303-312-8168 ALTAMONT
DENVER, CO 80202

4. Location of Well (Report location clearly and in accordance wit/2 any staterequirements.*) 11. Sec., Ì., k., M., or Blk. and Survey or Area

At surface NESE 1834FSL 344FEL Sec 28 T4S R6W Mer UBM
At proposed prod. zone SESE 660FSL 660FEL

14. Distance in miles and directionfrom nearest town or post office* 12. County or Parish | lŠ. State
12.3 MILES SW OF DUCHESNE, UT DUCHESNE UT.

15. Distance from proposed locationto nearest property or 16. No. of Acres m Lease 11. Spacing Umt dedicatedto this well
lease line, ft (Also to nearest drig. unit line, if any)

660' 619.35 40.00

18. 131stancetiomproposed locationto nearest well, dn11mg, 19. Proposed Depth 20. BLM/131ABond No. on tile
completed, applied for, on this lease, ft.

2610' 7500 MD
7284 TVD

21. Elevations (showwhether DF, KB, RT, GL, etc. 22. Approximate datework will start 23. Estimated duration
7254 GL 05/11/2011 65 DAYS (D&C)

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the opemtions unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

25. Signature Name (Prmted/Typed) Date
(Electronic Submission) ELAINE WINICK Ph: 303-312-8168 10/07/2010

Title
SENIOR PERMIT ANALYST

Approved by ignatu Name(Prmted/TypeQerryKenczka its 16 2011
Title FieldManager ottice

ds &MineralResources VERNALFIELDOFFICE
Application approval doesnot warrant or certify the apphcant holdslegalor equitable title to those nghts m the subiect leasewhich would entitle the applicant to conduct°c'o°.T°o","s'ohamnroval,

if any, are attached C()NDITIONSOFAPPROVALATTACHED
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowinglyand willfblly to make to any deiiarimentor agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page) NOTICEOFAPPROVAL
Electronic Submission #94263 verified bythe BLM Well Information System ' RECEIVEDFor BILL BARRETT CORPORATION, sent to the Vernal

Committed to AFMSS for processing by ROBIN HANSEN on 10/20/2010 (11RRHO246AE)
MAR29 2011

DIV.0FOIL,GAS&MINING
** BLMREVISED** BLMREVISED** BLMREVISED** BLMREVISED** BLMREVISED **

il ki-mf MŒ A/o No
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DIV.0FOIL,GAS&MINING
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il ki-mf MŒ A/o No



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAUOFLANDMANAGEMENT

VERNAL FIELD OFFICE
en s# 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Bill Barrett Corporation Location: NESE, Sec. 28, T4S, R6W
Well No: 16-28-46 DLB Lease No: 14-20-H62-6109
API No: 43-013-33631 Agreement: NIA

OFFICE NUMBER: (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity - The Ute Tribe Energy & Minerals Dept. and BLM Environmental
(Notify Ute Tribe Energy & Minerals Scientist shall be notified at least 48 hours in advance of any
Dept. and BLM Environmental construction activity. The Ute Tribal office is open Monday
Scientist) throughThursday.

Construction Completion - Upon completion of the pertinent APDIROW construction, notify
(Notify Ute Tribe Energy & Minerals the Ute Tribe Energy & Minerals Dept. for a Tribal Technician to
Dept. and BLM Environmental verify the Affidavit of Completion. Notify the BLM Environmental
Scientist) Scientist prior to moving on the drilling rig.

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify BLM Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify BLMSupv. Petroleum Tech.) all casing strings to: ut vn opreport@blm.qov.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify BLMSupv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify BLM Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)
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Page 2 of 7
Well: 16-28-46 DLB

3/9/2011

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

• A 184.43' by 30' foot corridor right-of-way shall be approved. Upon completion of each pipeline
in corridor, they shall be identified and filed with the Ute Tribe.

• The operator willstrictlyadhere to all Stipulations and Conditions of Approval associated with
the Lake Canyon Environmental Assessment for the location.

• A qualified Archeologist accompanied by a Tribal Technician will monitor trenchingconstruction
of pipeline.

• The Ute Tribe Energy and Minerals Department is to be notified, in writing 48 hours prior to
construction of pipeline.

• Construction notice shall be given to the department on the Ute Tribe workdays, which are
Monday throughThursday. The company understands that they may be responsible for costs
incurred by the Ute Tribe after hours.

• The company shall inform contractors to maintain construction of pipelines within the approved
ROW's.

• The company shall assure the Ute Tribe that "ALLCONTRACTORS INCLUDING SUB-
CONTRACTORS, LEASING CONTRACTORS, AND ETC," have acquired a current and valid
Ute Tribal business license and have " Assess Permits" prior to construction, and willhave
these permits in all vehicles at all times.

• You are hereby notifiedthat workinq under the "umbrella"of a company does not allowyou to
be in the field, and can be subject to those fines of the Ute Tribe Severance Tax Ordinance.

• Any deviation of submitted APD's, COAs, and ROWs applications the operator will notifythe
Ute Tribe in writing and will receive written authorization of any such change with appropriate
authorization.

• The operator will implement "Safety and Emergency Plan." The operator's safety director will
ensure its compliance.

• All operator employees and/or authorized personnel (sub-contractors) in the field will have
approved applicable APD's, ROW permitslauthorizations, and COAs on theirperson(s) during
all phases of construction.

• AIIvehicular traffic,personnel movement, construction/restoration operations shall be confined
to the area examined and approved, and to the existing roadways and/or evaluated access
routes.

• All personnel shall refrain from collecting artifacts, any paleontological fossils, and from
disturbing any significantcultural resources in the area.

• The personnel from the Ute Tribe/BIA shall be notified should cultural remains from subsurface
deposits be exposed or identified during construction. All construction will
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routes.

• All personnel shall refrain from collecting artifacts, any paleontological fossils, and from
disturbing any significantcultural resources in the area.

• The personnel from the Ute Tribe/BIA shall be notified should cultural remains from subsurface
deposits be exposed or identified during construction. All construction will
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• Upon completion of Application for Corridor Right-Way, the company will notify the Ute Tribe
Energy and Minerals Department, so that Tribal Technician can verify Affidavit of Completion.

• All production facilities shall be painted Olive Black to blend in with the surrounding
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• Production casing cement shall be brought up and into the surface casing. The minimum
cement top is 200 ft above the surface casing shoe.

• Oil (or Diesel) shall not be used in the water based mud system without prior approval. Written
request for approval shall be required.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and timeshall be reported orallyto Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Enqineering Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• All requirements listed in Onshore Order #2 Ill. E. Special Drilling Operations are applicable for
air drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and i by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafteras specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field
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• The operatormust report encountersof all non oil&gas mineral resources (such as Gilsonite,
tar sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the well.

• While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers untilthe well is completed.

• A cement bond log (CBL) willbe run from the production casing shoe to the top of cement and
shall be utilizedto determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• Allwells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• For information regarding production reporting, contact the Office of Natural Resources
Revenue (ONRR) at www.ONRR.qov.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephone number.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil,or crude oiland casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• AIIundesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM,Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with thewell completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests
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performed. Samples (cuttings, fluid, and/or gas) shall be submitted onlywhen requested by the
BLM,Vernal Field Office.

• All off-lease storage, off-lease measurement, or comminglingon-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oiland gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers willbe provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLMVernal Field Office within 30 days of installation or first production, whichever occurs
first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLMVernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Officeshall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from thiswell for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an Incident
of Noncompliance and will be grounds for issuing a shut-in order untilan acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notifiedat least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 16-28-46 DLB 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

5/7/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 BBC is requesting a one year extension to this APD that expires 5/7/2011. Per
previous conversations had between Tracey Fallang of BBC and Brad Hill, an
extension may be granted on this APD due to the fact that federal authority

approval was recently received.
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 Permit Analyst

SIGNATURE
 N/A

DATE
 4/8/2011

04/14/2011

Apr. 08, 2011

Sundry Number: 14243 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 16-28-46 DLB

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/7/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BBC is requesting a one year extension to this APD that expires 5/7/2011. Per
previous conversations had between Tracey Fallang of BBC and Brad Hill, an
extension may be granted on this APD due to the fact that federal authority Approved by the

approval was recently received. Utah Division of
Oil, Gas and Mining

Date: 04/14/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 16-28-46 DLB

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/7/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

BBC is requesting a one year extension to this APD that expires 5/7/2011. Per
previous conversations had between Tracey Fallang of BBC and Brad Hill, an
extension may be granted on this APD due to the fact that federal authority Approved by the

approval was recently received. Utah Division of
Oil, Gas and Mining

Date: 04/14/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013336310000
 

API: 43013336310000
Well Name: 16-28-46 DLB 

Location: 1834 FSL 0344 FEL QTR NESE SEC 28 TWNP 040S RNG 060W MER U
Company Permit Issued to: BILL BARRETT CORP

Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Brady Riley Date: 4/8/2011

Title:  Permit Analyst Representing: BILL BARRETT CORP

Apr. 08, 2011

Sundry Number: 14243 API Well Number: 43013336310000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

TI, BAS Pr N1NTMG

Request for Permit Extension Validation Well Number 43013336310000

API: 43013336310000
Well Name: 16-28-46 DLB

Location: 1834 FSL 0344 FEL QTR NESE SEC 28 TWNP 040S RNG 060W MER U
Company Permit Issued to: BILL BARRETT CORP

Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? O Yes No

• Have any wells been drilled in the vicinity of the roposed well which would affect the spacing or
siting requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? O Yes @ No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? O Yes @ No

• Has the approved source of water for drilling changed? O Yes @ No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? O Yes @ No

• Is bonding still in place, which covers this proposed well? @ Yes O No

Signature: Brady Riley Date: 4/8/2011
Title: Permit Analyst Representing: BILL BARRETT

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr N1NTMG

Request for Permit Extension Validation Well Number 43013336310000

API: 43013336310000
Well Name: 16-28-46 DLB

Location: 1834 FSL 0344 FEL QTR NESE SEC 28 TWNP 040S RNG 060W MER U
Company Permit Issued to: BILL BARRETT CORP

Date Original Permit Issued: 5/7/2007

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? O Yes No

• Have any wells been drilled in the vicinity of the roposed well which would affect the spacing or
siting requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? O Yes @ No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? O Yes @ No

• Has the approved source of water for drilling changed? O Yes @ No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? O Yes @ No

• Is bonding still in place, which covers this proposed well? @ Yes O No

Signature: Brady Riley Date: 4/8/2011
Title: Permit Analyst Representing: BILL BARRETT



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 16-28-46 DLB 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

7/1/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being requested to change the name to the LC Tribal
12H-28-46. BBC is also requesting permission to change this well from a

directional well to a horizontal well. New plat, drilling plan, directional plan,
one mile radius map, and Horizontal Letter are attached. Distance to nearest

lease line is 345' to the NE and the distance to the nearest well is 3403' to the
SE. Please contact Brady Riley at 303-312-8115 with questions in regard to

the changes.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 4/8/2011

04/14/2011

Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 16-28-46 DLB

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/1/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being requested to change the name to the LC Tribal
12H-28-46. BBC is also requesting permission to change this well from a

directional well to a horizontal well. New plat, drilling plan, directional plan, Approved by the
one mile radius map, and Horizontal Letter are attached. Distance to nearest Utah Division of

lease line is 345' to the NE and the distance to the nearest well is 3403' to the Oil, Gas and Mining
SE. Please contact Brady Riley at 303-312-8115 with questions in regard to 04/14/2011the changes. Date:

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well 16-28-46 DLB

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/1/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being requested to change the name to the LC Tribal
12H-28-46. BBC is also requesting permission to change this well from a

directional well to a horizontal well. New plat, drilling plan, directional plan, Approved by the
one mile radius map, and Horizontal Letter are attached. Distance to nearest Utah Division of

lease line is 345' to the NE and the distance to the nearest well is 3403' to the Oil, Gas and Mining
SE. Please contact Brady Riley at 303-312-8115 with questions in regard to 04/14/2011the changes. Date:

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A
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Map Produced by Diana Mason
Map Prepared: 

Well Name: LC TRIBAL 12H-28-46
API Number: 4301333631

Township T0.4 . Section 28Range R0.6 .
Meridian: UBM

F
1,250 0 1,250625 Feet

1:12,000

Units
STATUS

ACTIVE

EXPLORATORY

GAS STORAGE

NF PP OIL

NF SECONDARY

PI OIL

PP GAS

PP GEOTHERML

PP OIL

SECONDARY

TERMINATED

Fields
STATUS

Unknown

ABANDONED

ACTIVE

COMBINED

INACTIVE

STORAGE

TERMINATED

Sections

Township

Wells Query
Status

APD - Aproved Permit

H DRL - Spuded (Drilling Commenced)

4 GIW - Gas Injection

!* GS - Gas Storage

N LA - Location Abandoned

! LOC - New Location

7 OPS - Operation Suspended

ª PA - Plugged Abandoned

* PGW - Producing Gas Well

' POW - Producing Oil Well

O RET - Returned APD

¸ SGW - Shut-in Gas Well

· SOW - Shut-in Oil Well

6 TA  - Temp. Abandoned

" TW  - Test Well

¸ WDW - Water Disposal

¸ WIW - Water Injection Well

=* WSW - Water Supply Well
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Operator: BILL BARRETT CORP                                 

Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000
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BILL BARRETT CORPORATION
T4S R6W USB &M* * • • • • Well location, LC TRIBAL #12H-28-46, located as

NB974'38"W - 2591.99' (Meas.) SB978'45"W - 2621.33' (Meas.) shown in the NE 1/4 SE 1/4 of Section 28, T4S,
R6W, U.S.B.&M. DuSchesneEL VAnT

N

Utah.

BENCH MARK (M67) LOCATED IN THE SW 1/4 OF SECTION 9,
T5S, R4W, U.S.B.&M., TAKEN FROM THE DUCHESNE SE
QUADRANGLE,UTAH, DUCHESNE COUNTY, 7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENT OF THE INTERIOR, GEOLOGICAL SURVEY. SAID
ELEVATION IS MARKED ON CAP AS BEING 6097 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

Set Stone,
P//e of Stones,
Beoring Trees

|
LC TR/BÆ j'12H-28- 46
E/ev. Ungraded Ground = 7254' o

Bottom Ho/e

SCALE
I CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE ( g FROM
FIELD NOTES OF ACTUAL SURVEYS E OR

- SUPERVISION AND THAT THE SAM AND C THE
BEST OF MY KNOWLEDGEAND BE O

~ No. 161319 -

Morked TR L VEYO
Stone Rebar Rebor RE TRA N . 1319

NB952'13"W - NB958'2O"W - NB955'46"W - 262120' (Meos.) REVISED: 02-18-11

1308.99' (Meas.) 1303.79' (Meos.)
Set Morked Stone UINTAH ENGINEERING & Ê YING

85 SOUTH 200 EAST - VERNAL, UTAH 84078
(435) 789-1017

LEGEND·
NAD 83 (TARGET BOTTOMHOLE) NAD 83 (SURFACE LOCATION) SCALE DATE SURVEYED: DATE DRAWN:

=
90° SYMBOL LATITUDE = 40'06'06.78" (40.101883) LATITUDE = 40'06'06.92" (40.101922) 1" = 1000' 04-10-07 04-12-07

LONGITUDE=
110°34'27.37" (110.574269) LONGITUDE = 110 33'34.80" (110.559667) PARTY REFERENCES

A = PROPOSED WELL HEAD. NAD 27 (TARGET BOTTOMHOLE) NAD 27 (SURFACE LOCATION) D.S. J.A. P.M. G.L.O. PLAT

A = SECTION CORNERS LOCATED. LATITUDE = 40'06'06.93" (40.101925) LATITUDE = 40'06'07.07" (40.101964) WEATHER FILE

LONGITUDE =
110°34'24.81" (110.573558) LONGITUDE =

110°33'32.24" (110.558956) COOL BILL BARRETT

BILL BARRETT CORPORATION
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N
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DRILLING PLAN 
 

BILL BARRETT CORPORATION 

LC Tribal 12H-28-46 

SHL:  NESE, 1834’ FSL, 344’ FEL, Section 28-T4S-R6W 

BHL: NWSW, 1825’ FSL & 800’ FWL, Section 28-T4S-R6W 

Duchesne Co., UT 

 

Bill Barrett Corporation (BBC) intends to drill a horizontal through the prospective zone within the Uteland 

Butte. 

 

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and 

Gas and Other Minerals 

 

HORIZONTAL FORMATION TOPS 

Formation Depth – MD Depth - TVD 

Surface casing 1000’ 1000’ 

Green River 1952’ 1952’ 

Mahogany 2527’ 2527’ 

TGR3 3677’ 3677’ 

Douglas Creek 4477’ 4477’ 

Black Shale 5247’ 5247’ 

KOP 5270’ 5270’ 

Castle Peak 5471’ 5467’ 

Uteland Butte 

(Penetration Point) 

5915’ 5787’ 

CR1 6036’* 5827’ 

Landing Point 6189’ 5842’ 

TD (CR1) 9684’ 5722’ 

 *PROSPECTIVE PAY 

The Uteland Butte/CR1 is the primary objective for oil/gas.   

       

4. Casing Program  

 

Hole 

Size 

SETTING DEPTH 

(FROM)      (TO) 

Casing 

Size 

Casing 

Weight 

Casing 

Grade 

 

Thread 

 

Condition 

12-1/4”  surface 1,000’ 9 5/8” 36.0 ppf J or K 55 ST&C New 

8 ¾”  1000’ 5000’ 7” 23.0 ppf P-110 LT&C New 

6 1/4” 5000’ TD’ 4 ½ 

Liner 

11.6 ppf P-110 LT&C New 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

DRILLING PLAN

BILL BARRETT CORPORATION
LC Tribal 12H-28-46

SHL: NESE, 1834' FSL, 344' FEL, Section 28-T4S-R6W
BHL: NWSW, 1825' FSL & 800' FWL, Section 28-T4S-R6W

Duchesne Co., UT

Bill Barrett Corporation (BBC) intends to drill a horizontal through the prospective zone within the Uteland
Butte.

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

HORIZONTAL FORMATION TOPS
Formation Depth - MD Depth - TVD

Surface casing 1000' 1000'
Green River 1952' 1952'
Mahogany 2527' 2527'
TGR3 3677' 3677'
Douglas Creek 4477' 4477'
Black Shale 5247' 5247'
KOP 5270' 5270'
Castle Peak 5471' 5467'
Uteland Butte 5915' 5787'
(Penetration Point)
CR1 6036'* 5827'
Landing Point 6189' 5842'
TD (CR1) 9684' 5722'
*PROSPECTIVE PAY
The Uteland Butte/CR1 is the primary objective for oil/gas.

4. Casing Program

SETTING DEPTH Casing Casing Casing
& (FROM) JO_) & Weight Grade Thread Condition

12-1/4" surface 1,000' 9 5/8" 36.0 ppf J or K 55 ST&C New
8 ¾" 1000' 5000' 7" 23.0 ppf P-110 LT&C New

6 1/4" 5000' TD' 4 ½ 11.6 ppf P-110 LT&C New
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The Uteland Butte/CR1 is the primary objective for oil/gas.
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SETTING DEPTH Casing Casing Casing
& (FROM) JO_) & Weight Grade Thread Condition

12-1/4" surface 1,000' 9 5/8" 36.0 ppf J or K 55 ST&C New
8 ¾" 1000' 5000' 7" 23.0 ppf P-110 LT&C New

6 1/4" 5000' TD' 4 ½ 11.6 ppf P-110 LT&C New



Drilling Plan 

LC Tribal 12H-28-46  

Duchesne Co., UT 

 

5. Cementing Program    

 

9 5/8” Surface Casing Cement with approximately 480 sx Premium Plus – Type III 

cement with additives mixed at 14.8 ppg (yield = 1.35 

ft
3
/sx), calculated hole volume with 100% excess. Top out 

cement, if required: 100 sx of Premium cement with 

additives mixed at 15.8 ppg (yield = 1.17 ft
3
/sk) 

7” Intermediate Casing Lead with approximately 215 sx HOWCO Light Premium 

cement with additives, mixed at 11.0 ppg (yield = 3.14 

ft
3
/sx). 

Tail with approximately 280 sx Halliburton 50/50 POZ 

Premium cement with additives mixed at 13.5 ppg (yield = 

1.46 ft
3
/sx).    

Planned TOC = 1000’ above the KOP (tail). 

4 ½” Liner No cement will be used in this section.  Swell packers or 

Packers Plus (or equivalent) will be run to isolate the 

production hole from the intermediate casing section. 

Note:  Top of Tail cement for the intermediate string will be calculated to 1000’ above the KOP 

using gauge hole plus 50% excess.  Lead to surface. 

 

6. Mud Program 

 

 Interval Weight Viscosity Fluid Loss 

(API filtrate) 

Remarks 

40’ – 1,000’ 8.4 – 8.8  26 – 36 NC Freshwater Spud Mud Fluid 

System 

1,000’ – 3000’  8.9 – 9.2 26 - 36 NC Fresh Water  with sweeps 

3000’ – 5000’ 9.2 – 9.4 42 – 55 6 – 10 Fresh Water PHPA 

5000’ – TD 9.0 - 9.2 45 – 58 4 – 10 Fresh Water PHPA 

Note:  Sufficient mud materials to maintain mud properties, control lost circulation and to contain 

“kicks” will be available at wellsite.  BBC may require minor amounts of diesel to be added to its 

fluid system in order to reduce torque and drag. 
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Sundry Number: 14249 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

5. Cementing Program

9 5/8" Surface Casing Cement with approximately 480 sx Premium Plus - Type III
cement with additives mixed at 14.8 ppg (yield = 1.35
ft'/sx), calculated hole volume with 100% excess. Top out
cement, if required: 100 sx of Premium cement with
additives mixed at 15.8 ppg (yield = 1.17 ft'/sk)

7" Intermediate Casing Lead with approximately 215 sx HOWCO Light Premium
cement with additives, mixed at 11.0 ppg (yield = 3.14
ft'/sx).
Tail with approximately 280 sx Halliburton 50/50 POZ
Premium cement with additives mixed at 13.5 ppg (yield =

1.46 ft'/sx).
Planned TOC = 1000' above the KOP (tail).

4 ½" Liner No cement will be used in this section. Swell packers or
Packers Plus (or equivalent) will be run to isolate the
production hole fromthe intermediate casing section.

Note: Top of Tail cement for the intermediate string will be calculated to 1000' above the KOP
using gauge hole plus 50% excess. Lead to surface.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

40' - 1,000' 8.4 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

1,000' - 3000' 8.9 - 9.2 26 - 36 NC Fresh Water with sweeps
3000' - 5000' 9.2 - 9.4 42 - 55 6 - 10 Fresh Water PHPA
5000' - TD 9.0 - 9.2 45 - 58 4 - 10 Fresh Water PHPA
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce torque and
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cement with additives mixed at 14.8 ppg (yield = 1.35
ft'/sx), calculated hole volume with 100% excess. Top out
cement, if required: 100 sx of Premium cement with
additives mixed at 15.8 ppg (yield = 1.17 ft'/sk)

7" Intermediate Casing Lead with approximately 215 sx HOWCO Light Premium
cement with additives, mixed at 11.0 ppg (yield = 3.14
ft'/sx).
Tail with approximately 280 sx Halliburton 50/50 POZ
Premium cement with additives mixed at 13.5 ppg (yield =

1.46 ft'/sx).
Planned TOC = 1000' above the KOP (tail).

4 ½" Liner No cement will be used in this section. Swell packers or
Packers Plus (or equivalent) will be run to isolate the
production hole fromthe intermediate casing section.

Note: Top of Tail cement for the intermediate string will be calculated to 1000' above the KOP
using gauge hole plus 50% excess. Lead to surface.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate)

40' - 1,000' 8.4 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

1,000' - 3000' 8.9 - 9.2 26 - 36 NC Fresh Water with sweeps
3000' - 5000' 9.2 - 9.4 42 - 55 6 - 10 Fresh Water PHPA
5000' - TD 9.0 - 9.2 45 - 58 4 - 10 Fresh Water PHPA
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce torque and



Drilling Plan 

LC Tribal 12H-28-46  

Duchesne Co., UT 

 

7. BOP and Pressure Containment Data  

 

Depth Intervals BOP Equipment 

0 – 1,000’  No pressure control required 

1,000’ – TD  11” 5000# Ram Type BOP 

11” 5000# Annular BOP 

-  Drilling spool to accommodate choke and kill lines; 

-  Ancillary and choke manifold to be rated @ 5000 psi; 

-  Ancillary equipment and choke manifold rated at 5,000#.  All BOP and BOPE tests will be in    

   accordance with the requirements of onshore Order No. 2;   

-  The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in  

    advance of all BOP pressure tests.  

-  BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up   

   to operate most efficiently in this manner.    

 

8.  Auxiliary Equipment 

 

a) Upper kelly cock; lower Kelly cock will be installed while drilling 

b) Inside BOP or stab-in valve (available on rig floor) 

c) Safety valve(s) and subs to fit all string connections in use 

d)  Mud monitoring will be visually observed 

 

 

9. Testing, Logging and Core Programs 

 

Cores None anticipated; 

Testing None anticipated; drill stem tests may be run on shows of interest; 

Sampling 30’ to 50’ samples; surface casing to TD.  Preserve samples all show intervals; 

Surveys MWD as needed to land wellbore; 

Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).  

FMI & Sonic Scanner to be run at geologist’s discretion.   

Note:  All open hole logs would be run on the proposed “pilot hole” portion of the wellbore.  FMI 

and CAL may be run on the lateral portion of the horizontal wellbore at the geologist’s discretion. 

 

10. Anticipated Abnormal Pressures or Temperatures 

 

No abnormal pressures or temperatures or other hazards are anticipated.   

 

Maximum anticipated bottom hole pressure equals approximately 4633 psi* and maximum 

anticipated surface pressure equals approximately 2503 psi** (bottom hole pressure minus the 

pressure of a partially evacuated hole calculated at 0.22 psi/foot). 

 

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure) 

**Maximum surface pressure = A – (0.22 x TD) 

 

11. Location and Type of Water Supply 

  

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water  

 Dock located in Sec. 1, T4S, R5W. 
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Sundry Number: 14249 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1,000' No pressure control required
1,000' - TD 11" 5000# Ram Type BOP

l1" 5000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated (5 5000 psi;
- Ancillary equipment and choke manifold rated at 5,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys MWD as needed to land wellbore;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to surface).

FMI & Sonic Scanner to be run at geologist's discretion.
Note: All open hole logs would be run on the proposed "pilot hole" portion of the wellbore. FMI
and CAL may be run on the lateral portion of the horizontal wellbore at the geologist's discretion.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4633 psi* and maximum
anticipated surface pressure equals approximately 2503 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Location and Type of Water Supply

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water
Dock located in Sec. 1, T4S,
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d) Mud monitoring will be visually observed
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Note: All open hole logs would be run on the proposed "pilot hole" portion of the wellbore. FMI
and CAL may be run on the lateral portion of the horizontal wellbore at the geologist's discretion.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4633 psi* and maximum
anticipated surface pressure equals approximately 2503 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Location and Type of Water Supply

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water
Dock located in Sec. 1, T4S,



Drilling Plan 

LC Tribal 12H-28-46  

Duchesne Co., UT 

 

 

12.  Drilling Schedule 

 

 Location Construction: Constructed 6/23/2011 

 Spud:   Conductor Casing Spud 7/7/2011  

    Surface Casing Spud Date Approx. 9/1/2011 

 Duration:  25 days drilling time 

    25 days completion time 
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Sundry Number: 14249 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

12. Drilling Schedule

Location Construction: Constructed 6/23/2011
Spud: Conductor Casing Spud 7/7/2011

Surface Casing Spud Date Approx. 9/1/2011
Duration: 25 days drilling time

25 days completion
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12. Drilling Schedule

Location Construction: Constructed 6/23/2011
Spud: Conductor Casing Spud 7/7/2011

Surface Casing Spud Date Approx. 9/1/2011
Duration: 25 days drilling time

25 days completion



Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

Well name: LC Tribal 12H-28-46
Operator: BBC
String type: Surface

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 89 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst: Minimum Drift: 8.750 in
Design factor 1.00 Cement top: -0 ft

Burst
Max anticipated surface

pressure: 377 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 597 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
Annular backup: 9.50 ppg Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,730 ft
Tension is based on air weight. Next mud weight: 9.000 ppgNeutral point: 867 ft Next setting BHP: 2,212 psi

Fracture mud wt: 11.500 ppg
Fracture depth: 1,000 ft
Injection pressure 597 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 1000 9.625 36.00 K-55 ST&C 1000 1000 8.765 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 467 2020 4.321 377 3520 9.33 36 423 11.75 J

Date: February 17,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 1000 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the

Well name: LC Tribal 12H-28-46
Operator: BBC
String type: Surface

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 89 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst: Minimum Drift: 8.750 in
Design factor 1.00 Cement top: -0 ft

Burst
Max anticipated surface

pressure: 377 psi
Internal gradient: 0.220 psilft Tension: Non-directional string.
Calculated BHP 597 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
Annular backup: 9.50 ppg Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,730 ft
Tension is based on air weight. Next mud weight: 9.000 ppgNeutral point: 867 ft Next setting BHP: 2,212 psi

Fracture mud wt: 11.500 ppg
Fracture depth: 1,000 ft
Injection pressure 597 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 1000 9.625 36.00 K-55 ST&C 1000 1000 8.765 71.2

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 467 2020 4.321 377 3520 9.33 36 423 11.75 J

Date: February 17,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 1000 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

Well name: LC Tribal 12H-28-46
Operator: BBC
String type: Intermediate

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.200 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 141 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst: Minimum Drift: 6.250 in
Design factor 1.00

Burst
Max anticipated surface

pressure: 1,220 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 2,261 psi 8 Round STC: 1.80 (J) Kick-off point 4253 ft

8 Round LTC: 1.80 (J) Departure at shoe: 487 ft
Annular backup: 9.50 ppg Buttress: 1.60 (J) Maximum dogleg: 12 °/100ft

Premium: 1.50 (J) Inclination at shoe: 91.2 °

Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 4,658 ft

Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 4,076 ft Next setting BHP: 2,178 psi

Fracture mud wt: 14.000 ppg
Fracture depth: 4,730 ft
Injection pressure 3,440 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (ibs/ft) (ft) (ft) (in) (ft3)
1 5013 7 23.00 S-95 LT&C 4730 5013 6.25 231.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2261 5268 2.330 1220 7530 6.17 109 512 4.71 J

Date: February 18,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 4730 ft, a mud weight of 9.2 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design willbe that of the

Well name: LC Tribal 12H-28-46
Operator: BBC
String type: Intermediate

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.200 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 141 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst: Minimum Drift: 6.250 in
Design factor 1.00

Burst
Max anticipated surface

pressure: 1,220 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 2,261 psi 8 Round STC: 1.80 (J) Kick-off point 4253 ft

8 Round LTC: 1.80 (J) Departure at shoe: 487 ft
Annular backup: 9.50 ppg Buttress: 1.60 (J) Maximum dogleg: 12 °/100ft

Premium: 1.50 (J) Inclination at shoe: 91.2 °

Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 4,658 ft

Tension is based on air weight. Next mud weight: 9.000 ppg
Neutral point: 4,076 ft Next setting BHP: 2,178 psi

Fracture mud wt: 14.000 ppg
Fracture depth: 4,730 ft
Injection pressure 3,440 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (ibs/ft) (ft) (ft) (in) (ft3)
1 5013 7 23.00 S-95 LT&C 4730 5013 6.25 231.7

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2261 5268 2.330 1220 7530 6.17 109 512 4.71 J

Date: February 18,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 4730 ft, a mud weight of 9.2 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design willbe that of the
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Sundry Number: 14249 API Well Number: 43013336310000

Well name: LCTribal 12H-28-46
Operator: BBC
String type: Production

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 140 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 3,210 ft

Burst
Max anticipated surface

pressure: 1,153 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 2,178 psi 8 Round STC: 1.80 (J) Kick-off point 4253 ft

8 Round LTC: 1.80 (J) Departure at shoe: 3697 ft
Annular backup: 9.50 ppg Buttress: 1.60 (J) Maximumdogleg: 12 °l100ft

Premium: 1.50 (J) Inclination at shoe: 91.29 °

Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 4,031 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 8223 4.5 11.60 P-110 LT&C 4658 8223 3.875 190.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2178 7580 3.481 1153 10690 9.27 54 279 5.16 J

Date: February 18,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 4658 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design willbe that of the

Well name: LCTribal 12H-28-46
Operator: BBC
String type: Production

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 140 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft

Burst:
Design factor 1.00 Cement top: 3,210 ft

Burst
Max anticipated surface

pressure: 1,153 psi
Internal gradient: 0.220 psilft Tension: Directional well information:
Calculated BHP 2,178 psi 8 Round STC: 1.80 (J) Kick-off point 4253 ft

8 Round LTC: 1.80 (J) Departure at shoe: 3697 ft
Annular backup: 9.50 ppg Buttress: 1.60 (J) Maximumdogleg: 12 °l100ft

Premium: 1.50 (J) Inclination at shoe: 91.29 °

Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 4,031 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft*)
1 8223 4.5 11.60 P-110 LT&C 4658 8223 3.875 190.6

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2178 7580 3.481 1153 10690 9.27 54 279 5.16 J

Date: February 18,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 4658 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplying the tensile stress by the cross section area to calculate a

Engineering responsibility for use of this design willbe that of the

briley
Text Box
LC Tribal 12H-28-46
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TVDs to System: N
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True
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Geodetic Scale Factor Applied
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Duchesne County, UT (NAD 1927)

Bill Barrett Corp

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured

Depth

(ft)
Inclination

(°)

Azimuth

(°)

Vertical

Depth

(ft)
+E/-W

(ft)

Vertical

Section

(ft)

Dogleg

Rate

(°/100ft)
+N/-S

(ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Toolface

Azimuth

(°)

0.00 0.00 0.00 0.00 0.00 0.000.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.000.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.000.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.000.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.000.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.000.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.000.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.000.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.000.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.000.00 0.00 0.00 0.00 0.00

1,000.00 0.00 0.00 1,000.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.000.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.000.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.000.00 0.00 0.00 0.00 0.00

1,952.00 0.00 0.00 1,952.00 0.00 0.000.00 0.00 0.00 0.00 0.00
Green River

2,000.00 0.00 0.00 2,000.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.000.00 0.00 0.00 0.00 0.00

2,400.00 0.00 0.00 2,400.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,500.00 0.00 0.00 2,500.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,527.00 0.00 0.00 2,527.00 0.00 0.000.00 0.00 0.00 0.00 0.00

Mahogany

2,600.00 0.00 0.00 2,600.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.000.00 0.00 0.00 0.00 0.00

2,800.00 0.00 0.00 2,800.00 0.00 0.000.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,000.00 0.00 0.00 3,000.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.000.00 0.00 0.00 0.00 0.00

3,300.00 0.00 0.00 3,300.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,500.00 0.00 0.00 3,500.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,677.00 0.00 0.00 3,677.00 0.00 0.000.00 0.00 0.00 0.00 0.00

TGR3

3,700.00 0.00 0.00 3,700.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.000.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,000.00 0.00 0.00 4,000.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.000.00 0.00 0.00 0.00 0.00

4,200.00 0.00 0.00 4,200.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,477.00 0.00 0.00 4,477.00 0.00 0.000.00 0.00 0.00 0.00 0.00

Douglas Creek

4,500.00 0.00 0.00 4,500.00 0.00 0.000.00 0.00 0.00 0.00 0.00

4,600.00 0.00 0.00 4,600.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.000.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.000.00 0.00 0.00 0.00 0.00
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Sundry Number: 14249 API Well Number: 43013336310000

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured Vertical Vertical Dogleg Build Turn Toolface
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate Azimuth

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft) (°)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1,952.00 0.00 0.00 1,952.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Green River
2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,527.00 0.00 0.00 2,527.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Mahogany
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,677.00 0.00 0.00 3,677.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

TGR3

3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,477.00 0.00 0.00 4,477.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Douglas Creek
4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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HALLIBURTON Duchesne County, UT (NAD 1927)
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Measured Vertical Vertical Dogleg Build Turn Toolface
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate Azimuth

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft) (°)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

500.00 0.00 0.00 500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 0.00 600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
700.00 0.00 0.00 700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 0.00 800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 0.00 900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1,000.00 0.00 0.00 1,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,100.00 0.00 0.00 1,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,200.00 0.00 0.00 1,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,300.00 0.00 0.00 1,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,400.00 0.00 0.00 1,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1,500.00 0.00 0.00 1,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,600.00 0.00 0.00 1,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,700.00 0.00 0.00 1,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,800.00 0.00 0.00 1,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
1,900.00 0.00 0.00 1,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1,952.00 0.00 0.00 1,952.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Green River
2,000.00 0.00 0.00 2,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,100.00 0.00 0.00 2,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,200.00 0.00 0.00 2,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,300.00 0.00 0.00 2,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2,400.00 0.00 0.00 2,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,500.00 0.00 0.00 2,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,527.00 0.00 0.00 2,527.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Mahogany
2,600.00 0.00 0.00 2,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,700.00 0.00 0.00 2,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2,800.00 0.00 0.00 2,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
2,900.00 0.00 0.00 2,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,000.00 0.00 0.00 3,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,100.00 0.00 0.00 3,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,200.00 0.00 0.00 3,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

3,300.00 0.00 0.00 3,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,400.00 0.00 0.00 3,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,500.00 0.00 0.00 3,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,600.00 0.00 0.00 3,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,677.00 0.00 0.00 3,677.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

TGR3

3,700.00 0.00 0.00 3,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,800.00 0.00 0.00 3,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3,900.00 0.00 0.00 3,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,000.00 0.00 0.00 4,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,100.00 0.00 0.00 4,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4,200.00 0.00 0.00 4,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,300.00 0.00 0.00 4,300.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,400.00 0.00 0.00 4,400.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,477.00 0.00 0.00 4,477.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Douglas Creek
4,500.00 0.00 0.00 4,500.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4,600.00 0.00 0.00 4,600.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,700.00 0.00 0.00 4,700.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,800.00 0.00 0.00 4,800.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4,900.00 0.00 0.00 4,900.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Duchesne County, UT (NAD 1927)

Bill Barrett Corp

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured

Depth

(ft)
Inclination

(°)

Azimuth

(°)

Vertical

Depth

(ft)
+E/-W

(ft)

Vertical

Section

(ft)

Dogleg

Rate

(°/100ft)
+N/-S

(ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Toolface

Azimuth

(°)

5,000.00 0.00 0.00 5,000.00 0.00 0.000.00 0.00 0.00 0.00 0.00

5,100.00 0.00 0.00 5,100.00 0.00 0.000.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.000.00 0.00 0.00 0.00 0.00
5,247.00 0.00 0.00 5,247.00 0.00 0.000.00 0.00 0.00 0.00 0.00

Black Shale

5,269.51 0.00 0.00 5,269.51 0.00 0.000.00 0.00 0.00 0.00 0.00
Kickoff at 5269.51 ft

5,300.00 3.05 269.81 5,299.99 0.81 10.000.00 -0.81 10.00 0.00 269.81

5,350.00 8.05 269.81 5,349.74 5.65 10.00-0.02 -5.65 10.00 0.00 0.00
5,400.00 13.05 269.81 5,398.87 14.80 10.00-0.05 -14.80 10.00 0.00 0.00
5,450.00 18.05 269.81 5,447.03 28.20 10.00-0.10 -28.20 10.00 0.00 0.00
5,471.14 20.16 269.81 5,467.00 35.11 10.00-0.12 -35.11 10.00 0.00 0.00

Castle Peak

5,500.00 23.05 269.81 5,493.83 45.74 10.00-0.16 -45.74 10.00 0.00 0.00
Build Rate = 10.00°/100 ft

5,550.00 28.05 269.81 5,538.93 67.30 10.00-0.23 -67.30 10.00 0.00 0.00
5,600.00 33.05 269.81 5,581.98 92.70 10.00-0.31 -92.70 10.00 0.00 0.00
5,650.00 38.05 269.81 5,622.64 121.77 10.00-0.41 -121.77 10.00 0.00 0.00
5,700.00 43.05 269.81 5,660.62 154.26 10.00-0.52 -154.26 10.00 0.00 0.00
5,750.00 48.05 269.81 5,695.63 189.94 10.00-0.64 -189.94 10.00 0.00 0.00

5,800.00 53.05 269.81 5,727.39 228.54 10.00-0.78 -228.54 10.00 0.00 0.00
5,850.00 58.05 269.81 5,755.66 269.76 10.00-0.92 -269.75 10.00 0.00 0.00
5,900.00 63.05 269.81 5,780.24 313.28 10.00-1.06 -313.28 10.00 0.00 0.00
5,915.32 64.58 269.81 5,787.00 327.03 10.00-1.11 -327.03 10.00 0.00 0.00

Penetration Point (Uteland Butte) - Uteland Butte (Penetration Point)

5,950.00 68.05 269.81 5,800.93 358.78 10.00-1.22 -358.78 10.00 0.00 0.00

6,000.00 73.05 269.81 5,817.57 405.91 10.00-1.38 -405.91 10.00 0.00 0.00
6,036.09 76.66 269.81 5,827.00 440.75 10.00-1.50 -440.74 10.00 0.00 0.00

CR1

6,050.00 78.05 269.81 5,830.05 454.32 10.00-1.54 -454.31 10.00 0.00 0.00
6,100.00 83.05 269.81 5,838.25 503.62 10.00-1.71 -503.62 10.00 0.00 0.00
6,150.00 88.05 269.81 5,842.13 553.46 10.00-1.88 -553.45 10.00 0.00 0.00

6,189.21 91.97 269.81 5,842.12 592.66 10.00-2.01 -592.66 10.00 0.00 0.00
End Build at 6189.21 ft - Landing Point

6,200.00 91.97 269.81 5,841.75 603.44 0.00-2.05 -603.44 0.00 0.00 0.00
6,300.00 91.97 269.81 5,838.32 703.38 0.00-2.39 -703.38 0.00 0.00 0.00
6,400.00 91.97 269.81 5,834.88 803.32 0.00-2.73 -803.32 0.00 0.00 0.00
6,500.00 91.97 269.81 5,831.44 903.27 0.00-3.07 -903.26 0.00 0.00 0.00

Hold Angle at 91.97°

6,600.00 91.97 269.81 5,828.00 1,003.21 0.00-3.41 -1,003.20 0.00 0.00 0.00
6,700.00 91.97 269.81 5,824.56 1,103.15 0.00-3.75 -1,103.14 0.00 0.00 0.00
6,800.00 91.97 269.81 5,821.13 1,203.09 0.00-4.08 -1,203.08 0.00 0.00 0.00
6,900.00 91.97 269.81 5,817.69 1,303.03 0.00-4.42 -1,303.02 0.00 0.00 0.00
7,000.00 91.97 269.81 5,814.25 1,402.97 0.00-4.76 -1,402.96 0.00 0.00 0.00

7,100.00 91.97 269.81 5,810.81 1,502.91 0.00-5.10 -1,502.90 0.00 0.00 0.00
7,200.00 91.97 269.81 5,807.38 1,602.85 0.00-5.44 -1,602.84 0.00 0.00 0.00
7,300.00 91.97 269.81 5,803.94 1,702.79 0.00-5.78 -1,702.78 0.00 0.00 0.00
7,400.00 91.97 269.81 5,800.50 1,802.73 0.00-6.12 -1,802.72 0.00 0.00 0.00
7,500.00 91.97 269.81 5,797.06 1,902.67 0.00-6.46 -1,902.66 0.00 0.00 0.00

269.81° Azimuth

7,600.00 91.97 269.81 5,793.63 2,002.62 0.00-6.80 -2,002.60 0.00 0.00 0.00
7,700.00 91.97 269.81 5,790.19 2,102.56 0.00-7.14 -2,102.54 0.00 0.00 0.00
7,800.00 91.97 269.81 5,786.75 2,202.50 0.00-7.48 -2,202.48 0.00 0.00 0.00
7,900.00 91.97 269.81 5,783.31 2,302.44 0.00-7.82 -2,302.42 0.00 0.00 0.00
8,000.00 91.97 269.81 5,779.88 2,402.38 0.00-8.16 -2,402.36 0.00 0.00 0.00

8,100.00 91.97 269.81 5,776.44 2,502.32 0.00-8.50 -2,502.31 0.00 0.00 0.00
8,200.00 91.97 269.81 5,773.00 2,602.26 0.00-8.84 -2,602.25 0.00 0.00 0.00
8,300.00 91.97 269.81 5,769.56 2,702.20 0.00-9.17 -2,702.19 0.00 0.00 0.00
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Sundry Number: 14249 API Well Number: 43013336310000

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured Vertical Vertical Dogleg Build Turn Toolface
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate Azimuth

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft) (°)

5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
5,247.00 0.00 0.00 5,247.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Black Shale
5,269.51 0.00 0.00 5,269.51 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Kickoff at 5269.51 ft
5,300.00 3.05 269.81 5,299.99 0.00 -0.81 0.81 10.00 10.00 0.00 269.81

5,350.00 8.05 269.81 5,349.74 -0.02 -5.65 5.65 10.00 10.00 0.00 0.00
5,400.00 13.05 269.81 5,398.87 -0.05 -14.80 14.80 10.00 10.00 0.00 0.00
5,450.00 18.05 269.81 5,447.03 -0.10 -28.20 28.20 10.00 10.00 0.00 0.00
5,471.14 20.16 269.81 5,467.00 -0.12 -35.11 35.11 10.00 10.00 0.00 0.00

Castle Peak
5,500.00 23.05 269.81 5,493.83 -0.16 -45.74 45.74 10.00 10.00 0.00 0.00

Build Rate = 10.00°l100 ft

5,550.00 28.05 269.81 5,538.93 -0.23 -67.30 67.30 10.00 10.00 0.00 0.00
5,600.00 33.05 269.81 5,581.98 -0.31 -92.70 92.70 10.00 10.00 0.00 0.00
5,650.00 38.05 269.81 5,622.64 -0.41 -121.77 121.77 10.00 10.00 0.00 0.00
5,700.00 43.05 269.81 5,660.62 -0.52 -154.26 154.26 10.00 10.00 0.00 0.00
5,750.00 48.05 269.81 5,695.63 -0.64 -189.94 189.94 10.00 10.00 0.00 0.00

5,800.00 53.05 269.81 5,727.39 -0.78 -228.54 228.54 10.00 10.00 0.00 0.00
5,850.00 58.05 269.81 5,755.66 -0.92 -269.75 269.76 10.00 10.00 0.00 0.00
5,900.00 63.05 269.81 5,780.24 -1.06 -313.28 313.28 10.00 10.00 0.00 0.00
5,915.32 64.58 269.81 5,787.00 -1.11 -327.03 327.03 10.00 10.00 0.00 0.00

Penetration Point (Uteland Butte) - Uteland Butte (Penetration Point)
5,950.00 68.05 269.81 5,800.93 -1.22 -358.78 358.78 10.00 10.00 0.00 0.00

6,000.00 73.05 269.81 5,817.57 -1.38 -405.91 405.91 10.00 10.00 0.00 0.00
6,036.09 76.66 269.81 5,827.00 -1.50 -440.74 440.75 10.00 10.00 0.00 0.00

CR1
6,050.00 78.05 269.81 5,830.05 -1.54 -454.31 454.32 10.00 10.00 0.00 0.00
6,100.00 83.05 269.81 5,838.25 -1.71 -503.62 503.62 10.00 10.00 0.00 0.00
6,150.00 88.05 269.81 5,842.13 -1.88 -553.45 553.46 10.00 10.00 0.00 0.00

6,189.21 91.97 269.81 5,842.12 -2.01 -592.66 592.66 10.00 10.00 0.00 0.00
End Build at 6189.21 ft - Landing Point
6,200.00 91.97 269.81 5,841.75 -2.05 -603.44 603.44 0.00 0.00 0.00 0.00
6,300.00 91.97 269.81 5,838.32 -2.39 -703.38 703.38 0.00 0.00 0.00 0.00
6,400.00 91.97 269.81 5,834.88 -2.73 -803.32 803.32 0.00 0.00 0.00 0.00
6,500.00 91.97 269.81 5,831.44 -3.07 -903.26 903.27 0.00 0.00 0.00 0.00

Hold Angle at 91.97°

6,600.00 91.97 269.81 5,828.00 -3.41
-1,003.20 1,003.21 0.00 0.00 0.00 0.00

6,700.00 91.97 269.81 5,824.56 -3.75
-1,103.14 1,103.15 0.00 0.00 0.00 0.00

6,800.00 91.97 269.81 5,821.13 -4.08
-1,203.08 1,203.09 0.00 0.00 0.00 0.00

6,900.00 91.97 269.81 5,817.69 -4.42
-1,303.02 1,303.03 0.00 0.00 0.00 0.00

7,000.00 91.97 269.81 5,814.25 -4.76
-1,402.96 1,402.97 0.00 0.00 0.00 0.00

7,100.00 91.97 269.81 5,810.81 -5.10
-1,502.90 1,502.91 0.00 0.00 0.00 0.00

7,200.00 91.97 269.81 5,807.38 -5.44
-1,602.84 1,602.85 0.00 0.00 0.00 0.00

7,300.00 91.97 269.81 5,803.94 -5.78
-1,702.78 1,702.79 0.00 0.00 0.00 0.00

7,400.00 91.97 269.81 5,800.50 -6.12
-1,802.72 1,802.73 0.00 0.00 0.00 0.00

7,500.00 91.97 269.81 5,797.06 -6.46
-1,902.66 1,902.67 0.00 0.00 0.00 0.00

269.81° Azimuth

7,600.00 91.97 269.81 5,793.63 -6.80
-2,002.60 2,002.62 0.00 0.00 0.00 0.00

7,700.00 91.97 269.81 5,790.19 -7.14
-2,102.54 2,102.56 0.00 0.00 0.00 0.00

7,800.00 91.97 269.81 5,786.75 -7.48
-2,202.48 2,202.50 0.00 0.00 0.00 0.00

7,900.00 91.97 269.81 5,783.31 -7.82
-2,302.42 2,302.44 0.00 0.00 0.00 0.00

8,000.00 91.97 269.81 5,779.88 -8.16
-2,402.36 2,402.38 0.00 0.00 0.00 0.00

8,100.00 91.97 269.81 5,776.44 -8.50
-2,502.31 2,502.32 0.00 0.00 0.00 0.00

8,200.00 91.97 269.81 5,773.00 -8.84
-2,602.25 2,602.26 0.00 0.00 0.00 0.00

8,300.00 91.97 269.81 5,769.56 -9.17
-2,702.19 2,702.20 0.00 0.00 0.00 0.00

25 March, 2011 - 17:32 Page 3 of 6

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured Vertical Vertical Dogleg Build Turn Toolface
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate Azimuth

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft) (°)

5,000.00 0.00 0.00 5,000.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

5,100.00 0.00 0.00 5,100.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
5,200.00 0.00 0.00 5,200.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
5,247.00 0.00 0.00 5,247.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Black Shale
5,269.51 0.00 0.00 5,269.51 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Kickoff at 5269.51 ft
5,300.00 3.05 269.81 5,299.99 0.00 -0.81 0.81 10.00 10.00 0.00 269.81

5,350.00 8.05 269.81 5,349.74 -0.02 -5.65 5.65 10.00 10.00 0.00 0.00
5,400.00 13.05 269.81 5,398.87 -0.05 -14.80 14.80 10.00 10.00 0.00 0.00
5,450.00 18.05 269.81 5,447.03 -0.10 -28.20 28.20 10.00 10.00 0.00 0.00
5,471.14 20.16 269.81 5,467.00 -0.12 -35.11 35.11 10.00 10.00 0.00 0.00

Castle Peak
5,500.00 23.05 269.81 5,493.83 -0.16 -45.74 45.74 10.00 10.00 0.00 0.00

Build Rate = 10.00°l100 ft

5,550.00 28.05 269.81 5,538.93 -0.23 -67.30 67.30 10.00 10.00 0.00 0.00
5,600.00 33.05 269.81 5,581.98 -0.31 -92.70 92.70 10.00 10.00 0.00 0.00
5,650.00 38.05 269.81 5,622.64 -0.41 -121.77 121.77 10.00 10.00 0.00 0.00
5,700.00 43.05 269.81 5,660.62 -0.52 -154.26 154.26 10.00 10.00 0.00 0.00
5,750.00 48.05 269.81 5,695.63 -0.64 -189.94 189.94 10.00 10.00 0.00 0.00

5,800.00 53.05 269.81 5,727.39 -0.78 -228.54 228.54 10.00 10.00 0.00 0.00
5,850.00 58.05 269.81 5,755.66 -0.92 -269.75 269.76 10.00 10.00 0.00 0.00
5,900.00 63.05 269.81 5,780.24 -1.06 -313.28 313.28 10.00 10.00 0.00 0.00
5,915.32 64.58 269.81 5,787.00 -1.11 -327.03 327.03 10.00 10.00 0.00 0.00

Penetration Point (Uteland Butte) - Uteland Butte (Penetration Point)
5,950.00 68.05 269.81 5,800.93 -1.22 -358.78 358.78 10.00 10.00 0.00 0.00

6,000.00 73.05 269.81 5,817.57 -1.38 -405.91 405.91 10.00 10.00 0.00 0.00
6,036.09 76.66 269.81 5,827.00 -1.50 -440.74 440.75 10.00 10.00 0.00 0.00

CR1
6,050.00 78.05 269.81 5,830.05 -1.54 -454.31 454.32 10.00 10.00 0.00 0.00
6,100.00 83.05 269.81 5,838.25 -1.71 -503.62 503.62 10.00 10.00 0.00 0.00
6,150.00 88.05 269.81 5,842.13 -1.88 -553.45 553.46 10.00 10.00 0.00 0.00

6,189.21 91.97 269.81 5,842.12 -2.01 -592.66 592.66 10.00 10.00 0.00 0.00
End Build at 6189.21 ft - Landing Point
6,200.00 91.97 269.81 5,841.75 -2.05 -603.44 603.44 0.00 0.00 0.00 0.00
6,300.00 91.97 269.81 5,838.32 -2.39 -703.38 703.38 0.00 0.00 0.00 0.00
6,400.00 91.97 269.81 5,834.88 -2.73 -803.32 803.32 0.00 0.00 0.00 0.00
6,500.00 91.97 269.81 5,831.44 -3.07 -903.26 903.27 0.00 0.00 0.00 0.00

Hold Angle at 91.97°

6,600.00 91.97 269.81 5,828.00 -3.41
-1,003.20 1,003.21 0.00 0.00 0.00 0.00

6,700.00 91.97 269.81 5,824.56 -3.75
-1,103.14 1,103.15 0.00 0.00 0.00 0.00

6,800.00 91.97 269.81 5,821.13 -4.08
-1,203.08 1,203.09 0.00 0.00 0.00 0.00

6,900.00 91.97 269.81 5,817.69 -4.42
-1,303.02 1,303.03 0.00 0.00 0.00 0.00

7,000.00 91.97 269.81 5,814.25 -4.76
-1,402.96 1,402.97 0.00 0.00 0.00 0.00

7,100.00 91.97 269.81 5,810.81 -5.10
-1,502.90 1,502.91 0.00 0.00 0.00 0.00

7,200.00 91.97 269.81 5,807.38 -5.44
-1,602.84 1,602.85 0.00 0.00 0.00 0.00

7,300.00 91.97 269.81 5,803.94 -5.78
-1,702.78 1,702.79 0.00 0.00 0.00 0.00

7,400.00 91.97 269.81 5,800.50 -6.12
-1,802.72 1,802.73 0.00 0.00 0.00 0.00

7,500.00 91.97 269.81 5,797.06 -6.46
-1,902.66 1,902.67 0.00 0.00 0.00 0.00

269.81° Azimuth

7,600.00 91.97 269.81 5,793.63 -6.80
-2,002.60 2,002.62 0.00 0.00 0.00 0.00

7,700.00 91.97 269.81 5,790.19 -7.14
-2,102.54 2,102.56 0.00 0.00 0.00 0.00

7,800.00 91.97 269.81 5,786.75 -7.48
-2,202.48 2,202.50 0.00 0.00 0.00 0.00

7,900.00 91.97 269.81 5,783.31 -7.82
-2,302.42 2,302.44 0.00 0.00 0.00 0.00

8,000.00 91.97 269.81 5,779.88 -8.16
-2,402.36 2,402.38 0.00 0.00 0.00 0.00

8,100.00 91.97 269.81 5,776.44 -8.50
-2,502.31 2,502.32 0.00 0.00 0.00 0.00

8,200.00 91.97 269.81 5,773.00 -8.84
-2,602.25 2,602.26 0.00 0.00 0.00 0.00

8,300.00 91.97 269.81 5,769.56 -9.17
-2,702.19 2,702.20 0.00 0.00 0.00 0.00
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Duchesne County, UT (NAD 1927)

Bill Barrett Corp

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured

Depth

(ft)
Inclination

(°)

Azimuth

(°)

Vertical

Depth

(ft)
+E/-W

(ft)

Vertical

Section

(ft)

Dogleg

Rate

(°/100ft)
+N/-S

(ft)

Build

Rate

(°/100ft)

Turn

Rate

(°/100ft)

Toolface

Azimuth

(°)

8,400.00 91.97 269.81 5,766.13 2,802.14 0.00-9.51 -2,802.13 0.00 0.00 0.00
8,500.00 91.97 269.81 5,762.69 2,902.08 0.00-9.85 -2,902.07 0.00 0.00 0.00

8,600.00 91.97 269.81 5,759.25 3,002.02 0.00-10.19 -3,002.01 0.00 0.00 0.00
8,700.00 91.97 269.81 5,755.81 3,101.96 0.00-10.53 -3,101.95 0.00 0.00 0.00
8,800.00 91.97 269.81 5,752.37 3,201.91 0.00-10.87 -3,201.89 0.00 0.00 0.00
8,900.00 91.97 269.81 5,748.94 3,301.85 0.00-11.21 -3,301.83 0.00 0.00 0.00
9,000.00 91.97 269.81 5,745.50 3,401.79 0.00-11.55 -3,401.77 0.00 0.00 0.00

9,100.00 91.97 269.81 5,742.06 3,501.73 0.00-11.89 -3,501.71 0.00 0.00 0.00
9,200.00 91.97 269.81 5,738.62 3,601.67 0.00-12.23 -3,601.65 0.00 0.00 0.00
9,300.00 91.97 269.81 5,735.19 3,701.61 0.00-12.57 -3,701.59 0.00 0.00 0.00
9,400.00 91.97 269.81 5,731.75 3,801.55 0.00-12.91 -3,801.53 0.00 0.00 0.00
9,500.00 91.97 269.81 5,728.31 3,901.49 0.00-13.25 -3,901.47 0.00 0.00 0.00

9,600.00 91.97 269.81 5,724.87 4,001.43 0.00-13.59 -4,001.41 0.00 0.00 0.00
9,683.60 91.97 269.81 5,722.00 4,084.98 0.00-13.87 -4,084.96 0.00 0.00 0.00

Total Depth = 9683.60 ft - TD @ 9683.60ft - LC Tribal #12H-28-46 Plan A Rev 0_BHL TGT

Plan Annotations

Measured

Depth

(ft)

Vertical

Depth

(ft)

+E/-W

(ft)

+N/-S

(ft)

Local Coordinates

Comment

5,269.51 5,269.51 0.00 0.00 Kickoff at 5269.51 ft
5,500.00 5,493.83 -0.16 -45.74 Build Rate = 10.00°/100 ft
5,915.32 5,787.00 -1.11 -327.03 Penetration Point (Uteland Butte)
6,189.21 5,842.12 -2.01 -592.66 End Build at 6189.21 ft
6,500.00 5,831.44 -3.07 -903.26 Hold Angle at 91.97°
7,500.00 5,797.06 -6.46 -1,902.66 269.81° Azimuth
9,683.60 5,722.00 -13.87 -4,084.96 Total Depth = 9683.60 ft

Angle

Type Target Azimuth

(°)

Origin

Type

Origin

+N/_S

(ft)

+E/-W

(ft)

Start

TVD

(ft)

Vertical Section Information

0.00269.81 0.00 0.00LC Tribal #12H-28-46 Plan A 
Rev 0_BHL TGT

Target Slot

Survey tool program

From

(ft)

To

(ft)

Survey/Plan Survey Tool

MWD0.00 9,683.60 Plan A Rev 0 Proposal
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Sundry Number: 14249 API Well Number: 43013336310000

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Measured Vertical Vertical Dogleg Build Turn Toolface
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate Azimuth

(II) (°) (°) (II) (ft) (ft) (ft) (°l100ft) (°l100ft) (°l100ft) (°)

8,400.00 91.97 269.81 5,766.13 -9.51
-2,802.13 2,802.14 0.00 0.00 0.00 0.00

8,500.00 91.97 269.81 5,762.69 -9.85
-2,902.07 2,902.08 0.00 0.00 0.00 0.00

8,600.00 91.97 269.81 5,759.25 -10.19
-3,002.01 3,002.02 0.00 0.00 0.00 0.00

8,700.00 91.97 269.81 5,755.81 -10.53
-3,101.95 3,101.96 0.00 0.00 0.00 0.00

8,800.00 91.97 269.81 5,752.37 -10.87
-3,201.89 3,201.91 0.00 0.00 0.00 0.00

8,900.00 91.97 269.81 5,748.94 -11.21
-3,301.83 3,301.85 0.00 0.00 0.00 0.00

9,000.00 91.97 269.81 5,745.50 -11.55
-3,401.77 3,401.79 0.00 0.00 0.00 0.00

9,100.00 91.97 269.81 5,742.06 -11.89
-3,501.71 3,501.73 0.00 0.00 0.00 0.00

9,200.00 91.97 269.81 5,738.62 -12.23
-3,601.65 3,601.67 0.00 0.00 0.00 0.00

9,300.00 91.97 269.81 5,735.19 -12.57
-3,701.59 3,701.61 0.00 0.00 0.00 0.00

9,400.00 91.97 269.81 5,731.75 -12.91
-3,801.53 3,801.55 0.00 0.00 0.00 0.00

9,500.00 91.97 269.81 5,728.31 -13.25
-3,901.47 3,901.49 0.00 0.00 0.00 0.00

9,600.00 91.97 269.81 5,724.87 -13.59
-4,001.41 4,001.43 0.00 0.00 0.00 0.00

9,683.60 91.97 269.81 5,722.00 -13.87
-4,084.96 4,084.98 0.00 0.00 0.00 0.00

Total De th = 9683.60 ft - TD @9683.60ft - LC Tribal #12H-28-46 Plan A Rev0_BHL TGT

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W Comment

(ft) (ft) (II) (It)
5,269.51 5,269.51 0.00 0.00 Kickoffat 5269.51 ft
5,500.00 5,493.83 -0.16 -45.74 Build Rate = 10.00°l100 ft
5,915.32 5,787.00 -1.11 -327.03 Penetration Point (Uteland Butte)
6,189.21 5,842.12 -2.01 -592.66 End Build at 6189.21 ft
6,500.00 5,831.44 -3.07 -903.26 Hold Angle at 91.97°
7,500.00 5,797.06 -6.46

-1,902.66

269.81° Azimuth
9,683.60 5,722.00 -13.87

-4,084.96 Total Depth = 9683.60 ft

Vertical Section Information
Angle Origin Origin Start
Type Target Azimuth Type +NI_S +El-W TVD(°) (ft) (ft) (It)

Target LC Tribal #12H-28-46 Plan A 269.81 Slot 0.00 0.00 0.00
Rev 0 BHL TGT

Survey tool program

From To Survey/Plan Survey Tool

0.00 9,683.60 Plan A Rev 0 Proposal MWD
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Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal
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Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate Azimuth
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Total De th = 9683.60 ft - TD @9683.60ft - LC Tribal #12H-28-46 Plan A Rev0_BHL TGT

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W Comment

(ft) (ft) (II) (It)
5,269.51 5,269.51 0.00 0.00 Kickoffat 5269.51 ft
5,500.00 5,493.83 -0.16 -45.74 Build Rate = 10.00°l100 ft
5,915.32 5,787.00 -1.11 -327.03 Penetration Point (Uteland Butte)
6,189.21 5,842.12 -2.01 -592.66 End Build at 6189.21 ft
6,500.00 5,831.44 -3.07 -903.26 Hold Angle at 91.97°
7,500.00 5,797.06 -6.46

-1,902.66

269.81° Azimuth
9,683.60 5,722.00 -13.87

-4,084.96 Total Depth = 9683.60 ft

Vertical Section Information
Angle Origin Origin Start
Type Target Azimuth Type +NI_S +El-W TVD(°) (ft) (ft) (It)
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Rev 0 BHL TGT
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Duchesne County, UT (NAD 1927)

Bill Barrett Corp

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Formation Details

Measured

Depth

(ft)

Vertical

Depth

(ft)

Dip

Direction

(°)
Name Lithology Dip

(°)

1,952.00 1,952.00 Green River 0.00

2,527.00 2,527.00 Mahogany 0.00

3,677.00 3,677.00 TGR3 0.00

4,477.00 4,477.00 Douglas Creek 0.00

5,247.00 5,247.00 Black Shale 0.00

5,471.14 5,467.00 Castle Peak 0.00

5,915.32 5,787.00 Uteland Butte (Penetration Point) 0.00

6,036.09 5,827.00 CR1 0.00

6,189.21 5,842.12 Landing Point 0.00

9,683.60 5,722.00 TD @ 9683.60ft 0.00

Targets associated with this wellbore

ShapeTarget Name

TVD

(ft)

+N/-S

(ft)

+E/-W

(ft)

LC Tribal #12H-28-46 Plan A_SHL 0.00 0.00 0.00 Point

LC Tribal #12H-28-46 Plan A Rev 0_BHL 
TGT

5,722.00 -13.87 -4,084.96 Point

LC Tribal #12H-28-46 SECTION LINES 0.00 0.00 0.00 Polygon
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Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Formation Details

Measured Vertical Dip
Depth Depth Name Lithology Dip Direction

(ft) (ft) (°) (°)
1,952.00 1,952.00 Green River 0.00
2,527.00 2,527.00 Mahogany 0.00
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4,477.00 4,477.00 Douglas Creek 0.00
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5,471.14 5,467.00 Castle Peak 0.00
5,915.32 5,787.00 Uteland Butte (Penetration Point) 0.00
6,036.09 5,827.00 CR1 0.00
6,189.21 5,842.12 Landing Point 0.00
9,683.60 5,722.00 TD @9683.60ft 0.00

Targets associated with this wellbore

TVD +NI-S +El-W
Target Name (ft) (ft) (ft) Shape
LC Tribal #12H-28-46 Plan A_SHL 0.00 0.00 0.00 Point
LC Tribal #12H-28-46 Plan A Rev O_BHL 5,722.00 -13.87

-4,084.96 Point
TGT
LC Tribal #12H-28-46 SECTION LINES 0.00 0.00 0.00 Polygon
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Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Plan Report for LC Tribal #12H-28-46 - Plan A Rev 0 Proposal

Formation Details

Measured Vertical Dip
Depth Depth Name Lithology Dip Direction

(ft) (ft) (°) (°)
1,952.00 1,952.00 Green River 0.00
2,527.00 2,527.00 Mahogany 0.00
3,677.00 3,677.00 TGR3 0.00
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5,915.32 5,787.00 Uteland Butte (Penetration Point) 0.00
6,036.09 5,827.00 CR1 0.00
6,189.21 5,842.12 Landing Point 0.00
9,683.60 5,722.00 TD @9683.60ft 0.00

Targets associated with this wellbore

TVD +NI-S +El-W
Target Name (ft) (ft) (ft) Shape
LC Tribal #12H-28-46 Plan A_SHL 0.00 0.00 0.00 Point
LC Tribal #12H-28-46 Plan A Rev O_BHL 5,722.00 -13.87

-4,084.96 Point
TGT
LC Tribal #12H-28-46 SECTION LINES 0.00 0.00 0.00 Polygon
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Bill Barrett Corp
Duchesne County, UT (NAD 1927)

North Reference Sheet for Sec. 28-T4S-R6W - LC Tribal #12H-28-46 - Plan A Rev 0

Magnetic Convergence at surface is: -10.96° (18 May 2011, , BGGM2010)

Based upon Minimum Curvature type calculations, at a Measured Depth of 9,683.60ft

the Bottom Hole Displacement is 4,084.98ft in the Direction of 269.81° (True).

Grid Convergence at Surface is: 0.60°

Geographical Coordinates of Well: 40° 06' 07.07" N, 110° 33' 32.24" W

Grid Coordinates of Well: 645,570.26 ft N, 2,263,231.45 ft E

False Easting: 2,000,000.00ft, False Northing: 0.00ft, Scale Reduction: 0.99990965

Central Meridian is -111.50°, Longitude Origin:0° 0' 0.000 E°, Latitude Origin:40° 39' 0.000 N°

Projection method is Lambert Conformal Conic (2 parallel)

Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302 using datum NAD 1927 (NADCON CONUS), ellipsoid Clarke 1866

Vertical Depths are relative to RKB 24' @ 7277.00ft (H&P 319).  Northing and Easting are relative to LC Tribal #12H-28-46

All data is in US Feet unless otherwise stated.  Directions and Coordinates are relative to True North Reference.
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Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

North Reference Sheet for Sec. 28-T4S-R6W - LC Tribal #12H-28-46 - Plan A Rev 0
All data is in US Feet unless otherwise stated. Directions and Coordinates are relative to True North Reference.
Vertical Depths are relative to RKB 24' @7277.00ft (H&P 319). Northing and Easting are relative to LC Tribal #12H-28-46

Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302 using datum NAD 1927 (NADCON CONUS), ellipsoid Clarke 1866

Projection method is Lambert Conformal Conic (2 parallel)
Central Meridian is -111.50°, Longitude Origin:0° O'0.000 E°, Latitude Origin:40° 39' 0.000 N°

False Easting: 2,000,000.00ft, False Northing: 0.00ft, Scale Reduction: 0.99990965

Grid Coordinates of Well: 645,570.26 ft N, 2,263,231.45 ft E
Geographical Coordinates of Well: 40° 06'07.07" N, 110° 33' 32.24" W
Grid Convergence at Surface is: 0.60°

Based upon Minimum Curvature type calculations, at a Measured Depth of 9,683.60ft
the Bottom Hole Displacement is 4,084.98ft in the Direction of 269.81° (True).

Magnetic Convergence at surface is: -10.96° (18 May 2011, , BGGM2010)

T
MagneticModel: BGGM2010

M Date: 18-May-11
Declination: 11.57·

Inclination/Dip: 65.76=

Field Strength: 52191

G rid N orth is 0.60= E ast of Tru eN orth (G rid Con vergen ce)
Magnetic North is11.ET= E ast of True North (Magnetic Declination}

Magnetic North is 10.96= E ast of G rid North (Magnetic Convergence}

To converta True Direction to a Grid Direction, Subtract0.60=

To converta MagneticDirectianto BTrue Oirection,Add 11.57= E ast
To converta Magnetic0irectionto a Grid Direction, Add 10.96=

25 March, 2011 - 17 32 Page 6 of 6

Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

North Reference Sheet for Sec. 28-T4S-R6W - LC Tribal #12H-28-46 - Plan A Rev 0
All data is in US Feet unless otherwise stated. Directions and Coordinates are relative to True North Reference.
Vertical Depths are relative to RKB 24' @7277.00ft (H&P 319). Northing and Easting are relative to LC Tribal #12H-28-46

Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302 using datum NAD 1927 (NADCON CONUS), ellipsoid Clarke 1866

Projection method is Lambert Conformal Conic (2 parallel)
Central Meridian is -111.50°, Longitude Origin:0° O'0.000 E°, Latitude Origin:40° 39' 0.000 N°

False Easting: 2,000,000.00ft, False Northing: 0.00ft, Scale Reduction: 0.99990965
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Kickoff at 5269.51 ft

Build Rate = 10.00°/100 ft
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End Build at 6189.21 ft

Hold Angle at 91.97°
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TD @ 9683.60ft

Bill Barrett Corp
Project: Duchesne County, UT (NAD 1927)

Site: Sec. 28-T4S-R6W
Well: LC Tribal #12H-28-46

Wellbore: Plan A Rev 0
Design: Plan A Rev 0 Proposal

 Plan A Rev 0 Proposal (LC Tribal #12H-28-46)

Created By: Jerry Popp Date: 03/25/2011

Checked: ____________________Date: __________

Reviewed: ____________________Date: __________

Approved: ____________________Date: __________

WELL DETAILS: LC Tribal #12H-28-46

Ground Level: 7253.00
Northing Easting Latittude Longitude

645570.26 2263231.45 40° 6' 7.070 N 110° 33' 32.242 W

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target

1 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2 5269.51 0.00 0.00 5269.51 0.00 0.00 0.00 0.00 0.00

3 6189.21 91.97 269.81 5842.12 -2.01 -592.65 10.00 269.81 592.65
4 9683.60 91.97 269.81 5722.00 -13.87 -4084.96 0.00 0.00 4084.99 LC Tribal #12H-28-46 Plan A Rev 0_BHL TGT

WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LAT/LONG)

Name TVD +N/-S +E/-W Northing Easting Latitude Longitude

LC Tribal #12H-28-46 Plan A_SHL 645570.26 2263231.45 40° 6' 7.070 N 110° 33' 32.242 W Point

LC Tribal #12H-28-46 Plan A Rev 0_BHL TGT 5722.00 -13.87 -4084.96 645513.42 2259147.23 40° 6' 6.930 N 110° 34' 24.809 W Point

Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

Project: Duchesne County, UT (NAD 1927)
cTrb RH2W-46 Bill Barrett Corp HALLIBURTON

Wellbore: Plan A Rev 0
Design: Plan A Rev 0 Proposal

SECTION DETAILs West(-)/East(+) (1200 ftlin)
Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target -3600 -3000 -2400 -1800 -1200 -600 0

1 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 i | i i i i | i i i i | | | | | | | | | | | | | | | |
2 5269.51 0.00 0.00 5269.51 0.00 0.00 0.00 0.00 0.00
3 6189.21 91.97 269.81 5842.12 -2.01 -592.65 10.00 269.81 592.65
4 9683.60 91.97 269.81 5722.00 -13.87 -4084.96 0.00 0.00 4084.99 LC Tribal #12H-28-46 Plan A Rev 0 BHL TGT
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CR1
Name TVD +N/-S +El-W Northing Easting Latitude Longitude
LC Tribal #12H-28-46 Plan A SHL 645570.26 2263231.45 40° 6' 7.070 N 110° 33' 32.242 W Point

6000-
Landing Point LC Tribal #12H-28-46 Plan A Rev 0_BHL TGT 5722.00 -13.87 -4084.96 645513.42 2259147.23 40° 6' 6.930 N 110° 34' 24.809 W Point
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Approved:

Project: Duchesne County, UT (NAD 1927)
cTrb RH2W-46 Bill Barrett Corp HALLIBURTON

Wellbore: Plan A Rev 0
Design: Plan A Rev 0 Proposal

SECTION DETAILs West(-)/East(+) (1200 ftlin)
Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target -3600 -3000 -2400 -1800 -1200 -600 0

1 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 i | i i i i | i i i i | | | | | | | | | | | | | | | |
2 5269.51 0.00 0.00 5269.51 0.00 0.00 0.00 0.00 0.00
3 6189.21 91.97 269.81 5842.12 -2.01 -592.65 10.00 269.81 592.65
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Apr. 08, 2011

Sundry Number: 14249 API Well Number: 43013336310000

Bill Barrett Corporation

April 6th, 2011

Ms. Diana Mason, Petroleum Technician
State of Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Horizontal Drilling
LC Tribal #12H-28-46
T4S-R6W, S.L.B.&M.
Section 28: SHL in the NESE 1,834' FSL & 344' FEL

BHL in the NWSW 1,825' FSL & 800' FWL
Duchesne County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill ("APD")
regarding the above-referenced well, we are hereby submitting this letter in accordance with Oil
& Gas Conservation Rule R649-3-2 pertaining to a temporary 640 acre spacing unit for a
horizontal well.

• Tribal Exploration and Development Agreement #14-20-H62-5500, which includes all of
the subject Section 28 and other lands, allows for the drilling of the LC Tribal #12H-28-
46 well. In November of 2007, BBC drilled the 7-28-46 DLBWell and earned BIA Lease
#14-20-H62-6109, covering 619.35 "deep depth" acres being further described in the
Exploration and Development Agreement.

• The LC Tribal #12H-28-46 will be perforated no less than 660 feet from the Section 28
Tribal Lease boundary, in accordance with R649-3-2(3).

Based on the information provided, BBC requests that the permit be granted pursuant to R649-
3-2. If you should have any questions or need further information, please contact me at 303-
312-8544.

Sincerely,

B LB RRETT O RATION

David Watts
Landman

1099 18TH STREET

SUITE 2300

DENVEA, CO

Bill Barrett Corporation

April 6th, 2011

Ms. Diana Mason, Petroleum Technician
State of Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Horizontal Drilling
LC Tribal #12H-28-46
T4S-R6W, S.L.B.&M.
Section 28: SHL in the NESE 1,834' FSL & 344' FEL

BHL in the NWSW 1,825' FSL & 800' FWL
Duchesne County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill ("APD")
regarding the above-referenced well, we are hereby submitting this letter in accordance with Oil
& Gas Conservation Rule R649-3-2 pertaining to a temporary 640 acre spacing unit for a
horizontal well.

• Tribal Exploration and Development Agreement #14-20-H62-5500, which includes all of
the subject Section 28 and other lands, allows for the drilling of the LC Tribal #12H-28-
46 well. In November of 2007, BBC drilled the 7-28-46 DLBWell and earned BIA Lease
#14-20-H62-6109, covering 619.35 "deep depth" acres being further described in the
Exploration and Development Agreement.

• The LC Tribal #12H-28-46 will be perforated no less than 660 feet from the Section 28
Tribal Lease boundary, in accordance with R649-3-2(3).

Based on the information provided, BBC requests that the permit be granted pursuant to R649-
3-2. If you should have any questions or need further information, please contact me at 303-
312-8544.

Sincerely,

B LB RRETT O RATION

David Watts
Landman

1099 18TH STREET

SUITE 2300

DENVEA, CO



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

6/8/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Confidential Status

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to request confidential status for the above
mentioned location.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Venessa Langmacher 303 312-8172

TITLE
 Senior Permit Analyst

SIGNATURE
 N/A

DATE
 6/8/2011

06/09/2011

Jun. 08, 2011

Sundry Number: 15709 API Well Number: 43013336310000Sundry Number: 15709 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/8/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Confidential Status

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to request confidential status for the above
mentioned location.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A 6/8/2011

RECEIVED Jun. 08,

Sundry Number: 15709 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/8/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Confidential Status

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to request confidential status for the above
mentioned location.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A 6/8/2011

RECEIVED Jun. 08,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

7/15/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to request a change in the proposed surface
casing depth. Per discussions between Brent Murphy (BBC Drilling Engineer)
and Michael Lee (BLM), BBC is requesting setting 9 5/8" at 1500' (versus the
currently permitted 1000') to cover the lost circulation zone at this location

(LC @ 1250'). If you have any further questions, please contact Brent Murphy
at 303-312-8144.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Tracey Fallang 303 312-8134

TITLE
 Regulatory Manager

SIGNATURE
 N/A

DATE
 6/30/2011

07/11/2011

Jun. 30, 2011

Sundry Number: 16276 API Well Number: 43013336310000Sundry Number: aÊÀ FS Ngr: 43013336310000

Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to request a change in the proposed surface
casing depth. Per discussions between Brent Murphy (BBC Drilling Engineer)
and Michael Lee (BLM), BBC is requesting setting 9 5/8" at 1500' (versus the Accepted by the
currently permitted 1000') to cover the lost circulation zone at this location Utah Division of

(LC @ 1250'). If you have any further questions, please contact Brent Murphy Oil, Gas and Mining
at 303-312-8144.

Date: 07/11/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Manager

SIGNATURE DATE
N/A 6/30/2011

RECEIVED Jun. 30,

Sundry Number: aÊÀ FS Ngr: 43013336310000

Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to request a change in the proposed surface
casing depth. Per discussions between Brent Murphy (BBC Drilling Engineer)
and Michael Lee (BLM), BBC is requesting setting 9 5/8" at 1500' (versus the Accepted by the
currently permitted 1000') to cover the lost circulation zone at this location Utah Division of

(LC @ 1250'). If you have any further questions, please contact Brent Murphy Oil, Gas and Mining
at 303-312-8144.

Date: 07/11/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Manager

SIGNATURE DATE
N/A 6/30/2011

RECEIVED Jun. 30,



Jun. 30, 2011

Sundry Number: 16276 API Well Number: 43013336310000Sundry Number: 16276 API Well Number: 43013336310000

Well name: BTRILC HZ Well
Operator: BBC
String type: Surface

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.900 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 96 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst: Minimum Drift: 8.750 in
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 527 psi
Internal gradient: 0.220 psi/ft Tension: Non-directional string.
Calculated BHP 857 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
Annular backup: 9.50 ppg Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,697 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 1,302 ft Next setting BHP: 2,318 psi

Fracture mud wt: 11.000 ppg
Fracture depth: 1,500 ft
Injection pressure 857 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (ft')
1 1500 9.625 36.00 K-55 ST&C 1500 1500 8.765 106.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 693 2020 2.913 527 3520 6.68 47 423 9.02 J

Date: June 23,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 1500 ft, a mud weight of 8.9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the purchaser.

Jun. 30,

Sundry Number: 16276 API Well Number: 43013336310000

Well name: BTRILC HZ Well
Operator: BBC
String type: Surface

Location: Utah

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.900 ppg Design factor 1.125 Surface temperature: 75 °F
Design is based on evacuated pipe. Bottom hole temperature: 96 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,000 ft

Burst: Minimum Drift: 8.750 in
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: 527 psi
Internal gradient: 0.220 psi/ft Tension: Non-directional string.
Calculated BHP 857 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
Annular backup: 9.50 ppg Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,697 ft
Tension is based on buoyed weight. Next mud weight: 9.500 ppg
Neutral point: 1,302 ft Next setting BHP: 2,318 psi

Fracture mud wt: 11.000 ppg
Fracture depth: 1,500 ft
Injection pressure 857 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) (ft) (ft) (in) (ft')
1 1500 9.625 36.00 K-55 ST&C 1500 1500 8.765 106.8

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 693 2020 2.913 527 3520 6.68 47 423 9.02 J

Date: June 23,2011
Bill Barrett Denver, Colorado

Remarks:
Collapse is based on a vertical depth of 1500 ft, a mud weight of 8.9 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the purchaser.

Jun. 30,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

7/15/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 6/30/11, BBC submitted a sundry request to change surface casing setting
depth to 1500 ft. After further review, BBC is submitting another request to
drill a pilot hole on this well, similar to the previous horizontal wells BBC has

drilled in this area. A revised drilling plan with proposed changes (from
6/30/11) and this request is attached. Please contact Brent Murphy at
303-312-8144 for any questions regarding this proposed modification. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Tracey Fallang 303 312-8134

TITLE
 Regulatory Manager

SIGNATURE
 N/A

DATE
 7/1/2011

07/11/2011

Jul. 01, 2011

Sundry Number: 16329 API Well Number: 43013336310000Sundry Number: SÖaÊÀ FS Ngr: 43013336310000

Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 6/30/11, BBC submitted a sundry request to change surface casing setting
depth to 1500 ft. After further review, BBC is submitting another request to
drill a pilot hole on this well, similar to the previous horizontal wells BBC has Accepted by the

drilled in this area. A revised drilling plan with proposed changes (from Utah Division of
6/30/11) and this request is attached. Please contact Brent Murphy at Oil, Gas and Mining
303-312-8144 for any questions regarding this proposed modification.

Date: 07/11/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Manager

SIGNATURE DATE
N/A 7/1/2011

RECEIVED Jul. 01,

Sundry Number: SÖaÊÀ FS Ngr: 43013336310000

Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/15/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 6/30/11, BBC submitted a sundry request to change surface casing setting
depth to 1500 ft. After further review, BBC is submitting another request to
drill a pilot hole on this well, similar to the previous horizontal wells BBC has Accepted by the

drilled in this area. A revised drilling plan with proposed changes (from Utah Division of
6/30/11) and this request is attached. Please contact Brent Murphy at Oil, Gas and Mining
303-312-8144 for any questions regarding this proposed modification.

Date: 07/11/2 1

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Tracey Fallang 303 312-8134 Regulatory Manager

SIGNATURE DATE
N/A 7/1/2011

RECEIVED Jul. 01,



DRILLING PLAN (Revised 7/1/11) 
 

BILL BARRETT CORPORATION 
LC Tribal 12H-28-46 

SHL:  NESE, 1834’ FSL, 344’ FEL, Section 28-T4S-R6W 
BHL: NWSW, 1825’ FSL & 800’ FWL, Section 28-T4S-R6W 

Duchesne Co., UT 

 
 
Bill Barrett Corporation (BBC) intends to drill a vertical “pilot hole” 200’ into the Wasatch, obtaining open 
hole logs in the vertical portion of the wellbore.  Once having successfully obtained log data for 
determination of  lateral wellbore placement, BBC would then plug and abandon the vertical portion of the 
wellbore from 300’ below to +/- 300’ above the planned kick off point (600’ cement plug).  Once the 
cement plug has cured accordingly BBC would utilize the cement plug to side track the wellbore at kick off 
point. The lateral portion of the wellbore would then be drilled horizontally through the prospective zone 
within the Uteland Butte, as identified by open hole logs from the pilot hole. 
 
 
1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and 

Gas and Other Minerals 
 
 

VERTICAL – PILOT HOLE - FORMATION TOPS 
Formation Depth – MD 

Surface casing 1500’ 
Green River 1952’ 
Mahogany 2527’ 
TGR3 3677’ 
Douglas Creek 4477’ 
Black Shale 5247’ 
Castle Peak 5467’ 
Uteland Butte 5787’ 
CR-1 5827’ 
Wasatch 5987’ 
TD  6187’ 

  The planned cement plug would extend from +/- 5500’ back to 4900’  
 

HORIZONTAL FORMATION TOPS 
Formation Depth – MD Depth - TVD 

Surface casing 1500’ 1500’ 
Green River 1952’ 1952’ 
Mahogany 2527’ 2527’ 
TGR3 3677’ 3677’ 
Douglas Creek 4477’ 4477’ 
Black Shale 5247’ 5247’ 
KOP 5270’ 5270’ 
Castle Peak 5471’ 5467’ 
Uteland Butte 
(Penetration Point) 

5915’ 5787’ 

CR1 6036’* 5827’ 
Landing Point 6189’ 5842’ 
TD (CR1) 9684’ 5722’ 

 
*PROSPECTIVE PAY 

The Uteland Butte CR1  is the primary objectives for oil/gas.   
 

Jul. 01, 2011

Sundry Number: 16329 API Well Number: 43013336310000Sundry Number: 16329 API Well Number: 43013336310000

DRILLING PLAN (Revised 7/1/11)

BILL BARRETT CORPORATION
LC Tribal 12H-28-46

SHL: NESE, 1834' FSL, 344' FEL, Section 28-T4S-R6W
BHL: NWSW, 1825' FSL & 800' FWL, Section 28-T4S-R6W

Duchesne Co., UT

Bill Barrett Corporation (BBC) intends to drill a vertical "pilot hole" 200' into the Wasatch, obtaining open
hole logs in the vertical portion of the wellbore. Once having successfully obtained log data for
determination of lateral wellbore placement, BBC would then plug and abandon the vertical portion of the
wellbore from 300' below to +/- 300' above the planned kick off point (600' cement plug). Once the
cement plug has cured accordingly BBC would utilize the cement plug to side track the wellbore at kick off
point. The lateral portion of the wellbore would then be drilled horizontally through the prospective zone
within the Uteland Butte, as identified by open hole logs from the pilot hole.

1 - 3. Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

VERTICAL - PILOT HOLE - FORMATION TOPS
Formation Depth - MD

Surface casing 1500'
Green River 1952'
Mahogany 2527'
TGR3 3677'
Douglas Creek 4477'
Black Shale 5247'
Castle Peak 5467'
Uteland Butte 5787'
CR-1 5827'
Wasatch 5987'
TD 6187'

The planned cement plug would extend from +/- 5500' back to 4900'

HORIZONTAL FORMATION TOPS
Formation Depth - MD Depth - TVD

Surface casing 1500' 1500'
Green River 1952' 1952'
Mahogany 2527' 2527'
TGR3 3677' 3677'
Douglas Creek 4477' 4477'
Black Shale 5247' 5247'
KOP 5270' 5270'
Castle Peak 5471' 5467'
Uteland Butte 5915' 5787'
(Penetration Point)
CR1 6036'* 5827'
Landing Point 6189' 5842'
TD (CRl) 9684' 5722'

*PROSPECTIVE PAY
The Uteland Butte CR1 is the primary objectives for oil/gas.

RECEIVED Jul. 01,

Sundry Number: 16329 API Well Number: 43013336310000

DRILLING PLAN (Revised 7/1/11)

BILL BARRETT CORPORATION
LC Tribal 12H-28-46

SHL: NESE, 1834' FSL, 344' FEL, Section 28-T4S-R6W
BHL: NWSW, 1825' FSL & 800' FWL, Section 28-T4S-R6W

Duchesne Co., UT

Bill Barrett Corporation (BBC) intends to drill a vertical "pilot hole" 200' into the Wasatch, obtaining open
hole logs in the vertical portion of the wellbore. Once having successfully obtained log data for
determination of lateral wellbore placement, BBC would then plug and abandon the vertical portion of the
wellbore from 300' below to +/- 300' above the planned kick off point (600' cement plug). Once the
cement plug has cured accordingly BBC would utilize the cement plug to side track the wellbore at kick off
point. The lateral portion of the wellbore would then be drilled horizontally through the prospective zone
within the Uteland Butte, as identified by open hole logs from the pilot hole.
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Gas and Other Minerals
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Formation Depth - MD
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Douglas Creek 4477'
Black Shale 5247'
Castle Peak 5467'
Uteland Butte 5787'
CR-1 5827'
Wasatch 5987'
TD 6187'

The planned cement plug would extend from +/- 5500' back to 4900'

HORIZONTAL FORMATION TOPS
Formation Depth - MD Depth - TVD

Surface casing 1500' 1500'
Green River 1952' 1952'
Mahogany 2527' 2527'
TGR3 3677' 3677'
Douglas Creek 4477' 4477'
Black Shale 5247' 5247'
KOP 5270' 5270'
Castle Peak 5471' 5467'
Uteland Butte 5915' 5787'
(Penetration Point)
CR1 6036'* 5827'
Landing Point 6189' 5842'
TD (CRl) 9684' 5722'

*PROSPECTIVE PAY
The Uteland Butte CR1 is the primary objectives for oil/gas.

RECEIVED Jul. 01,



Drilling Plan 
LC Tribal 12H-28-46  
Duchesne Co., UT 

 
 

   
       
4. Casing Program  
 

Hole 
Size 

SETTING DEPTH 
(FROM)      (TO) 

Casing 
Size 

Casing 
Weight 

Casing 
Grade 

 
Thread 

 
Condition 

12-1/4”  surface 1500’ 9 5/8” 36.0 ppf J or K 55 ST&C New 
8 ¾”  surface 5000’ 7” 23.0 ppf P-110 LT&C New 

6 1/4” 5000’ TD’ 4 ½ 
Liner 

11.6 ppf P-110 LT&C New 

 
 
 

5. Cementing Program    
 

9 5/8” Surface Casing Cement with approximately 480 sx Premium Plus – Type 
III cement with additives mixed at 14.8 ppg (yield = 1.35 
ft3/sx), calculated hole volume with 100% excess. Top out 
cement, if required: 100 sx of Premium cement with 
additives mixed at 15.8 ppg (yield = 1.17 ft3/sk) 

7” Intermediate Casing Lead with approximately 315 sx HOWCO Light Premium 
cement with additives, mixed at 11.0 ppg (yield = 3.14 
ft3/sx). 
Tail with approximately 280 sx Halliburton 50/50 POZ 
Premium cement with additives mixed at 13.5 ppg (yield = 
1.46 ft3/sx).    
Planned TOC = 1000’ above the KOP (tail). 

4 ½” Liner No cement will be used in this section.  Swell packers or 
Packers Plus (or equivalent) will be run to isolate the 
production hole from the intermediate casing section. 

Note:  Top of Tail cement for the intermediate string will be calculated to 1000’ above the KOP 
using gauge hole plus 50% excess.  Lead to surface. 

 
6. Mud Program 
 

 Interva
l 

Weight Viscosity Fluid Loss 
(API 

filtrate) 

Remarks 

40’ – 1,500’ 8.4 – 8.8  26 – 36 NC Freshwater Spud Mud Fluid 
System 

1,500’ – 3000’  8.9 – 9.2 26 - 36 NC Fresh Water  with sweeps 
3000’ – 5000’ 9.2 – 9.4 42 – 55 6 – 10 Fresh Water PHPA 
5000’ – TD 9.0 - 9.2 45 – 58 4 – 10 Fresh Water PHPA 
Note:  Sufficient mud materials to maintain mud properties, control lost circulation and to contain 
“kicks” will be available at wellsite.  BBC may require minor amounts of diesel to be added to its 
fluid system in order to reduce torque and drag. 

 
 
 
 
 
 
 
 
 

Jul. 01, 2011

Sundry Number: 16329 API Well Number: 43013336310000Sundry Number: 16329 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

4. Casing Program

Hole SETTING DEPTH Casing Casing Casing
Siize (FROM (_TO_) M g Grade Thread Condition

12-1/4" surface 1500' 9 5/8" 36.0 ppf J or K 55 ST&C New
8 ¾" surface 5000' 7" 23.0 ppf P-ll0 LT&C New

6 1/4" 5000' TD' 4 ½ 11.6 ppf P-110 LT&C New
Liner

5. Cementing Program

9 5/8" Surface Casing Cement with approximately 480 sx Premium Plus - Type
III cement with additives mixed at 14.8 ppg (yield = 1.35
R3/sx),calculated hole volume with 100% excess. Top out
cement, if required: 100 sx of Premium cement with
additives mixed at 15.8 ppg (yield = 1.17 ft3/sk)

7" Intermediate Casing Lead with approximately 315 sx HOWCO Light Premium
cement with additives, mixed at 11.0 ppg (yield = 3.14
ft3/SX).

Tail with approximately 280 sx Halliburton 50/50 POZ
Premium cement with additives mixed at 13.5 ppg (yield =

1.46 ft3/SX).

Planned TOC = 1000' above the KOP (tail).
4 ½" Liner No cement will be used in this section. Swell packers or

Packers Plus (or equivalent) will be run to isolate the
production holefromthe intermediate casing section.

Note: Top of Tail cement for the intermediate string will be calculated to 1000' above the KOP
using gauge hole plus 50% excess. Lead to surface.

6. Mud Program

Interva Weight Viscosity Fluid Loss Remarks

40' - 1,500' 8.4 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

1,500' - 3000' 8.9 -9.2 26 - 36 NC Fresh Water with sweeps
3000' - 5000' 9.2 - 9.4 42 - 55 6 - 10 Fresh Water PHPA
5000' - TD 9.0 - 9.2 45 - 58 4 - 10 Fresh Water PHPA
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce torque and drag.

RECEIVED Jul. 01,

Sundry Number: 16329 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

4. Casing Program

Hole SETTING DEPTH Casing Casing Casing
Siize (FROM (_TO_) M g Grade Thread Condition

12-1/4" surface 1500' 9 5/8" 36.0 ppf J or K 55 ST&C New
8 ¾" surface 5000' 7" 23.0 ppf P-ll0 LT&C New

6 1/4" 5000' TD' 4 ½ 11.6 ppf P-110 LT&C New
Liner

5. Cementing Program

9 5/8" Surface Casing Cement with approximately 480 sx Premium Plus - Type
III cement with additives mixed at 14.8 ppg (yield = 1.35
R3/sx),calculated hole volume with 100% excess. Top out
cement, if required: 100 sx of Premium cement with
additives mixed at 15.8 ppg (yield = 1.17 ft3/sk)

7" Intermediate Casing Lead with approximately 315 sx HOWCO Light Premium
cement with additives, mixed at 11.0 ppg (yield = 3.14
ft3/SX).

Tail with approximately 280 sx Halliburton 50/50 POZ
Premium cement with additives mixed at 13.5 ppg (yield =

1.46 ft3/SX).

Planned TOC = 1000' above the KOP (tail).
4 ½" Liner No cement will be used in this section. Swell packers or

Packers Plus (or equivalent) will be run to isolate the
production holefromthe intermediate casing section.

Note: Top of Tail cement for the intermediate string will be calculated to 1000' above the KOP
using gauge hole plus 50% excess. Lead to surface.

6. Mud Program

Interva Weight Viscosity Fluid Loss Remarks

40' - 1,500' 8.4 - 8.8 26 - 36 NC Freshwater Spud Mud Fluid
System

1,500' - 3000' 8.9 -9.2 26 - 36 NC Fresh Water with sweeps
3000' - 5000' 9.2 - 9.4 42 - 55 6 - 10 Fresh Water PHPA
5000' - TD 9.0 - 9.2 45 - 58 4 - 10 Fresh Water PHPA
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce torque and drag.

RECEIVED Jul. 01,



Drilling Plan 
LC Tribal 12H-28-46  
Duchesne Co., UT 

 
 
7. BOP and Pressure Containment Data  
 

Depth Intervals BOP Equipment 
0 – 1,500’  No pressure control required 
1,500’ – TD  11” 5000# Ram Type BOP 

11” 5000# Annular BOP 
-  Drilling spool to accommodate choke and kill lines; 
-  Ancillary and choke manifold to be rated @ 5000 psi; 
-  Ancillary equipment and choke manifold rated at 5,000#.  All BOP and BOPE tests will be in    
   accordance with the requirements of onshore Order No. 2;   
-  The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in  
    advance of all BOP pressure tests.  
-  BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up   
   to operate most efficiently in this manner.    

 
8.  Auxiliary Equipment 
 

a) Upper kelly cock; lower Kelly cock will be installed while drilling 
b) Inside BOP or stab-in valve (available on rig floor) 
c) Safety valve(s) and subs to fit all string connections in use 
d)  Mud monitoring will be visually observed 
 
 

9. Testing, Logging and Core Programs 
 

Cores None anticipated; 
Testing None anticipated; drill stem tests may be run on shows of interest; 
Sampling 30’ to 50’ samples; surface casing to TD.  Preserve samples all show intervals; 
Surveys MWD as needed to land wellbore; 
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to 

surface).  FMI & Sonic Scanner to be run at geologist’s discretion.   
Note:  All open hole logs would be run on the proposed “pilot hole” portion of the wellbore.  FMI 
and CAL may be run on the lateral portion of the horizontal wellbore at the geologist’s discretion. 

 
10. Anticipated Abnormal Pressures or Temperatures 
 

No abnormal pressures or temperatures or other hazards are anticipated.   
 
Maximum anticipated bottom hole pressure equals approximately 4633 psi* and maximum 
anticipated surface pressure equals approximately 2503 psi** (bottom hole pressure minus the 
pressure of a partially evacuated hole calculated at 0.22 psi/foot). 
 
*Max Mud Wt x 0.052 x TD = A (bottom hole pressure) 
**Maximum surface pressure = A – (0.22 x TD) 

 
11. Location and Type of Water Supply 
  

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water  
 Dock located in Sec. 1, T4S, R5W. 
 
 
 
 
 
 

Jul. 01, 2011

Sundry Number: 16329 API Well Number: 43013336310000Sundry Number: 16329 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1,500' No pressure control required
1,500' - TD 11" 5000# Ram Type BOP

l1" 5000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @5000 psi;
- Ancillary equipment and choke manifold rated at 5,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys MWD as needed to land wellbore;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to

surface). FMI & Sonic Scanner to be run at geologist's discretion.
Note: All open hole logs would be run on the proposed "pilot hole" portion of the wellbore. FMI
and CAL may be run on the lateral portion of the horizontal wellbore at the geologist's discretion.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4633 psi* and maximum
anticipated surface pressure equals approximately 2503 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Location and Type of Water Supply

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water
Dock located in Sec. 1, T4S, R5W.

RECEIVED Jul. 01,

Sundry Number: 16329 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

7. BOP and Pressure Containment Data

Depth Intervals BOP Equipment
0 - 1,500' No pressure control required
1,500' - TD 11" 5000# Ram Type BOP

l1" 5000# Annular BOP
- Drilling spool to accommodate choke and kill lines;
- Ancillary and choke manifold to be rated @5000 psi;
- Ancillary equipment and choke manifold rated at 5,000#. All BOP and BOPE tests will be in

accordance with the requirements of onshore Order No. 2;
- The BLM and the State of Utah Division of Oil, Gas and Mining will be notified 24 hours in

advance of all BOP pressure tests.
- BOP hand wheels may be underneath the sub-structure of the rig if the drilling rig used is set up

to operate most efficiently in this manner.

8. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

9. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys MWD as needed to land wellbore;
Logging DIL-GR-SP, FDC-CNL-GR-CALIPER-Pe-Microlog, Sonic-GR (all TD to

surface). FMI & Sonic Scanner to be run at geologist's discretion.
Note: All open hole logs would be run on the proposed "pilot hole" portion of the wellbore. FMI
and CAL may be run on the lateral portion of the horizontal wellbore at the geologist's discretion.

10. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 4633 psi* and maximum
anticipated surface pressure equals approximately 2503 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

11. Location and Type of Water Supply

Water for the drilling and completion will be trucked from the Duchesne City Culinary Water
Dock located in Sec. 1, T4S, R5W.

RECEIVED Jul. 01,



Drilling Plan 
LC Tribal 12H-28-46  
Duchesne Co., UT 

 
 
 
12.  Drilling Schedule 
 
 Location Construction: Constructed 6/23/2011 
 Spud:   Conductor Casing Spud 7/7/2011  
    Surface Casing Spud Date Approx. 9/1/2011 
 Duration:  25 days drilling time 
    25 days completion time 

Jul. 01, 2011

Sundry Number: 16329 API Well Number: 43013336310000Sundry Number: 16329 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

12. Drilling Schedule

Location Construction: Constructed 6/23/2011
Spud: Conductor Casing Spud 7/7/2011

Surface Casing Spud Date Approx. 9/1/2011
Duration: 25 days drilling time

25 days completion time

RECEIVED Jul. 01,

Sundry Number: 16329 API Well Number: 43013336310000

Drilling Plan
LC Tribal 12H-28-46
Duchesne Co., UT

12. Drilling Schedule

Location Construction: Constructed 6/23/2011
Spud: Conductor Casing Spud 7/7/2011

Surface Casing Spud Date Approx. 9/1/2011
Duration: 25 days drilling time

25 days completion time

RECEIVED Jul. 01,



CONFllENTIAL

BLM- Vernal Field Office - Notification Form

Operator Bill Barrett Corporation Rig Name/# Triple A

Submitted By Venessa Lanqmach Phone Number 303-312-8172

Well Name/Number LC Tribal 1$-28-46
Qtr/QtrNESE Section 28 Township 4S Range 6W
Lease Serial Number 1420H626109
API Number 43-013-33631

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 07/07/2011 08:00 AM PM

Casinci - Please report time casing run starts, not cementing
times.
Ë Surface Casing RECElVED
Ë Intermediate Casing JULO6 2011
E Production Casing

DIV.OFOIL,GAS&MlNINGLiner
Ë Other

Date/Time AM PM

BOPE
O Initial BOPEtest at surface casing point
O BOPEtest at intermediate casing point

30 day BOPEtest
Other

Date/Time AM PM

CONFllENTIAL

BLM- Vernal Field Office - Notification Form

Operator Bill Barrett Corporation Rig Name/# Triple A

Submitted By Venessa Lanqmach Phone Number 303-312-8172

Well Name/Number LC Tribal 1$-28-46

Qtr/QtrNESE Section 28 Township 4S Range 6W
Lease Serial Number 1420H626109
API Number 43-013-33631

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 07/07/2011 08:00 AM PM

Casinci - Please report time casing run starts, not cementing
times.
Ë Surface Casing RECElVED
Ë Intermediate Casing JULO6 2011
E Production Casing

DIV.OFOIL,GAS&MlNINGLiner
Ë Other

Date/Time AM PM

BOPE
O Initial BOPEtest at surface casing point
O BOPEtest at intermediate casing point

30 day BOPEtest
Other

Date/Time AM PM



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

7/7/2011

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This sundry is being submitted to notify that this well was spud on
07/07/2011 at 8:00 am by Triple A Drilling.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Venessa Langmacher 303 312-8172

TITLE
 Senior Permit Analyst

SIGNATURE
 N/A

DATE
 7/20/2011

07/27/2011

Jul. 20, 2011

Sundry Number: 16846 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

7/7/2011 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to notify that this well was spud on
07/07/2011 at 8:00 am by Triple A Drilling.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS FEINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

/ SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:

7/7/2011 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is being submitted to notify that this well was spud on
07/07/2011 at 8:00 am by Triple A Drilling.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A



STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: BillBarrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8172

Well 1

API Numbei Well Name Q Sec Túp Rng County
4301334104 7-17-45 BTR 17 4S 5W Duchesne

Acdon Code Current Entity New Entity Spud Date ËntityAssignment
Number Number Effective Date

17933 2/8/2011
Comments:

Formation change to GR-WS

Well 2

API Nuinber Well Name QQ Sec Twp Rng County
4301350641 7-26-37 BTR ggþ 26 3S 7W Duchesne

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A 6/30/2011
Comments: Spudding operations were conducted by Triple A Drilling at 8 am.

Well 3
API Number Wet! Name QQ Sec Twp Rng County
4301333631 LC Tribal 12H-28-46 NESE 28 4S 6W Duchesne

Actiori Code Current Entity New Entity Spud Date Entity Assignment
Nurnber Number Effective Dale

A 7/7/2011
Comments·

Spudding operations were conducted by Triple A Drillingat 8 am.

ACTION CODES:
A - Establish new entity for new well (single well only) Venessa Langmacher
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity Venessa Langmacher
D - Re-assign well from one existing entity to a new entity Signature
E - Other (Explain in 'comments' section) RECEIVED Sr Permit Analyst 7/20/2011

Title Date

(6/2000) JUL2 0 2011

DIV.0FOlL,GAS&

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING

ENTITY ACTION FORM

Operator: BillBarrett Corporation Operator Account Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO zip 80202 Phone Number: (303) 312-8172

Well 1

API Numbei Well Name Q Sec Túp Rng County
4301334104 7-17-45 BTR 17 4S 5W Duchesne

Acdon Code Current Entity New Entity Spud Date ËntityAssignment
Number Number Effective Date

17933 2/8/2011
Comments:

Formation change to GR-WS

Well 2

API Nuinber Well Name QQ Sec Twp Rng County
4301350641 7-26-37 BTR ggþ 26 3S 7W Duchesne

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

A 6/30/2011
Comments: Spudding operations were conducted by Triple A Drilling at 8 am.

Well 3

API Number Wet! Name QQ Sec Twp Rng County
4301333631 LC Tribal 12H-28-46 NESE 28 4S 6W Duchesne

Actiori Code Current Entity New Entity Spud Date Entity Assignment
Nurnber Number Effective Dale

A 7/7/2011
Comments·

Spudding operations were conducted by Triple A Drillingat 8 am.

ACTION CODES:
A - Establish new entity for new well (single well only) Venessa Langmacher
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity Venessa Langmacher
D - Re-assign well from one existing entity to a new entity Signature
E - Other (Explain in 'comments' section) RECEIVED Sr Permit Analyst 7/20/2011

Title Date

(6/2000) JUL2 0 2011

DIV.0FOlL,GAS&



BLM- Vernal Field Office - NotificationForm œI

Operator BillBarrett corporation Rig Name/# HP 319
Submitted By JET LORENZEN Phone Number970-623-7078
WellName/Number LC TRIBAL 121+284§
Qtr/QtrNE/SE Section Township 46 Range 6W
Lease Serial Number42QH626109
API Number 43-13-33631 00-X1

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time AM PM

Casing - Please report timecasing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 07/23/2011 04:00 AM PMO
BOPE

Initial BOPEtest at surface casingpoint RECEIVED
BOPEtest at intermediate casingpoint JUL2 8 201130 day BOPEtest
Other DIVOFOIL,GAS&MINING

Date/Time 07/23/2011 18:00 AM PM

BLM- Vernal Field Office - NotificationForm œI

Operator BillBarrett corporation Rig Name/# HP 319
Submitted By JET LORENZEN Phone Number970-623-7078
WellName/Number LC TRIBAL 121+284§
Qtr/QtrNE/SE Section Township 46 Range 6W
Lease Serial Number42QH626109
API Number 43-13-33631 00-X1

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time AM PM

Casing - Please report timecasing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 07/23/2011 04:00 AM PMO
BOPE

Initial BOPEtest at surface casingpoint RECEIVED
BOPEtest at intermediate casingpoint JUL2 8 201130 day BOPEtest
Other DIVOFOIL,GAS&MINING

Date/Time 07/23/2011 18:00 AM PM



CONFilENTIALI "'""°'

BLM- Vernal FieldOffice - NotificationForm

Operator BillBarrett Corporation Rig Name/# H&P319
Submitted ByGlenn Randei Phone Number970-623-7078
WellName/Number LC Tribal 12H-28-46
Qtr/QtrNE/SE Section28 Township 4S Range 6W
Lease SerialNumber 142OH626109
API Number 43-013-33631-00-X1

Spud Notice - Spud is the initialspuddingof thewell, not drilling
out below a casing string.

Date/Time AM PM

Casinq- Please report timecasingrun starts, not cementing
times.

SurfaceCasing
Intermediate Casing
Production Casin
Liner
Other

Date/Time 07/31/2011 14:00 AM PM

BOPE RECEIVED
Initial BOPEtest at surfacecasing point
BOPEtest at intermediate casing point AUSO12011
30 day BOPEtest DivoFolkGAS&MINING
Other

Date/Time 08/01/2011 02:30 AM PM

Remarks 3 1/2" ram &door test onlyafter changing ram

CONFilENTIALI "'""°'

BLM- Vernal FieldOffice - NotificationForm

Operator BillBarrett Corporation Rig Name/# H&P319
Submitted ByGlenn Randei Phone Number970-623-7078
WellName/Number LC Tribal 12H-28-46
Qtr/QtrNE/SE Section28 Township 4S Range 6W
Lease SerialNumber 142OH626109
API Number 43-013-33631-00-X1

Spud Notice - Spud is the initialspuddingof thewell, not drilling
out below a casing string.

Date/Time AM PM

Casinq- Please report timecasingrun starts, not cementing
times.

SurfaceCasing
Intermediate Casing
Production Casin
Liner
Other

Date/Time 07/31/2011 14:00 AM PM

BOPE RECEIVED
Initial BOPEtest at surfacecasing point
BOPEtest at intermediate casing point AUSO12011
30 day BOPEtest DivoFolkGAS&MINING
Other

Date/Time 08/01/2011 02:30 AM PM

Remarks 3 1/2" ram &door test onlyafter changing ram



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

7/1/2011

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 July Monthly Activity to report: well spud. No other monthly activity to report.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 8/4/2011

08/09/2011

Aug. 04, 2011

Sundry Number: 17278 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/1/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

July Monthly Activity to report: well spud. No other monthly activity to report.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/1/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

July Monthly Activity to report: well spud. No other monthly activity to report.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A



CONFIDENTlä-

Print Form

BLM- Vernal Field Office - Notification Form

Operator Bill Barrett Corporation Rig Name/# HP 319

Submitted By JET LORENZEN Phone Number 970-623-7078

Well Name/Number#LC TRIBAL 12H-28-46

Qtr/QtrNE/SE Section a Township 4S Range 6W
Lease Serial Number 1420H626109
API Number 43-013-33631-00-X1

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 08/09/2011 10:00 AM PM

Casinq - Please report time casing run starts, not cementing
times.

Surface Casing RECEIVED
Intermediate Casing AU609 2011
Production Casing
Liner olv.0FolL,GAS&MINING

Other

Date/Time AM PM

BOPE
O Initial BOPE test at surface casing point

BOPE test at intermediate casing point
30 day BOPEtest
Other

Date/Time AM PM

CONFIDENTlä-

Print Form

BLM- Vernal Field Office - Notification Form

Operator Bill Barrett Corporation Rig Name/# HP 319

Submitted By JET LORENZEN Phone Number 970-623-7078

Well Name/Number#LC TRIBAL 12H-28-46

Qtr/QtrNE/SE Section a Township 4S Range 6W
Lease Serial Number 1420H626109
API Number 43-013-33631-00-X1

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 08/09/2011 10:00 AM PM

Casinq - Please report time casing run starts, not cementing
times.

Surface Casing RECEIVED
Intermediate Casing AU609 2011
Production Casing
Liner olv.0FolL,GAS&MINING

Other

Date/Time AM PM

BOPE
O Initial BOPE test at surface casing point

BOPE test at intermediate casing point
30 day BOPEtest
Other

Date/Time AM PM
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Carol Daniels

From: JET
To: , "Dennis Ingram" , "BRENTMURPHY" , "Dan Jarvis" , "Carol Daniels" , "E Winick" ,

, "VenessaLangmacher" , "T Falling"
Date: 8/9/2011 2:27 PM
Attachments:

will be running prod liner. open hole production w/ no cement.
thanksjet

RECEIVED
'AU6O9 2011

DIV,OFOIL,GAS&MINING

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4E4143BEN...



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

8/31/2011

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 August 2011 Monthly Drilling Activity Report attached.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 9/6/2011

09/09/2011

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/31/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

August 2011 Monthly Drilling Activity Report attached.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/31/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

August 2011 Monthly Drilling Activity Report attached.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A
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Well Summary Report
#LC Tribal 12H-28-46 fka #16-28-46    8/1/2011 06:00  -  8/2/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 12 RUN CASING & CEMENT CIRCULATE CASING W/~95% RETURNS.  HELD PJSM W/HOWCO & RIG CREW.

07:00 0.50 07:30 12 RUN CASING & CEMENT WHEN BREAKING OUT TOP DRIVE FROM CASING, COUPLING TRIED TO BACK  
OFF.  RIG UP TONGS TO BACK UP COUPLING & BACK OUT TOP DRIVE..

07:30 2.50 10:00 12 RUN CASING & CEMENT INSTALL CEMENT HEAD, MANIFOLD & LINE.  TEST LINE TO 5000 PSI.  CEMENT  
CASING W/10 BBL WATER SPACER, 40 BBL SUPERFLUSH 101 @10 PPG, 10 BBL  
WATER SPACER, 360 SX (149 BBL) TUNED LIGHT + 0.125 PPS POLY-E-FLAKE +  
1.0 PPS GRANULITE TR @ 11 PPG & 310 SX (81 BBL) 50/50 POZ + 0.3% BWOC  
HALAD-344 + 5% BWOC MICROBOND + 0.125 PPS POLY-E-FLAKE + 1.0 PPS  
GRANULITE TR + 0.1% BWOC HR-5 @ 13.5 PPG.  DISPLACED W/240.5 BBL 8.7  
PPG MUD.  OVERDISPLACED 1/2 BBL, BUT PLUG DID NOT BUMP.  BLED OFF 1  
1/4 BBL & FLOATS HELD.  CIP @ 10:02 HRS.  FULL RETURNS THROUGHOUT JOB,  
BUT NO CEMENT RETURNS.   OBSERVED ~10 BBL WATERY MUD AT END OF  
DISPLACEMENT.

10:00 1.00 11:00 12 RUN CASING & CEMENT REMOVE CEMENT HEAD & LAND HANGER IN WELLHEAD.  BACK OUT & LAY  
DOWN HANGER RUNNING TOOL.

11:00 0.50 11:30 7 LUBRICATE RIG ROUTINE RIG SERVICE.

11:30 1.00 12:30 14 NIPPLE UP B.O.P CHANGE PIPE RAMS TO 3 1/2".  REDRESS TOP DRIVE FOR 3 1/2 DP.

12:30 2.00 14:30 15 TEST B.O.P LAND TEST PLUG & ATTEMPT TO TEST PIPE RAMS & DOOR SEALS W/O  
SUCCESS.  PROBLEM APPEARS TO BE THE HANGER IS ~2" HIGH.

14:30 3.50 18:00 12 RUN CASING & CEMENT PICK UP CASING LANDING JT/RUNNING TOOL & ATTEMPT TO MAKE UP ONTO  
CASING HANGER W/O SUCCESS.  PULL RT & WASH OUT THREADS & REMOVE O
-RING SEAL FROM NOSE & MAKE UP RT ONTO HANGER.  LIFT HANGER ~6" OUT  
OF WELLHEAD & WASH THRU ACCESS VALVES W/WATER.  ATTEMPT TO RE-
LAND, BUT HANGER STILL 2" HIGH.   CASING WEIGHT STACKED OUT ON  
BOTTOM OF HOLE.  TEST PULL ON HANGER/CASING TO ASCERTAIN IF ENOUGH  
STRETCH TO INSTALL EMERGENCY SLIPS.  LIFTED HANGER ~2 1/2' W/200K  
PULL.

18:00 3.50 21:30 14 NIPPLE UP B.O.P NIPPLE DOWN & CHAIN OFF ORBIT VALVE & FLOWLINE.  BREAK BOP RISER OFF  
WELLHEAD & LIFT BOP.  PULL HANGER/CASING UP XX' W/212K PULL.  INSTALL  
EMERGENCY CASING SLIPS & HANG OFF CASING W/212K ON SLIPS.  ROUGH  
CUT CASING & LAY DOWN LANDING JT/RT/HANGER.  FINAL CUT & DRESS  
CASING & INSTALL PACKOFF BUSHING.

21:30 2.50 00:00 15 TEST B.O.P LAND TEST PLUG & TEST BOP.  PIPE RAMS, DOOR SEALS, SAFETY VALVE,  
LOWER KELLY VALVE, GRAY VALVE TO 250/5000 PSI FOR 3/3 MIN EACH TEST.   
PULL TEST PLUG & INSTALL WEAR BUSHING.

00:00 1.50 01:30 6 TRIPS MAKE UP NEW BIT #4 & RIH PICKING UP SPERRY TOOLS.

01:30 4.50 06:00 6 TRIPS RIH PICKING UP 138 JTS 3 1/2 DP.  PICK UP 33 X 4 3/4 DC TO 5500'.

#LC Tribal 12H-28-46 fka #16-28-46    8/2/2011 06:00  -  8/3/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 6 TRIPS FINISH PICKING UP 6 1/8 DRILLSTRING TO 5983'.

06:30 1.25 07:45 3 REAMING RIG DOWN LAY DOWN TRUCK.  INSTALL ROTATING RUBBER & WASH 6005' TO  
FLOAT COLLAR @ 6100'.

07:45 0.25 08:00 15 TEST B.O.P CLOSE ANNULAR PREVENTER & TEST CASING TO 1500 PSI FOR 15 MIN.

08:00 1.25 09:15 3 REAMING DRILL SHOE TRACK.  REAM THRU FLOAT COLLAR & FLOAT SHOE TWICE.

NOTE:  CASING WAS ON BOTTOM, NO RATHOLE.  DRILLED FROM SHOE  
STRAIGHT INTO FORMATION.  CASING TALLY WAS ~7' SHORTER THAN THE  
CASING.

09:15 1.00 10:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HORIZONTAL HOLE 6190-6272'.

10:15 0.50 10:45 10 DEVIATION SURVEY SURVEY @ 6235', 92.63 DEG, 274.49 AZ.  EXTRA TIME DUE TO PROXIMITY OF 7"  
CASING.

10:45 2.25 13:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6272-6302'.

13:00 0.75 13:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6302-6330'.

13:45 1.25 15:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6330-6342'.

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

#LC Tribal 12H-28-46 fka #16-28-46 8/1/2011 06:00 - 8/2/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 12 RUN CASING & CEMENT CIRCULATE CASING Wl~95% RETURNS. HELD PJSM WlHOWCO & RIG CREW.
07:00 0.50 07:30 12 RUN CASING & CEMENT WHEN BREAKING OUT TOP DRIVE FROM CASING, COUPLING TRIED TO BACK

OFF. RIG UP TONGS TO BACK UP COUPLING & BACK OUT TOP DRIVE..

07:30 2.50 10:00 12 RUN CASING & CEMENT INSTALL CEMENT HEAD, MANIFOLD & LINE. TEST LINE TO 5000 PSI. CEMENT
CASING Wl10 BBL WATER SPACER, 40 BBL SUPERFLUSH 101 @10PPG, 10 BBL
WATER SPACER, 360 SX (149 BBL) TUNED LIGHT + 0.125 PPS POLY-E-FLAKE +

1.0 PPS GRANULITE TR @ 11 PPG & 310 SX (81 BBL) 50/50 POZ + 0.3% BWOC
HALAD-344 + 5% BWOC MICROBOND + 0.125 PPS POLY-E-FLAKE + 1.0 PPS
GRANULITE TR + 0.1% BWOC HR-5 @ 13.5 PPG. DISPLACED Wl240.5 BBL 8.7
PPG MUD. OVERDISPLACED 1/2 BBL, BUT PLUG DID NOT BUMP. BLED OFF 1
1/4 BBL & FLOATS HELD. CIP @ 10:02 HRS. FULL RETURNS THROUGHOUT JOB,
BUT NO CEMENT RETURNS. OBSERVED ~10 BBL WATERY MUD AT END OF
DISPLACEMENT.

10:00 1.00 11:00 12 RUN CASING & CEMENT REMOVE CEMENT HEAD & LAND HANGER IN WELLHEAD. BACK OUT & LAY
DOWN HANGER RUNNING TOOL.

11:00 0.50 11:30 7 LUBRICATE RIG ROUTINE RIG SERVICE.
11:30 1.00 12:30 14 NIPPLE UP B.O.P CHANGE PIPE RAMS TO 3 1/2". REDRESS TOP DRIVE FOR 3 1/2 DP.
12:30 2.00 14:30 15 TEST B.O.P LAND TEST PLUG & ATTEMPT TO TEST PIPE RAMS & DOOR SEALS W/O

SUCCESS. PROBLEM APPEARS TO BE THE HANGER IS ~2" HIGH.

14:30 3.50 18:00 12 RUN CASING & CEMENT PICK UP CASING LANDING JT/RUNNING TOOL & ATTEMPT TO MAKE UP ONTO
CASING HANGER W/O SUCCESS. PULL RT & WASH OUT THREADS & REMOVE O
-RING SEAL FROM NOSE & MAKE UP RT ONTO HANGER. LIFT HANGER ~6" OUT
OF WELLHEAD & WASH THRU ACCESS VALVES W/WATER. ATTEMPT TO RE-
LAND, BUT HANGER STILL 2" HIGH. CASING WEIGHT STACKED OUT ON
BOTTOM OF HOLE. TEST PULL ON HANGERICASING TO ASCERTAIN IF ENOUGH
STRETCH TO INSTALL EMERGENCY SLIPS. LIFTED HANGER ~2 1/2' Wl200K
PULL.

18:00 3.50 21:30 14 NIPPLE UP B.O.P NIPPLE DOWN & CHAIN OFF ORBIT VALVE & FLOWLINE. BREAK BOP RISER OFF
WELLHEAD & LIFT BOP. PULL HANGERICASING UP XX' Wl212K PULL. INSTALL
EMERGENCY CASING SLIPS & HANG OFF CASING Wl212K ON SLIPS. ROUGH
CUT CASING & LAY DOWN LANDING JT/RT/HANGER. FINAL CUT & DRESS
CASING & INSTALL PACKOFF BUSHING.

21:30 2.50 00:00 15 TEST B.O.P LAND TEST PLUG & TEST BOP. PIPE RAMS, DOOR SEALS, SAFETY VALVE,
LOWER KELLY VALVE, GRAY VALVE TO 250/5000 PSI FOR 3/3 MIN EACH TEST.
PULL TEST PLUG & INSTALL WEAR BUSHING.

00:00 1.50 01:30 6 TRIPS MAKE UP NEW BIT #4 & RIH PICKING UP SPERRY TOOLS.
01:30 4.50 06:00 6 TRIPS RIH PICKING UP 138 JTS 3 1/2 DP. PICK UP 33 X 4 3/4 DC TO 5500'.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/2/2011 OS:00 - 8/3/2011 06:00
APl/UWI State/Province County Field Namt Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

CanyoniLake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 6 TRIPS FINISH PICKING UP 6 1/8 DRILLSTRING TO 5983'.
06:30 1.25 07:45 3 REAMING RIG DOWN LAY DOWN TRUCK. INSTALL ROTATING RUBBER & WASH 6005' TO

FLOAT COLLAR @6100'.

07:45 0.25 08:00 15 TEST B.O.P CLOSE ANNULAR PREVENTER & TEST CASING TO 1500 PSI FOR 15 MIN.
08:00 1.25 09:15 3 REAMING DRILL SHOE TRACK. REAM THRU FLOAT COLLAR & FLOAT SHOE TWICE.

NOTE: CASING WAS ON BOTTOM, NO RATHOLE. DRILLED FROM SHOE
STRAIGHT INTO FORMATION. CASING TALLY WAS ~7' SHORTER THAN THE
CASING.

09:15 1.00 10:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HORIZONTAL HOLE 6190-6272'.

10:15 0.50 10:45 10 DEVIATION SURVEY SURVEY @6235', 92.63 DEG, 274.49 AZ. EXTRA TIME DUE TO PROXIMITY OF 7"
CASING.

10:45 2.25 13:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6272-6302'.

13:00 0.75 13:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6302-6330'.

13:45 1.25 15:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6330-6342'.
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Bill Barrett Corporatiori

#LC Tribal 12H-28-46 fka #16-28-46 8/1/2011 06:00 - 8/2/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 12 RUN CASING & CEMENT CIRCULATE CASING Wl~95% RETURNS. HELD PJSM WlHOWCO & RIG CREW.

07:00 0.50 07:30 12 RUN CASING & CEMENT WHEN BREAKING OUT TOP DRIVE FROM CASING, COUPLING TRIED TO BACK
OFF. RIG UP TONGS TO BACK UP COUPLING & BACK OUT TOP DRIVE..

07:30 2.50 10:00 12 RUN CASING & CEMENT INSTALL CEMENT HEAD, MANIFOLD & LINE. TEST LINE TO 5000 PSI. CEMENT
CASING Wl10 BBL WATER SPACER, 40 BBL SUPERFLUSH 101 @10PPG, 10 BBL
WATER SPACER, 360 SX (149 BBL) TUNED LIGHT + 0.125 PPS POLY-E-FLAKE +

1.0 PPS GRANULITE TR @ 11 PPG & 310 SX (81 BBL) 50/50 POZ + 0.3% BWOC
HALAD-344 + 5% BWOC MICROBOND + 0.125 PPS POLY-E-FLAKE + 1.0 PPS
GRANULITE TR + 0.1% BWOC HR-5 @ 13.5 PPG. DISPLACED Wl240.5 BBL 8.7
PPG MUD. OVERDISPLACED 1/2 BBL, BUT PLUG DID NOT BUMP. BLED OFF 1
1/4 BBL & FLOATS HELD. CIP @ 10:02 HRS. FULL RETURNS THROUGHOUT JOB,
BUT NO CEMENT RETURNS. OBSERVED ~10 BBL WATERY MUD AT END OF
DISPLACEMENT.

10:00 1.00 11:00 12 RUN CASING & CEMENT REMOVE CEMENT HEAD & LAND HANGER IN WELLHEAD. BACK OUT & LAY
DOWN HANGER RUNNING TOOL.

11:00 0.50 11:30 7 LUBRICATE RIG ROUTINE RIG SERVICE.

11:30 1.00 12:30 14 NIPPLE UP B.O.P CHANGE PIPE RAMS TO 3 1/2". REDRESS TOP DRIVE FOR 3 1/2 DP.

12:30 2.00 14:30 15 TEST B.O.P LAND TEST PLUG & ATTEMPT TO TEST PIPE RAMS & DOOR SEALS W/O
SUCCESS. PROBLEM APPEARS TO BE THE HANGER IS ~2" HIGH.

14:30 3.50 18:00 12 RUN CASING & CEMENT PICK UP CASING LANDING JT/RUNNING TOOL & ATTEMPT TO MAKE UP ONTO
CASING HANGER W/O SUCCESS. PULL RT & WASH OUT THREADS & REMOVE O
-RING SEAL FROM NOSE & MAKE UP RT ONTO HANGER. LIFT HANGER ~6" OUT
OF WELLHEAD & WASH THRU ACCESS VALVES W/WATER. ATTEMPT TO RE-
LAND, BUT HANGER STILL 2" HIGH. CASING WEIGHT STACKED OUT ON
BOTTOM OF HOLE. TEST PULL ON HANGERICASING TO ASCERTAIN IF ENOUGH
STRETCH TO INSTALL EMERGENCY SLIPS. LIFTED HANGER ~2 1/2' Wl200K
PULL.

18:00 3.50 21:30 14 NIPPLE UP B.O.P NIPPLE DOWN & CHAIN OFF ORBIT VALVE & FLOWLINE. BREAK BOP RISER OFF
WELLHEAD & LIFT BOP. PULL HANGERICASING UP XX' Wl212K PULL. INSTALL
EMERGENCY CASING SLIPS & HANG OFF CASING Wl212K ON SLIPS. ROUGH
CUT CASING & LAY DOWN LANDING JT/RT/HANGER. FINAL CUT & DRESS
CASING & INSTALL PACKOFF BUSHING.

21:30 2.50 00:00 15 TEST B.O.P LAND TEST PLUG & TEST BOP. PIPE RAMS, DOOR SEALS, SAFETY VALVE,
LOWER KELLY VALVE, GRAY VALVE TO 250/5000 PSI FOR 3/3 MIN EACH TEST.
PULL TEST PLUG & INSTALL WEAR BUSHING.

00:00 1.50 01:30 6 TRIPS MAKE UP NEW BIT #4 & RIH PICKING UP SPERRY TOOLS.

01:30 4.50 06:00 6 TRIPS RIH PICKING UP 138 JTS 3 1/2 DP. PICK UP 33 X 4 3/4 DC TO 5500'.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/2/2011 OS:00 - 8/3/2011 06:00
APl/UWI State/Province County Field Namt Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

CanyoniLake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 6 TRIPS FINISH PICKING UP 6 1/8 DRILLSTRING TO 5983'.

06:30 1.25 07:45 3 REAMING RIG DOWN LAY DOWN TRUCK. INSTALL ROTATING RUBBER & WASH 6005' TO
FLOAT COLLAR @6100'.

07:45 0.25 08:00 15 TEST B.O.P CLOSE ANNULAR PREVENTER & TEST CASING TO 1500 PSI FOR 15 MIN.

08:00 1.25 09:15 3 REAMING DRILL SHOE TRACK. REAM THRU FLOAT COLLAR & FLOAT SHOE TWICE.

NOTE: CASING WAS ON BOTTOM, NO RATHOLE. DRILLED FROM SHOE
STRAIGHT INTO FORMATION. CASING TALLY WAS ~7' SHORTER THAN THE
CASING.

09:15 1.00 10:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HORIZONTAL HOLE 6190-6272'.

10:15 0.50 10:45 10 DEVIATION SURVEY SURVEY @6235', 92.63 DEG, 274.49 AZ. EXTRA TIME DUE TO PROXIMITY OF 7"
CASING.

10:45 2.25 13:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6272-6302'.

13:00 0.75 13:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6302-6330'.

13:45 1.25 15:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6330-6342'.
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Time Log
Start Time Dur (hr) End Time Code Category Com

15:00 0.75 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6342-6378'.

15:45 1.00 16:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6378-6387'.

16:45 1.00 17:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6387-6424'.

17:45 0.75 18:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6424-6434'.

18:30 0.75 19:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6434-6471'.

19:15 0.50 19:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6471-6480'.

19:45 0.75 20:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6480-6569'.

20:30 0.50 21:00 SLIDE DRILL 6 1/8 HOLE 6569-6576'.

21:00 1.00 22:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6576-6710'.

22:00 0.50 22:30 2 DRILL ACTUAL SLIDE DRILL 6  1/8 HOLE 6710-6724'.

22:30 0.50 23:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6724-6758'.

23:00 0.50 23:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6758-6770'.

23:30 0.25 23:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6770-6805'.

23:45 0.25 00:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6805-6811'.

00:00 0.75 00:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6811-6900'.

00:45 0.50 01:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6900-6905'.

01:15 0.25 01:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6905-6948'.

01:30 0.50 02:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6948-6956'.

02:00 0.25 02:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6956-6995'.

02:15 0.50 02:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6995-7001'.

02:45 0.25 03:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7001-7044'.

03:00 0.50 03:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7044-7050'.

03:30 0.25 03:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7050-7091'.

03:45 0.25 04:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7091-7095'.

04:00 0.50 04:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7095-7139'.

04:30 0.75 05:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7139-7148'.

05:15 0.25 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7148-7186'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7186-7192'.

#LC Tribal 12H-28-46 fka #16-28-46    8/3/2011 06:00  -  8/4/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7192-7235'.

07:00 0.75 07:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7235-7245'.

07:45 1.00 08:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7245-7330'.

08:45 0.50 09:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7330-7345'.

09:15 0.75 10:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7345-7425'.

10:00 0.50 10:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7425-7433'.

10:30 0.25 10:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7433-7472'.

10:45 0.75 11:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7472-7480'.

11:30 0.50 12:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7480-7520'.

12:00 0.50 12:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7520-7528'.

12:30 0.50 13:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7528-7567'.

13:00 1.00 14:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7567-7582'.

14:00 0.50 14:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7582-7616'.

14:30 0.75 15:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7616-7631'.

15:15 0.50 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7631-7663'.

15:45 1.50 17:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7663-7685'.

17:15 0.25 17:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7685-7711'.

17:30 0.50 18:00 7 LUBRICATE RIG ROUTINE RIG SERVICE.

18:00 2.25 20:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7711-7733'.

20:15 1.75 22:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7733-7806'.

22:00 1.00 23:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7806-7818'.

23:00 0.50 23:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7818-7854'.

23:30 1.00 00:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7854-7863'.

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

Time Lcg
Start Time Dur (hr) End Time Code Category Com

15:00 0.75 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6342-6378'.

15:45 1.00 16:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6378-6387'.

16:45 1.00 17:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6387-6424'.

17:45 0.75 18:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6424-6434'.

18:30 0.75 19:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6434-6471'.

19:15 0.50 19:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6471-6480'.

19:45 0.75 20:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6480-6569'.

20:30 0.50 21:00 SLIDE DRILL 6 1/8 HOLE 6569-6576'.

21:00 1.00 22:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6576-6710'.

22:00 0.50 22:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6710-6724'.

22:30 0.50 23:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6724-6758'.

23:00 0.50 23:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6758-6770'.

23:30 0.25 23:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6770-6805'.

23:45 0.25 00:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6805-6811'.

00:00 0.75 00:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6811-6900'.

00:45 0.50 01:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6900-6905'.

01:15 0.25 01:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6905-6948'.

01:30 0.50 02:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6948-6956'.

02:00 0.25 02:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6956-6995'.

02:15 0.50 02:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6995-7001'.

02:45 0.25 03:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7001-7044'.

03:00 0.50 03:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7044-7050'.

03:30 0.25 03:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7050-7091'.

03:45 0.25 04:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7091-7095'.

04:00 0.50 04:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7095-7139'.

04:30 0.75 05:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7139-7148'.

05:15 0.25 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7148-7186'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7186-7192'.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/3/2011 OS:00 - 8/4/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7192-7235'.

07:00 0.75 07:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7235-7245'.

07:45 1.00 08:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7245-7330'.

08:45 0.50 09:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7330-7345'.

09:15 0.75 10:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7345-7425'.

10:00 0.50 10:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7425-7433'.

10:30 0.25 10:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7433-7472'.

10:45 0.75 11:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7472-7480'.

11:30 0.50 12:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7480-7520'.

12:00 0.50 12:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7520-7528'.

12:30 0.50 13:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7528-7567'.

13:00 1.00 14:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7567-7582'.

14:00 0.50 14:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7582-7616'.

14:30 0.75 15:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7616-7631'.

15:15 0.50 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7631-7663'.

15:45 1.50 17:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7663-7685'.

17:15 0.25 17:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7685-7711'.

17:30 0.50 18:00 7 LUBRICATE RIG ROUTINE RIG SERVICE.
18:00 2.25 20:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7711-7733'.

20:15 1.75 22:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7733-7806'.

22:00 1.00 23:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7806-7818'.

23:00 0.50 23:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7818-7854'.

23:30 1.00 00:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7854-7863'.
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

15:00 0.75 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6342-6378'.

15:45 1.00 16:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6378-6387'.

16:45 1.00 17:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6387-6424'.

17:45 0.75 18:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6424-6434'.

18:30 0.75 19:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6434-6471'.

19:15 0.50 19:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6471-6480'.

19:45 0.75 20:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6480-6569'.

20:30 0.50 21:00 SLIDE DRILL 6 1/8 HOLE 6569-6576'.

21:00 1.00 22:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6576-6710'.

22:00 0.50 22:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6710-6724'.

22:30 0.50 23:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6724-6758'.

23:00 0.50 23:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6758-6770'.

23:30 0.25 23:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6770-6805'.

23:45 0.25 00:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6805-6811'.

00:00 0.75 00:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6811-6900'.

00:45 0.50 01:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6900-6905'.

01:15 0.25 01:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6905-6948'.

01:30 0.50 02:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6948-6956'.

02:00 0.25 02:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 6956-6995'.

02:15 0.50 02:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 6995-7001'.

02:45 0.25 03:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7001-7044'.

03:00 0.50 03:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7044-7050'.

03:30 0.25 03:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7050-7091'.

03:45 0.25 04:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7091-7095'.

04:00 0.50 04:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7095-7139'.

04:30 0.75 05:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7139-7148'.

05:15 0.25 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7148-7186'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7186-7192'.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/3/2011 OS:00 - 8/4/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7192-7235'.

07:00 0.75 07:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7235-7245'.

07:45 1.00 08:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7245-7330'.

08:45 0.50 09:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7330-7345'.

09:15 0.75 10:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7345-7425'.

10:00 0.50 10:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7425-7433'.

10:30 0.25 10:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7433-7472'.

10:45 0.75 11:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7472-7480'.

11:30 0.50 12:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7480-7520'.

12:00 0.50 12:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7520-7528'.

12:30 0.50 13:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7528-7567'.

13:00 1.00 14:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7567-7582'.

14:00 0.50 14:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7582-7616'.

14:30 0.75 15:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7616-7631'.

15:15 0.50 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7631-7663'.

15:45 1.50 17:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7663-7685'.

17:15 0.25 17:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7685-7711'.

17:30 0.50 18:00 7 LUBRICATE RIG ROUTINE RIG SERVICE.

18:00 2.25 20:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7711-7733'.

20:15 1.75 22:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7733-7806'.

22:00 1.00 23:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7806-7818'.

23:00 0.50 23:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7818-7854'.

23:30 1.00 00:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7854-7863'.
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Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

00:30 0.75 01:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7863-7915'.

01:15 0.75 02:00 20 DIRECTIONAL WORK GR STOPPED READING.  REBOOT COMPUTER & ADJUST SURFACE  
EQUIPMENT.

02:00 0.50 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7915-7950'.

02:30 0.50 03:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7950-7955'.

03:00 1.00 04:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7955-8044'.

04:00 1.00 05:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8044-8054'.

05:00 0.50 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8054-8092'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8092-8097'.

#LC Tribal 12H-28-46 fka #16-28-46    8/4/2011 06:00  -  8/5/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.50 07:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8097-8113'.

07:30 0.50 08:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8113-8140'.

08:00 0.50 08:30 20 DIRECTIONAL WORK RE-LOG 8112-8140'.  SURFACE EQUIPMENT DID NOT RECORD ON FIRST PASS.

08:30 1.50 10:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8140-8150'.  LOST ALL DIFF PRESSURE.  APPEARS  
MOTOR DRIVESHAFT TWISTED OFF.  NO LOST STANDPIPE PRESSURE EXCEPT  
DIFF PRESSURE.

10:00 1.75 11:45 5 COND MUD & CIRC PUMP HIVIS SWEEP & 2X BOTTOMS UP.

11:45 4.00 15:45 6 TRIPS POH WET TO ~6000'.  PUMP SLUG & POH.

15:45 2.25 18:00 6 TRIPS CHANGE MWD PROBE, BREAK OFF BIT #4 (COND: 0-2-BT-G-X-I-NO-DTF).  LAY  
DOWN MOTOR & PICK UP NEW MOTOR.  MAKE UP NEW BIT #5 (STC, Mi613, SN  
JE0003).  SCRIBE MOTOR BEND TO MWD.

18:00 4.25 22:15 6 TRIPS RIH.  INSTALL ROTATING RUBBER, FILL STRING @ 4500'.  PRECAUTIONARY  
WASH/REAM LAST 90'.

22:15 0.50 22:45 20 DIRECTIONAL WORK CIRCULATE, ORIENT & STE UP SPERRY TOOLS.

22:45 2.00 00:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8150-8165'.

00:45 1.75 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8165-8188'.

02:30 0.75 03:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8188-8193'.

03:15 0.75 04:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8193-8235'.

04:00 0.50 04:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8235-8240'.

04:30 0.75 05:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8240-8283'.

05:15 0.75 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8283-8289'.

#LC Tribal 12H-28-46 fka #16-28-46    8/5/2011 06:00  -  8/6/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8289-8295'.

06:30 1.50 08:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8295-8379'.

08:00 1.75 09:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8379-8393'.

09:45 1.50 11:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8393-8474'.

11:15 2.25 13:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8474-8486'.

13:30 1.50 15:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8486-8569'.

15:00 0.50 15:30 7 LUBRICATE RIG ROUTINE RIG SERVICE.

15:30 0.25 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8569-8589'.

15:45 0.25 16:00 8 REPAIR RIG REPLACE O-RING IN MUD LINE UNION.

16:00 0.50 16:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8589-8616'.

16:30 1.25 17:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8616-8631'.

17:45 1.25 19:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8631-8710'.

19:00 1.00 20:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8710-8715'.

20:00 0.75 20:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8715-8758'.

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

00:30 0.75 01:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7863-7915'.

01:15 0.75 02:00 20 DIRECTIONAL WORK GR STOPPED READING. REBOOT COMPUTER & ADJUST SURFACE
EQUIPMENT.

02:00 0.50 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7915-7950'.

02:30 0.50 03:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7950-7955'.

03:00 1.00 04:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7955-8044'.

04:00 1.00 05:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8044-8054'.

05:00 0.50 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8054-8092'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8092-8097'.

#LC Tribal 12H-28-46 fka #16-28-46 8/4/2011 06:00 - 8/5/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.50 07:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8097-8113'.

07:30 0.50 08:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8113-8140'.

08:00 0.50 08:30 20 DIRECTIONAL WORK RE-LOG 8112-8140'. SURFACE EQUIPMENT DID NOT RECORD ON FIRST PASS.

08:30 1.50 10:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8140-8150'. LOST ALL DIFF PRESSURE. APPEARS
MOTOR DRIVESHAFT TWISTED OFF. NO LOST STANDPIPE PRESSURE EXCEPT
DIFF PRESSURE.

10:00 1.75 11:45 5 COND MUD & CIRC PUMP HIVIS SWEEP & 2X BOTTOMS UP.
11:45 4.00 15:45 6 TRIPS POH WET TO ~6000'. PUMP SLUG & POH.
15:45 2.25 18:00 6 TRIPS CHANGE MWD PROBE, BREAK OFF BIT #4 (COND: 0-2-BT-G-X-l-NO-DTF). LAY

DOWN MOTOR & PICK UP NEW MOTOR. MAKE UP NEW BIT #5 (STC, Mi613, SN
JEOOO3). SCRIBE MOTOR BEND TO MWD.

18:00 4.25 22:15 6 TRIPS RIH. INSTALL ROTATING RUBBER, FILL STRING @4500'. PRECAUTIONARY
WASH/REAM LAST 90'.

22:15 0.50 22:45 20 DIRECTIONAL WORK CIRCULATE, ORIENT & STE UP SPERRY TOOLS.
22:45 2.00 00:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8150-8165'.

00:45 1.75 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8165-8188'.

02:30 0.75 03:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8188-8193'.

03:15 0.75 04:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8193-8235'.

04:00 0.50 04:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8235-8240'.

04:30 0.75 05:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8240-8283'.

05:15 0.75 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8283-8289'.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/5/2011 OS:00 - 8/6/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8289-8295'.

06:30 1.50 08:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8295-8379'.

08:00 1.75 09:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8379-8393'.

09:45 1.50 11:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8393-8474'.

11:15 2.25 13:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8474-8486'.

13:30 1.50 15:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8486-8569'.

15:00 0.50 15:30 7 LUBRICATE RIG ROUTINE RIG SERVICE.
15:30 0.25 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8569-8589'.

15:45 0.25 16:00 8 REPAIR RIG REPLACE O-RING IN MUD LINE UNION.
16:00 0.50 16:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8589-8616'.

16:30 1.25 17:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8616-8631'.

17:45 1.25 19:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8631-8710'.

19:00 1.00 20:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8710-8715'.

20:00 0.75 20:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8715-8758'.
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Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

00:30 0.75 01:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7863-7915'.

01:15 0.75 02:00 20 DIRECTIONAL WORK GR STOPPED READING. REBOOT COMPUTER & ADJUST SURFACE
EQUIPMENT.

02:00 0.50 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7915-7950'.

02:30 0.50 03:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 7950-7955'.

03:00 1.00 04:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 7955-8044'.

04:00 1.00 05:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8044-8054'.

05:00 0.50 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8054-8092'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8092-8097'.

#LC Tribal 12H-28-46 fka #16-28-46 8/4/2011 06:00 - 8/5/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.50 07:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8097-8113'.

07:30 0.50 08:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8113-8140'.

08:00 0.50 08:30 20 DIRECTIONAL WORK RE-LOG 8112-8140'. SURFACE EQUIPMENT DID NOT RECORD ON FIRST PASS.

08:30 1.50 10:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8140-8150'. LOST ALL DIFF PRESSURE. APPEARS
MOTOR DRIVESHAFT TWISTED OFF. NO LOST STANDPIPE PRESSURE EXCEPT
DIFF PRESSURE.

10:00 1.75 11:45 5 COND MUD & CIRC PUMP HIVIS SWEEP & 2X BOTTOMS UP.

11:45 4.00 15:45 6 TRIPS POH WET TO ~6000'. PUMP SLUG & POH.

15:45 2.25 18:00 6 TRIPS CHANGE MWD PROBE, BREAK OFF BIT #4 (COND: 0-2-BT-G-X-l-NO-DTF). LAY
DOWN MOTOR & PICK UP NEW MOTOR. MAKE UP NEW BIT #5 (STC, Mi613, SN
JEOOO3). SCRIBE MOTOR BEND TO MWD.

18:00 4.25 22:15 6 TRIPS RIH. INSTALL ROTATING RUBBER, FILL STRING @4500'. PRECAUTIONARY
WASH/REAM LAST 90'.

22:15 0.50 22:45 20 DIRECTIONAL WORK CIRCULATE, ORIENT & STE UP SPERRY TOOLS.

22:45 2.00 00:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8150-8165'.

00:45 1.75 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8165-8188'.

02:30 0.75 03:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8188-8193'.

03:15 0.75 04:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8193-8235'.

04:00 0.50 04:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8235-8240'.

04:30 0.75 05:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8240-8283'.

05:15 0.75 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8283-8289'.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/5/2011 OS:00 - 8/6/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8289-8295'.

06:30 1.50 08:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8295-8379'.

08:00 1.75 09:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8379-8393'.

09:45 1.50 11:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8393-8474'.

11:15 2.25 13:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8474-8486'.

13:30 1.50 15:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8486-8569'.

15:00 0.50 15:30 7 LUBRICATE RIG ROUTINE RIG SERVICE.

15:30 0.25 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8569-8589'.

15:45 0.25 16:00 8 REPAIR RIG REPLACE O-RING IN MUD LINE UNION.

16:00 0.50 16:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8589-8616'.

16:30 1.25 17:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8616-8631'.

17:45 1.25 19:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8631-8710'.

19:00 1.00 20:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8710-8715'.

20:00 0.75 20:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8715-8758'.

www.peloton.com Page 3/8 Report Printed:



Page 4/8 Report Printed:  9/1/2011www.peloton.com

Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

20:45 2.00 22:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8758-8771'.

22:45 0.50 23:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8771-8805'.

23:15 1.25 00:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8805-8820'.

00:30 3.00 03:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8820-8996'.

03:30 1.00 04:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8996-9002'.

04:30 1.00 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9002-9066'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9066-9069'.

#LC Tribal 12H-28-46 fka #16-28-46    8/6/2011 06:00  -  8/7/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9069-9078'.

07:00 0.75 07:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9078-9090'.

07:45 1.50 09:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9090-9098'.

09:15 2.00 11:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9098-9185'.

11:15 2.25 13:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9185-9200'.

13:30 2.25 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9200-9287'.

15:45 0.25 16:00 5 COND MUD & CIRC STRING STALLED.  PUMP HV SWEEP, CIRCULATE, WORK STRING & ROTATE 80  
RPM.

16:00 1.25 17:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9287-9329'.  LOST ~1200 FT/LB TORQUE AFTER  
PUMPING SWEEP.

17:15 1.50 18:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9329-9341'.

18:45 1.25 20:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9341-9376'.

20:00 1.50 21:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9376-9388'.

21:30 3.25 00:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9388-9519'.

00:45 0.50 01:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9519-9524'.

01:15 0.25 01:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9524-9543'.

01:30 0.25 01:45 5 COND MUD & CIRC PUMP HV SWEEP, CIRCULATE, RECIPROCATE & ROTATE 80 RPM & CLEAN  
HOLE DUE TO HIGH TORQUE.

01:45 0.75 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9543-9566'.

02:30 1.25 03:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9566-9574'.  LOST MOTOR DIFFERENTIAL PRESSURE.

03:45 0.50 04:15 20 DIRECTIONAL WORK TROUBLESHOOT PRESSURE DIFFERENTIAL LOSS.

04:15 1.75 06:00 5 COND MUD & CIRC PUMP 25 BBL SUPER SWEEP PILL, RECIPROCATE, ROTATE @ 80 RPM &  
CIRCULATE 2X BOTTOMS UP.

#LC Tribal 12H-28-46 fka #16-28-46    8/7/2011 06:00  -  8/8/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 5 COND MUD & CIRC CIRCULATE HOLE CLEAN.

06:30 6.50 13:00 6 TRIPS POH WET TO ~6000', PUMP SLUG & CONTINUE TO POH.  HOLE SLICK.  LAY  
DOWN SPERRY TOOLS.

BIT COND: 0-0-NO-A-X-I-NO-DTF/TD.

13:00 3.50 16:30 6 TRIPS PICK UP REAMING ASSEMBLY: BULLNOSE, FLOAT SUB, 6" WATERMELON  
REAMER, 3 1/2 DP PUP JT, 6" WATERMELON REAMER, 3 1/2 DP.  RIH TO 7"  
SHOE.  FILL STRING @ 4000'.

16:30 13.25 05:45 3 REAMING REAM HORIZONTAL HOLE 6190-9574' @ 350 FPH.  RE-REAM PLACES W/1000  
FT/LB ABOVE NORMAL ROTATING TORQUE.  PP STARTED 93 SPM @ 3450 PSI,  
ENDED 87 SPM @ 3500 PSI.  100 RPM.  TORQUE STARTED @ 3600, ENDED @  
6800 FT/LB.

VERY LOW CONNECTION GAS (<450 U) UNTIL 8100', THEN ~2300 U.

05:45 0.25 06:00 5 COND MUD & CIRC PUMP 25 BBL SUPER SWEEP PILL & CIRCULATE HOLE CLEAN RECIPROCATING  
& ROTATING 100 RPM.

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

20:45 2.00 22:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8758-8771'.

22:45 0.50 23:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8771-8805'.

23:15 1.25 00:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8805-8820'.

00:30 3.00 03:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8820-8996'.

03:30 1.00 04:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8996-9002'.

04:30 1.00 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9002-9066'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9066-9069'.

#LC Tribal 12H-28-46 fka #16-28-46 8/6/2011 06:00 - 8/7/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9069-9078'.

07:00 0.75 07:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9078-9090'.

07:45 1.50 09:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9090-9098'.

09:15 2.00 11:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9098-9185'.

11:15 2.25 13:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9185-9200'.

13:30 2.25 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9200-9287'.

15:45 0.25 16:00 5 COND MUD & CIRC STRING STALLED. PUMP HV SWEEP, CIRCULATE, WORK STRING & ROTATE 80
RPM.

16:00 1.25 17:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9287-9329'. LOST ~1200 FTILB TORQUE AFTER
PUMPING SWEEP.

17:15 1.50 18:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9329-9341'.

18:45 1.25 20:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9341-9376'.

20:00 1.50 21:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9376-9388'.

21:30 3.25 00:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9388-9519'.

00:45 0.50 01:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9519-9524'.

01:15 0.25 01:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9524-9543'.

01:30 0.25 01:45 5 COND MUD & CIRC PUMP HV SWEEP, CIRCULATE, RECIPROCATE & ROTATE 80 RPM & CLEAN
HOLE DUE TO HIGH TORQUE.

01:45 0.75 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9543-9566'.

02:30 1.25 03:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9566-9574'. LOST MOTOR DIFFERENTIAL PRESSURE.

03:45 0.50 04:15 20 DIRECTIONAL WORK TROUBLESHOOT PRESSURE DIFFERENTIAL LOSS.
04:15 1.75 06:00 5 COND MUD & CIRC PUMP 25 BBL SUPER SWEEP PILL, RECIPROCATE, ROTATE @80 RPM &

CIRCULATE 2X BOTTOMS UP.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/7/2011 OS:00 - 8/8/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 5 COND MUD & CIRC CIRCULATE HOLE CLEAN.
06:30 6.50 13:00 6 TRIPS POH WET TO ~6000', PUMP SLUG & CONTINUE TO POH. HOLE SLICK. LAY

DOWN SPERRY TOOLS.

BIT COND: 0-0-NO-A-X-l-NO-DTF/TD.

13:00 3.50 16:30 6 TRIPS PICK UP REAMING ASSEMBLY: BULLNOSE, FLOAT SUB, 6" WATERMELON
REAMER, 3 1/2 DP PUP JT, 6" WATERMELON REAMER, 3 1/2 DP. RIH TO 7"
SHOE. FILL STRING @4000'.

16:30 13.25 05:45 3 REAMING REAM HORIZONTAL HOLE 6190-9574' @350 FPH. RE-REAM PLACES Wl1000
FTILB ABOVE NORMAL ROTATING TORQUE. PP STARTED 93 SPM @3450 PSI,
ENDED 87 SPM @3500 PSI. 100 RPM. TORQUE STARTED @3600, ENDED @
6800 FTILB.

VERY LOW CONNECTION GAS (<450U) UNTIL 8100', THEN ~2300 U.

05:45 0.25 06:00 5 COND MUD & CIRC PUMP 25 BBL SUPER SWEEP PILL & CIRCULATE HOLE CLEAN RECIPROCATING
& ROTATING 100 RPM.

www.peloton.com Page 4/8 Report Printed:

Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

20:45 2.00 22:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8758-8771'.

22:45 0.50 23:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8771-8805'.

23:15 1.25 00:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8805-8820'.

00:30 3.00 03:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 8820-8996'.

03:30 1.00 04:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 8996-9002'.

04:30 1.00 05:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9002-9066'.

05:30 0.50 06:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9066-9069'.

#LC Tribal 12H-28-46 fka #16-28-46 8/6/2011 06:00 - 8/7/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9069-9078'.

07:00 0.75 07:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9078-9090'.

07:45 1.50 09:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9090-9098'.

09:15 2.00 11:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9098-9185'.

11:15 2.25 13:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9185-9200'.

13:30 2.25 15:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9200-9287'.

15:45 0.25 16:00 5 COND MUD & CIRC STRING STALLED. PUMP HV SWEEP, CIRCULATE, WORK STRING & ROTATE 80
RPM.

16:00 1.25 17:15 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9287-9329'. LOST ~1200 FTILB TORQUE AFTER
PUMPING SWEEP.

17:15 1.50 18:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9329-9341'.

18:45 1.25 20:00 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9341-9376'.

20:00 1.50 21:30 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9376-9388'.

21:30 3.25 00:45 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9388-9519'.

00:45 0.50 01:15 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9519-9524'.

01:15 0.25 01:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9524-9543'.

01:30 0.25 01:45 5 COND MUD & CIRC PUMP HV SWEEP, CIRCULATE, RECIPROCATE & ROTATE 80 RPM & CLEAN
HOLE DUE TO HIGH TORQUE.

01:45 0.75 02:30 2 DRILL ACTUAL ROTATE DRILL 6 1/8 HOLE 9543-9566'.

02:30 1.25 03:45 2 DRILL ACTUAL SLIDE DRILL 6 1/8 HOLE 9566-9574'. LOST MOTOR DIFFERENTIAL PRESSURE.

03:45 0.50 04:15 20 DIRECTIONAL WORK TROUBLESHOOT PRESSURE DIFFERENTIAL LOSS.

04:15 1.75 06:00 5 COND MUD & CIRC PUMP 25 BBL SUPER SWEEP PILL, RECIPROCATE, ROTATE @80 RPM &
CIRCULATE 2X BOTTOMS UP.

#LC '¯ribal 12H-28-46 fka #16-28-46 8/7/2011 OS:00 - 8/8/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 5 COND MUD & CIRC CIRCULATE HOLE CLEAN.

06:30 6.50 13:00 6 TRIPS POH WET TO ~6000', PUMP SLUG & CONTINUE TO POH. HOLE SLICK. LAY
DOWN SPERRY TOOLS.

BIT COND: 0-0-NO-A-X-l-NO-DTF/TD.

13:00 3.50 16:30 6 TRIPS PICK UP REAMING ASSEMBLY: BULLNOSE, FLOAT SUB, 6" WATERMELON
REAMER, 3 1/2 DP PUP JT, 6" WATERMELON REAMER, 3 1/2 DP. RIH TO 7"
SHOE. FILL STRING @4000'.

16:30 13.25 05:45 3 REAMING REAM HORIZONTAL HOLE 6190-9574' @350 FPH. RE-REAM PLACES Wl1000
FTILB ABOVE NORMAL ROTATING TORQUE. PP STARTED 93 SPM @3450 PSI,
ENDED 87 SPM @3500 PSI. 100 RPM. TORQUE STARTED @3600, ENDED @
6800 FTILB.

VERY LOW CONNECTION GAS (<450U) UNTIL 8100', THEN ~2300 U.

05:45 0.25 06:00 5 COND MUD & CIRC PUMP 25 BBL SUPER SWEEP PILL & CIRCULATE HOLE CLEAN RECIPROCATING
& ROTATING 100 RPM.
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Well Summary Report
#LC Tribal 12H-28-46 fka #16-28-46    8/8/2011 06:00  -  8/9/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.25 07:15 5 COND MUD & CIRC CIRCULATE, RECIPROCATE, ROTATE HOLE CLEAN.

07:15 4.75 12:00 6 TRIPS DROPPED 2" DRIFT & POH.  RECOVER DRIFT & LAY DOWN REAMERS.

12:00 3.25 15:15 11 WIRELINE LOGS HELD PJSM W/WEATHERFORD LOGGERS & RIG CREW.  RIG UP WEATHERFORD  
MEMORY DP CONVEYED LOGGING TOOLS.

15:15 5.00 20:15 11 WIRELINE LOGS RIH W/WEATHERFORD E-LOG TO 9566'.  PULL UP TO 9440'.  HOLE SLICK.

20:15 1.00 21:15 11 WIRELINE LOGS PUMP DOWN MESSENGER DART & DEPLOY LOGGING TOOLS.

21:15 4.25 01:30 11 WIRELINE LOGS LOG OUT @ 6 MIN/STAND.  NO TIGHT HOLE.

01:30 2.00 03:30 11 WIRELINE LOGS POH FROM 7" SHOE.

03:30 2.00 05:30 11 WIRELINE LOGS HELD PJSM W/LOGGERS & RIG DOWN LOGGING TOOLS.

05:30 0.50 06:00 6 TRIPS PICK UP TANDEM REAMING ASSEMBLY.

#LC Tribal 12H-28-46 fka #16-28-46    8/9/2011 06:00  -  8/10/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 2.50 08:30 6 TRIPS RIH W/TANDEM 6" WATERMELON REAMERS TO 7" SHOE.

08:30 10.75 19:15 3 REAMING REAM LATERAL W/100 RPM, 450 GPM @ 500 FPH.

19:15 1.50 20:45 5 COND MUD & CIRC CIRC. SUPER SWEEP.

20:45 2.75 23:30 6 TRIPS TOOH

23:30 6.50 06:00 12 RUN CASING & CEMENT HSM RIG UP FRANKS CASING AND RUN LINER. FS (1.5'), SHOE JT (42.32), FC  
(.89'), BALL SEAT (1.26), 1 JT 4 1/2" 11.6# P-110 LTC CASING (42.36), DSI (14.77), 2  
JTS CASING (84.70), SWELL PACKER #1 (42.36), 2 JTS (84.72) DSS #1 (13.99), 3  
JTS (127.05), SP #2 (42.28) 1 JT (42.28), DSS #2 (13.97), 2 JTS (84.66), SP #3 (42.39)
2 JTS (84.65), DSS #3 (13.98), 2JTS (84.65), SP #4 (42.36), 2JTS (84.71), DSS #4  
(13.98), 2 JTS (84.73), SP #5 (42.29), 2 JTS ( 84.65), DSS #5 (13.98), 2 JTS ( 84.68),  
SP #6 (42.31), 2 JTS ( 84.57), DSS #6 (13.98), 1 JT SP #7 (42.36), 3 JTS (126.92),  
DSS #7 (13.99), 2 JTS ( 83.74), SP #8 (14.97), 2 JTS ( 84.55), DSS #8 (14.97, )2 JTS  
(84.65), SP #9 (42.33), 2 JTS (84.68), DSS #9 ( 14.01), 3 JTS (126.36), SP #10 (42.35),  
1 JT ( 42.31), DSS #10 (13.94), 2 JTS (84.66), SP #11 (42.36), 2JTS (82.66), DSS #11  
(13.93), 2 JTS (84.66), SP #12 (42.38), 2 JTS ( 84.59), DSS #12 (13.98), 2 JTS  
( 84.59), SP #13 (42.31), 2 JTS ( 8471), DSS #13 13.95), 1 JT (43.35), SP #14 9 42.37),  
3 JTS (127.09), DSS#14 (14.04), 2 JTS (84.58), SP #15 ( 42.32), 4 JTS ( 169.38) SP  
#16 ( 42.35), 18 JTS ( 758.46), VERSAFLEX LINER HANGER (26.10), SETTING HEAD  
(7.65), PUP JT (4.94).  RIG DN CASIERS

#LC Tribal 12H-28-46 fka #16-28-46    8/10/2011 06:00  -  8/11/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 4.50 10:30 12 RUN CASING & CEMENT TIH W/ LINER TO 9557'

10:30 1.00 11:30 5 COND MUD & CIRC CIRC 2 BOTTOMS UP

11:30 3.75 15:15 12 RUN CASING & CEMENT HSM, SWAP TO HES, PUMP 71 BLS DIESEL, DISPLACE W/ 102 BLS H20, DROP  
BALL F/ LINER HANGER WAIT 30 MINS. EXPAND HANGER TOOK 9,700 PSI.  PULL  
TEST 80,000 OVER, DISPLACE THE REST HOLE W/ CLAY FIX WATER AND  
BOICIDE.

15:15 8.75 00:00 6 TRIPS LDDP, TIH, LDDP, TIH, LDDP & DCS.

00:00 5.25 05:15 12 RUN CASING & CEMENT HSM, RIG UP FRANKS AND RUN. TIE BACK STRING. SEAL ASSEMBLY (1.17), 120  
JTS 4 1/2" P110 LT&C CASING (5067.91'), TAG PBR.

#LC Tribal 12H-28-46 fka #16-28-46    8/11/2011 06:00  -  8/12/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

#LC Tribal 12H-28-46 fka #16-28-46 8/8/2011 06:00 - 8/9/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.25 07:15 5 COND MUD & CIRC CIRCULATE, RECIPROCATE, ROTATE HOLE CLEAN.
07:15 4.75 12:00 6 TRIPS DROPPED 2" DRIFT & POH. RECOVER DRIFT & LAY DOWN REAMERS.
12:00 3.25 15:15 11 WIRELINE LOGS HELD PJSM W/WEATHERFORD LOGGERS & RIG CREW. RIG UP WEATHERFORD

MEMORY DP CONVEYED LOGGING TOOLS.

15:15 5.00 20:15 11 WIRELINE LOGS RIH W/WEATHERFORD E-LOG TO 9566'. PULL UP TO 9440'. HOLE SLICK.
20:15 1.00 21:15 11 WIRELINE LOGS PUMP DOWN MESSENGER DART & DEPLOY LOGGING TOOLS.
21:15 4.25 01:30 11 WIRELINE LOGS LOG OUT @6 MIN/STAND. NO TIGHT HOLE.
01:30 2.00 03:30 11 WIRELINE LOGS POH FROM 7" SHOE.
03:30 2.00 05:30 11 WIRELINE LOGS HELD PJSM WILOGGERS & RIG DOWN LOGGING TOOLS.
05:30 0.50 06:00 6 TRIPS PICK UP TANDEM REAMING ASSEMBLY.

#LC Tribal 12H-28-46 fka #16-28-46 8/9/2011 06:00 - 8/10/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 2.50 08:30 6 TRIPS RIH WITANDEM 6" WATERMELON REAMERS TO 7" SHOE.
08:30 10.75 19:15 3 REAMING REAM LATERAL Wl100 RPM, 450 GPM @500 FPH.
19:15 1.50 20:45 5 COND MUD & CIRC CIRC. SUPER SWEEP.
20:45 2.75 23:30 6 TRIPS TOOH
23:30 6.50 06:00 12 RUN CASING & CEMENT HSM RIG UP FRANKS CASING AND RUN LINER. FS (1.5'), SHOE JT (42.32), FC

(.89'),BALL SEAT (1.26), 1 JT 4 1/2" 11.6# P-110 LTC CASING (42.36), DSI (14.77), 2
JTS CASING (84.70), SWELL PACKER #1 (42.36), 2 JTS (84.72) DSS #1 (13.99), 3
JTS (127.05), SP #2 (42.28) 1 JT (42.28), DSS #2 (13.97), 2 JTS (84.66), SP #3 (42.39)
2 JTS (84.65), DSS #3 (13.98), 2JTS (84.65), SP #4 (42.36), 2JTS (84.71), DSS #4
(13.98), 2 JTS (84.73), SP #5 (42.29), 2 JTS ( 84.65), DSS #5 (13.98), 2 JTS ( 84.68),
SP #6 (42.31), 2 JTS ( 84.57), DSS #6 (13.98), 1 JT SP #7 (42.36), 3 JTS (126.92),
DSS #7 (13.99), 2 JTS ( 83.74), SP #8 (14.97), 2 JTS (84.55), DSS #8 (14.97, )2 JTS
(84.65), SP #9 (42.33), 2 JTS (84.68), DSS #9 ( 14.01), 3 JTS (126.36), SP #10 (42.35),
1 JT (42.31), DSS #10 (13.94), 2 JTS (84.66), SP #11 (42.36), 2JTS (82.66), DSS #11
(13.93), 2 JTS (84.66), SP #12 (42.38), 2 JTS (84.59), DSS #12 (13.98), 2 JTS
( 84.59), SP #13 (42.31), 2 JTS ( 8471), DSS #13 13.95), 1 JT (43.35), SP #14 9 42.37),
3 JTS (127.09), DSS#14 (14.04), 2 JTS (84.58), SP #15 ( 42.32), 4 JTS ( 169.38) SP
#16 (42.35), 18 JTS (758.46), VERSAFLEX LINER HANGER (26.10), SETTING HEAD
(7.65), PUP JT (4.94). RIG DN CASIERS

#LC '¯ribal 12H-28-46 fka #16-28-46 8/10/2011 06:00 - 8/11/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 4.50 10:30 12 RUN CASING & CEMENT TlH W/ LINER TO 9557'
10:30 1.00 11:30 5 COND MUD & CIRC CIRC 2 BOTTOMS UP
11:30 3.75 15:15 12 RUN CASING & CEMENT HSM, SWAP TO HES, PUMP 71 BLS DIESEL, DISPLACE W/ 102 BLS H20, DROP

BALL F/ LINER HANGER WAIT 30 MINS. EXPAND HANGER TOOK 9,700 PSI. PULL
TEST 80,000 OVER, DISPLACE THE REST HOLE W/ CLAY FIX WATER AND
BOICIDE.

15:15 8.75 00:00 6 TRIPS LDDP, TlH, LDDP, TlH, LDDP & DCS.
00:00 5.25 05:15 12 RUN CASING & CEMENT HSM, RIG UP FRANKS AND RUN. TIE BACK STRING. SEAL ASSEMBLY (1.17), 120

JTS 4 1/2" P110 LT&C CASING (5067.91'), TAG PBR.

#LC Tribal 12H-28-46 fka #16-28-46 8/11/2011 06:00 - 8/12/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon
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Bill Barrett Corporatiori

#LC Tribal 12H-28-46 fka #16-28-46 8/8/2011 06:00 - 8/9/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.25 07:15 5 COND MUD & CIRC CIRCULATE, RECIPROCATE, ROTATE HOLE CLEAN.

07:15 4.75 12:00 6 TRIPS DROPPED 2" DRIFT & POH. RECOVER DRIFT & LAY DOWN REAMERS.

12:00 3.25 15:15 11 WIRELINE LOGS HELD PJSM W/WEATHERFORD LOGGERS & RIG CREW. RIG UP WEATHERFORD
MEMORY DP CONVEYED LOGGING TOOLS.

15:15 5.00 20:15 11 WIRELINE LOGS RIH W/WEATHERFORD E-LOG TO 9566'. PULL UP TO 9440'. HOLE SLICK.

20:15 1.00 21:15 11 WIRELINE LOGS PUMP DOWN MESSENGER DART & DEPLOY LOGGING TOOLS.

21:15 4.25 01:30 11 WIRELINE LOGS LOG OUT @6 MIN/STAND. NO TIGHT HOLE.

01:30 2.00 03:30 11 WIRELINE LOGS POH FROM 7" SHOE.

03:30 2.00 05:30 11 WIRELINE LOGS HELD PJSM WILOGGERS & RIG DOWN LOGGING TOOLS.

05:30 0.50 06:00 6 TRIPS PICK UP TANDEM REAMING ASSEMBLY.

#LC Tribal 12H-28-46 fka #16-28-46 8/9/2011 06:00 - 8/10/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 2.50 08:30 6 TRIPS RIH WITANDEM 6" WATERMELON REAMERS TO 7" SHOE.

08:30 10.75 19:15 3 REAMING REAM LATERAL Wl100 RPM, 450 GPM @500 FPH.

19:15 1.50 20:45 5 COND MUD & CIRC CIRC. SUPER SWEEP.

20:45 2.75 23:30 6 TRIPS TOOH

23:30 6.50 06:00 12 RUN CASING & CEMENT HSM RIG UP FRANKS CASING AND RUN LINER. FS (1.5'), SHOE JT (42.32), FC
(.89'),BALL SEAT (1.26), 1 JT 4 1/2" 11.6# P-110 LTC CASING (42.36), DSI (14.77), 2
JTS CASING (84.70), SWELL PACKER #1 (42.36), 2 JTS (84.72) DSS #1 (13.99), 3
JTS (127.05), SP #2 (42.28) 1 JT (42.28), DSS #2 (13.97), 2 JTS (84.66), SP #3 (42.39)
2 JTS (84.65), DSS #3 (13.98), 2JTS (84.65), SP #4 (42.36), 2JTS (84.71), DSS #4
(13.98), 2 JTS (84.73), SP #5 (42.29), 2 JTS ( 84.65), DSS #5 (13.98), 2 JTS ( 84.68),
SP #6 (42.31), 2 JTS ( 84.57), DSS #6 (13.98), 1 JT SP #7 (42.36), 3 JTS (126.92),
DSS #7 (13.99), 2 JTS ( 83.74), SP #8 (14.97), 2 JTS (84.55), DSS #8 (14.97, )2 JTS
(84.65), SP #9 (42.33), 2 JTS (84.68), DSS #9 ( 14.01), 3 JTS (126.36), SP #10 (42.35),
1 JT (42.31), DSS #10 (13.94), 2 JTS (84.66), SP #11 (42.36), 2JTS (82.66), DSS #11
(13.93), 2 JTS (84.66), SP #12 (42.38), 2 JTS (84.59), DSS #12 (13.98), 2 JTS
( 84.59), SP #13 (42.31), 2 JTS ( 8471), DSS #13 13.95), 1 JT (43.35), SP #14 9 42.37),
3 JTS (127.09), DSS#14 (14.04), 2 JTS (84.58), SP #15 ( 42.32), 4 JTS ( 169.38) SP
#16 (42.35), 18 JTS (758.46), VERSAFLEX LINER HANGER (26.10), SETTING HEAD
(7.65), PUP JT (4.94). RIG DN CASIERS

#LC '¯ribal 12H-28-46 fka #16-28-46 8/10/2011 06:00 - 8/11/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 4.50 10:30 12 RUN CASING & CEMENT TlH W/ LINER TO 9557'

10:30 1.00 11:30 5 COND MUD & CIRC CIRC 2 BOTTOMS UP

11:30 3.75 15:15 12 RUN CASING & CEMENT HSM, SWAP TO HES, PUMP 71 BLS DIESEL, DISPLACE W/ 102 BLS H20, DROP
BALL F/ LINER HANGER WAIT 30 MINS. EXPAND HANGER TOOK 9,700 PSI. PULL
TEST 80,000 OVER, DISPLACE THE REST HOLE W/ CLAY FIX WATER AND
BOICIDE.

15:15 8.75 00:00 6 TRIPS LDDP, TlH, LDDP, TlH, LDDP & DCS.

00:00 5.25 05:15 12 RUN CASING & CEMENT HSM, RIG UP FRANKS AND RUN. TIE BACK STRING. SEAL ASSEMBLY (1.17), 120
JTS 4 1/2" P110 LT&C CASING (5067.91'), TAG PBR.

#LC Tribal 12H-28-46 fka #16-28-46 8/11/2011 06:00 - 8/12/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon
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Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 2.50 08:30 12 RUN CASING & CEMENT PICK UP CASING SPACE OUT WITH PUP JOINTS AND LAND TEST TO 1000# F/ 10  
MINS.

08:30 2.00 10:30 14 NIPPLE UP B.O.P NIPPLE DN BOP TO PUT IN SNAP RING.

10:30 2.00 12:30 12 RUN CASING & CEMENT NOT ENOUGH WEIGHT IN PBR PICK UP CASING AND ADD1.7' PUP JOINT.  
MANDRELL IN WOULD NOT TEST. PICK CHECK CLEAN AND RESET STILL  
WOULD NOT TEST.  

12:30 4.25 16:45 12 RUN CASING & CEMENT WO O RINGS F/ MANDRAL.

16:45 1.25 18:00 12 RUN CASING & CEMENT INSTALLOVERSIZED  ORINGS. TEST FAILED @ 240 PSI INSTALL SEAL FLANGE.  
TEST TO 2000# F/ 10 MINS. LOST 20 #. RELEASE RIG @ 18:00 HR 8/11/11.

#LC Tribal 12H-28-46 fka #16-28-46    8/16/2011 06:00  -  8/17/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well head secured and shut in. Construction crews started building and setting up  
production equipment. Cleared location and set production tanks.  

#LC Tribal 12H-28-46 fka #16-28-46    8/17/2011 06:00  -  8/18/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production  
equipment.  

#LC Tribal 12H-28-46 fka #16-28-46    8/18/2011 06:00  -  8/19/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production  
equipment.  

#LC Tribal 12H-28-46 fka #16-28-46    8/19/2011 06:00  -  8/20/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production  
equipment.  

#LC Tribal 12H-28-46 fka #16-28-46    8/20/2011 06:00  -  8/21/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production  
equipment.  

#LC Tribal 12H-28-46 fka #16-28-46    8/21/2011 06:00  -  8/22/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 2.50 08:30 12 RUN CASING & CEMENT PICK UP CASING SPACE OUT WITH PUP JOINTS AND LAND TEST TO 1000# F/ 10
MINS.

08:30 2.00 10:30 14 NIPPLE UP B.O.P NIPPLE DN BOP TO PUT IN SNAP RING.
10:30 2.00 12:30 12 RUN CASING & CEMENT NOT ENOUGH WEIGHT IN PBR PICK UP CASING AND ADD1.7' PUP JOINT.

MANDRELL IN WOULD NOT TEST. PICK CHECK CLEAN AND RESET STILL
WOULD NOT TEST.

12:30 4.25 16:45 12 RUN CASING & CEMENT WO O RINGS F/ MANDRAL.
16:45 1.25 18:00 12 RUN CASING & CEMENT INSTALLOVERSIZED ORINGS. TEST FAILED @240 PSI INSTALL SEAL FLANGE.

TEST TO 2000# F/ 10 MINS. LOST 20 #. RELEASE RIG @ 18:00 HR 8/11/11.

#LC Tribal 12H-28-46 fka #16-28-46 8/16/2011 06:00 - 8/17/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well head secured and shut in. Construction crews started building and setting up
production equipment. Cleared location and set production tanks.

#LC Tribal 12H-28-46 fka #16-28-46 8/17/2011 06:00 - 8/18/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/18/2011 06:00 - 8/19/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/19/2011 06:00 - 8/20/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/20/2011 06:00 - 8/21/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/21/2011 06:00 - 8/22/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon
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Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 2.50 08:30 12 RUN CASING & CEMENT PICK UP CASING SPACE OUT WITH PUP JOINTS AND LAND TEST TO 1000# F/ 10
MINS.

08:30 2.00 10:30 14 NIPPLE UP B.O.P NIPPLE DN BOP TO PUT IN SNAP RING.

10:30 2.00 12:30 12 RUN CASING & CEMENT NOT ENOUGH WEIGHT IN PBR PICK UP CASING AND ADD1.7' PUP JOINT.
MANDRELL IN WOULD NOT TEST. PICK CHECK CLEAN AND RESET STILL
WOULD NOT TEST.

12:30 4.25 16:45 12 RUN CASING & CEMENT WO O RINGS F/ MANDRAL.

16:45 1.25 18:00 12 RUN CASING & CEMENT INSTALLOVERSIZED ORINGS. TEST FAILED @240 PSI INSTALL SEAL FLANGE.
TEST TO 2000# F/ 10 MINS. LOST 20 #. RELEASE RIG @ 18:00 HR 8/11/11.

#LC Tribal 12H-28-46 fka #16-28-46 8/16/2011 06:00 - 8/17/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well head secured and shut in. Construction crews started building and setting up
production equipment. Cleared location and set production tanks.

#LC Tribal 12H-28-46 fka #16-28-46 8/17/2011 06:00 - 8/18/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/18/2011 06:00 - 8/19/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/19/2011 06:00 - 8/20/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/20/2011 06:00 - 8/21/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well secured, construction crews are currently building and setting up production
equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/21/2011 06:00 - 8/22/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon
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Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews off for the day.

#LC Tribal 12H-28-46 fka #16-28-46    8/22/2011 06:00  -  8/23/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews are working on production equipment.

#LC Tribal 12H-28-46 fka #16-28-46    8/23/2011 06:00  -  8/24/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews are working on production equipment.

#LC Tribal 12H-28-46 fka #16-28-46    8/24/2011 06:00  -  8/25/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 12.00 18:00 GOP General Operations Cont. Build Production facility

18:00 12.00 06:00 IWHD Install Wellhead ND Night cap.
Nipple Up 4 1/16" 10k tbg. head, Frac valve & Night Cap

#LC Tribal 12H-28-46 fka #16-28-46    8/25/2011 06:00  -  8/26/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Construction crews finished setting up production equipment.

#LC Tribal 12H-28-46 fka #16-28-46    8/26/2011 06:00  -  8/27/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Cleared and cleaned location, Construction crews have finished building production  
equipment.  
LC H1-27-46 installed water heat trace lines in completion pit Installed 8" water transfer  
lines and place 4" water load out lines to fill completion pit. Placed secondary pit liner  
over pit for insulation.    

#LC Tribal 12H-28-46 fka #16-28-46    8/27/2011 06:00  -  8/28/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut it and secured, Set flow back tanks and storage tanks. Built containment  
berms around tanks.
Filling completion pit on the LC- H1-27-46 with fresh water.

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews off for the day.

#LC Tribal 12H-28-46 fka #16-28-46 8/22/2011 06:00 - 8/23/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews are working on production equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/23/2011 06:00 - 8/24/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews are working on production equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/24/2011 06:00 - 8/25/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 12.00 18:00 GOP General Operations Cont. Build Production facility
18:00 12.00 06:00 IWHD Install Wellhead ND Night cap.

Nipple Up 4 1/16" 10k tbg. head, Frac valve & Night Cap

#LC Tribal 12H-28-46 fka #16-28-46 8/25/2011 06:00 - 8/26/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Construction crews finished setting up production equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/26/2011 06:00 - 8/27/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Cleared and cleaned location, Construction crews have finished building production
equipment.
LC H1-27-46 installed water heat trace lines in completion pit Installed 8" water transfer
lines and place 4" water load out lines to fill completion pit. Placed secondary pit liner
over pit for insulation.

#LC Tribal 12H-28-46 fka #16-28-46 8/27/2011 06:00 - 8/28/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut it and secured, Set flow back tanks and storage tanks. Built containment
berms around tanks.
Filling completion pit on the LC- H1-27-46 with fresh water.

www.peloton.com Page 7/8 Report Printed:

Bill Barrett Corporatiori

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews off for the day.

#LC Tribal 12H-28-46 fka #16-28-46 8/22/2011 06:00 - 8/23/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews are working on production equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/23/2011 06:00 - 8/24/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured. Construction crews are working on production equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/24/2011 06:00 - 8/25/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 12.00 18:00 GOP General Operations Cont. Build Production facility

18:00 12.00 06:00 IWHD Install Wellhead ND Night cap.
Nipple Up 4 1/16" 10k tbg. head, Frac valve & Night Cap

#LC Tribal 12H-28-46 fka #16-28-46 8/25/2011 06:00 - 8/26/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Construction crews finished setting up production equipment.

#LC Tribal 12H-28-46 fka #16-28-46 8/26/2011 06:00 - 8/27/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Cleared and cleaned location, Construction crews have finished building production
equipment.
LC H1-27-46 installed water heat trace lines in completion pit Installed 8" water transfer
lines and place 4" water load out lines to fill completion pit. Placed secondary pit liner
over pit for insulation.

#LC Tribal 12H-28-46 fka #16-28-46 8/27/2011 06:00 - 8/28/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut it and secured, Set flow back tanks and storage tanks. Built containment
berms around tanks.
Filling completion pit on the LC- H1-27-46 with fresh water.

www.peloton.com Page 7/8 Report Printed:



Page 8/8 Report Printed:  9/1/2011www.peloton.com

Well Summary Report
#LC Tribal 12H-28-46 fka #16-28-46    8/28/2011 06:00  -  8/29/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured, No completion work took place today.

#LC Tribal 12H-28-46 fka #16-28-46    8/29/2011 06:00  -  8/30/2011 06:00
API/UWI

43-013-33631
State/Province

UT
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and Secured. No completion Activity. Continuing to fill completion pit on the  
LC 1H-27-46, off loaded 4500' of 12" poly line on H1 staging area.  

Sep. 06, 2011

Sundry Number: 18161 API Well Number: 43013336310000

Bill Barrett Corporatiori

#LC Tribal 12H-28-46 fka #16-28-46 8/28/2011 06:00 - 8/29/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured, No completion work took place today.

#LC Tribal 12H-28-46 fka #16-28-46 8/29/2011 06:00 - 8/30/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and Secured. No completion Activity. Continuing to fill completion pit on the
LC 1H-27-46, off loaded 4500' of 12" poly line on H1 staging area.

www.peloton.com Page 8/8 Report Printed:

Bill Barrett Corporatiori

#LC Tribal 12H-28-46 fka #16-28-46 8/28/2011 06:00 - 8/29/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and secured, No completion work took place today.

#LC Tribal 12H-28-46 fka #16-28-46 8/29/2011 06:00 - 8/30/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 UT Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Well shut in and Secured. No completion Activity. Continuing to fill completion pit on the
LC 1H-27-46, off loaded 4500' of 12" poly line on H1 staging area.

www.peloton.com Page 8/8 Report Printed:



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

9/25/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 This well had first gas sales on 9/25/2011 and first oil sales on 9/26/2011.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Venessa Langmacher 303 312-8172

TITLE
 Senior Permit Analyst

SIGNATURE
 N/A

DATE
 9/29/2011

09/29/2011

Sep. 29, 2011

Sundry Number: 18942 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/25/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well had first gas sales on 9/25/2011 and first oil sales on 9/26/2011.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/25/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well had first gas sales on 9/25/2011 and first oil sales on 9/26/2011.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

9/30/2011

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Attached is the September 2011 monthly drilling activity report.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 10/5/2011

10/05/2011

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/30/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is the September 2011 monthly drilling activity report.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

9/30/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is the September 2011 monthly drilling activity report.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A
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Well Summary Report
LC Tribal 12H-28-46 fka 16-28-46    9/2/2011 06:00  -  9/3/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations WSI And Secured. Western Pump Fusing Poly On LC HI Location

LC Tribal 12H-28-46 fka 16-28-46    9/3/2011 06:00  -  9/4/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Fusing Poly, First Run From LC 1H To 13H Access In Place

LC Tribal 12H-28-46 fka 16-28-46    9/9/2011 06:00  -  9/10/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Set 10 Frac tanks on location. Continued filling completion pit on the LC 1H-27-46.  
Off load 8" road crossing.  

LC Tribal 12H-28-46 fka 16-28-46    9/11/2011 06:00  -  9/12/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Install Road Crossings From 1H To 12H, Start Rigging Up Fill Manifold For Frac Line.  
Rig-Up Fall Protection On Frac Line, Truck In KCL Slurry, Delso Begin Rigging Up  
Flowback. Spot 6 Tanks On 1H And Start Loading With KCL Slurry.

LC Tribal 12H-28-46 fka 16-28-46    9/12/2011 06:00  -  9/13/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Rig-Up Fill Manifold For Slurry Tanks, Fill Fresh Tanks Thru Poly From 1H Pad  
( Average Bpm Was 50 Bpm For Fill ), N/U 4" 10K Frac Valve And Flow Cross, Test  
Upper Valve And Cross To 8500#. Finish Rigging Up FlowBack, Test To 5000#.

LC Tribal 12H-28-46 fka 16-28-46    9/18/2011 06:00  -  9/19/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Move In And Rig Up HES Frac Equipment, Con't Heating Fresh Water Pit To Maintain  
85 Degrees, Rig Up Ball Dropper Trailer

LC Tribal 12H-28-46 fka 16-28-46    9/19/2011 06:00  -  9/20/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Bill Barrett Corporatiori

LC Tribal 12H-28-46 fka 16-28-46 9/2/2011 06:00 - 9/3/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations WSI And Secured. Western Pump Fusing Poly On LC HI Location

LC Tribal 12H-28-46 fka 16-28-46 9/3/2011 06:00 - 9/4/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Fusing Poly, First Run From LC 1H To 13H Access In Place

LC Tribal 12H-28-46 fka 16-28-46 9/9/2011 06:00 - 9/10/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Set 10 Frac tanks on location. Continued filling completion pit on the LC 1H-27-46.
Off load 8" road crossing.

LC Tribal 12H-28-46 fka 16-28-46 9/11/2011 06:00 - 9/12/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Install Road Crossings From 1H To 12H, Start Rigging Up Fill Manifold For Frac Line.
Rig-Up Fall Protection On Frac Line, Truck In KCL Slurry, Delso Begin Rigging Up
Flowback. Spot 6 Tanks On 1H And Start Loading With KCL Slurry.

LC Tribal 12H-28-46 fka 16-28-46 9/12/2011 06:00 - 9/13/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Rig-Up Fill Manifold For Slurry Tanks, Fill Fresh Tanks Thru Poly From 1H Pad
(Average Bpm Was 50 Bpm For Fill ), N/U 4" 10K Frac Valve And Flow Cross, Test
Upper Valve And Cross To 8500#. Finish Rigging Up FlowBack, Test To 5000#.

LC Tribal 12H-28-46 fka 16-28-46 9/18/2011 06:00 - 9/19/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Move In And Rig Up HES Frac Equipment, Con't Heating Fresh Water Pit To Maintain
85 Degrees, Rig Up Ball Dropper Trailer

LC Tribal 12H-28-46 fka 16-28-46 9/19/2011 06:00 - 9/20/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

www.peloton.com Page 1/7 Report Printed:

Bill Barrett Corporatiori

LC Tribal 12H-28-46 fka 16-28-46 9/2/2011 06:00 - 9/3/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations WSI And Secured. Western Pump Fusing Poly On LC HI Location

LC Tribal 12H-28-46 fka 16-28-46 9/3/2011 06:00 - 9/4/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Fusing Poly, First Run From LC 1H To 13H Access In Place

LC Tribal 12H-28-46 fka 16-28-46 9/9/2011 06:00 - 9/10/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 LOCL Lock Wellhead & Secure Set 10 Frac tanks on location. Continued filling completion pit on the LC 1H-27-46.
Off load 8" road crossing.

LC Tribal 12H-28-46 fka 16-28-46 9/11/2011 06:00 - 9/12/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Install Road Crossings From 1H To 12H, Start Rigging Up Fill Manifold For Frac Line.
Rig-Up Fall Protection On Frac Line, Truck In KCL Slurry, Delso Begin Rigging Up
Flowback. Spot 6 Tanks On 1H And Start Loading With KCL Slurry.

LC Tribal 12H-28-46 fka 16-28-46 9/12/2011 06:00 - 9/13/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Rig-Up Fill Manifold For Slurry Tanks, Fill Fresh Tanks Thru Poly From 1H Pad
(Average Bpm Was 50 Bpm For Fill ), N/U 4" 10K Frac Valve And Flow Cross, Test
Upper Valve And Cross To 8500#. Finish Rigging Up FlowBack, Test To 5000#.

LC Tribal 12H-28-46 fka 16-28-46 9/18/2011 06:00 - 9/19/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 GOP General Operations Move In And Rig Up HES Frac Equipment, Con't Heating Fresh Water Pit To Maintain
85 Degrees, Rig Up Ball Dropper Trailer

LC Tribal 12H-28-46 fka 16-28-46 9/19/2011 06:00 - 9/20/2011 06:00
APl/UWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon
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Page 2/7 Report Printed:  10/4/2011www.peloton.com

Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 GOP General Operations HES Frac Crew On Location @ 05:00. Service, And Start Equipment. Run Quality  
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.  
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

07:00 0.50 07:30 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For  
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,  
Pressure, Red Zones, PPE.  

07:30 0.17 07:40 PTST Pressure Test Open Up To 4-1/2 x 7  Annulus, And Pressure Up To 2200#. Will Maintain Around  
2500# During Fracs. Equalize. SICP- 0#.

07:40 1.42 09:05 FRAC Frac. Job Drop 1.625" DSI Shifting Ball, And Displace At 20 bpm, To 1000 Gallons Before DSI.  
Slowed Rate To 10 Bpm. Shifted DSI @ 9462', At 4325 Psi. (+ 200 Gallons Casing  
Volume). Had To ShutDown And Reboot Blender In Pad, Went 8500 Gals. Over Vol.,  
Pump 21# Hybor G Frac Into Interval #1, 17,900 # Short Of Designed Volume. ISIP-  
2180#, 0.82 Frac Gradient, Pumped 23600 # Of 100 Mesh Sand In 2 Sand Stages  
(0.5#, 1.0#), And 92000 # 20/40 Premium White Sand In 3 Sand Stages (2.0#, 2.5#,  
3.0#). Pumped 2289 Bbls BWTR. 92,610 Gals. Clean Fluid. Avg. Rate 50.2 Bpm Avg.  
Pressure 5243 Psi. Drop 1.875" Shifting Ball, And Displace Ball @ 20 bpm To 1000  
gallons Before DSS. Slow Rate To 10 bpm. No Shift Was Seen, S/D, Drop 1.875" Ball  
Into WellHead, Displace Down Again, No Definitive Shift Seen At DSS @ 9236'.

09:05 2.08 11:10 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #2, As Designed. ISIP- 1236#, 0.65 Frac Gradient,  
Pumped 31300 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151400 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 3099  
Bbls BWTR. 124,335 Gals. Clean Fluid. Avg. Rate 50.1 Bpm Avg. Pressure 3932 Psi.  
Drop 2.0" Shifting Ball, And Displace Ball @ 20 bpm To 700 gallons Before DSS. Slow  
Rate To 10 bpm, Did Not See Shift, S/D, Loaded Ball In WellHead, Displace Again In  
Same Fashion, Did Not See Shift, Started Pad, 4500 Gals. Into,. Shifted DSS @ 9010'  
At 5867 Psi., 50 Bpm (+ 13385 Gallons Casing Volume).

11:10 1.83 13:00 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #3, As Designed. ISIP- 1658#, 0.73 Frac Gradient,  
Pumped 28000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 133400 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2862  
Bbls BWTR. 115,191 Gals. Clean Fluid. Avg Rate 50.1 Bpm Avg. Pressure 4234 Psi.  
Drop 2.0" Shifting Ball, And Displace Ball @ 20 bpm To 500 gallons Before DSS. Slow  
Rate To 10 bpm. Shifted DSS @ 8785' At 3535 Psi. ( Casing Volume).

13:00 1.00 14:00 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #4, As Designed. ISIP- 3437#, 0.85 Frac Gradient,  
Pumped 28000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 133600 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2584  
Bbls BWTR. 102,554 Gals. Clean Fluid. Avg Rate 50.4 Bpm Avg. Pressure 4456 Psi.  
Drop 2.0" Shifting Ball, And Displace Ball @ 20 bpm To 1000 gallons Before DSS. Slow  
Rate To 10 bpm. Shifted DSS @ 8559' At 3895 Psi. (- 100 Gallons Casing Volume).

14:00 0.84 14:50 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #5, As Designed. ISIP- 2332#, 0.84 Frac Gradient,  
Pumped 26900 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127300 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2507  
Bbls BWTR. 99,724 Gals. Clean Fluid. Avg Rate 50.3 Bpm Avg. Pressure 4600 Psi.  
WSI And Secured.

14:50 15.16 06:00 LOCL Lock Wellhead & Secure Western Pump Topped Off Fresh Water Frac Tanks, From 1H Pit. Crew Travel To  
Vernal. Brady Trucking Refilling Mountain Movers. RNI Hauling In Fresh Water To Pit,  
KCL Slurry To KCL Slurry Tanks On Location, D&M Heating Pit To 85 Degrees. WSI  
And Secured OverNight.

LC Tribal 12H-28-46 fka 16-28-46    9/20/2011 06:00  -  9/21/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 GOP General Operations HES Frac Crew On Location @ 05:00. Service, And Start Equipment. Run Quality  
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.  
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

06:30 0.42 06:55 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For  
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,  
Pressure, Red Zones, PPE. SICP - 500#'s. Pressure Up 4.5 X 7 Annulus To 2600#'s,  
Equalize, Open Upto Well.

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 GOP General Operations HES Frac Crew On Location @05:00. Service, And Start Equipment. Run Quality
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

07:00 0.50 07:30 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,
Pressure, Red Zones, PPE.

07:30 0.17 07:40 PTST Pressure Test Open Up To 4-1/2 x 7 Annulus, And Pressure Up To 2200#. Will Maintain Around
2500# During Fracs. Equalize. SICP- 0#.

07:40 1.42 09:05 FRAC Frac. Job Drop 1.625" DSI Shifting Ball, And Displace At 20 bpm, To 1000 Gallons Before DSI.
Slowed Rate To 10 Bpm. Shifted DSI @9462', At 4325 Psi. (+200 Gallons Casing
Volume). Had To ShutDown And Reboot Blender In Pad, Went 8500 Gals. Over Vol.,
Pump 21# Hybor G Frac Into Interval #1, 17,900 # Short Of Designed Volume. ISIP-
2180#, 0.82 Frac Gradient, Pumped 23600 # Of 100 Mesh Sand In 2 Sand Stages
(0.5#, 1.0#), And 92000 # 20/40 Premium White Sand In 3 Sand Stages (2.0#, 2.5#,
3.0#). Pumped 2289 Bbls BWTR. 92,610 Gals. Clean Fluid. Avg. Rate 50.2 Bpm Avg.
Pressure 5243 Psi. Drop 1.875" Shifting Ball, And Displace Ball @20 bpm To 1000
gallons Before DSS. Slow Rate To 10 bpm. No Shift Was Seen, S/D, Drop 1.875" Ball
Into WellHead, Displace Down Again, No Definitive Shift Seen At DSS @9236'.

09:05 2.08 11:10 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #2, As Designed. ISIP- 1236#, 0.65 Frac Gradient,
Pumped 31300 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151400 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 3099
Bbls BWTR. 124,335 Gals. Clean Fluid. Avg. Rate 50.1 Bpm Avg. Pressure 3932 Psi.
Drop 2.0" Shifting Ball, And Displace Ball @20 bpm To 700 gallons Before DSS. Slow
Rate To 10 bpm, Did Not See Shift, S/D, Loaded Ball In WellHead, Displace Again In
Same Fashion, Did Not See Shift, Started Pad, 4500 Gals. Into,. Shifted DSS @9010'
At 5867 Psi., 50 Bpm (+ 13385 Gallons Casing Volume).

11:10 1.83 13:00 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #3, As Designed. ISIP- 1658#, 0.73 Frac Gradient,
Pumped 28000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 133400 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2862
Bbls BWTR. 115,191 Gals. Clean Fluid. Avg Rate 50.1 Bpm Avg. Pressure 4234 Psi.
Drop 2.0" Shifting Ball, And Displace Ball @20 bpm To 500 gallons Before DSS. Slow
Rate To 10 bpm. Shifted DSS @8785' At 3535 Psi. ( Casing Volume).

13:00 1.00 14:00 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #4, As Designed. ISIP- 3437#, 0.85 Frac Gradient,
Pumped 28000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 133600 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2584
Bbls BWTR. 102,554 Gals. Clean Fluid. Avg Rate 50.4 Bpm Avg. Pressure 4456 Psi.
Drop 2.0" Shifting Ball, And Displace Ball @20 bpm To 1000 gallons Before DSS. Slow
Rate To 10 bpm. Shifted DSS @8559' At 3895 Psi. (- 100 Gallons Casing Volume).

14:00 0.84 14:50 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #5, As Designed. ISIP-2332#, 0.84 Frac Gradient,
Pumped 26900 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127300 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2507
Bbls BWTR. 99,724 Gals. Clean Fluid. Avg Rate 50.3 Bpm Avg. Pressure 4600 Psi.
WSI And Secured.

14:50 15.16 06:00 LOCL Lock Wellhead & Secure Western Pump Topped Off Fresh Water Frac Tanks, From 1H Pit. Crew Travel To
Vernal. Brady Trucking Refilling Mountain Movers. RNI Hauling In Fresh Water To Pit,
KCL Slurry To KCL Slurry Tanks On Location, D&M Heating Pit To 85 Degrees. WSI
And Secured OverNight.

LC Tribal 121·
-28-4 3 fka ' 6-28-46 9/20/2011 06 00 - 9/21/2011 06:00

APllUWI S ate/Province County Field Namt Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundace Released for Work 9,574.0 Drilling & Completion

CanyoniLake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 GOP General Operations HES Frac Crew On Location @05:00. Service, And Start Equipment. Run Quality
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

06:30 0.42 06:55 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,
Pressure, Red Zones, PPE. SICP - 500#'s. Pressure Up 4.5 X 7 Annulus To 2600#'s,
Equalize, Open Upto Well.
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 GOP General Operations HES Frac Crew On Location @05:00. Service, And Start Equipment. Run Quality
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

07:00 0.50 07:30 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,
Pressure, Red Zones, PPE.

07:30 0.17 07:40 PTST Pressure Test Open Up To 4-1/2 x 7 Annulus, And Pressure Up To 2200#. Will Maintain Around
2500# During Fracs. Equalize. SICP- 0#.

07:40 1.42 09:05 FRAC Frac. Job Drop 1.625" DSI Shifting Ball, And Displace At 20 bpm, To 1000 Gallons Before DSI.
Slowed Rate To 10 Bpm. Shifted DSI @9462', At 4325 Psi. (+200 Gallons Casing
Volume). Had To ShutDown And Reboot Blender In Pad, Went 8500 Gals. Over Vol.,
Pump 21# Hybor G Frac Into Interval #1, 17,900 # Short Of Designed Volume. ISIP-
2180#, 0.82 Frac Gradient, Pumped 23600 # Of 100 Mesh Sand In 2 Sand Stages
(0.5#, 1.0#), And 92000 # 20/40 Premium White Sand In 3 Sand Stages (2.0#, 2.5#,
3.0#). Pumped 2289 Bbls BWTR. 92,610 Gals. Clean Fluid. Avg. Rate 50.2 Bpm Avg.
Pressure 5243 Psi. Drop 1.875" Shifting Ball, And Displace Ball @20 bpm To 1000
gallons Before DSS. Slow Rate To 10 bpm. No Shift Was Seen, S/D, Drop 1.875" Ball
Into WellHead, Displace Down Again, No Definitive Shift Seen At DSS @9236'.

09:05 2.08 11:10 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #2, As Designed. ISIP- 1236#, 0.65 Frac Gradient,
Pumped 31300 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151400 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 3099
Bbls BWTR. 124,335 Gals. Clean Fluid. Avg. Rate 50.1 Bpm Avg. Pressure 3932 Psi.
Drop 2.0" Shifting Ball, And Displace Ball @20 bpm To 700 gallons Before DSS. Slow
Rate To 10 bpm, Did Not See Shift, S/D, Loaded Ball In WellHead, Displace Again In
Same Fashion, Did Not See Shift, Started Pad, 4500 Gals. Into,. Shifted DSS @9010'
At 5867 Psi., 50 Bpm (+ 13385 Gallons Casing Volume).

11:10 1.83 13:00 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #3, As Designed. ISIP- 1658#, 0.73 Frac Gradient,
Pumped 28000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 133400 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2862
Bbls BWTR. 115,191 Gals. Clean Fluid. Avg Rate 50.1 Bpm Avg. Pressure 4234 Psi.
Drop 2.0" Shifting Ball, And Displace Ball @20 bpm To 500 gallons Before DSS. Slow
Rate To 10 bpm. Shifted DSS @8785' At 3535 Psi. ( Casing Volume).

13:00 1.00 14:00 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #4, As Designed. ISIP- 3437#, 0.85 Frac Gradient,
Pumped 28000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 133600 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2584
Bbls BWTR. 102,554 Gals. Clean Fluid. Avg Rate 50.4 Bpm Avg. Pressure 4456 Psi.
Drop 2.0" Shifting Ball, And Displace Ball @20 bpm To 1000 gallons Before DSS. Slow
Rate To 10 bpm. Shifted DSS @8559' At 3895 Psi. (- 100 Gallons Casing Volume).

14:00 0.84 14:50 FRAC Frac. Job Pump 21# Hybor G Frac Into Interval #5, As Designed. ISIP-2332#, 0.84 Frac Gradient,
Pumped 26900 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127300 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2507
Bbls BWTR. 99,724 Gals. Clean Fluid. Avg Rate 50.3 Bpm Avg. Pressure 4600 Psi.
WSI And Secured.

14:50 15.16 06:00 LOCL Lock Wellhead & Secure Western Pump Topped Off Fresh Water Frac Tanks, From 1H Pit. Crew Travel To
Vernal. Brady Trucking Refilling Mountain Movers. RNI Hauling In Fresh Water To Pit,
KCL Slurry To KCL Slurry Tanks On Location, D&M Heating Pit To 85 Degrees. WSI
And Secured OverNight.

LC Tribal 121·
-28-4 3 fka ' 6-28-46 9/20/2011 06 00 - 9/21/2011 06:00

APllUWI S ate/Province County Field Namt Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundace Released for Work 9,574.0 Drilling & Completion

CanyoniLake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 GOP General Operations HES Frac Crew On Location @05:00. Service, And Start Equipment. Run Quality
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

06:30 0.42 06:55 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,
Pressure, Red Zones, PPE. SICP - 500#'s. Pressure Up 4.5 X 7 Annulus To 2600#'s,
Equalize, Open Upto Well.
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Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

06:55 1.08 08:00 FRAC Frac. Job Drop 2.375" DSS Shifting Ball, And Displace At 20 bpm, To 500 Gallons Before DSS.  
Slowed Rate To 10 Bpm. Shifted DSS @ 8333', At 3407 Psi. (+ 100 Gallons Casing  
Volume). Frac Into Interval #6 With Hybor G 21# System As Designed. Pumped 26800  
# Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127400 # 20/40 Premium  
White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2524 Bbls BWTR.  
100,714 Gals. Clean Fluid. Avg. Rate 50.4 Bpm Avg. Pressure 4488 Psi. Drop 2.5"  
Shifting Ball, And Displace Ball @ 50 bpm To 1000 gallons Before DSS. Slow Rate To  
10 bpm, Shifted DSS @ 8108' At 3378 Psi (+ 5200 Gallons Casing Volume).

08:00 1.00 09:00 FRAC Frac. Job ISIP - 2307 Psi, .84 F.G.. Frac Into Interval #7 With Hybor G 21# System As Designed.  
Pumped 22400 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 101800 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2289  
Bbls BWTR. 81,563 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 4394 Psi.  
Drop 2.625" Shifting Ball, And Displace Ball @ 50 bpm To 500 gallons Before DSS.  
Slow Rate To 10 bpm, Saw No Shift, 2000 Gals. Over Volume. ISDP - 1734 Psi, .74  
F.G.. Drop Ball In Frac Tree, Saw First Ball Hit When Bringing Rate On, Shifted DSS @  
7882' At 3335 Psi (+ 2050 Gallons Casing Volume).

09:00 1.59 10:35 FRAC Frac. Job Frac Into Interval #8 With Hybor G 21# System As Designed. Pumped 31200 # Of 100  
Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151200 # 20/40 Premium White Sand In  
4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2827 Bbls BWTR. 112,064 Gals. Clean  
Fluid. Avg. Rate 50.3 Bpm Avg. Pressure 4294 Psi. Drop 2.75" Shifting Ball, And  
Displace Ball @ 50 bpm To 500 gallons Before DSS. Slow Rate To 10 bpm, Shifted  
DSS @ 7657' At 4125 Psi (+ 350 Gallons Casing Volume). Down 30 Min. Waiting On  
Sand To Be Off Loaded.

10:35 1.08 11:40 FRAC Frac. Job ISIP - 2138 Psi., .81 F.G..Frac Into Interval #9 With Hybor G 21# System. Pumped  
26800 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 104800 # 20/40  
Premium White Sand In 3 Sand Stages (2.0#, 2.5#, 3.0#), Cut Sand Short 22,550#, Did  
Not Go To 3.5#, Due To Net Increase. Pumped 2329 Bbls BWTR. 93,703 Gals. Clean  
Fluid. Avg. Rate 50.4 Bpm Avg. Pressure 4253 Psi. Drop 2.875" Shifting Ball, And  
Displace Ball @ 50 bpm, Dropped Ball Late Making Sure Flush Was Achievable To 500  
gallons Before DSS. Slow Rate To 10 bpm, Shifted DSS @ 7431' At 4114 Psi (+ 330  
Gallons Casing Volume).

11:40 1.00 12:40 FRAC Frac. Job ISIP - 2149 Psi., .81 F.G..Frac Into Interval #10 With Hybor G 21# System As Designed.  
Pumped 31300 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151800 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2728  
Bbls BWTR. 108,664 Gals. Clean Fluid. Avg. Rate 50.6 Bpm Avg. Pressure 3517 Psi.  
ISDP - 2303 Psi., .84 F.G.. WSI And Secured.

12:40 17.33 06:00 LOCL Lock Wellhead & Secure Western Pump Topped Off Fresh Water Frac Tanks, From 1H Pit. Crew Travel To  
Vernal. Brady Trucking Refilling Mountain Movers. RNI Hauling In Fresh Water To Pit,  
KCL Slurry To KCL Slurry Tanks On Location, D&M Heating Pit To 85 Degrees. WSI  
And Secured OverNight.

LC Tribal 12H-28-46 fka 16-28-46    9/21/2011 06:00  -  9/22/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 GOP General Operations HES Frac Crew On Location @ 05:00. Service, And Start Equipment. Run Quality  
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.  
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

06:30 0.17 06:40 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For  
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,  
Pressure, Red Zones, PPE. SICP - 640#'s. Pressure Up 4.5 X 7 Annulus To 2600#'s,  
Equalize, Open Upto Well.

06:40 1.59 08:15 FRAC Frac. Job Drop 3.0" DSS Shifting Ball, And Displace At 20 bpm, To 500 Gallons Before DSS.  
Slowed Rate To 10 Bpm. Shifted DSS @ 7205', At 3233 Psi. (- 100 Gallons Casing  
Volume). Frac Into Interval #11 With Hybor G 21# System As Designed. Pumped 22500  
# Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 102900 # 20/40 Premium  
White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2142 Bbls BWTR.  
86,058 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 3920 Psi. Drop 3.125"  
Shifting Ball, And Displace Ball @ 50 bpm To 1000 gallons Before DSS. Slow Rate To  
10 bpm, Shifted DSS @ 6980' At 4945 Psi (+ 450 Gallons Casing Volume). Down 45  
Min. To Fix Tub Leveling System On Blender.

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:55 1.08 08:00 FRAC Frac. Job Drop 2.375" DSS Shifting Ball, And Displace At 20 bpm, To 500 Gallons Before DSS.
Slowed Rate To 10 Bpm. Shifted DSS @8333', At 3407 Psi. (+ 100 Gallons Casing
Volume). Frac Into Interval #6 With Hybor G 21# System As Designed. Pumped 26800
# Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127400 # 20/40 Premium
White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2524 Bbls BWTR.
100,714 Gals. Clean Fluid. Avg. Rate 50.4 Bpm Avg. Pressure 4488 Psi. Drop 2.5"
Shifting Ball, And Displace Ball @50 bpm To 1000 gallons Before DSS. Slow Rate To
10 bpm, Shifted DSS @8108' At 3378 Psi (+ 5200 Gallons Casing Volume).

08:00 1.00 09:00 FRAC Frac. Job ISIP - 2307 Psi, .84 F.G.. Frac Into Interval #7 With Hybor G 21# System As Designed.
Pumped 22400 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 101800 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2289
Bbls BWTR. 81,563 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 4394 Psi.
Drop 2.625" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 bpm, Saw No Shift, 2000 Gals. Over Volume. ISDP - 1734 Psi, .74

F.G.. Drop Ball In Frac Tree, Saw First Ball Hit When Bringing Rate On, Shifted DSS @
7882' At 3335 Psi (+2050 Gallons Casing Volume).

09:00 1.59 10:35 FRAC Frac. Job Frac Into Interval #8 With Hybor G 21# System As Designed. Pumped 31200 # Of 100
Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151200 #20/40 Premium White Sand In
4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2827 Bbls BWTR. 112,064 Gals. Clean
Fluid. Avg. Rate 50.3 Bpm Avg. Pressure 4294 Psi. Drop 2.75" Shifting Ball, And
Displace Ball @50 bpm To 500 gallons Before DSS. Slow Rate To 10 bpm, Shifted
DSS @7657' At 4125 Psi (+ 350 Gallons Casing Volume). Down 30 Min. Waiting On
Sand To Be Off Loaded.

10:35 1.08 11:40 FRAC Frac. Job ISIP - 2138 Psi., .81 F.G..Frac Into Interval #9 With Hybor G 21# System. Pumped
26800 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 104800 # 20/40
Premium White Sand In 3 Sand Stages (2.0#, 2.5#, 3.0#), Cut Sand Short 22,550#, Did
Not Go To 3.5#, Due To Net Increase. Pumped 2329 Bbls BWTR. 93,703 Gals. Clean
Fluid. Avg. Rate 50.4 Bpm Avg. Pressure 4253 Psi. Drop 2.875" Shifting Ball, And
Displace Ball @50 bpm, Dropped Ball Late Making Sure Flush Was Achievable To 500
gallons Before DSS. Slow Rate To 10 bpm, Shifted DSS @7431' At 4114 Psi (+ 330
Gallons Casing Volume).

11:40 1.00 12:40 FRAC Frac. Job ISIP - 2149 Psi., .81 F.G..Frac Into Interval #10 With Hybor G 21# System As Designed.
Pumped 31300 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151800 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2728
Bbls BWTR. 108,664 Gals. Clean Fluid. Avg. Rate 50.6 Bpm Avg. Pressure 3517 Psi.
ISDP -2303 Psi., .84 F.G.. WSI And Secured.

12:40 17.33 06:00 LOCL Lock Wellhead & Secure Western Pump Topped Off Fresh Water Frac Tanks, From 1H Pit. Crew Travel To
Vernal. Brady Trucking Refilling Mountain Movers. RNI Hauling In Fresh Water To Pit,
KCL Slurry To KCL Slurry Tanks On Location, D&M Heating Pit To 85 Degrees. WSI
And Secured OverNight.

LC Tribal 121·
-28-43 fka ' 6-28-46 9/21/2011 06 00 - 9/22/2011 06:00

APllUWI S ate/Province County Field Namt Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundace Released for Work 9,574.0 Drilling & Completion

CanyoniLake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 GOP General Operations HES Frac Crew On Location @05:00. Service, And Start Equipment. Run Quality
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

06:30 0.17 06:40 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,
Pressure, Red Zones, PPE. SICP - 640#'s. Pressure Up 4.5 X 7 Annulus To 2600#'s,
Equalize, Open Upto Well.

06:40 1.59 08:15 FRAC Frac. Job Drop 3.0" DSS Shifting Ball, And Displace At 20 bpm, To 500 Gallons Before DSS.
Slowed Rate To 10 Bpm. Shifted DSS @7205', At 3233 Psi. (- 100 Gallons Casing
Volume). Frac Into Interval #11 With Hybor G 21# System As Designed. Pumped 22500
# Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 102900 # 20/40 Premium
White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2142 Bbls BWTR.
86,058 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 3920 Psi. Drop 3.125"
Shifting Ball, And Displace Ball @50 bpm To 1000 gallons Before DSS. Slow Rate To
10 bpm, Shifted DSS @6980' At 4945 Psi (+ 450 Gallons Casing Volume). Down 45
Min. To Fix Tub Leveling System On Blender.
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:55 1.08 08:00 FRAC Frac. Job Drop 2.375" DSS Shifting Ball, And Displace At 20 bpm, To 500 Gallons Before DSS.
Slowed Rate To 10 Bpm. Shifted DSS @8333', At 3407 Psi. (+ 100 Gallons Casing
Volume). Frac Into Interval #6 With Hybor G 21# System As Designed. Pumped 26800
# Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127400 # 20/40 Premium
White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2524 Bbls BWTR.
100,714 Gals. Clean Fluid. Avg. Rate 50.4 Bpm Avg. Pressure 4488 Psi. Drop 2.5"
Shifting Ball, And Displace Ball @50 bpm To 1000 gallons Before DSS. Slow Rate To
10 bpm, Shifted DSS @8108' At 3378 Psi (+ 5200 Gallons Casing Volume).

08:00 1.00 09:00 FRAC Frac. Job ISIP - 2307 Psi, .84 F.G.. Frac Into Interval #7 With Hybor G 21# System As Designed.
Pumped 22400 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 101800 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2289
Bbls BWTR. 81,563 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 4394 Psi.
Drop 2.625" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 bpm, Saw No Shift, 2000 Gals. Over Volume. ISDP - 1734 Psi, .74

F.G.. Drop Ball In Frac Tree, Saw First Ball Hit When Bringing Rate On, Shifted DSS @
7882' At 3335 Psi (+2050 Gallons Casing Volume).

09:00 1.59 10:35 FRAC Frac. Job Frac Into Interval #8 With Hybor G 21# System As Designed. Pumped 31200 # Of 100
Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151200 #20/40 Premium White Sand In
4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2827 Bbls BWTR. 112,064 Gals. Clean
Fluid. Avg. Rate 50.3 Bpm Avg. Pressure 4294 Psi. Drop 2.75" Shifting Ball, And
Displace Ball @50 bpm To 500 gallons Before DSS. Slow Rate To 10 bpm, Shifted
DSS @7657' At 4125 Psi (+ 350 Gallons Casing Volume). Down 30 Min. Waiting On
Sand To Be Off Loaded.

10:35 1.08 11:40 FRAC Frac. Job ISIP - 2138 Psi., .81 F.G..Frac Into Interval #9 With Hybor G 21# System. Pumped
26800 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 104800 # 20/40
Premium White Sand In 3 Sand Stages (2.0#, 2.5#, 3.0#), Cut Sand Short 22,550#, Did
Not Go To 3.5#, Due To Net Increase. Pumped 2329 Bbls BWTR. 93,703 Gals. Clean
Fluid. Avg. Rate 50.4 Bpm Avg. Pressure 4253 Psi. Drop 2.875" Shifting Ball, And
Displace Ball @50 bpm, Dropped Ball Late Making Sure Flush Was Achievable To 500
gallons Before DSS. Slow Rate To 10 bpm, Shifted DSS @7431' At 4114 Psi (+ 330
Gallons Casing Volume).

11:40 1.00 12:40 FRAC Frac. Job ISIP - 2149 Psi., .81 F.G..Frac Into Interval #10 With Hybor G 21# System As Designed.
Pumped 31300 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 151800 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2728
Bbls BWTR. 108,664 Gals. Clean Fluid. Avg. Rate 50.6 Bpm Avg. Pressure 3517 Psi.
ISDP -2303 Psi., .84 F.G.. WSI And Secured.

12:40 17.33 06:00 LOCL Lock Wellhead & Secure Western Pump Topped Off Fresh Water Frac Tanks, From 1H Pit. Crew Travel To
Vernal. Brady Trucking Refilling Mountain Movers. RNI Hauling In Fresh Water To Pit,
KCL Slurry To KCL Slurry Tanks On Location, D&M Heating Pit To 85 Degrees. WSI
And Secured OverNight.
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APllUWI S ate/Province County Field Namt Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundace Released for Work 9,574.0 Drilling & Completion

CanyoniLake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 0.50 06:30 GOP General Operations HES Frac Crew On Location @05:00. Service, And Start Equipment. Run Quality
Control Checks On Chemicals, Sand, And Fluid. Prime - Up Chemical Pumps And HHP.
Pressure Test Pumps And Iron To 9000#. BackSidePump To 4000#,

06:30 0.17 06:40 SMTG Safety Meeting Safety Meeting With All Contractors Involved With Operations. Discuss Operations For
Today, Pressure Test, Job Assignments, Communication, QC For Fluids, Smoking,
Pressure, Red Zones, PPE. SICP - 640#'s. Pressure Up 4.5 X 7 Annulus To 2600#'s,
Equalize, Open Upto Well.

06:40 1.59 08:15 FRAC Frac. Job Drop 3.0" DSS Shifting Ball, And Displace At 20 bpm, To 500 Gallons Before DSS.
Slowed Rate To 10 Bpm. Shifted DSS @7205', At 3233 Psi. (- 100 Gallons Casing
Volume). Frac Into Interval #11 With Hybor G 21# System As Designed. Pumped 22500
# Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 102900 # 20/40 Premium
White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2142 Bbls BWTR.
86,058 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 3920 Psi. Drop 3.125"
Shifting Ball, And Displace Ball @50 bpm To 1000 gallons Before DSS. Slow Rate To
10 bpm, Shifted DSS @6980' At 4945 Psi (+ 450 Gallons Casing Volume). Down 45
Min. To Fix Tub Leveling System On Blender.
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Time Log
Start Time Dur (hr) End Time Code Category Com

08:15 1.25 09:30 FRAC Frac. Job ISIP - 2752 Psi, .92 F.G.. Frac Into Interval #12 With Hybor G 21# System As Designed.  
Pumped 27000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 126500 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2412  
Bbls BWTR. 94,918 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 3936 Psi.  
Drop 3.280" Shifting Ball, And Displace Ball @ 50 bpm To 500 gallons Before DSS.  
Slow Rate To 10 Bpm Shifted DSS @ 6754' At 3972 Psi (+ 500 Gallons Casing  
Volume).

09:30 1.50 11:00 FRAC Frac. Job ISIP - 2769 Psi, .92 F.G.. Frac Into Interval #13 With Hybor G 21# System As Designed.  
Pumped 27000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127200 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2473  
Bbls BWTR. 97,070 Gals. Clean Fluid. Avg. Rate 49.5 Bpm Avg. Pressure 4263 Psi.  
Drop 3.443" Shifting Ball, And Displace Ball @ 50 bpm To 500 gallons Before DSS.  
Slow Rate To 10 Bpm Shifted DSS @ 6529' At 4044 Psi (+ 400 Gallons Casing  
Volume). Down 40 Min.Transfering Chemicals, Change Out Cable And Mag Pick-Up On  
Blender Discharge FlowMeter.

11:00 1.67 12:40 FRAC Frac. Job ISIP - 1928 Psi, .77 F.G.. Frac Into Interval #14 With Hybor G 21# System As Designed.  
Pumped 22400 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 102300 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2128  
Bbls BWTR. 82,413 Gals. Clean Fluid. Avg. Rate 50.7 Bpm Avg. Pressure 4461 Psi.  
Drop 3.615" Shifting Ball, And Displace Ball @ 50 bpm To 500 gallons Before DSS.  
Slow Rate To 10 Bpm Shifted DSS @ 6303' At 3566 Psi (+ 400 Gallons Casing  
Volume). Down 55 Min. OffLoading Last Load Of Sand, And Tearing Down Blender  
Discharge FlowMeter( Piece Of Plastic In It).

12:40 0.91 13:35 FRAC Frac. Job ISIP - 2303 Psi, .84 F.G.. Frac Into Interval #15 With Hybor G 21# System As Designed.  
Pumped 30060 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 154660 #  
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2758  
Bbls BWTR. 107,471 Gals. Clean Fluid. Avg. Rate 50.7 Bpm Avg. Pressure 3555 Psi.  
ISDP - 2823 Psi, .93 F.G.. WSI And Secured, Bleed Pressure Off Annulus.

13:35 3.00 16:35 SRIG Rig Up/Down Western Pump BlowDown Poly Line From 1H, R/D Aluminum Off Frac Line. RD And  
MOL HES Frac Equipment. Bottom Out Fresh And Slurry Tanks, Batch Four 3% KCL  
Tanks For CTU.

16:35 13.41 06:00 LOCL Lock Wellhead & Secure WSI And Secured, Finish Bottoming And Batching Tanks.

LC Tribal 12H-28-46 fka 16-28-46    9/22/2011 06:00  -  9/23/2011 06:00
API/UWI
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Utah
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Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.50 07:30 GOP General Operations Coil Tubing Services crew arrived @ 05:00, spotted in coil unit and crane, 625 psi on  
the well. Safety meeting with coil crew, reviewed JSA. Rigged up crane, P/up injector  
head, Rigged up pump truck and hard line, Filled reel with 3% KCL. Made up 2" coil  
connector, pressure tested connector to 2500 psi, good test, pull tested coil connector  
25,000#, made up disconnect sub & Circ sub & 2.875" CTD Motor assembly and 3.75" 4  
blade mill. Function tested motor and mill. Connected lub, pressured tested lub to 3000  
psi, good test. Open well and started in the hole.      

07:30 1.00 08:30 TRIP Tripping RIH with 2" coil, started pump rate @ 1.0 bpm.Completed weight checks @ 3000' and  
5000', Continued to RIH with coil and tag Stim sleeve @ 6303' .

08:30 2.00 10:30 RUTB Run Tubing Tagged stim sleeve @ 6303', increase pump rate to 2.25 bpm, open well to 30/64"  
choke, maintaining 3.0 bpm in returns with 420 psi on the wellhead. Drilled on Stim  
Sleeves for over 1.5 hours, unable to drill through with 4.3/4" bit, called Denver reviewed  
options, Decision was made to Pooh and check mill.  

10:30 1.50 12:00 TRIP Tripping Pooh with coil.

12:00 0.25 12:15 GOP General Operations Secured BHA in lub, secured wellhead, Bled off pressure. Disconnected lub, 3.75' junk  
mill was missing all of it's kutrite. Swap out mill from 3.75' to 3.701". installed lub,  
Retested lub to 3000#, good test, open well started back in the hole.  

12:15 0.75 13:00 TRIP Tripping RIH with 2" coil and drill out BHA, @ 6100' increase pump rate to 2.25' bpm.  open well  
to 30/64" choke, Total bbls pumped 480 bbls. 

13:00 3.00 16:00 GOP General Operations Tagged Stim sleeve @ 6304', started drilling on sleeve with 3000# down on mill. tagged  
solid @ 6305', with 4000# on the mill, continued milling on sleeve section @ 6306', ran  
out of coil cycles, Pooh with 2" coil and BHA.  

16:00 2.50 18:30 TRIP Tripping Pooh with 2" Coil and BHA at 70' fpm seen slight drag on coil. Secured BHA in the lub,  
disconnected lub,, found the 3.701 mill was wear down. Called Denver to inform them of  
the condition of the mill. broke apart BHA and had to cut off 150' 2" coil.   

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Time Lcg
Start Time Dur (hr) End Time Code Category Com

08:15 1.25 09:30 FRAC Frac. Job ISIP - 2752 Psi, .92 F.G.. Frac Into Interval #12 With Hybor G 21# System As Designed.
Pumped 27000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 126500 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2412
Bbls BWTR. 94,918 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 3936 Psi.
Drop 3.280" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 Bpm Shifted DSS @6754' At 3972 Psi (+ 500 Gallons Casing
Volume).

09:30 1.50 11:00 FRAC Frac. Job ISIP - 2769 Psi, .92 F.G.. Frac Into Interval #13 With Hybor G 21# System As Designed.
Pumped 27000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127200 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2473
Bbls BWTR. 97,070 Gals. Clean Fluid. Avg. Rate 49.5 Bpm Avg. Pressure 4263 Psi.
Drop 3.443" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 Bpm Shifted DSS @6529' At 4044 Psi (+ 400 Gallons Casing
Volume). Down 40 Min.Transfering Chemicals, Change Out Cable And Mag Pick-IJp On
Blender Discharge FlowMeter.

11:00 1.67 12:40 FRAC Frac. Job ISIP - 1928 Psi, .77 F.G.. Frac Into Interval #14 With Hybor G 21# System As Designed.
Pumped 22400 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 102300 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2128
Bbls BWTR. 82,413 Gals. Clean Fluid. Avg. Rate 50.7 Bpm Avg. Pressure 4461 Psi.
Drop 3.615" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 Bpm Shifted DSS @6303' At 3566 Psi (+ 400 Gallons Casing
Volume). Down 55 Min. OffLoading Last Load Of Sand, And Tearing Down Blender
Discharge FlowMeter( Piece Of Plastic In It).

12:40 0.91 13:35 FRAC Frac. Job ISIP - 2303 Psi, .84 F.G.. Frac Into Interval #15 With Hybor G 21# System As Designed.
Pumped 30060 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 154660 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2758
Bbls BWTR. 107,471 Gals. Clean Fluid. Avg. Rate 50.7 Bpm Avg. Pressure 3555 Psi.
ISDP - 2823 Psi, .93 F.G.. WSI And Secured, Bleed Pressure Off Annulus.

13:35 3.00 16:35 SRIG Rig Up/Down Western Pump BlowDown Poly Line From 1H, RID Aluminum Off Frac Line. RD And
MOL HES Frac Equipment. Bottom Out Fresh And Slurry Tanks, Batch Four 3% KCL
Tanks For CTU.

16:35 13.41 06:00 LOCL Lock Wellhead & Secure WSI And Secured, Finish Bottoming And Batching Tanks.
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APllUWI S ate/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.50 07:30 GOP General Operations Coil Tubing Services crew arrived @05:00, spotted in coil unit and crane, 625 psi on
the well. Safety meeting with coil crew, reviewed JSA. Rigged up crane, Plup injector
head, Rigged up pump truck and hard line, Filled reel with 3% KCL. Made up 2" coil
connector, pressure tested connector to 2500 psi, good test, pull tested coil connector
25,000#, made up disconnect sub & Circ sub & 2.875" CTD Motor assembly and 3.75" 4
blade mill. Function tested motor and mill. Connected lub, pressured tested lub to 3000
psi, good test. Open well and started in the hole.

07:30 1.00 08:30 TRIP Tripping RIH with 2" coil, started pump rate @ 1.0 bpm.Completed weight checks @3000' and
5000', Continued to RIH with coil and tag Stim sleeve @6303' .

08:30 2.00 10:30 RIJTB Run Tubing Tagged stim sleeve @6303', increase pump rate to 2.25 bpm, open well to 30/64"
choke, maintaining 3.0 bpm in returns with 420 psi on the wellhead. Drilled on Stim
Sleeves for over 1.5 hours, unable to drill through with 4.3/4" bit, called Denver reviewed
options, Decision was made to Pooh and check mill.

10:30 1.50 12:00 TRIP Tripping Pooh with coil.
12:00 0.25 12:15 GOP General Operations Secured BHA in lub, secured wellhead, Bled off pressure. Disconnected lub, 3.75' junk

mill was missing all of it's kutrite. Swap out mill from 3.75' to 3.701". installed lub,
Retested lub to 3000#, good test, open well started back in the hole.

12:15 0.75 13:00 TRIP Tripping RIH with 2" coil and drill out BHA, @6100'increase pump rate to 2.25' bpm. open well
to 30/64" choke, Total bbls pumped 480 bbls.

13:00 3.00 16:00 GOP General Operations Tagged Stim sleeve @6304', started drilling on sleeve with 3000# down on mill. tagged
solid @6305', with 4000# on the mill, continued milling on sleeve section @6306', ran
out of coil cycles, Pooh with 2" coil and BHA.

16:00 2.50 18:30 TRIP Tripping Pooh with 2" Coil and BHA at 70' fpm seen slight drag on coil. Secured BHA in the lub,
disconnected lub,, found the 3.701 mill was wear down. Called Denver to inform them of
the condition of the mill. broke apart BHA and had to cut off 150' 2" coil.
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

08:15 1.25 09:30 FRAC Frac. Job ISIP - 2752 Psi, .92 F.G.. Frac Into Interval #12 With Hybor G 21# System As Designed.
Pumped 27000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 126500 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2412
Bbls BWTR. 94,918 Gals. Clean Fluid. Avg. Rate 50.5 Bpm Avg. Pressure 3936 Psi.
Drop 3.280" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 Bpm Shifted DSS @6754' At 3972 Psi (+ 500 Gallons Casing
Volume).

09:30 1.50 11:00 FRAC Frac. Job ISIP - 2769 Psi, .92 F.G.. Frac Into Interval #13 With Hybor G 21# System As Designed.
Pumped 27000 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 127200 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2473
Bbls BWTR. 97,070 Gals. Clean Fluid. Avg. Rate 49.5 Bpm Avg. Pressure 4263 Psi.
Drop 3.443" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 Bpm Shifted DSS @6529' At 4044 Psi (+ 400 Gallons Casing
Volume). Down 40 Min.Transfering Chemicals, Change Out Cable And Mag Pick-IJp On
Blender Discharge FlowMeter.

11:00 1.67 12:40 FRAC Frac. Job ISIP - 1928 Psi, .77 F.G.. Frac Into Interval #14 With Hybor G 21# System As Designed.
Pumped 22400 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 102300 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2128
Bbls BWTR. 82,413 Gals. Clean Fluid. Avg. Rate 50.7 Bpm Avg. Pressure 4461 Psi.
Drop 3.615" Shifting Ball, And Displace Ball @50 bpm To 500 gallons Before DSS.
Slow Rate To 10 Bpm Shifted DSS @6303' At 3566 Psi (+ 400 Gallons Casing
Volume). Down 55 Min. OffLoading Last Load Of Sand, And Tearing Down Blender
Discharge FlowMeter( Piece Of Plastic In It).

12:40 0.91 13:35 FRAC Frac. Job ISIP - 2303 Psi, .84 F.G.. Frac Into Interval #15 With Hybor G 21# System As Designed.
Pumped 30060 # Of 100 Mesh Sand In 2 Sand Stages (0.5#, 1.0#), And 154660 #
20/40 Premium White Sand In 4 Sand Stages (2.0#, 2.5#, 3.0#, 3.5#). Pumped 2758
Bbls BWTR. 107,471 Gals. Clean Fluid. Avg. Rate 50.7 Bpm Avg. Pressure 3555 Psi.
ISDP - 2823 Psi, .93 F.G.. WSI And Secured, Bleed Pressure Off Annulus.

13:35 3.00 16:35 SRIG Rig Up/Down Western Pump BlowDown Poly Line From 1H, RID Aluminum Off Frac Line. RD And
MOL HES Frac Equipment. Bottom Out Fresh And Slurry Tanks, Batch Four 3% KCL
Tanks For CTU.

16:35 13.41 06:00 LOCL Lock Wellhead & Secure WSI And Secured, Finish Bottoming And Batching Tanks.
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43-013-33631 Ltah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.50 07:30 GOP General Operations Coil Tubing Services crew arrived @05:00, spotted in coil unit and crane, 625 psi on
the well. Safety meeting with coil crew, reviewed JSA. Rigged up crane, Plup injector
head, Rigged up pump truck and hard line, Filled reel with 3% KCL. Made up 2" coil
connector, pressure tested connector to 2500 psi, good test, pull tested coil connector
25,000#, made up disconnect sub & Circ sub & 2.875" CTD Motor assembly and 3.75" 4
blade mill. Function tested motor and mill. Connected lub, pressured tested lub to 3000
psi, good test. Open well and started in the hole.

07:30 1.00 08:30 TRIP Tripping RIH with 2" coil, started pump rate @ 1.0 bpm.Completed weight checks @3000' and
5000', Continued to RIH with coil and tag Stim sleeve @6303' .

08:30 2.00 10:30 RIJTB Run Tubing Tagged stim sleeve @6303', increase pump rate to 2.25 bpm, open well to 30/64"
choke, maintaining 3.0 bpm in returns with 420 psi on the wellhead. Drilled on Stim
Sleeves for over 1.5 hours, unable to drill through with 4.3/4" bit, called Denver reviewed
options, Decision was made to Pooh and check mill.

10:30 1.50 12:00 TRIP Tripping Pooh with coil.

12:00 0.25 12:15 GOP General Operations Secured BHA in lub, secured wellhead, Bled off pressure. Disconnected lub, 3.75' junk
mill was missing all of it's kutrite. Swap out mill from 3.75' to 3.701". installed lub,
Retested lub to 3000#, good test, open well started back in the hole.

12:15 0.75 13:00 TRIP Tripping RIH with 2" coil and drill out BHA, @6100'increase pump rate to 2.25' bpm. open well
to 30/64" choke, Total bbls pumped 480 bbls.

13:00 3.00 16:00 GOP General Operations Tagged Stim sleeve @6304', started drilling on sleeve with 3000# down on mill. tagged
solid @6305', with 4000# on the mill, continued milling on sleeve section @6306', ran
out of coil cycles, Pooh with 2" coil and BHA.

16:00 2.50 18:30 TRIP Tripping Pooh with 2" Coil and BHA at 70' fpm seen slight drag on coil. Secured BHA in the lub,
disconnected lub,, found the 3.701 mill was wear down. Called Denver to inform them of
the condition of the mill. broke apart BHA and had to cut off 150' 2" coil.
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Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

18:30 1.00 19:30 TRIP Tripping Reconnected coil connector and pull tested to 25,000#, good test. M/up 2.875" flow  
through valve and wash nozzle. Re Pressure tested lub connection to 3000 psi. RIH with  
wash nozzle assembly.  

19:30 1.00 20:30 CLN Clean Out Hole RIH with wash nozzle,Tagged @ 6306' adjusted depth for new tool length. Pulled up 1'  
off bottom and broke circulation @ 3 bpm with full returns. Pumped a 50 bbls polymer  
sweep @ 3 bpm continued to circulate 1.5 times the casing volume. Installed a inline  
sample catcher, Seen fine piece's of kutrite and metal shaving. Fluids returns clean up  
good. Shut in well and started to pull out of the hole with coil tbg.    

20:30 1.00 21:30 TRIP Tripping Pooh with 2" coil and wash nozzle.

21:30 1.25 22:45 CLN Clean Out Hole L/D Wash nozzle and P/up 3.652" WP shoe and junk catcher assembly plus 2.875"  
index tool, RIH with junk catcher assembly, started pump rate @ 3.0 bpm with 3.0 bpm  
in returns. Worked  junk catcher and index tool down on Stim sleeve multiple times,  
setting down 3000# to 4000# each time, Increase pump rate to 3.5 bpm to increase  
vortex flow in junk catcher.   

22:45 2.50 01:15 TRIP Tripping Pooh with Weatherford junk catcher BHA, secured tools lub, secured wellhead, bled off  
pressure on lub, broke apart junk catcher, found no piece's of kutrite or metal shaving.  
Called Denver to review options, will reevaluate options in the morning.    

01:15 4.75 06:00 LOCL Lock Wellhead & Secure Secured well head for the night.

LC Tribal 12H-28-46 fka 16-28-46    9/23/2011 06:00  -  9/24/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 LOCL Lock Wellhead & Secure Well shut in and secured,  Current Well pressure, 420 psi, Waiting on crew to arrive.

07:00 2.25 09:15 GOP General Operations Coil tbg crew arrived on location, Safety meeting with coil crew. Crew fired up coil tbg  
equipment. P/up injector head, Made up new tool assembly,  
1- 2.875" Coil Connector.
1-2.875" disconnect sub.
1-2.875" Motor  
1-2.875' XO sub
1-3.75" Venturi Basket.
1-3.5" XO sub.
1-3.625" top sub.  
1-3.625" WP Shoe,  
Rigged up lubricator, pressure tested tools to 2500 psi, good test. Open well and started  
in the hole.   

09:15 1.00 10:15 TRIP Tripping RIH with junk catcher assembly. open well to flow back, engaged pumps and increased  
rate to .25 bpm, with .25 bpm in returns. completed weight checks @ 4000' and 5000',  
At 5100', increase pump rate to 1.0 bpm and opened flow to 1 bpm. with good returns.  
pumped 20 bbls gel sweep.    

10:15 1.00 11:15 CLN Clean Out Hole Tagged top of sleeve section @ 6300',  attempted to work through sleeve section motor  
torque up several times while working through sleeve section. Torque freed up and coil  
was able to work through sleeve section with neutral coil weight. made 10' of hole.  
stopped @ 6310' circualted volume to heel section. Started pulling tbg coil out of the  
hole.   

11:15 1.00 12:15 TRIP Tripping Tripped coil tbg out of the hole, secured BHA in lubricator. disconnected lub, broke apart  
junk catcher. found chuck of kutrite and composite material. Called and discuss with  
Denver, Decision was made to RIH with new mill assembly.   

12:15 1.00 13:15 GOP General Operations Made up new Mill assmebly, and started in the hole.

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Time Lcg
Start Time Dur (hr) End Time Code Category Com

18:30 1.00 19:30 TRIP Tripping Reconnected coil connector and pull tested to 25,000#, good test. M/up 2.875" flow
through valve and wash nozzle. Re Pressure tested lub connection to 3000 psi. RIH with
wash nozzle assembly.

19:30 1.00 20:30 CLN Clean Out Hole RIH with wash nozzle,Tagged @6306' adjusted depth for new tool length. Pulled up 1'
off bottom and broke circulation @3 bpm with full returns. Pumped a 50 bbls polymer
sweep @3 bpm continued to circulate 1.5 times the casing volume. Installed a inline
sample catcher, Seen fine piece's of kutrite and metal shaving. Fluids returns clean up
good. Shut in well and started to pull out of the hole with coil tbg.

20:30 1.00 21:30 TRIP Tripping Pooh with 2" coil and wash nozzle.
21:30 1.25 22:45 CLN Clean Out Hole L/D Wash nozzle and Plup 3.652" WP shoe and junk catcher assembly plus 2.875"

index tool, RIH with junk catcher assembly, started pump rate @3.0 bpm with 3.0 bpm
in returns. Worked junk catcher and index tool down on Stim sleeve multiple times,
setting down 3000# to 4000# each time, Increase pump rate to 3.5 bpm to increase
vortex flow in junk catcher.

22:45 2.50 01:15 TRIP Tripping Pooh with Weatherford junk catcher BHA, secured tools lub, secured wellhead, bled off
pressure on lub, broke apart junk catcher, found no piece's of kutrite or metal shaving.
Called Denver to review options, will reevaluate options in the morning.

01:15 4.75 06:00 LOCL Lock Wellhead & Secure Secured well head for the night.

LC Tribal 121·
-28-4 3 fka ' 6-28-46 9/23/2011 06:00 - 9/24/2011 06:00

APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 IJtah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 LOCL Lock Wellhead & Secure Well shut in and secured, Current Well pressure, 420 psi, Waiting on crew to arrive.
07:00 2.25 09:15 GOP General Operations Coil tbg crew arrived on location, Safety meeting with coil crew. Crew fired up coil tbg

equipment. Plup injector head, Made up new tool assembly,
1- 2.875" Coil Connector.
1-2.875" disconnect sub.
1-2.875" Motor
1-2.875' XO sub
1-3.75" Venturi Basket.
1-3.5" XO sub.
1-3.625" top sub.
1-3.625" WP Shoe,
Rigged up lubricator, pressure tested tools to 2500 psi, good test. Open well and started
in the hole.

09:15 1.00 10:15 TRIP Tripping RIH with junk catcher assembly. open well to flow back, engaged pumps and increased
rate to .25 bpm, with .25 bpm in returns. completed weight checks @4000' and 5000',
At 5100', increase pump rate to 1.0 bpm and opened flow to 1 bpm. with good returns.
pumped 20 bbls gel sweep.

10:15 1.00 11:15 CLN Clean Out Hole Tagged top of sleeve section @6300', attempted to work through sleeve section motor
torque up several times while working through sleeve section. Torque freed up and coil
was able to work through sleeve section with neutral coil weight. made 10' of hole.
stopped @6310' circualted volume to heel section. Started pulling tbg coil out of the
hole.

11:15 1.00 12:15 TRIP Tripping Tripped coil tbg out of the hole, secured BHA in lubricator. disconnected lub, broke apart
junk catcher. found chuck of kutrite and composite material. Called and discuss with
Denver, Decision was made to RIH with new mill assembly.

12:15 1.00 13:15 GOP General Operations Made up new Mill assmebly, and started in the hole.
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

18:30 1.00 19:30 TRIP Tripping Reconnected coil connector and pull tested to 25,000#, good test. M/up 2.875" flow
through valve and wash nozzle. Re Pressure tested lub connection to 3000 psi. RIH with
wash nozzle assembly.

19:30 1.00 20:30 CLN Clean Out Hole RIH with wash nozzle,Tagged @6306' adjusted depth for new tool length. Pulled up 1'
off bottom and broke circulation @3 bpm with full returns. Pumped a 50 bbls polymer
sweep @3 bpm continued to circulate 1.5 times the casing volume. Installed a inline
sample catcher, Seen fine piece's of kutrite and metal shaving. Fluids returns clean up
good. Shut in well and started to pull out of the hole with coil tbg.

20:30 1.00 21:30 TRIP Tripping Pooh with 2" coil and wash nozzle.

21:30 1.25 22:45 CLN Clean Out Hole L/D Wash nozzle and Plup 3.652" WP shoe and junk catcher assembly plus 2.875"
index tool, RIH with junk catcher assembly, started pump rate @3.0 bpm with 3.0 bpm
in returns. Worked junk catcher and index tool down on Stim sleeve multiple times,
setting down 3000# to 4000# each time, Increase pump rate to 3.5 bpm to increase
vortex flow in junk catcher.

22:45 2.50 01:15 TRIP Tripping Pooh with Weatherford junk catcher BHA, secured tools lub, secured wellhead, bled off
pressure on lub, broke apart junk catcher, found no piece's of kutrite or metal shaving.
Called Denver to review options, will reevaluate options in the morning.

01:15 4.75 06:00 LOCL Lock Wellhead & Secure Secured well head for the night.

LC Tribal 121·
-28-4 3 fka ' 6-28-46 9/23/2011 06:00 - 9/24/2011 06:00

APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 IJtah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Lcg
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 LOCL Lock Wellhead & Secure Well shut in and secured, Current Well pressure, 420 psi, Waiting on crew to arrive.

07:00 2.25 09:15 GOP General Operations Coil tbg crew arrived on location, Safety meeting with coil crew. Crew fired up coil tbg
equipment. Plup injector head, Made up new tool assembly,
1- 2.875" Coil Connector.
1-2.875" disconnect sub.
1-2.875" Motor
1-2.875' XO sub
1-3.75" Venturi Basket.
1-3.5" XO sub.
1-3.625" top sub.
1-3.625" WP Shoe,
Rigged up lubricator, pressure tested tools to 2500 psi, good test. Open well and started
in the hole.

09:15 1.00 10:15 TRIP Tripping RIH with junk catcher assembly. open well to flow back, engaged pumps and increased
rate to .25 bpm, with .25 bpm in returns. completed weight checks @4000' and 5000',
At 5100', increase pump rate to 1.0 bpm and opened flow to 1 bpm. with good returns.
pumped 20 bbls gel sweep.

10:15 1.00 11:15 CLN Clean Out Hole Tagged top of sleeve section @6300', attempted to work through sleeve section motor
torque up several times while working through sleeve section. Torque freed up and coil
was able to work through sleeve section with neutral coil weight. made 10' of hole.
stopped @6310' circualted volume to heel section. Started pulling tbg coil out of the
hole.

11:15 1.00 12:15 TRIP Tripping Tripped coil tbg out of the hole, secured BHA in lubricator. disconnected lub, broke apart
junk catcher. found chuck of kutrite and composite material. Called and discuss with
Denver, Decision was made to RIH with new mill assembly.

12:15 1.00 13:15 GOP General Operations Made up new Mill assmebly, and started in the hole.
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Time Log
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13:15 4.25 17:30 DOPG Drill Out Plugs RIH with coil tbg and Drill out assembly, Weight checks @ 4000', 5000', 6000', increase  
pump rate 1.5 bpm, with 2.5 bpm in returns. Ran through stim sleeve @ 6303' did not  
see any tight spots. continued to run in the hole and tagged Stim Sleeve #2 @ 6530'  
pump rate 1.5 bpm, with 2.5 bpm in return, RIH and Tagged Sleeve #3 @ 6761', drilled  
out sleeve within 15 minutes. 250 psi on the well head, with 2.5 bpm in returns. pumped  
10 bbl gel sweep. Continued to clean and condition hole to next sleeve, tagged sleeve  
#4 @ 6986', 250 psi on the well, drilled through #4 sleeve in 15 minute. flow rate in  
returns are 3 bpm, continued to RIH to #5 sleeve @ 7213'. pumped 10 bbl sweep.  
drilled through sleeve in 9 minutes. RIH and tag #6 Sleeve @ 7437', pulled up the 5350'  
@ 50' fpm to wipe lateral section. completed sweep, RIH and tagged stim sleeve #6 @  
7437',  drilled through sleeve in 8 minutes, pumped a 10 bbls gel sweep, RIH with 2"  
and BHA, continuing pump @ 2.5 bpm, Tagged Sleeve #7 @ 7657' Drilled through in 12  
minutes. pumped sweep, well head pressure increase to 400 psi with 2.5 bpm with  
heavy sand in our returns. RIH to #8 Stim Sleeve @ 7885', Drilled up in 15 minutes,  
pumped 10 bbl sweep, well head pressure 400 psi RIH to #9 Stim Sleeve @ 8112',  
Drilled through in 7 minutes. pumped 10 bbl sweep RIH and tagged #10 Stim Sleeve @  
8338'. drilled through Stim Sleeve in 14 minute, pumped 20 bbl sweep, RIH and Tagged  
Stim Sleeve #11 @ 8563, Pooh @ 40' fpm to 5350' wiper trip.  

17:30 2.00 19:30 TRIP Tripping 18:33 tag time. made wiper trip, pulled coil to 5350' @ 40' fpm.

19:30 2.00 21:30 DOPG Drill Out Plugs RIH to Stim Sleeve #11 tagged @ 8563', pumped 20 bbl sweep. Drilled through in 12  
minutes. wellhead pressure 300 psi. return rate @ 3.0 bpm. RIH to Stim Sleeve #12 @  
8783', drilled through sleeve in 6 minutes. Well head pressure @ 320 psi. pump a 10 bbl  
sweep, continued to RIH to Stim Sleeve #13 tag @ 9008'. wellhead pressure @ 300 psi,   
Drilled out Stim Sleeve in 6 minutes, Wellhead pressure @ 300 psi, return rate @ 3  
bpm. RIH to Stim Sleeve #14, tagged @ 9235', Wellhead pressure @ 300 psi, started  
drilling on Stim Sleeve, drilled on sleeve for over an hour. Discuss with Denver about  
unable to drill through sleeve, decision was made to suspend the final sleeve @ 9235',  
Pumped gel sweep and work coil tubing from 9235' to 9000' pumping at 2 bpm. pumped  
bottom up volume.    

21:30 1.00 22:30 CLN Clean Out Hole Circulated bottoms up. while working coil from 9250' to 9000'  pumping @ 2 bpm with 3  
bpm in returns.  

22:30 1.50 00:00 TRIP Tripping Pooh with 2" coil and BHA @ 30' fpm through the lateral section

00:00 1.50 01:30 GOP General Operations Secured tools in lub, shut in well and bled off pressure. L/D tools, reconnected lub, blew  
reel dry. R/D lubricator and injector head. RDMO CTS. turned well back over to flow  
testers and opened well on a 24/64 choke.   

01:30 4.50 06:00 FBCK Flowback Well Open well on 30/64" choke, with 450 psi on the well.

LC Tribal 12H-28-46 fka 16-28-46    9/24/2011 06:00  -  9/25/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 FBCK Flowback Well Continued to flow well back through sand trap and open top tanks @ 2 bpm with 300 psi  
on a 30/64" choke. Turn well over to production at noon. Staredt moving Frac tanks off  
of location. down to the LC 13H-21-46.
Total water load to recover 39,562 bbl.
As of 06:00, Flowback TO Production est equip and blow sand trap to open top.
As of 05:30
Choke 30/64
CSG P-325
BOPH- 6.5
BWPH-87
BORL24hr- 118
BWRL24hr-1569
MCF- Flard
BWLTR-35,226
Total Oil-118
Total water- 4336
2% oil, 97% water.
Trace sand

LC Tribal 12H-28-46 fka 16-28-46    9/25/2011 06:00  -  9/26/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

Released for Work
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Time Lcg
Start Time Dur (hr) End Time Code Category Com

13:15 4.25 17:30 DOPG Drill Out Plugs RIH with coil tbg and Drill out assembly, Weight checks @4000', 5000', 6000', increase
pump rate 1.5 bpm, with 2.5 bpm in returns. Ran through stim sleeve @6303' did not
see any tight spots. continued to run in the hole and tagged Stim Sleeve #2 @6530'
pump rate 1.5 bpm, with 2.5 bpm in return, RIH and Tagged Sleeve #3 @6761', drilled
out sleeve within 15 minutes. 250 psi on the well head, with 2.5 bpm in returns. pumped
10 bbl gel sweep. Continued to clean and condition hole to next sleeve, tagged sleeve
#4 @6986', 250 psi on the well, drilled through #4 sleeve in 15 minute. flow rate in
returns are 3 bpm, continued to RIH to #5 sleeve @7213'. pumped 10 bbl sweep.
drilled through sleeve in 9 minutes. RIH and tag #6 Sleeve @7437', pulled up the 5350'
@50'fpm to wipe lateral section. completed sweep, RIH and tagged stim sleeve #6 @
7437', drilled through sleeve in 8 minutes, pumped a 10 bbls gel sweep, RIH with 2"
and BHA, continuing pump @2.5 bpm, Tagged Sleeve #7 @7657' Drilled through in 12
minutes. pumped sweep, well head pressure increase to 400 psi with 2.5 bpm with
heavy sand in our returns. RIH to #8 Stim Sleeve @7885', Drilled up in 15 minutes,
pumped 10 bbl sweep, well head pressure 400 psi RIH to #9 Stim Sleeve @8112',
Drilled through in 7 minutes. pumped 10 bbl sweep RIH and tagged #10 Stim Sleeve @
8338'. drilled through Stim Sleeve in 14 minute, pumped 20 bbl sweep, RIH and Tagged
Stim Sleeve #11 @8563, Pooh @40' fpm to 5350' wiper trip.

17:30 2.00 19:30 TRIP Tripping 18:33 tag time. made wiper trip, pulled coil to 5350' @40' fpm.
19:30 2.00 21:30 DOPG Drill Out Plugs RIH to Stim Sleeve #11 tagged @8563', pumped 20 bbl sweep. Drilled through in 12

minutes. wellhead pressure 300 psi. return rate @3.0 bpm. RIH to Stim Sleeve #12 @
8783', drilled through sleeve in 6 minutes. Well head pressure @320 psi. pump a 10 bbl
sweep, continued to RIH to Stim Sleeve #13 tag @9008'. wellhead pressure @300 psi,
Drilled out Stim Sleeve in 6 minutes, Wellhead pressure @300 psi, return rate @3
bpm. RIH to Stim Sleeve #14, tagged @9235', Wellhead pressure @300 psi, started
drilling on Stim Sleeve, drilled on sleeve for over an hour. Discuss with Denver about
unable to drill through sleeve, decision was made to suspend the final sleeve @9235',
Pumped gel sweep and work coil tubing from 9235' to 9000' pumping at 2 bpm. pumped
bottom up volume.

21:30 1.00 22:30 CLN Clean Out Hole Circulated bottoms up. while working coil from 9250' to 9000' pumping @2 bpm with 3
bpm in returns.

22:30 1.50 00:00 TRIP Tripping Pooh with 2" coil and BHA @30'fpm through the lateral section
00:00 1.50 01:30 GOP General Operations Secured tools in lub, shut in well and bled off pressure. L/D tools, reconnected lub, blew

reel dry. RID lubricator and injector head. RDMO CTS. turned well back over to flow
testers and opened well on a 24/64 choke.

01:30 4.50 06:00 FBCK Flowback Well Open well on 30/64" choke, with 450 psi on the well.

LC Tribal 121·
-28-4 3 fka ' 6-28-46 9/24/2011 06 00 - 9/25/2011 06:00

APllUWI S ate/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 FBCK Flowback Well Continued to flow well back through sand trap and open top tanks @2 bpm with 300 psi
on a 30/64" choke. Turn well over to production at noon. Staredt moving Frac tanks off
of location. down to the LC 13H-21-46.
Total water load to recover 39,562 bbl.
As of06:00, Flowback TO Production est equip and blow sand trap to open top.
As of 05:30
Choke 30/64
CSG P-325
BOPH- 6.5
BWPH-87
BORL24hr- 118
BWRL24hr-1569
MCF- Flard
BWLTR-35,226
Total Oil-118
Total water- 4336
2% oil, 97% water.
Trace sand

LC Tribal 121·
-28-46 fka ' 6-28-46 9/25/2011 06:00 - 9/26/2011 06:00

APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 IJtah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon
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Time Lcg
Start Time Dur (hr) End Time Code Category Com

13:15 4.25 17:30 DOPG Drill Out Plugs RIH with coil tbg and Drill out assembly, Weight checks @4000', 5000', 6000', increase
pump rate 1.5 bpm, with 2.5 bpm in returns. Ran through stim sleeve @6303' did not
see any tight spots. continued to run in the hole and tagged Stim Sleeve #2 @6530'
pump rate 1.5 bpm, with 2.5 bpm in return, RIH and Tagged Sleeve #3 @6761', drilled
out sleeve within 15 minutes. 250 psi on the well head, with 2.5 bpm in returns. pumped
10 bbl gel sweep. Continued to clean and condition hole to next sleeve, tagged sleeve
#4 @6986', 250 psi on the well, drilled through #4 sleeve in 15 minute. flow rate in
returns are 3 bpm, continued to RIH to #5 sleeve @7213'. pumped 10 bbl sweep.
drilled through sleeve in 9 minutes. RIH and tag #6 Sleeve @7437', pulled up the 5350'
@50'fpm to wipe lateral section. completed sweep, RIH and tagged stim sleeve #6 @
7437', drilled through sleeve in 8 minutes, pumped a 10 bbls gel sweep, RIH with 2"
and BHA, continuing pump @2.5 bpm, Tagged Sleeve #7 @7657' Drilled through in 12
minutes. pumped sweep, well head pressure increase to 400 psi with 2.5 bpm with
heavy sand in our returns. RIH to #8 Stim Sleeve @7885', Drilled up in 15 minutes,
pumped 10 bbl sweep, well head pressure 400 psi RIH to #9 Stim Sleeve @8112',
Drilled through in 7 minutes. pumped 10 bbl sweep RIH and tagged #10 Stim Sleeve @
8338'. drilled through Stim Sleeve in 14 minute, pumped 20 bbl sweep, RIH and Tagged
Stim Sleeve #11 @8563, Pooh @40' fpm to 5350' wiper trip.

17:30 2.00 19:30 TRIP Tripping 18:33 tag time. made wiper trip, pulled coil to 5350' @40' fpm.

19:30 2.00 21:30 DOPG Drill Out Plugs RIH to Stim Sleeve #11 tagged @8563', pumped 20 bbl sweep. Drilled through in 12
minutes. wellhead pressure 300 psi. return rate @3.0 bpm. RIH to Stim Sleeve #12 @
8783', drilled through sleeve in 6 minutes. Well head pressure @320 psi. pump a 10 bbl
sweep, continued to RIH to Stim Sleeve #13 tag @9008'. wellhead pressure @300 psi,
Drilled out Stim Sleeve in 6 minutes, Wellhead pressure @300 psi, return rate @3
bpm. RIH to Stim Sleeve #14, tagged @9235', Wellhead pressure @300 psi, started
drilling on Stim Sleeve, drilled on sleeve for over an hour. Discuss with Denver about
unable to drill through sleeve, decision was made to suspend the final sleeve @9235',
Pumped gel sweep and work coil tubing from 9235' to 9000' pumping at 2 bpm. pumped
bottom up volume.

21:30 1.00 22:30 CLN Clean Out Hole Circulated bottoms up. while working coil from 9250' to 9000' pumping @2 bpm with 3
bpm in returns.

22:30 1.50 00:00 TRIP Tripping Pooh with 2" coil and BHA @30'fpm through the lateral section

00:00 1.50 01:30 GOP General Operations Secured tools in lub, shut in well and bled off pressure. L/D tools, reconnected lub, blew
reel dry. RID lubricator and injector head. RDMO CTS. turned well back over to flow
testers and opened well on a 24/64 choke.

01:30 4.50 06:00 FBCK Flowback Well Open well on 30/64" choke, with 450 psi on the well.

LC Tribal 121·
-28-4 3 fka ' 6-28-46 9/24/2011 06 00 - 9/25/2011 06:00

APllUWI S ate/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Ltah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 FBCK Flowback Well Continued to flow well back through sand trap and open top tanks @2 bpm with 300 psi
on a 30/64" choke. Turn well over to production at noon. Staredt moving Frac tanks off
of location. down to the LC 13H-21-46.
Total water load to recover 39,562 bbl.
As of06:00, Flowback TO Production est equip and blow sand trap to open top.
As of 05:30
Choke 30/64
CSG P-325
BOPH- 6.5
BWPH-87
BORL24hr- 118
BWRL24hr-1569
MCF- Flard
BWLTR-35,226
Total Oil-118
Total water- 4336
2% oil, 97% water.
Trace sand
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APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 IJtah Duchesne Brundage Released for Work 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

www.peloton.com Page 6/7 Report Printed:



Page 7/7 Report Printed:  10/4/2011www.peloton.com

Well Summary Report

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 FBCK Flowback Well As of 06:00, Flowback  to production equip and blowing down sand trap to open top.
As of 05:30
Choke 30/64
CSG P-300
BOPH- 18
BWPH- 63.7
BORL24hr- 434
BWRL24hr-1529
MCF- 120
BWLTR- 33,697
Total Oil- 552
Total water- 5865
28% oil, 72% water.
Trace sand

Oct. 05, 2011

Sundry Number: 19132 API Well Number: 43013336310000

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 FBCK Flowback Well As of 06:00, Flowback to production equip and blowing down sand trap to open top.
As of 05:30
Choke 30/64
CSG P-300
BOPH- 18
BWPH- 63.7
BORL24hr- 434
BWRL24hr-1529
MCF- 120
BWLTR- 33,697
Total Oil- 552
Total water- 5865
28% oil, 72% water.
Trace sand

www.peloton.com Page 7/7 Report Printed:

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 24.00 06:00 FBCK Flowback Well As of 06:00, Flowback to production equip and blowing down sand trap to open top.
As of 05:30
Choke 30/64
CSG P-300
BOPH- 18
BWPH- 63.7
BORL24hr- 434
BWRL24hr-1529
MCF- 120
BWLTR- 33,697
Total Oil- 552
Total water- 5865
28% oil, 72% water.
Trace sand

www.peloton.com Page 7/7 Report Printed:



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6109 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

11/30/2011

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 November 2011 Monthly Drilling Report attached.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Brady Riley 303 312-8115

TITLE
 Permit Analyst

SIGNATURE
 N/A

DATE
 12/5/2011

12/05/2011

Dec. 05, 2011

Sundry Number: 20936 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/30/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

November 2011 Monthly Drilling Report attached.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 4

HD6E2-61NOA9TIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS (INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILL BARRETT CORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NESE Section: 28 Township: 04.05 Range: 06.OW Meridian: U UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINR RErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/30/2011
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

November 2011 Monthly Drilling Report attached.

Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Brady RileY 303 312-8115 Permit Analyst

SIGNATURE DATE
N/A



Page 1/1 Report Printed:  12/5/2011www.peloton.com

Well Summary Report
LC Tribal 12H-28-46 fka 16-28-46    11/28/2011 06:00  -  11/29/2011 06:00
API/UWI

43-013-33631
State/Province

Utah
County

Duchesne
Field Name

Brundage  
Canyon/Lake  
Canyon

Well Status

PRODUCING
Total Depth (ftKB)

9,574.0
Primary Job Type

Drilling & Completion

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 LOCL Lock Wellhead & Secure Open to Production

07:00 0.50 07:30 SMTG Safety Meeting JSA Safety Meeting

07:30 2.50 10:00 WKLL Kill Well Kill Well.
ND Production Tree,
NU BOP & Annular.

10:00 0.50 10:30 SRIG Rig Up/Down RU work floor & Tbg. equip.

10:30 6.00 16:30 TRIP Tripping Pull Hanger & Rita cable, RU GE sheeve to pull cable, TOOH, Lay down Submersable  
pump.

16:30 13.50 06:00 LOCL Lock Wellhead & Secure SDFN, Csg. open to production.

Dec. 05, 2011

Sundry Number: 20936 API Well Number: 43013336310000

Bill Barrett C0rpOratiori

LC Tribal 12H-28-46 fka 16-28-46 11/28/2011 06:00 - 11/29/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage PRODUCING 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 LOCL Lock Wellhead & Secure Open to Production
07:00 0.50 07:30 SMTG Safety Meeting JSA Safety Meeting
07:30 2.50 10:00 WKLL KillWell KillWell.

ND Production Tree,
NU BOP & Annular.

10:00 0.50 10:30 SRIG Rig Up/Down RU work floor & Tbg. equip.
10:30 6.00 16:30 TRIP Tripping Pull Hanger & Rita cable, RU GE sheeve to pull cable, TOOH, Lay down Submersable

pump.

16:30 13.50 06:00 LOCL Lock Wellhead & Secure SDFN, Csg. open to production.

www.peloton.com Page 1/1 Report Printed:

Bill Barrett C0rpOratiori

LC Tribal 12H-28-46 fka 16-28-46 11/28/2011 06:00 - 11/29/2011 06:00
APllUWI State/Province County Field Name Well Status Total Depth (ftKB) Primary Job Type
43-013-33631 Utah Duchesne Brundage PRODUCING 9,574.0 Drilling & Completion

Canyon/Lake
Canyon

Time Log
Start Time Dur (hr) End Time Code Category Com

06:00 1.00 07:00 LOCL Lock Wellhead & Secure Open to Production

07:00 0.50 07:30 SMTG Safety Meeting JSA Safety Meeting

07:30 2.50 10:00 WKLL KillWell KillWell.
ND Production Tree,
NU BOP & Annular.

10:00 0.50 10:30 SRIG Rig Up/Down RU work floor & Tbg. equip.

10:30 6.00 16:30 TRIP Tripping Pull Hanger & Rita cable, RU GE sheeve to pull cable, TOOH, Lay down Submersable
pump.

16:30 13.50 06:00 LOCL Lock Wellhead & Secure SDFN, Csg. open to production.

www.peloton.com Page 1/1 Report Printed:



RECEIVED: Jun. 28, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 14-20-H62-6429 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 UTE 

7.UNIT or CA AGREEMENT NAME:
  

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 LC TRIBAL 12H-28-46 

2. NAME OF OPERATOR:
 BILL BARRETT CORP

9. API NUMBER:
 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164  Ext 

9. FIELD and POOL or WILDCAT:
 ALTAMONT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1834 FSL 0344 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /28 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Lease Number

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The lease number has been updated to 1420H626429.

NAME (PLEASE PRINT) PHONE NUMBER 
 Venessa Langmacher 303 312-8172

TITLE
 Senior Permit Analyst

SIGNATURE
 N/A

DATE
 6 /28 /2012

June 29, 2012

Sundry Number: 27169 API Well Number: 43013336310000Sundry Number: 27169 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 14-20-H62-6429

SUNDRY NOTICES AND REPORTS ON WELLS 6 F INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/28/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Lease Number

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The lease number has been updated to 1420H626429. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
June 29, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A 6/28/2012

RECEIVED: Jun. 28,

Sundry Number: 27169 API Well Number: 43013336310000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 14-20-H62-6429

SUNDRY NOTICES AND REPORTS ON WELLS 6 F INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well LC TRIBAL 12H-28-46

2. NAME OF OPERATOR: 9. API NUMBER:
BILLBARRETTCORP 43013336310000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1099 18th Street Ste 2300 , Denver, CO, 80202 303 312-8164 Ext ALTAMONT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1834 FSL 0344 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 28 Township: 04.0S Range: 06.0W Meridian: U UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/28/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: Lease Number

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The lease number has been updated to 1420H626429. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
June 29, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Venessa Langmacher 303 312-8172 Senior Permit Analyst

SIGNATURE DATE
N/A 6/28/2012

RECEIVED: Jun. 28,



Foun31604 UlWFEDSTATES FO AYPAGTED(Amens© DEPARTMENfGF THEB1TERIOR owa14 instaistEUREAUOFIANÐMANAGElmuqT Barhus:Juirsi,ale
WELLCOMPLETIONGR REGOMPLETIGNREPGRT ANDLGG 3. LeaseserialNo.

1420H6261001.. Typeerwell gionwen meanweemiky meane s.lrinin.n,Allouncertraeltameb. Typeof Completion li NewWen Q WorkGver O Deepen O Plug Back O DI . Resvr.
7. tinitorCAAgnementaamesmtNo.

1 Nameof ConteckMEGANFINNEGAN 8. Leaseitameand WeliNo.88.1. CGRPGRATIGN E-Mai: adinnegag.com LC TRIBAL12H4!&40 .--"3. Address 1000 18TMSTREETSUITE2000 3a. ItianoNo.Alcindearea code) 9. APIWenNo.DENVER,CO 80:iB2 Ph: ¾299-9949 43-018-338814. Locationet WeU(Reportlocationefearlyand in accordancewik Feilemitellehements)* 10. FieldandPeel,or Exploratory
ALTAMONTAt surlhce NESE 1884FSL 344FEL

At topprod intervalseported below NESE 178eFSL er Area Sec 28 T48 RSW Mar UIBM
Attatal depar NWSW 1832FSL 939FWL 12. 13. Stues

14.DateSpudded 15.Date19. 16.Oute 11. ËInvadens P.KB,RT,GLY07/D7rzuli OWOTAIBti DO &A Ready te Prod. GLeemenos
18. TotalDeptic MD 9574 19. ling askI.O.: MD 9521 20. De.&adigeflagBet: MDTvo sroo ovepyssa Tvo21. Electric OdierMechanicult.egskan (Bulunitcopy of each) 22, 1Vaswell temd? No Yes(BohmitGAMMARAY,MUD WasDSTran? No Yos(Subaut'
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Size DeadaSetfMD) BackerDead4MDI Size Depit8et M BackerDendh0&DI Siza DepitSet(MD) BackwDendt2 5104
2s.rmed.cinermervals 26.terannumuseemt

Fennatina Top Bonna karanate&Internt size No,Noles Perf.StatisA) GREENREVER 8804 9405 030STOS405 SLOTTEDSt.EEVESs)
cy
og
27. Acid,Nrastatatreaknent ement$queo4¾e.

DepdrJulerval AmountandTypeefMalerial
6303 TO94gg alvES: SEE THEATi ENr 81AGES 1 -15

28. Prodnedon-InsisvatA

FRNÎBOMI AU M Um it.AR $N kgGW2W2011OW2W2011 24 --C> 671.0 300.0 880.0 62.0 FLOWS FROMWEilcholle dien. 2dfr. en das tressidess.. a... ceames anos --C> 671 366 890 545 POW
28a.Prodnelion-iniervalM

.... .... . = e..., - ........... RECCIVEDADANWÎ BifD ÎMimi ADABCADE R NGE R CMr.AH 0-Why--C>
ing. Cag. 24 Gast08 Wei Slalusst. n.. a... m m m m.a.

ofOil,O &Miningœhrsaweronsand Jaraddumaldesaonremræside)ELECTRONIC ION Ml218etEkiPIED BY THE BLM WELL INFORMATIONSYSTEM" OPERATOR-SUSMITTED" OPERATGR-SUBMITTED" OPERATOR-8UBMRTED

Foun31604 UlWFEDSTATES FO AYPAGTED(Amens© DEPARTMENfGF THEB1TERIOR owa14 instaistEUREAUOFIANÐMANAGElmuqT Barhus:Juirsi,ale
WELLCOMPLETIONGR REGOMPLETIGNREPGRT ANDLGG 3. LeaseserialNo.

1420H6261001.. Typeerwell gionwen meanweemiky meane s.lrinin.n,Allouncertraeltameb. Typeof Completion li NewWen Q WorkGver O Deepen O Plug Back O DI . Resvr.
7. tinitorCAAgnementaamesmtNo.

1 Nameof ConteckMEGANFINNEGAN 8. Leaseitameand WeliNo.88.1. CGRPGRATIGN E-Mai: adinnegag.com LC TRIBAL12H4!&40 .--"3. Address 1000 18TMSTREETSUITE2000 3a. ItianoNo.Alcindearea code) 9. APIWenNo.DENVER,CO 80:iB2 Ph: ¾299-9949 43-018-338814. Locationet WeU(Reportlocationefearlyand in accordancewik Feilemitellehements)* 10. FieldandPeel,or Exploratory
ALTAMONTAt surlhce NESE 1884FSL 344FEL

At topprod intervalseported below NESE 178eFSL er Area Sec 28 T48 RSW Mar UIBM
Attatal depar NWSW 1832FSL 939FWL 12. 13. Stues

14.DateSpudded 15.Date19. 16.Oute 11. ËInvadens P.KB,RT,GLY07/D7rzuli OWOTAIBti DO &A Ready te Prod. GLeemenos
18. TotalDeptic MD 9574 19. ling askI.O.: MD 9521 20. De.&adigeflagBet: MDTvo sroo ovepyssa Tvo21. Electric OdierMechanicult.egskan (Bulunitcopy of each) 22, 1Vaswell temd? No Yes(BohmitGAMMARAY,MUD WasDSTran? No Yos(Subaut'

Dissedana18urvey? No gès (Sabodt23.cisingtunerne...«gregaampsamwein

Hole Size Sisanade Wt.( R.) Top Bottom StageGementer No. af Sks. & SinrryVoL
CementTep* AmountPuBeiDL (MDI aspda Typearcement (BEL)

24.000 18.000 COND 85.0 à 104 104 012.250 8.0254415 38.8 & 1805 1501 700 'IGR 08250 TAIDS8410 28,ú G $190 8184 070 230 23026.250 4.500 P-118 11 e 95% 8500

Size DeadaSetfMD) BackerDead4MDI Size Depit8et M BackerDendh0&DI Siza DepitSet(MD) BackwDendt2 5104
2s.rmed.cinermervals 26.terannumuseemt

Fennatina Top Bonna karanate&Internt size No,Noles Perf.StatisA) GREENREVER 8804 9405 030STOS405 SLOTTEDSt.EEVESs)
cy
og
27. Acid,Nrastatatreaknent ement$queo4¾e.

DepdrJulerval AmountandTypeefMalerial
6303 TO94gg alvES: SEE THEATi ENr 81AGES 1 -15

28. Prodnedon-InsisvatA

FRNÎBOMI AU M Um it.AR $N kgGW2W2011OW2W2011 24 --C> 671.0 300.0 880.0 62.0 FLOWS FROMWEilcholle dien. 2dfr. en das tressidess.. a... ceames anos --C> 671 366 890 545 POW
28a.Prodnelion-iniervalM

.... .... . = e..., - ........... RECCIVEDADANWÎ BifD ÎMimi ADABCADE R NGE R CMr.AH 0-Why--C>
ing. Cag. 24 Gast08 Wei Slalusst. n.. a... m m m m.a.

ofOil,O &Miningœhrsaweronsand Jaraddumaldesaonremræside)ELECTRONIC ION Ml218etEkiPIED BY THE BLM WELL INFORMATIONSYSTEM" OPERATOR-SUSMITTED" OPERATGR-SUBMITTED" OPERATOR-8UBMRTED



28b.froducIion - Interval C
asisten stat an.m test en Want daemliy on rad.ne.nu.aMNÎ

chose its.nen. og. xxr. on use waar oss:oa wensi.I..Size Hw6. Ima Elle BBL MCF BBL Rado

28c. Paednedan -Interm D
m.i.mme t..e ir... not en ens ¶tsi.r eitamily (ins nos.unannemos

cina. ting.a... as 24xr. eli an. *.ar o..:on m.nassusska sing. Pms, BBL MCP Bai. Radost
29. ofGas(Folg seedfør,gsel, enald eit:)

30. smnumyattotuus 2nnes (InetodeAquifers): Yi 31.Formation(Log)Markers
Show aR zones of amiconionisthereondorediatervalsandaHdriß-sleminsts, includmgdepth testes\ enshion used,timetoal open,flowingandalmt-inpressuresand recoveries.

Topformation Top Bolium Descriptions,Contents,ein. Name

GREENIRIVER 1954
MAHOGANY 2489
DOUGI.A9CREEK 4481Bl.ACK8HAI.E 5251CASTLEPEAK $$67
UTELANDBUTTE 5876CRi 6009

$2. dditional plow
was en 905/2011. First ei sales was on9/200011. Conduelorwe ce ilhgrout. Anached is TteaknentDela. ProductionEnerwasnotcomenled. Smulaien sk aves wereused tocompletewel, alached18sweipacker andsumutasonslave placeme.t dela.

Piot MaleTD is at 6172' MD,0170' TVD. A sementplug was set from 4860'io 5280'. TheKickolfPoint tobegin ddling thelateral was at 5280'

33.Cimleenclosedanachments:
.

1. Elegisical/Mechanicallags(1 ibli set req'd) 2. GeologicReport 3. DSTReport 4. DirectionalSurvey5. SundryNoticeforpluggingand cement verlBeation 6. CaseAnalysis 7 Other:

34.I herebycortify thatthe foregoingand attached intennadan is compleieandeenectas delenninedfromallavaihtble records (seeattachedinstmodens):
Electrente Submission#121863VerlBed the BLM WeB Information System.For lHLL BARRE'lT sent to the Vermal

Name(plmreprint) MEGANFINNEGAN Title PERMITANALYST

S Date 11101/2011

Title18U.S.C.Secdon1001and Title48 ti.S.C. Seedon1212,makeita crime lbr anypersonknowinglyandwillfullyto makato anydepartmenter agencyof1heUnhedStatesany false,fictitionser fladdlentslalainentser zept..nonmin==as toanymatterwithin itsjurisdielion.

" ORIGINAL* ORIGINAL" ORIGINAL* ORIGINAL* ORIGINAL* ORIGINAL " GRIGINAL

28b.froducIion - Interval C
asisten stat an.m test en Want daemliy on rad.ne.nu.aMNÎ

chose its.nen. og. xxr. on use waar oss:oa wensi.I..Size Hw6. Ima Elle BBL MCF BBL Rado

28c. Paednedan -Interm D
m.i.mme t..e ir... not en ens ¶tsi.r eitamily (ins nos.unannemos

cina. ting.a... as 24xr. eli an. *.ar o..:on m.nassusska sing. Pms, BBL MCP Bai. Radost
29. ofGas(Folg seedfør,gsel, enald eit:)

30. smnumyattotuus 2nnes (InetodeAquifers): Yi 31.Formation(Log)Markers
Show aR zones of amiconionisthereondorediatervalsandaHdriß-sleminsts, includmgdepth testes\ enshion used,timetoal open,flowingandalmt-inpressuresand recoveries.

Topformation Top Bolium Descriptions,Contents,ein. Name

GREENIRIVER 1954
MAHOGANY 2489
DOUGI.A9CREEK 4481Bl.ACK8HAI.E 5251
CASTLEPEAK $$67
UTELANDBUTTE 5876CRi 6009

$2. dditional plow
was en 905/2011. First ei sales was on9/200011. Conduelorwe ce ilhgrout. Anached is TteaknentDela. ProductionEnerwasnotcomenled. Smulaien sk aves wereused tocompletewel, alached18sweipacker andsumutasonslave placeme.t dela.

Piot MaleTD is at 6172' MD,0170' TVD. A sementplug was set from 4860'io 5280'. TheKickolfPoint tobegin ddling thelateral was at 5280'

33.Cimleenclosedanachments:
.

1. Elegisical/Mechanicallags(1 ibli set req'd) 2. GeologicReport 3. DSTReport 4. DirectionalSurvey5. SundryNoticeforpluggingand cement verlBeation 6. CaseAnalysis 7 Other:

34.I herebycortify thatthe foregoingand attached intennadan is compleieandeenectas delenninedfromallavaihtble records (seeattachedinstmodens):
Electrente Submission#121863VerlBed the BLM WeB Information System.For lHLL BARRE'lT sent to the Vermal

Name(plmreprint) MEGANFINNEGAN Title PERMITANALYST

S Date 11101/2011

Title18U.S.C.Secdon1001and Title48 ti.S.C. Seedon1212,makeita crime lbr anypersonknowinglyandwillfullyto makato anydepartmenter agencyof1heUnhedStatesany false,fictitionser fladdlentslalainentser zept..nonmin==as toanymatterwithin itsjurisdielion.

" ORIGINAL* ORIGINAL" ORIGINAL* ORIGINAL* ORIGINAL* ORIGINAL " GRIGINAL



AddRional data for transaction#121883 that would not fit on the form
32. Addlilenal remarim, con8nued
Tubing was set 1011012011ater to testdate. Ther le no tubingµessure forthe testdale thatwastakenon 912

AddRional data for transaction#121883 that would not fit on the form
32. Addlilenal remarim, con8nued
Tubing was set 1011012011ater to testdate. Ther le no tubingµessure forthe testdale thatwastakenon 912



Prickly Pear Unit Federal 15-8D-12-15 Completion Report Continued*

44. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)

AMOUNT AND TYPE OF MATERIAL

Sge Bbls Slurrv lbs 20/40 White Sand lbs Common 100Mesh
1 2,195 92,000 23,600
2 3,156 151,400 31,300
3 2,918 133,400 28,000
4 2,614 133,600 28,000
5 2,539 127,300 26,900
6 2,564 127,400 26,800
7 2,076 101,800 22,400
8 2,866 151,200 31,200
9 2,373 104,800 26,800
10 2,785 151,800 31,300
11 2,320 102,900 22,500
12 2,426 126.500 27.000
13 2,477 127,200 27,000
14 2,095 102,300 22,400
15 2,758 154,660 30,060

*Depth intervals for frac information same as perforation record
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Company: BillBarrett Corporation Date: 8/8/2011
State: Utah County: Duchesne
Well Name: LCTribal 12H-28-46

DESCRIPTION DEPTH
BOTTOM TOP

DSI 9474.67 9459.9
Swell Packer #1 9375.2 9332.84
DSS#1 9248.12 9234.13
Swell Packer #2 9107.08 9064.8
DSS#2 9022.52 9008.55
Swell Packer #3 8923.89 8881.5
DSS#3 8796.85 8782.87
Swell Packer #4 8698.22 8655.86
DSS#4 8571.15 8557.17
Swell Packer #5 8472.44 8430.15
DSS#5 8345.5 8331.52
Swell Packer #6 8246.84 8204.53
DSS#6 8119.96 8105.98
Swell Packer #7 8063.61 8021.25
DSS#7 7894.33 7880.34
Swell Packer #8 7796.6 7754.25
DSS#8 7669.7 7654.73
Swell Packer #9 7570.08 7527.75
DSS#9 7443.07 7429.06
Swell Packer #10 7302.12 7259.77
DSS#10 7217.46 7203.52
Swell Packer #11 7118.86 7076.5
DSS#11 6991.84 6977.91
Swell Packer #12 6893.25 6850.87
DSS#12 6766.28 6752.3
Swell Packer #13 6667.61 6625.3
DSS#13 6540.59 6526.64
Swell Packer #14 6484.29 6441.92
DSS#14 6314.83 6300.79
Swell Packer #15 6216.21 6173.89
Swell Packer #16 6004.51
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Bill Barrett Corp
Duchesne County, UT (NAD 1927)
Sec. 28-T4S-R6W
LC Tribal #12H-28-46

Plan A Rev 2 (Lateral)

Survey: Sperry MWD Surveys (Lateral)

Sperry Drilling Services
Standard Report
12 August, 2011

Well Coordinates: 645,570.26 N, 2,263,231.45 E (40° 06' 07.07" N, 110° 33' 32.24" W)
Ground Level: 7,253.00 ft

Local Coordinate Origin: Centered on Well LC Tribal #12H-28-46

Viewing Datum: RKB 24' @7277.00ft (H&P 319)
TVDs to System: N
North Reference: True
Unit System: API - US Survey Feet - Custom

Geodetic Scale Factor Applied
Version: 2003.16 Build: 431
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Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWDSurveys (Lateral)

Measured Vertical Vertical Dogleg
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (*I100ft)

0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
Tie-On

137.00 0.95 266.75 136.99 -0.06 -1.13 1.13 0.69
First Sperry MWDSurvey(Pilot Hole) @137.00 ft

200.00 0.73 262.25 199.99 -0.15 -2.05 2.05 0.36
262.00 0.24 315.20 261.98 -0.11 -2.54 2.54 0.99
355.00 0.37 355.60 354.98 0.33 -2.70 2.70 0.26

439.00 0.45 328.38 438.98 0.88 -2.89 2.89 0.25
531.00 0.43 299.75 530.98 1.36 -3.38 3.37 0.24
622.00 0.24 257.39 621.98 1.49 -3.86 3.86 0.33
714.00 0.24 215.98 713.98 1.29 -4.16 4.16 0.18
806.00 0.35 161.55 805.98 0.87 -4.19 4.18 0.31
897.00 0.37 179.16 896.97 0.31 -4.09 4.09 0.12
988.00 0.38 193.70 987.97 -0.28

-4.16 4.16 0.10
1,079.00 0.48 231.17 1,078.97 -0.81 -4.53 4.53 0.32
1,171.00 0.43 266.10 1,170.97 -1.08 -5.17 5.18 0.30
1,262.00 0.42 276.14 1,261.96 -1.06 -5.85 5.85 0.08
1,356.00 0.47 244.78 1,355.96 -1.19 -6.54 6.54 0.26
1,444.00 0.67 265.23 1,443.96 -1.39 -7.38 7.38 0.32
1,554.00 1.01 276.60 1,553.95 -1.33 -8.98 8.99 0.34
1,648.00 1.00 322.28 1,647.93 -0.59 -10.31 10.31 0.83
1,742.00 1.28 11.05 1,741.92 1.09 -10.61 10.60 1.04
1,836.00 1.05 335.30 1,835.90 2.91 -10.77 10.76 0.80
1,931.00 1.29 309.99 1,930.88 4.39 -11.95 11.93 0.59
2,025.00 0.36 351.37 2,024.87 5.36 -12.80 12.79 1.11
2,119.00 0.40 44.85 2,118.87 5.88 -12.62 12.60 0.37
2,214.00 0.85 81.68 2,213.86 6.22 -11.69 11.66 0.61
2,308.00 1.20 86.90 2,307.85 6.37 -10.01 9.99 0.38
2,402.00 0.36 78.17 2,401.84 6.49 -8.74 8.72 0.90
2,496.00 0.86 113.27 2,495.83 6.27 -7.80 7.78 0.64
2,590.00 0.81 56.35 2,589.82 6.36 -6.60 6.58 0.85
2,685.00 1.46 53.65 2,684.80 7.45 -5.07 5.04 0.69
2,779.00 1.15 27.74 2,778.78 8.99 -3.67 3.63 0.70
2,873.00 0.81 355.32 2,872.77 10.49 -3.28 3.25 0.68
2,968.00 0.64 39.06 2,967.76 11.57 -3.00 2.96 0.59
3,062.00 0.50 27.58 3,061.75 12.34 -2.48 2.44 0.19
3,156.00 0.86 350.27 3,155.75 13.40 -2.41 2.36 0.59

3,250.00 0.69 327.59 3,249.74 14.57 -2.83 2.78 0.37
3,345.00 0.28 0.62 3,344.74 15.29 -3.14 3.08 0.51
3,439.00 1.07 96.69 3,438.73 15.42 -2.26 2.21 1.21
3,533.00 0.75 92.58 3,532.72 15.29 -0.78 0.72 0.35
3,627.00 0.41 84.81 3,626.71 15.29 0.17 -0.23 0.37

3,722.00 1.14 77.18 3,721.70 15.53 1.43 -1.49 0.77
3,816.00 0.65 91.37 3,815.69 15.72 2.88 -2.93 0.57
3,910.00 0.33 100.09 3,909.69 15.66 3.68 -3.73 0.35
4,005.00 0.71 73.34 4,004.69 15.78 4.51 -4.56 0.46
4,099.00 0.28 106.37 4,098.68 15.89 5.29 -5.34 0.53

4,193.00 0.65 126.04 4,192.68 15.51 5.94 -5.99 0.42
4,287.00 1.12 60.53 4,286.67 15.65 7.17 -7.23 1.10
4,382.00 1.08 11.31 4,381.65 16.98 8.16 -8.21 0.97
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Bill Barrett Corp

HALLIBUSITON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)

Measured Vertical Vertical Dogleg
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°I100ft)

4,476.00 1.09 336.82 4,475.64 18.67 7.98 -8.04 0.68
4,570.00 0.92 336.09 4,569.62 20.18 7.32 -7.39 0.18

4,664.00 0.48 355.72 4,663.62 21.27 6.98 -7.06 0.53
4,759.00 0.87 349.92 4,758.61 22.37 6.83 -6.90 0.42
4,853.00 1.08 349.43 4,852.60 23.95 6.54 -6.62 0.22
4,947.00 1.42 3.06 4,946.57 25.98 6.44 -6.53 0.48
5,041.00 3.11 342.50 5,040.50 29.58 5.74 -5.84 1.97

5,136.00 4.76 359.73 5,135.27 35.98 4.94 -5.07 2.12
5,230.00 3.93 355.82 5,229.00 43.09 4.69 -4.84 0.94

Tie-On for Laterai
5,280.00 3.20 352.72 5,278.91 46.18 4.39 -4.54 1.51

First Sperry MWDSurvey (Lateral) $280.00ft
5,285.00 3.09 348.13 5,283.90 46.45 4.34 -4.50 5.49

Kick-Off point
5,311.00 2.90 320.80 5,309.86 47.65 3.78 -3.94 5.49

5,342.00 4.62 282.40 5,340.80 48.52 2.07 -2.23 9.54
5,374.00 7.78 264.42 5,372.61 48.59 -1.35 1.18 11.48
5,405.00 11.56 253.30 5,403.17 47.49 -6.41 6.25 13.55
5,437.00 14.86 254.12 5,434.32 45.45 -13.43 13.28 10.33
5,468.00 17.45 257.18 5,464.09 43.33 -21.79 21.64 8.79

5,500.00 20.95 259.27 5,494.31 41.20 -32.09 31.95 11.14
5,531.00 24.75 260.46 5,522.87 39.09 -43.94 43.81 12.35
5,563.00 28.77 262.87 5,551.44 37.02 -58.20 58.07 13.01
5,594.00 31.71 264.64 5,578.22 35.34 -73.71 73.59 9.91
5,625.00 34.12 265.77 5,604.24 33.93 -90.50 90.38 8.02

5,657.00 36.37 268.76 5,630.37 33.07 -108.94 108.83 8.86
5,688.00 39.69 270.25 5,654.79 32.91 -128.03 127.92 11.11
5,720.00 43.81 270.46 5,678.66 33.04 -149.33 149.22 12.88
5,751.00 46.83 269.85 5,700.45 33.10 -171.37 171.26 9.84
5,782.00 50.76 268.30 5,720.87 32.71 -194.69 194.58 13.22

5,814.00 54.81 267.30 5,740.22 31.73 -220.15 220.04 12.90
5,845.00 57.97 267.22 5,757.38 30.50 -245.93 245.83 10.20
5,877.00 60.35 267.96 5,773.78 29.34 -273.38 273.28 7.70
5,908.00 62.48 268.96 5,788.61 28.61 -300.59 300.49 7.43
5,940.00 65.39 270.28 5,802.67 28.43 -329.33 329.23 9.82

5,971.00 68.10 271.82 5,814.91 28.95 -357.80 357.70 9.86
6,002.00 72.42 272.52 5,825.38 30.06 -386.95 386.85 14.10
6,034.00 76.75 272.74 5,833.88 31.48 -417.76 417.65 13.55
6,065.00 81.71 272.20 5,839.68 32.79 -448.18 448.07 16.09
6,097.00 83.23 272.53 5,843.87 34.10 -479.88 479.76 4.86

6,141.00 85.36 272.56 5,848.24 36.04 -523.61 523.49 4.84
6,235.00 92.63 274.49 5,849.89 41.82 -617.35 617.21 8.00
6,282.00 91.25 274.07 5,848.30 45.32 -664.19 664.04 3.07
6,329.00 91.52 272.25 5,847.16 47.91 -711.11 710.94 3.91
6,376.00 92.79 271.16 5,845AO 49.31 -758.05 757.88 3.56

6,425.00 93.29 270.00 5,842.80 49.80 -806.98 806.80 2.57
6,472.00 92.79 269.18 5,840.30 49.47 -853.91 853.74 2.04
6,520.00 92.66 269.22 5,838.02 48.80 -901.85 901.68 0.28
6,567.00 92.83 269.30 5,835.77 48.19 -948.79 948.62 0.40
6,615.00 91.55 268.41 5,833.94 47.23 -996.75 996.58 3.25

6,662.00 91.04 267.94 5,832.87 45.74 -1,043.71 1,043.55 1.48
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HALLIBUSITON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)

Measured Vertical Vertical Dogleg
Depth Inclination Azimuth Depth +N/-S +El-W Section Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°I100ft)
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5,041.00 3.11 342.50 5,040.50 29.58 5.74 -5.84 1.97
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5,625.00 34.12 265.77 5,604.24 33.93 -90.50 90.38 8.02
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5,971.00 68.10 271.82 5,814.91 28.95 -357.80 357.70 9.86
6,002.00 72.42 272.52 5,825.38 30.06 -386.95 386.85 14.10
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6,065.00 81.71 272.20 5,839.68 32.79 -448.18 448.07 16.09
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6,282.00 91.25 274.07 5,848.30 45.32 -664.19 664.04 3.07
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6,376.00 92.79 271.16 5,845AO 49.31 -758.05 757.88 3.56

6,425.00 93.29 270.00 5,842.80 49.80 -806.98 806.80 2.57
6,472.00 92.79 269.18 5,840.30 49.47 -853.91 853.74 2.04
6,520.00 92.66 269.22 5,838.02 48.80 -901.85 901.68 0.28
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Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)

Measured Vertical Vertical Dogleg
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (°I100ft)

6,710.00 90.54 267.62 5,832.21 43.88 -1,091.67 1,091.51 1.24
6,757.00 91.32 269.71 5,831.45 42.78 -1,138.65 1,138.50 4.75
6,805.00 91.88 270.54 5,830.11 42.89 -1,186.63 1,186.48 2.09
6,852.00 93.53 271.02 5,827.89 43.53 -1,233.57 1,233.42 3.66
6,900.00 94.18 271.48 5,824.66 44.57 -1,281.45 1,281.29 1.66
6,947.00 93.95 271.38 5,821.33 45.74 -1,328.32 1,328.15 0.53
6,996.00 92.73 270.24 5,818.48 46.43 -1,377.23 1,377.06 3.40
7,043.00 91.58 270.14 5,816.71 46.59 -1,424.19 1,424.03 2.46
7,091.00 92.62 270.68 5,814.95 46.93 -1,472.16 1,471.99 2.44

7,138.00 91.92 270.66 5,813.09 47.48 -1,519.12 1,518.95 1.49
7,187.00 91.32 270.01 5,811.70 47.77 -1,568.10 1,567.93 1.80
7,234.00 90.44 269.98 5,810.98 47.76 -1,615.09 1,614.92 1.87
7,282.00 90.74 268.90 5,810.49 47.29 -1,663.09 1,662.92 2.34
7,329.00 90.40 269.05 5,810.02 46.45 -1,710.08 1,709.91 0.79
7,377.00 89.70 268.92 5,809.98 45.60 -1,758.07 1,757.90 1.48
7,424.00 90.30 269.33 5,809.98 44.89 -1,805.06 1,804.90 1.55
7,472.00 90.13 269.64 5,809.80 44.45 -1,853.06 1,852.90 0.74
7,519.00 91.88 270.46 5,808.97 44.50 -1,900.05 1,899.89 4.11
7,568.00 92.26 269.99 5,807.20 44.69 -1,949.02 1,948.85 1.23
7,615.00 92.39 268.52 5,805.30 44.08 -1,995.97 1,995.81 3.14
7,663.00 92.69 267.93 5,803.17 42.59 -2,043.90 2,043.75 1.38
7,710.00 91.45 267.23 5,801.47 40.61 -2,090.83 2,090.68 3.03
7,758.00 89.49 266.84 5,801.08 38.13 -2,138.76 2,138.62 4.16
7,805.00 89.29 267.46 5,801.58 35.79 -2,185.70 2,185.57 1.39
7,854.00 90.27 268.36 5,801.77 34.00 -2,234.67 2,234.54 2.72
7,901.00 91.01 268.90 5,801.24 32.88 -2,281.65 2,281.52 1.95
7,949.00 91.11 269.23 5,800.36 32.10 -2,329.63 2,329.51 0.72
7,996.00 92.63 270.12 5,798.82 31.83 -2,376.61 2,376.48 3.75
8,044.00 93.33 270.06 5,796.33 31.90 -2,424.54 2,424.42 1.46

8,091.00 94.38 270.00 5,793.17 31.93 -2,471.43 2,471.31 2.24
8,140.00 92.26 267.21 5,790.33 30.74 -2,520.33 2,520.21 7.14
8,187.00 91.11 267.50 5,788.95 28.57 -2,567.26 2,567.15 2.52
8,235.00 92.15 268.11 5,787.58 26.73 -2,615.20 2,615.10 2.51
8,282.00 91.01 268.14 5,786.28 25.19 -2,662.16 2,662.06 2.43

8,331.00 91.51 268.28 5,785.21 23.66 -2,711.12 2,711.03 1.06
8,378.00 91.65 268.58 5,783.91 22.38 -2,758.09 2,758.00 0.70
8,426.00 91.58 268.34 5,782.56 21.09 -2,806.05 2,805.96 0.52
8,473.00 90.30 268.15 5,781.79 19.65 -2,853.02 2,852.94 2.75
8,521.00 89.76 267.97 5,781.76 18.02 -2,900.99 2,900.92 1.19

8,568.00 89.76 268.58 5,781.96 16.61 -2,947.97 2,947.90 1.30
8,615.00 90.67 267.98 5,781.78 15.20 -2,994.95 2,994.88 2.32
8,662.00 91.38 268.33 5,780.94 13.68 -3,041.92 3,041.85 1.68
8,710.00 91.18 268.62 5,779.87 12.41 -3,089.89 3,089.83 0.73
8,757.00 90.67 268.12 5,779.11 11.07 -3,136.86 3,136.81 1.52

8,805.00 92.66 269.23 5,777.72 9.96 -3,184.83 3,184.78 4.75
8,852.00 93.50 269.36 5,775.19 9.38 -3,231.76 3,231.70 1.81
8,900.00 93.56 269.56 5,772.24 8.93 -3,279.66 3,279.61 0.43
8,947.00 93.49 269.56 5,769.35 8.57 -3,326.57 3,326.52 0.15
8,995.00 93.09 269.62 5,766.59 8.23 -3,374.49 3,374.44 0.84

9,042.00 92.90 269.53 5,764.14 7.88 -3,421.43 3,421.38 0.45
9,090.00 91.51 268.62 5,762.29 7.11 -3,469.38 3,469.34 3.46
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HALLIBURTON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)

Measured Vertical Vertical Dogleg
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate
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8,378.00 91.65 268.58 5,783.91 22.38 -2,758.09 2,758.00 0.70
8,426.00 91.58 268.34 5,782.56 21.09 -2,806.05 2,805.96 0.52
8,473.00 90.30 268.15 5,781.79 19.65 -2,853.02 2,852.94 2.75
8,521.00 89.76 267.97 5,781.76 18.02 -2,900.99 2,900.92 1.19

8,568.00 89.76 268.58 5,781.96 16.61 -2,947.97 2,947.90 1.30
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Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)

Measured Vertical Vertical Dogleg
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate

(ft) (*) (*) (ft) (ft) (ft) (ft) (*I100ft)

9,137.00 92.05 268.76 5,760.83 6.03 -3,516.35 3,516.31 1.19
9,186.00 90.84 268.80 5,759.59 4.99 -3,565.32 3,565.28 2.47
9,233.00 90.54 269.03 5,759.03 4.10 -3,612.31 3,612.27 0.80
9,281.00 91.14 269.23 5,758.32 3.37 -3,660.30 3,660.26 1.32
9,328.00 89.56 269.08 5,758.04 2.68 -3,707.29 3,707.26 3.38
9,376.00 89.19 268.93 5,758.56 1.84 -3,755.28 3,755.25 0.83
9,423.00 89.36 268.41 5,759.15 0.75 -3,802.26 3,802.24 1.16
9,471.00 89.66 268.90 5,759.57 -0.37

-3,850.25 3,850.23 1.20

9,518.00 89.76 268.88 5,759.80 -1.28
-3,897.24 3,897.22 0.22

9,526.00 89.83 269.01 5,759.83 -1.43
-3,905.24 3,905.22 1.85

ËinalSperry MWDSurvey(Lateral) @9826.00 ft
9,574.00 89.83 269.01 5,759.97 -2.26

-3,953.23 3,953.21 0.00
Straight Line Projection to TD (Lateral) @9874.00 ft

SurveyAnnotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W Comment

0.00 0.00 0.00 0.00 Tie-On
137.00 136.99 -0.06 -1.13 First Sperry MWDSurvey(Pilot Hole) @137.00 ft

5,230.00 5,229.00 43.09 4.69 Tie-On for Lateral
5,280.00 5,278.91 46.18 4.39 First Sperry MWD Survey (Lateral) @5280.00 ft
5,285.00 5,283.90 46.45 4.34 Kick-Offpoint
9,526.00 5,759.83 Final Sperry MWD Survey(Lateral) @9526.00 ft
9,574.00 5,759.97 1.49 -3.82 Straight Line Projection to TD (Lateral) @9574.00 ft

Vertical Section Information
Angle Origin Origin Start
Type Target Azimuth Type +NI_S +El-W TVD(°) (ft) (ft) (ft)

Target LC Tribal #12H-28-46 Plan 269.81 Slot 0.00 0.00 0.00
A-2 Lateral_BHL TGT

Survev tool orogram
From To Survey/Plan Survey Tool

(ft) (ft)
137.00 9,574.00 Sperry MWDSurveys (Lateral) MWD
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Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)
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9,526.00 89.83 269.01 5,759.83 -1.43
-3,905.24 3,905.22 1.85

ËinalSperry MWDSurvey(Lateral) @9826.00 ft
9,574.00 89.83 269.01 5,759.97 -2.26

-3,953.23 3,953.21 0.00
Straight Line Projection to TD (Lateral) @9874.00 ft

SurveyAnnotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W Comment

0.00 0.00 0.00 0.00 Tie-On
137.00 136.99 -0.06 -1.13 First Sperry MWDSurvey(Pilot Hole) @137.00 ft

5,230.00 5,229.00 43.09 4.69 Tie-On for Lateral
5,280.00 5,278.91 46.18 4.39 First Sperry MWD Survey (Lateral) @5280.00 ft
5,285.00 5,283.90 46.45 4.34 Kick-Offpoint
9,526.00 5,759.83 Final Sperry MWD Survey(Lateral) @9526.00 ft
9,574.00 5,759.97 1.49 -3.82 Straight Line Projection to TD (Lateral) @9574.00 ft

Vertical Section Information

Angle Origin Origin Start
Type Target Azimuth Type +NI_S +El-W TVD(°) (ft) (ft) (ft)

Target LC Tribal #12H-28-46 Plan 269.81 Slot 0.00 0.00 0.00
A-2 Lateral_BHL TGT

Survev tool orogram
From To Survey/Plan Survey Tool

(ft) (ft)
137.00 9,574.00 Sperry MWDSurveys (Lateral) MWD
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Bill Barrett Corp

HALLIBURTON Duchesne County, UT (NAD 1927)

Survey Report for LC Tribal #12H-28-46 - Sperry MWD Surveys (Lateral)

Targets
Target Name Dip Dip

- hitImiss target Angle Dir. TVD +NI-S +El-W Northing Easting
- Shape (*) (•) (ft) (ft) (ft) (ft) (II) Latitude Longitude

LC Tribal #12H-28-4 0.00 -0.63 0.00 0.00 0.00 645,570.26 2,263,231.45 40° 6' 7.070357 N 3° 33' 32.241600 W
- survey hits target center
- Point

LC Tribal #12H-28-4 0.00 -0.63 0.00 0.00 0.00 645,570.26 2,263,231.45 40° 6' 7.070357 N 3° 33' 32.241600 W
- survey hits target center
- Polygon

LC Tribal #12H-28-4 0.00 0.00 5,765.00 -13.87
-4,084.96 645,513.42 2,259,147.23 40° 6' 6.929957 N 3° 34' 24.808800 W

- survey misses target center by 132.34ft at 9574.00ft MD(5759.97 TVD, -2.26 N, -3953.23 E)
- Point
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Bill Barrett Corp
HALLIBURTON Duchesne County, UT (NAD 1927)

North Reference Sheet for Sec. 28-T4S-R6W - LC Tribal #12H-28-46 - Plan A Rev 2
(Lateral)
AIIdata is in US Feet unless otherwise stated. Directions and Coordinates are relative to True North Reference.
Vertical Depths are relative to RKB 24' @7277.00ft (H&P 319). Northing and Easting are relative to LC Tribal #12H-28-46
Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302 using datum NAD 1927 (NADCONCONUS), ellipsoid Clarke 1866
Projection method is Lambert Conformal Conic (2 parallel)
Central Meridian is 111° 30' 0.000000 W°, Longitude Origin:0° O'0.000000 E°, Latitude Origin:40° 38' 60.000000 N°
False Easting: 2,000,000.00ft, I¯alse Northing: 0.00ft, Scale Reduction: 0.99990965

Gñd Coordinates of Well: 645,570.26 ft N, 2,263,231.45 ft E
Geographical Coordinates of Well: 40° 06' 07.07" N, 110° 33' 32.24" W
Grid Convergence at Surface is: 0.60°

Based upon MinimumCurvature type calculations, at a Measured Depth of 9,574.00ft
the Bottom Hole Displacement is 3,953.23ft in the Direction of 269.97° (True).
Magnetic Convergence at surface is: -10.94° (22 July 2011, , BGGM2011)

T
MagneticModel: BGOM2011

M Date: 22-Jul-il
Declination: 11.55"

inclinationlDip: 65.73"
Field Strength: 52164

Grid North is 0.60" E ast of True North (Grid Convergence)
Magnetic North 18 11.55" E ast of True North (Magnetic Declination)

Magnetic Northis 10.94" E ast of Grici North (Magnetic Convergence)

To convert a True Direction to a Orid Direction, Subtract 0.60"
ToconvertaMagneticDirectiontoaTrueDirection,Acid11.55"East

To convert a Magnetic Directionto a Grid Direction, Add10.94"
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Pro ce SDecch2e8sne4CSot , UT (NAD 1927) BillBarrett Corp unteisu vols.
Well: LC Tribal #12H-28-46

Sperry Orilling

LEGEND
600_ ------- LC Tribal #12H-28-46, Plan A Rev 1 (Pilot Hole) Proposal

LC Tribal #12H-28-46, Plan A Rev 1 (Pilot Hole), Sperry MWDSurvey
----- LC Tribal #12H-28-46, Plan A Rev 2 (Lateral) Proposal
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400-
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Pro ct SDecch2esne4CSot UT(NAD1927) BillBarrett Corp HALLIBURTCIN
Well: LC Tribal #12H-28-46
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Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 111112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Bill Barrett Corporation Rig II, LLC 
1099 18th Street, Suite 2300 1582 West 2600 South 
Denver, CO 80202 Woods Cross, UT 84087 

CA Number(s): Unites): 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8256968-0160 

REVIEW: 

10/2112016 
10/2112016 

1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: N/A 
2. Receipt of Acceptance of Drilling Procedures for APD on: 10/2112016 
3. Reports current for Production/Disposition & Sundries: 1112/2016 
4. OPS/SIITA welles) reviewed for full cost bonding: 1113/2016 
5. VIC5 on all disposal/injection/storage welles) approved on: 1113/2016 
6. Surface Facility(s) included in operator change: None 
7. Inspections ofPA state/fee well sites complete on (only upon operators request): 1113/2016 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 

1. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

COMMENTS: 

UTB000712 
LPM 922467 
9219529 

111712016 
111712016 
N/A 
N/A 
111712016 
N/A 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 11/1/2016
FORMER OPERATOR: NEW OPERATOR:
Bill Barrett Corporation Rig II, LLC
1099 18th Street, Suite 2300 1582 West 2600 South
Denver, CO 80202 Woods Cross, UT 84087

CA Number(s): Unit(s):

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 10/21/2016
2. Sundry or legal documentation was received from the NEW operator on: 10/21/2016
3. New operator Division of Corporations Business Number: 8256968-0160

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surfàce wells received on: N/A
2. Receipt of Acceptance of Drilling Procedures for APD on: 10/21/2016
3. Reports current for Production/Disposition & Sundries: 11/2/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 11/3/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 11/3/2016
6. Surface Facility(s) included in operator change: None
7. Inspections of PA state/fee well sites complete on (only upon operators request): 11/3/2016

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTB000712
2. Indian well(s) covered by Bond Number: LPM 922467
3.State/fee well(s) covered by Bond Number(s): 9219529

DATA ENTRY:
1. Well(s) update in the OGIS on: 11/7/2016
2. Entity Number(s) updated in OGIS on: 11/7/2016
3. Unit(s) operator number update in OGIS on: N/A
4. Surface Facilities update in OGIS on: N/A
5. State/Fee well(s) attached to bond(s) in RBDMS on: 11/7/2016
6. Surface Facilities update in RBDMS on: N/A



From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/20.16 

W. elL.N .. al1l~_ .. _. __ ... _ ... __ .-.. ____ . ___ .. !~.ec. _j.'TWt-L-- RN.-. G _.iAPI Number. . E.ntity. Mn.e.ral ... -----.lSUrfac. e .• Type .. St.at.us SWD 9-36 BTR -- -1 - o.3o.So.6o.W- i43o.135o.646-- 180.77-· rndia" 'Fee ---~D ---~A--

~~~~t~~;~~~D __ ---- _--_:~ ~-~2- .~~,~j~~ ~ u I~~~~ __ 11;~~;;~~~~-u_-_"~:;~~ -~~_:-~~::~ ~ .. ,~:: _ - _-:~~--~ _~u~_- --•.• _ 

LCTRI.BAL 8 .. 2~D-47_.- __ .. ____ -126.26 __ . _ .. -.lo.4o.-S----. lo.7o.~~01334o.~. __ 11~_---+~ndian_. __ ~. Indi~_ -------l9""--_J,.APD=_ 

~~~1~~~;j ~~.~-- - -------~- ---- .~;~~ --- t~~~~---- f:;~~;;~~~~- - ~ ------M~~::~-- ':~::--. -'g~- ---t~:%--

__ ~I-'"'. dia-'l. Indian Indian 

I 

Indian Indian 
13H-8-46 BTR us-'a-- o.40S - - o.SOW !43o.1351124 Indian Indian - -'I 'OW I'APD 
8H-9-46 BTR 9 o.4o.S .o.6o.W ,430.1351140. Indian Indian OW APD 
LC TRIBAL 7-31D-37 31 o.3o.S !o.7o.W ,430.1351147 Indian !Fee lOW APD 
14-16D-45 BTR .16 'o.4o.S lo.5o.W i43o.1351178 Indian 'Indian ,OW 'APD 
16-19D-37 BTR '119 o.3o.S !o.7o.W 1430.1351179 - I Indian- Fee loW I'APD. 
6-2D-45 BTR 2 o.4o.S 'o.5o.W 430.1351234 Indian ;Indian row APD 

~;~~:;5B;T~-~--i~6--- ~~~~ -~1~;~~ _-=-=:;~T;;~~!~ f-- ---~ ,~~::~~~ ~:~an-- ---rg~-- -I~~g 
LCTRIBAC1H-33-46 33 o.4o.S o.6o.W '43o.1351257-----+-- - tfndian-- -Fee-----1ow --. Ar[) 
[c TRIBAL'9-25D46 . 25 0408- [06DW ,4301351276 - ji~-dTan -- Indian- -OW-\APD 
LC fRIBAL-8-H-3o.-4-5 -- - - - 30.-- - o.4o.S-- o.5o.W- - 430.1351277 -- .. ~dian ·-·-----Indian-- low -- -iAPO--- -

~gr~~ it}~! -_ I~~· ,~~~ -_ 1~~~~. {~~i}m:; -±-.-_~:i~_~:~~:~ n-ig~-~r~ 
LCTRLB_AL1.~H ___ 3o.:4E5 _____ --130.- 1~4o.~_ lo.6o.W __ '43o..1~1~~ --i- ____ . --lln<!Lcln-- __ .India~ __ JQw.-- _JAP.D-
LC--.lRIBAL_13H-31-4L _ 31 ____ o.4o.S_ ~6o.~ _~o.13513~ _~_ __ _ Indian ___ olndicm ____ ~OW ___ l~pD __ 
LC TRIBAL 16-31D:4§_ u_t 31 __ _. o.4o.~ _ulo.6o.\I\,I __ ~43o.1A51328 _ I jlndianl'ldian nn :()W _ APD 

~g ~:::~ ;~:~{~~-t}~ ----&~~---I~~g~ . ':~~~~~m~ '~~~::* ,:~~::~ --1&:% I~~g 
LC TRIBAL 16-36D-4736 _ ,o.4o.S_)o.7o.V\! 1430.1351363 ,Indian Indian :OWAPD 
15-4D-47 BTR )4 o.4o.S o.7o.W '430.1351377 Indian Fee lOW iAPD 
16-23D-46 LC TRIBAL 23 o.4o.S lo.6o.W ,430.1351396 Indian iFee,OW APD 
15-2D-36 BTR :2 .o.3o.S io.6o.W ,.430.1351419 Indian Fee 'OW ,APD 
16-23D-37 BTR 123 o.3o.S o.7o.W 1430.1351420. Indian! Fee low _ --iAPD 
11-9D-47 BTR 9 o.4o.S 'o.7o.W :430.1351422 Indian tj:ee tow APD 
15-13D-47 BTR 13 o.4o.S ~o.7o.W 1430.1351424 Indian Indian lOW ~APD 
[C TRIBAL15~)9D46 19-- o.40S~_I06o.W---:43o.13_51426 Indian,.llldianIOW---lApD 
16-13D-45 BTR 13 o.4o.So.5o.W 430.1351428 Indian :Indian "bw IAPD 
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rom: BillBarrett Corporation
To: Rig II, LLC

ffective 11/1/2016
Well Name Sec TWN RNG API Number Entity Mineral Surface Type Status
SWD 9-36 BTR 9 030S OW 30 Ï35064i 180Ì7 diar Fee WD Ä
16-6D-46 BTR SWD 6 040S 060W 4301350781 18327 Indian Fee WD A
6-32-36 BTR SWD 32 030S OW 301350921 329 Indian Fee WD A
LC ÏRIBAL 8-26D-47 26 040S 070W 4301334024 Indian Indian OW APD
16-21D-37 BTR 21 030S 070W 4301350758 Indian e OW APD
14-11D-37 BTR 11 030S 070W 4301350862 Indian Fee OW APD
7-17D-46 BTR 17 040S 060W 4301350883 Indian Indian OW APD
14-12D-37 BR Ï2 030S 0Ì0W 430 1350894 Indian Fee OW APD

8D-3iBTR 18 030S 060Ÿ 430135092 Indian Fee OW APD
13-2D-45 BTR 2 040S 050W 4301350931 Indian Indian OW APD
5H-16-46 BTR 16 040S 060W 4301350992 Indian Indian OW APD
9H-17-45 BTR 17 040S 050W 4301351098 Indian Indian OW APD
13H-8-46 BTR UB 8 040S 060W 4301351¾4 Indian Indian OW APD
8H-9-46 BTR 9 040S 060W 4301351140 Indian Indian OW APD
LC TRIBAL 7-31D-37 31 030S 070W 4301351147 Indian Fee OW APD
14-16D-45 BTR 16 040S 050W 4301351178 Indian Indian OW APD
16-19D-37BTR 19 030S 070W 4301351179 Indian Fee OW APD
6-2D-45 BTR 2 040S 050W 4301351234 Indian Indian OW APD
2-2D-45 BTR 2 040S 050W 4301351235 Indian Indian OW APD
10-26-35 BTR 26 030S 050W 4301351248 Indian Fee OW APD
LC TRIBAL 1H-33-46 33 040S 060W 4301351257 Indian Fee OW APD
LC TRIBAL 9-25D-46 25 040S 060W 4301351276 Indian Indian OW APD
LC TRIBAL 8H-30-45 30 040S 050W 4301351277 Indian Indian OW APD
LC RÍBÃL 16H-30-45 040S 050W 430 1351279 dian Indian OW APD
LC TRIBAL 13-30D-45 N 040S 050W 4301351282 Indian Indian OVW APD
LC TRIBAL 16H-36-46 36 040S 060W 4301351291 Indian Indian OW APD
LC TRIBAL 13H-30-46 30 040S 060W 4301351321 Indian Indian OW APD
LC TRIBAL 13H-31-46 31 040S 060W 4301351326 Indian Indian OW APD
LC TRIBAL 16-31D-46 31 040S 60W 01 ÑÏi328 ndian IndÏan OW ÃPD
LC TRIBAL 5H-26-47 26 040S 70W 01351337 Indian Indian OW APD
LC TRIBAL 5H-19-45 20 040S 050W 4301351349 Indian Indian OW APD
LC TRIBAL 16-36D-47 36 040S 070W 4301351363 Indian Indian OW APD
15-4D-47 BTR 4 040S 070W 4301351377 Indian Fee OW APD
16-23D-46 LC TRIBAL 23 040S 060W 4301351396 Indian Fee OW APD
15-2D-36 BTR 2 030S 060W 4301351419 Indian Fee OW APD
16-23D-37 BTR 23 030S 070W 4301351420 Indian Fee OW APD
11-9D-47 BTR 9 040S 070W 4301351422 Indian e OW APD
15-13D-47 BTR 13 040S 070W 4301351424 Indian Indian OW APD
LC TRIBAL 15-19D-46 19 040S 060W 4301351426 Indian Indian OW APD
16-13D-45 BTR 13 040S 050W 4301351428 Indian Indian OW IAPD
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From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 

14-12D-45 BTR__ __u ______ -\-12 1040S___ '950W 
m _ 4301351444 u __ , ______ _ 

)6-14D-4S_BTR___14 1040S 050W 4301351445 Illdian ___ ~n.d~.'l_ . _10. W. ___ .APD 
Indian Indian JOW ,APD 

5-13D-45 BTR 13 1040S 050W 4301351446 
LC TRIB~L 1-6--2~-D~46 --- - - ----126 '040S 060W 4301351450 
LC TRIBAL 16-34D-46 

----

16-12D-45 BTR 
8-12 D-45 B-T-R-· 1430 13§1-1~~ __ ~' ___ ._ _ _ . 
LC TRIS-A-L-1--35D-46 -~ )5 ~~ - 040S-_ ---- 0-60W j43013~1454 + ___ _ 

~n-!-I~~~~~;~~~ ._- J~ .. .~! ~ ~~~~. !:tm~ir~~ 
~~~~::~~!35-46 .:- k~ -. ~~~ .~~~~. ~~~;~:~;. . . .: . 
LC TRIBAL 13H-19-46 119 040S 060W '4301351543 

IndiaI'!-----=- In-dian n -l~w------=_ APD 
·Indian State lOW APD 
Indian __ 

n
____ "-$tCite _____ low· _ APD_ ._ 

Indian_ ~Indian __ J.9W_ _ APD 
Indian ___ Indian ___ 0'1'{ ___---1)\PD_ 
Indian Fee 'OWAPD 

---- -- - -----.---- ----

,Indian Fee OW !APD ---- - - ------ - - l'---
,Indian _ Fee ____ OW __ JAPD 
Indian Fee OW _u IAPD 

__ t~PD 
Indian Fee OWAPD 

- -- ---

Indian Indian OW APD 
16--26-D~37 BTR - ----t2S--- 0308 070W-- - 4301351598------ - --

Indian Fee OW APD 
------ - --- -----

LC TRIBAL 16-31D-37 
-- -

5-4-35_BTR _ . ____ .. 4 _ . ,030S 050W __ j~301351613 __ _ 

LCTRIBAL16-31D-47 ._ .. ____ . _ 3.1 .... j!O ...•. 40.S. __ . [070W J4301351616 LC TRIBAL 13H-31-47 31 040S 070W 14301351617 
LC TRIBAL 13-32D-47 - -- 32 -- 040S--- - 070W - - 14301351619·-
LC~TRIBAL 16H-3-2--4-7- ~ ___ ~ __ l32 _=~ 040S 070W - \4301351620 
LC TRIBAL 1-32D-47 ,32 ____ lQ40S 070W_ 14301351624 

LC TRIBAL 4H-32-47 13 ... 2 ... .. ;040S .. 070W _ !4_.3.()_.135.1.6~§ __ LC TRIBAL_13_-2_8D-47 28 __ '040S __ r,9JOW 1439131>1627 
LC TRIBAL 13H-29-47 28 040S 070W 14301351628 
LC TRIBA-L=-1-6H~28-47_____ .?~ ----=- 040S~ __ jQ70W - 1..4:3..0)3-51629 
LC TRIBAL 1-28D-47 28 040S 070W 14301351639 
LC TRISAL1H--2-7~47 -------'28 - 040S 070W ,4301351640 

. ----- - -- r ------

LC TRI8.A_L_4_H-28-47______ _ :28 _____ 040S ___ 070W_J-4.30J351641 _____ .. 
LC TRIBAL 7-25D-58 ____ ._ 2§.__ r050S_ 080W 14301351643 __ _ 
LC TRIBAL 6-25D-58 ______ _ 25.. 050S 080W '14301351644 
LC TRIBAL 13H-24-58 

----- -----

LC TRIBAL 16-24D-58 124 050S 080W ,4301351646 
LC t-rib-a-18~23D-46 - ------- 123---- - 0405 - 060W- - -43013-51654---- , 

LC-T-ribaI16-35D-4S- -35 040S -- - 050W -t~4301351656 
LC Trrbal-13H-35-45 --- 135- 0408 050W-- 4301351657 

~g-~;:~:: ~~~-~~~;-- ·u 1:::jl~~~-~ -- :~;~;--~ -~~~~;~~~;: .-----+ 

LC Tribal 5-36D-45 36 040S 050W 14301351661 
----- --- -------,---,- ------ ------- ----

LC TribaI8-26D-46 26 040S 060W :4301351663 

Indian . Fee OW ,APD 
Indian 'fee -- OW:APD 

- jlndian Indian OW---:APD 
___ . __ )Indian Indian _ !(jW _ ,APD 

---=~j:~~::~--1~~:~ ;g-~-- '~~g 
'Indian ilndian OW ,APD 
Indian ---Indian OW 'APD 

- ----TIndian---- -- -- Indian OW 'APD 
t Indian ---- - 'Indian .. -OW-- 'APD 

------ - ~ ---

Indian Indian OWAPD 
Indian Indian OW APD 

----
APD 

Iindian Indian OW APD 
~ -- ----- - --~---- ----

Indian Indian OW APD 
rndian _ Indian OWAPD 
jlndian _ InC!i~n OW I}\~Q 
ilndian Indian :OW iAPD 

- ilndian- ,Fee low ----~~~_~~1:5-

:~~::~ ·I~::~~ __ - g~--i~~g 

-=-~:~~::~~: ·gtj~:g .. 
Indian Fee OW !APD 

3-290-36 BTR ------- 29 ----~OS 060W-- 4301351-665 ---- Indian Fee . OW APD 
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From: BillBarrett Corporation
To: Rig II, LLC
Ëffective 11/1/2016
14-12D-45 BTR 12 040S 050W 4301351444 Indian Indian OW APD
16-14D-45 BTR 14 040S 050W 4301351445 Indian Indian OW APD
5-13D-45 BTR 13 040S 050W 4301351446 Indian Indian OW APD
LC TRIBAL 16-26D-46 26 040S 060W 4301351450 Indian State OW APD
LC TRIBÃL k-3ÄD-46 34 040S 060W 430h51451 Indian State OW APD
16-12D-45 BTR 12 040S 050W 3013514 Indian Indian OW APD
8-12D-45 BTR 12 040S 050W 4301351453 Indian Indian OW APD
LC TRIBAL 1-35D-46 35 040S 060W 4301351454 Indian Fee ÕW APD
16-25D-37 BTR 25 030S 070W 4301351455 Indian Fee OW APD
LCTRIBAL 13H-29-46 28 040S 060W 30n51Ã62 Indian Fee OW APD
LC TRIBAL 14-30D-37 30 030S 070W 4301351494 Indian Fee OW APD
7-13D-45 BTR 13 040S 050W 4301351497 Indian Indian OW APD
LC TRIBAL 4H-35-46 35 040S 060W 4301351515 Indian Fee OW APD
LC TRIBÃL \3H-19-46 19 040S 060W 4301351543 Ïndian Indian OW APD
16-26D-37 BTR 26 030S 070W 4301351598 Indian Fee OW APD
LC TRIBAL 16-31D-37 31 030S 070W 4301351610 Indian Fee OW APD
5-4-35 BTR 4 030S 050W 4301351613 ndian Fee OW ÀPD
LCTRIBAL 16-31D-47 31 040S 070W 4301351616 Indian Indian OW APD
LC TRIBAL 13H-31-47 31 040S 070W 4301351617 Indian Indian OW APD
LC TRIBAL 13-32D-47 32 040S 070W 4301351619 Indian Indian OW APD
LC TRIBAL 16H-32-47 32 040S 070W 4301351620 Indian dian OW APD
LC TRIBAL 1-32D-47 32 040S 070W 4301351624 Indian Indian OW APD
LC TRIBAL 4H-32-47 32 040S W 4301351625 Indian Ïndian OW APD
LC TRIBAL 13-28D-47 28 040S 070W 4301351627 Indian Indian OW APD
LC TRIBAL 13H-29-47 28 040S 070W 4301351628 Indian Indian OW APD
LC TRIBAL 16H-28-47 28 040S 070W 4301351629 Indian Indian OW APD
LC TRIBAL 1-28D-47 28 040S 070W 4301351639 Indian Indian OW APD
LC TRIBAL 1H-27-47 28 040S 070W 4301351640 Indian Indian OW APD
LC TRIBAL 4H-28-47 28 040S 070W 4301351641 Indian Indian OW APD
LC TRIBAL 7-25D-58 25 050S 080W 4301351643 Indian Indian OW APD
LC TRIBAL 6-25D-58 25 050S 080W 4301351644 Indian Indian OW A(D
LC TRIBAL 13H-24-58 24 050S 080W 4301351645 Indian Indian OW APD
LC TRIBAL 16-24D-58 24 050S 080W 4301351646 Indian Indian OW APD
LC Tribal 8-23D-46 23 040S 060W 4301351654 Indian Fee OW APD
LC Tribal 16-35D-45 35 040S 050W 4301351656 Indian Fee OW APD
LC Tribal 13H-35-45 35 040S 050W 4301351657 Indian Fee OW APD
LC Tribal 16-36D-45 36 040S 050W 4301351658 Indian Fee OW APD
LC Tribal 13H-36-45 36 040S 050W 4301351659 Indian Fee OW APD
LC Tribal 5-36D-45 36 040S 050W 301351661 Indian Fee OW APD
LC Tribal 8-26D-46 26 040S 060W 4301351663 Indian Fee OW APD
3-29D-36 BTR 29 030S 060W 4301351665 Indian Fee OW APD
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From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/20.16 

LC TribaI5-_35~-4.s.___ ___ ... :35 II o.4o.S _ o.5o.W 430.1351666 Indian =f:Fee OW APO 
LC Tribal 5-240-46 24 l o.4o.S o.6o.W 43o.135~ _ __ ,Indian Indian rw 'APD 

LC TRIBAL 8-120-58 __ 12 'o.5o.S ,o.8o.W 430.1351697 Indian Indian IAPO __ 
LC TRIBAL 6-1?_[)_-'§~_ _ __ ~~~ ____ '12 Io.5o.S i08o.W- 430.1351696 ~__ I Qdian. ___ Indian ____ 0g~Vj ___ - lAPO 

;~;~~~:~;~H-22-47 21 'o.4o.S jo.7o.W l,.m~~.r~} ... -=- 1:~~~~_I~:~an. .OW iAP~_ 

~i~~y~:R -.. ----Ir --~~~~ ~ I~i~~- ~ii~-=--+'~~_-_- . -li~i~~ --_ I g~-j~~ ~~~i --
~=~~~g:;j~~~--t~~- ~;g~~- -i~~~~ :;~~;;~~~:~- 11 __ _. __ jf:l~n-~d~:I::annn- i;~:: __ Jg~ u .j~~g 
14-160-46 BTR -------- ··~i16- o.4o.S-- o.6o.W ;430.1351812 --+ 'Indian iow 'APO 
LC Tribal 16-350-48 ---- --_---3-5-- o.4o.S --~- o.8o.W--~-:4301351847 ~----c- Indian "fndian-------tOW ---~D 
LC Tribal 13H-35-48 

---

LC Tribal 13-20-58 Indian 
---------- -----

5-130-36 BTR Indian 
5-80-36 BTR 
16-10-36 BTR Fee 
if-180:46BTR---- ----- 1 18 o.4o.S 06o.W ---"430.1351897 ----I --- Indian --IFee--- fO_V\,I-----APO 

LC Tribal ~ .. 360-46- ___ J36 0.465 o.6OVV-- 430.1351965- ~-= Indian _ -~lndial1_0W ____ APO 
LC Tribal 5-260-4526 o.4o.S o.5o.W 430.135190.7 Indian Indian OW 'APO 

~:~~!g~~-~~---u- :j! --~- ~~:~~ ~-~~~ -nn1~~~;~~~~: ------~~~::~ I~:~an g~ - i~:g-
LC Tribal 5-210-45 121---- o.4o.S-iOsOw - 430135200.1 
LC TribaI8=220-45--------- J2?---=-_ 04o.S -_ o.50~ !43o.1352o.02---t--_ 

LC Tribal 8-250-45 ____ .-l?.§..-- o.4o.S ______ 0.50.'1{_ '!~o.1352o.o.7 In<!ian ___ Indian OW ~PO 
LC Tribal 16-250-45 i25 o.4o.S o.5o.W 430.13520.0.8 Indian Indian OW APO 
LC Tribal 16-220-45 - 22-- Io.4o.S-- o.5o.W 430.1-3520.0.9 IndTall Indian - OW APO-

~g ~~:~:: ~=~~~g~~; -.-- - __ ~-_: ~~ --_ -_I~~~~~__ - li~;~~ .. - :;~~ ;;~~~~-~~-+--- 1~~~ -- ~:~aD-- g~ -~:g-
~6~~~~ ~~~D-45 ~-1.231..~5--- _ -.1.o.~444 .. ~o.- ~S _--_~~·-I~o.;7o.o.o.~W- _uu -~4:_333~o.~13;5;2~o.~;5o.51_.-----_-·_J,':---- Indian Indian ,OW IAPO 

~_~~~:~:: ~~;;~~4i7 ___ n ________ .~~ ___ ..JQ'!.o.S ___ i07Q.W __ f301352.o~}n ~~::~!:~!~:~ n Ig~---'~~~ 
!~~r~;:~~R~ It~ -!. fE~L::~~m~!t-~l~-i:S. ::~- ·!~:an-+g~_---_· _J~!g 
LC Tribal 1-170-47 17 o.4o.S io.7o.W i43o.1352o.96 i Indian Fee iow--- APO 
7-350-37 BTR:3-5 o.3o.S 07o.W --:430-1352115 -+ Indian -~e- rOW - -APO 
14-250-37 BTR--- ,25 0.30.5 o.i6~-- '43o.13521~ - Iindian Fee :OW--- APO 
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From: BillBarrett Corporation
To: Rig II, LLC
Effective 11/1/2016
LC Tribal 5-35D-45 35 040S 050W 4301351666 Indian Fee OW APD
LC Tribal 5-24D-46 24 040S 060W 4301351668 Indian Indian OW APD
LC TRIBAL 6-12D-58 12 050S 080W 4301351696 Indian Indian OW APD
LC TRIBAL 8-12D-58 12 OSOS OW 4301351697 Indian Indian OW APD
LC TRIBAL 16H-22-47 21 040S 070W 4301351700 Indian Indian OW APD
5-25D-37 BTR 25 030S 070W 4301351803 Indian Fee OW APD
8-3D-36 BTR 3 030S 060W 4301351804 Indian Fee OW APD
14-26D-37 BTR 26 030S 070W 4301351805 Indian ee OW APD
9-4-35 BTR 4 030S 050W 4301351806 Indian Fee OW APD
11-4D-35 BTR 4 030S 050W 4301351807 Indian Fee OW APD
16-27D-37 BTR 27 030S 070W 4301351808 Indian Fee OW APD
14-27D-37 BTR 27 030S 070W 4301351809 Indian Fee OW APD
14-16D-46 BTR 16 040S 060W 4301351812 Indian Indian OW APD
LC Tribal 16-35D-48 35 040S 080W 4301351847 Indian Indian OW APD
LC Tribal 13H-35-48 35 040S 080W 4301351848 In an Indian OW APD
LC Tribal 13-2D-58 11 050S 080W 4301351850 Indian Indian OW APD
5-13D-36 BTR 13 030S 060W 4301351862 Indian Fee OW APD
5-8D-36 BTR 8 030S 060V\Ï 4301351871 Indian Fee OW APD
16-1D-36 BTR 1 030S 060W 4301351872 Indian Fee OW APD
8-18D-46 BTR 18 040S 060W 4301351897 Indian Fee OW APD
LC Tribal 5-36D-46 36 040S 060W 4301351905 Indian Indian OW APD

Tribal 5-26D-45 26 040S 050W 4301351907 Indian Tndian OW APD
14-13D-45 BTR 13 040S 050W 4301351974 Indian Indian OW APD
14-34D-46 DLB 3À 040S 060W 4301351975 Indian Fee 0W APD
LC Tribal 5-21D-45 21 040S 050W 4301352001 Indian Indian OW APD
LC Tribal 8-22D-45 22 0À0S 050W 4301352002 Indian ndian ÒW APD
LC Tribal 8-25D-45 25 040S 050W 4301352007 Indian Indian OW APD
LC Tribal 16-25D-45 25 040S 050W 4301352008 Indian Indian OW APD
LC Tribal 16-22D-45 22 040S 050W 4301352009 Indian Indian OW APD
LC Tribal 16-26D-45 26 040S 050W 4301352010 Indian Indian ÒW APD
LC Tribal 14-31D-37 31 030S 070W 4301352016 indian Fee ÒW ÀPD
5-12D-45 BTR 12 040S 050W 4301352030 Indian Indian OW APD
LC Tribal 9-20D-45 20 040S 050W 4301352031 Indian Indian OW APD
LC Tribal 13-35D-47 35 040S 070W 4301352055 Indian Indian OW APD
LC Tribal 1-23D-47 23 040S 070W 4301352057 Indian Indian OW APD9-17Ò-46BTR 17 040S 060W 430 1352059 Indian Indian OW APD
11-18D-46 BTR 18 040S 060W 4301352060 Indian Indian OW APD
9-10D-47 BTR 10 040S 070W 4301352092 Indian Fee OW APD
LC Tribal 1-17D-47 17 040S 070W 4301352096 Indian Fee OW APD
7-35D-37 BTR 35 030S 070W 4301352115 Indian Fee OW APD
14-25D-37 BTR 25 030S 070W 4301352116 Indian e OW APD



From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 
LC Tribal 5-25-46 

------ --- -

8-33D-35 BTR 
__ _______ ·25 j040S 1060\I\J __ :430~352126 Indian ____ I.!1dian OW APD 

h3 ___ -T()30S i050W '4301352161 ilndian Fee OW IAPD 
---------

5-4D-36 BTR 
---------------

7-4D-36 BTR 
-------

LC Tribal 4-36D-47 
-- ---------

LC Tribal 4-22D-46 
LC Tribal 16-22D-46 

- ---------------

LC Tribal 11-19D-46 
LC Tribal 7 -20D-45 
15-11 D-35 BTR 

- -------

13-11 D-35 BTR 
-------

BTR 16-36D-37 
4-29D-35 BTR 
1-30D-35 BTR 
LC TRIBAL 3-23D-46 
LC Tribal 14-23D-46 
------- --

LC Tribal 13-25D-46 
------- ---

LC Tribal 14-26D-46 
LC Tribal 5-26D-46 

-----------

LC Tribal 11-35D-45 
LC Tribal 7 -35D-45 
LC Tribal 3-35D-45 

--------

LC Tribal 14-36D-45 
LC Tribal 13-36D-45 
LC Tribal 10-36D-45 

-----

LC Tribal 8-36D-45 
LC Tribal 6-36D-45 
LC Tribal 1-34D-46 

-------

LC Tribal 9-27D-46 
LC Tribal 13-35D-45 

- ------------

LC Tribal 8-35D-45 

14_ ....... 10308. 106()II1I_. 4301352175 I llndian Fee OW APD 

J~ ~~~~j~~~ "~im~~ili -r=-g:~~~~:~ .~~ m 
19 040S 060W 4301352946_~___ _ Indian Indian --Tow --- 'APD-

,20 __ j.o40S 050W 4301352947 _ _______ Indian Indian ----rOW ____ ~n 

n l:l.:-- :~~~~ I~~~: ~~~~~ .-T - I:~~::~ .~:~=jg: j~~~_ 
'36 i30S----J070W ~J353059 --------i-- Indian Fee :OW .APD 

__ -::30 Q30S__ _ 050W _ ~~~O~ 35_3060 Indian Fee 'OW" APD 
30 030S 050W ,4301353061 Fee Fee low APD 

-------c2=-=3 040S - 060W--- ---143-01353066- - - - - ,Indian State OW -----APD 
-- f23----- lo4o~--- 060W 4301353067 - ---~ian State- ~------ OW :APD 

~~~~-= If~ 1~~r ~~~: - :~~:~}~~_u_--t~~::~ 3~i~n m g:-]~~~ 
=--~=-~135 ----~~§~ r~~~w- ---~:;~~;;;~~~ __ i:~~::~ __ ~:;_ -eg~-- !~~~ 

,35 __ I.o40S 050.YV __ .J.4301353072 Ilndian_State OW APD 
135 1040S 050W 14301353075, ilndian State OW iAPD 
36----i040S - -o50W 14301353076 - FI --'Indian Stante ~~ ____ APD 

;: _I ~~~ . i ~~~: I:~~: ~~~f~-= --l:~~:i~----J:!:-_,gW--- ~~~----1 
;~-_u~_ ~~~~---~i~~~~-_ ui:;~_~;;;~~~_ _ ~______ !Indian §tate TOw JAP~ ___ _ 

134 (040S 1060W __ t-430135_3.081 _ n____ _ Indian jState __ IOW_ iAPD 

- ---- - ---------- -

n~~Z ________ ~040S __ ~OW. 14301353082 Indian .Sta~te 'OW 'APD 

I~~ ~~~~~~: ::~~:~~~~:~ --In- +~~1~~ .. :~! __ :_= ~~----I~~r-
~-J~L~ -:~f ~~~~·"'i~~~ , :~~::~ I~~i~n ~g:-!~~~ LC Tribal 15-35D-45 

-------- ---

LC Tribal 12-25D-45 
--------- -- ---

LC Tribal 14-25D-45 i25 040S 050W 4301353123 Indian Indian 'OW---APD 
---------- ---

LC Tribal 10-25D-45 -----.25- 040S 050W 4301353124-----~ Indianlr,-dTan OWAPD 
-- ---- -- ---- -

LC Tribal 11-26-45 
-------- -- ---

LC Tribal 13-26D-45 
----:---

LC TribaI7-31D-46 
------ --

LC TribaI7-19D-45 
~=----

LC TribaI5-19D-45 
LC Tribal 7 -25D-46 

. -----'26--- 040S 050W 4301353125 _l!rldia.!l Indian OW-~PD 

---+2-::-3 __ ~ -I~~:-~~ ~~~~ --- :;~n~;t~~ -._-_----_ -~~:~~::~ :~~::~---- OW~~~F'_D 
. OW ____ -lAPD 

19 .=it040S 050W 14391_~~3.1~___ Indian 'Indian ,OW IAPD 
19 040S 050W 4301353130 Indian dndian tOWAPD 

!25 .... 040S- 060W 4301353132 'Indian .. - ilndian OW ~APD 
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2rom: BillBarrett Corporation
To: Rig II, LLC

¯ffective 11/1/2016
LC Tribal 5-25-46 25 040S 060W 4301352126 Indian Indian OW APD
8-33D-35 BTR 33 30S 050W 4301352161 Indian Fee OW APD
5-4D-36 BTR 4 030S 060W 4301352175 Indian Fee OW APD
7-4D-36 BTR 4 030S 060W 4301352176 Indian Fee OW APD
LCTribal 4-36D-47 36 040S 070W 4301352186 Indian ndian OW APD
LC Tribal 4-22D-46 22 040S 060W 4301352944 Indian Indian OW APD
LC Tribal 16-22D-46 22 040S 060W 4301352945 Indian Indian OW APD
LC Tribal 11-19D-46 19 040S 060W 4301352946 Indian Indian OW APD
LC Tribal 20D-45 20 040S 050W 430 352947 Indian Indian OW APD
15-11D-35 BTR 11 030S 050W 4301353056 Indian Fee OW APD
13-11D 35 BÏR 1i 030S 050W 4301353057 Indian Fee OW APD
BTR 16-36D-37 36 030S 070W 4301353059 Indian Fee OW APD
4-29D-35 BTR 30 030S 050W 4301353060 Indian Fee OW APD
1-30D-35 BTR 30 030S 050W 4301353061 Fee Fee OW APD
LC ÏRÏBAL 3-23D-46 3 040S 060W 4301353066 Indian State OW PD
LC Tribal 14-23D-46 23 040S 060W 4301353067 Indian State OW APD
LC Tribal 13-25D-46 25 040S 060\Ï\Ï 4301353068 Indian IndÏan OW APD
LC Tribal 14-26D-46 26 040S 060W 4301353069 dian State OW APD
LC Tribal 5-26D-46 26 040S 060W 4301353070 Indian State OW APD
LCTribal 11-35D-45 35 0Ä0S 050W 4301353071 dian State OVW ÀPD
LC Tribal 7-35D-45 35 040S 050W 4301353072 Indian State OW APD
LC Tribal 3-35D-45 35 040S 050W 4301353075 Indian State OW ÄPD
LC Tribal 14-36D-45 36 040S 050W 4301353076 Indian State OW APD
LC Tribal 13-36D-45 36 040S 050W 4301353077 Indian State OW APD
LC Tribal 10-36D-45 36 040S 050W 4301353078 Indian State OW APD
LC Tribal 8-36D-45 36 040S 050W 4301353079 Indian State OW ÁPD
LC Tribal6-36D-45 36 040S 050W 4301353080 Indian State OW APD
LC Tribal 1-34D-46 34 040S 060W 4301353081 Indian State OW APD
LC Tribal 9-27D-46 27 040S 060W 4301353082 Indian State OW APD
LC Tribal 13-35D-45 35 040S 050W 4301353083 Indian State OW APD
LC Tribal 8-35D-45 35 040S 050W 4301353084 Indian State OW APD
LC Tribal 15-35D-45 35 040S 050W 4301353085 Indian State OW APD
LC Tribal 12-25D-45 25 040S 050W 4301353122 Indian Indian OW APD
I-C bal 4-25D 45 25 040S 050W 4301353123 Indian Indian OW PD
LC Tribal 10-25D-45 25 040S 050W 4301353124 Indian Indian OW APD
LC Tribal 11-26-45 26 040S 050W 4301353125 Indian Indian OW APD
LC Tribal 13-26D-45 26 040S 050W 4301353126 Indian Indian OW APD
I ÒÌÍibal7-31D-46 31 040S 060W 4301353127 ndian Indian OW APD
LC Tribal 7-19D-45 19 040S 050W 4301353128 Indian Indian OW APD
LC Tribal 5-19D-45 19 040S 050W 4301353130 Indian dian OW APD
LC Tribal 7-25D-46 25 040S 060W 4301353132 Indian Indian OW APD
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From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 

LC Tribal 7-240-46 24 040S !060W . _ !t~Oj}53134_. _ lrldian jlndiC3n __ f0V'(-jIAIA-PpOO ._ 
LC TribaI14-31P-<1~_ . 31 040S _~060W__ 4301353135 I Indian __ ---J.lndian fOW t 
LC TribaI14-300-46_ 30- 040S_ i 060W

u 
43_013531~~. Ill!dian :Indian__ ;g~_ u--t~:g~----

~i;g~iE~ ~r ~~~i-- ;~~~~- i~~~~il~--I~~~-~I~~; --- -~~:~~E--·I~ir 
tC-Fe-e1H-33-47- 32 040S-· 070W 14301353309 I ... -Fee- - Indian--~-" I .. --
LC FEE 14-20-58 - - '2 050S 080W' 14301353312-- .-t.------- "Fee Indian u~§~ -I~~~ --
LC FEE 13H-21-47 t~1 040S ··070W·---AJ01353313 Inu--·-i·Fee· India-n -Tow IAPO·--
LC Fee 16-210-47 121 -- 040S 070W 4301353326 i !Fee Indiari-- T6w !APD 
16-70-46 BTFC--·· un .7 - 040S -- oeow 4301353328-- I Fee --Indian OW -APO-
LC Fee 15-260-47'-26 040S 070W 4301353331 - Fee Indian OW ---APO 

----------_ .. _- .. - _. --- -- ...... _. . - .... ,. __ ... -

LC Fee 4-240-47 23 040S 070W 4301353332 Fee Indian OW APO 
LC Fee 5-340-47 -_ t3·t. 040_S __ .~ 970W----43-013~~3~3=~ __ · ._ ~Fee Ind~-- OW~~-= __ ~PD 
LC Fee 5-350-47 !35 040S 070W 4301353334 Fee Indian OW IAPO 
13-34b-47-CCFee---- .-- -- :34 040S ---070W '--4301353337 Fee- Indian OWAPO 
14-350-35 BTR --- ·-T35 -. 1030S 050W 4301352120- .~ -- Fee =---_~:_:e OW - - iORL 

iii~~Bnr~-~ ~- .... H-f~~-J~~r if- f~m~m~n • -ij~~~;=~~- r~~i----
'9-=34D-35BTR_134----- 030S !050W _ --_4301352117_-' __ ~___ Fee· --'Fee ow OPS .-
5-350-35 BTR - ..... - 135 _ 030S r050W 4301352118 Fee ____ 'Fee--- OW ---rePS·-

i~~~-~: g~:.--- .. -__ ~_~1 ~:~~ I~~~~ 1;~-~;;;~~~--~-~5~~u :~~::~ ~~~an_·_·-_·---lgG--~W-~'·. - u1~·PS. __ -_ 

J..Q..!.~LI3AL 1H-27-46 _______ -- 127---- __ 0405. __ +060W_ -143()1333568_. __ l18175 Indian __ ._ [Fee_ Ip_. ___ -~_= 
7-29-460LB 129 040S 1060W 14301333584 .17603 Indian Fee IGW ! P 
LC TRIBAL 12H-28-46-----28 0405 1060W ;4301333631 --18132-- Indian Indian--lGW ip ... - _.--.r-:---c--", i' ... m -. I .. , .- - ... r-·- _ -- , __ j ._. ___ _ 

LC TRIBAL 13H-21-46 .. _. 21 ,040S 1060W _____ 1-1301333_6~_2 ___ ~18107 Indian Indian :GW --2--
12-36-36 BTR 36 030S 060W 1430133363816336 Indian Fee --iGW iP 
5-5-46 BTR-- 5 - -- 0405 ., --7>60VV 4301333639 i 16542 .. Irldian ·-~ee --- OW P ... ---
5-23-36 BTR ----- -- - ---~~. ~~~__ 1030§. 060W 4301333642 ~ 16675._ Indian_ Fee --- GW-~--P _ 
14-29-36 BTFf i29 ·030S 060W 430133364316725 Indian-·- IFee OW P 
14-30-36 BTR '--130 1030S ·-+-OOOW 4301333644 16701 Indian - ~-- GW _.-p 
7-20-46 OLB·· ····120-- ·~040S· 060W 4301333657---' '16584 Indian - ·-Indian Ow .---- P 
LC TRIBAL 5-210-46 -. 121 1040'S- 0€30W 4301333658 18887 Indian Indian---OW P 
5-20-46 OLB --- - -- i 20-·· -- 1040S 060W 4301333659 18750--! Indian- Iindian GW - P 

~~=~~46 ___ ~.· Ir _ j~~i--~~~ -- :!ITm:~~ tiH~f=f:~~::~ _ !:~~::~ --- ~~ ~ .-
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From: BillBarrett Corporation
To: Rig II, LLC

'¯ffective 11/1/2016
LC Tribal 7-24D-46 24 040S 060W 4301353134 Indian Indian OW APD
LCTribal 14-31D-46 31 040S 060W 4301353135 Indian Indian OW APD
LC Tribal 14-30D-46 30 040S 060W 4301353136 Indian Indian OW APD
13-4-35 BTR SWD 4 030S 050W 4301353293 Fee Fee OW APD
LC FEE 14-26D-47 26 040S 070W 4301353294 Fee Indian OW APD
LC Fee 5-25D-47 25 040S 070W 4301353295 Fee Indian OW APD
7-35-46 LC SWD 35 040S 060W 4301353296 Fee Fee OW APD
LC Fee 1H-33-47 32 040S 070W 4301353309 Fee Indian OW APD
LC EEE 14-2D-58 2 050S 080W 4301353312 Fee Indian OVW APD
LC FEE 13H-21-47 21 040S 070W 4301353313 Fee Indian OW APD
LC Fee 16-21D-47 21 040S 070W 4301353326 Fee Indian OW APD
16-7D-46 BTR 7 040S 060W 4301353328 Fee Indian OW APD
LC Fee 15-26D-47 26 040S 070W 4301353331 Fee Indian OW APD
LC Fee 4-24D-47 23 040S 070W 4301353332 Fee Indian OW APD
LC Fee 5-34D-47 34 040S 070W 4301353333 Fee Indian OW APD
LC Fee 5-35D-47 35 040S 070W 4301353334 Fee Indian OW APD
13-34D-47 LC Fee 34 040S 070W 4301353337 Fee Indian OW APD
14-35D-35 BTR 35 030S 050W 4301352120 Fee Fee OW DRL
6-17D-46 BTR 17 040S 060W 4301351078 Indian Indian OW OPS
5-34D-35 BTR 34 030S 050W 4301351187 Indian Fee OW OPS
5-10D-45 BTR 10 040S 050W 4301351221 Indian Indian OW OPS
5-3D-45 BTR 3 040S 050W 4301351810 indian Indian OW OPS
9-34D-35 BTR 34 030S 050W 4301352117 Fee Fee OW OPS
5-35D-35 BTR 35 030S 050W 4301352118 Fee Fee OW OPS
1-2D-46 BTR 2 040S 060W 4301353086 Indian Fee OW OPS
7-21-46 DLB 21 040S 060W 4301333567 16526 Indian Indian OW P
LC TRIBAL 1H-27-46 27 040S 060W 4301333568 18175 Indian Fee GW P
7-29-46 DLB 29 040S 060W 4301333584 17603 Indian Fee GW P
LC TRIBAL 12H-28-46 28 040S 060W 4301333631 18132 Indian Indian GW P
LC TRIBAL 13H-21-46 21 040S 060W 4301333632 18107 Indian Indian GW P
12-36-36 BTR 36 030S 060W 4301333638 16336 Indian Fee GW P
5-5-46 BTR 5 040S 060W 4301333639 16542 Indian Fee OW P
5-23-36 BTR 23 030S 060W 4301333642 16675 Indian Fee GW P
14-29-36 BTR 29 030S 060W 4301333643 16725 Indian Fee OW P
14-30-36 BTR 30 030S 060W 4301333644 16701 Indian Fee GW P
7-20-46 DLB 20 040S 060W 4301333657 16584 Indian Indian OW P
LC TRIBAL 5-21D-46 21 040S 060W 4301333658 18887 Indian Indian OW P
5-20-46 DLB 20 040S 060W 4301333659 18750 indian Indian GW P
LC TRIBAL 13H-20-46 20 040S 060W 4301333678 17979 Indian Indian GW P
14-7-46 BTR 7 040S 060W 4301333806 16890 Indian Indian GW P
7-8-45 BTR 8 040S 050W 4301333820 16974 Indian Indian OW P
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From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 

1-5-45 BTR 040S j050W4301333868 16931 Indian !,Indian OW P -, - ---- ,----- -~'--- . -------,- -- -- 1----
5-16-36 BTR OW 
-----

5-29-36 BTR 
---~-- ----

4-30-36 BTR 

~~~!!~i~ --- 2S--- 1030S---j060W ---[43''-1334021- - 1712S---Fee -----Fee t,go-~w-fp-- -----

~Em~R -~=--- _ T-=~~g!i~~~-~:~ij~m~r _=;j~~i~~~,l~i!;~ li~gu i~~ _ -l~-~ .--
1-9-45 BTR ___ =-19_ 19"0S 050W __ ~01334101 ___ ---1!91_'L_ Indian __ Iildia~n __ ~_~ T~-
8-10-45 BTR _____ 10 040S 050W 14301334102 117530 Indian _ Indian . __ lOW __ .y_ 
7-17-45 BTR 17 _ 040S _ 050W--J30133i 104 __17_933 Indian Indian OW P 
16-7-45 BTR-- ~-- '7-- 040S _ ,050'IV__ 4301334111___ _ 17665 Indian - Indian low ---, P--
15-18-45 BTR ---- - --18 040S j050W 4301334112 17832 "Indian -d"lndian lOW - _up 
6-f2-46 B~ -- --- ----12+040S----- 060W---- 4301334114--- 17964 ilndia-n --Indian -- OWP-

!~~~~: """--~- ~~-I~i!-=IE~~~-r'11~mm~ - i~~~!-- -it~i--- J:r---g~ r~ 
15-10-36 BTR 10 ---- - 10305 1060W--- 4301334277 17419 ~llndian --------:Fee- - low P 
14-5~6 BTR- 15 --.-- - 0405- --------rooOW----- 4301350307 17624-- IFee ---------1

1 

Fee ow p 
14X-_22-4§_OLB - 22-- 0405- -~:060W - . 4301350351 ,17604--lndian -- -----nndian- OW --~ ~~ 

~~~~~~60~~R uu~~; ___ H_ :g!~~ -~:~~~:;~~;~~~~~---~~f~; u I:~~::~ ------~~:-:- !g~- - f:---
---i-

5-34-46 OLB ! GW ' P 
LC-FEE 12"H-32-46 T~6-w- -------~p-------

~~~~~j~ :;: I~~ ____ u ~:~~---T~~~~ --I:;~~;~~:~}- -I~:~~~ -' ti:~~::~ L~~~an ;g~~-ul~ -----
~~~~g~: ~~~ _ -j3-----~:~~- ~:~~- _~~:~~~~- _ -~:~~~ ~~::~ :~~::~'g~--=--~: 
14-50-45 BTR ----- !5 0405 050W 4301350568 18108 Indian Iindian ---~OvV---- -~p--
16-310-36 BTR 31 030S i060W 4301350573-- -18004 Indian Fee-····- jOW·_- :P--
5-70-46 BTR --- '7 040S" r160W- "4301350574 '18176 Indian Indian lOW --"p 
LC TRIBAL 13H-33-46 . --- !34- .040S . 060W---i43013505~-1a223 Indian - State OW~ --p 
5-8-45 BTR ----- ~8- 1040S·- 05(JW-- . ~430135660i 18279 Indian Indian-- OW- :P 
16-60=45 BTR . --- --- 16 lo~fos· ·050W 430135061-0----\18177 Indian--ilndian- " fV''-- P 

~:~;~~~~--=- !~;i~~r 1~~~~ ~-ii~Ir:i ;i:!~!n!:~!::~ = 1~;C~nn I~~ '~ 
16-1p-46BTR 1. 1040s ___ '060yv_ 4301350675 18,525 !Indian Indian .OWP 
14-3-45 BTR 3! 040S i 050W 4301350676 18363 II ndian , I ndian OW . P 
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From: BillBarrett Corporation
To: Rig II, LLC
Effective 11/1/2016
1-5-45 BTR 5 040S 050W 4301333868 16931 Indian Indian OW P
5-16-36 BTR 16 030S 060W 4301333970 17195 Indian Fee OW P
5-29-36 BTR 29 030S 060W 4301333972 755 ndian ee OW P
4-30-36 BTR 30 030S 060W 4301333973 17249 Indian Fee OW P
7-19-46 DLB 19 040S 060W 4301334004 19018 Indian Indian OW P
5-25-36 BTR 25 030S 060W 4301334021 17126 Fee Fee OW P
5-4-45 BTR 4 040S 050W 4301334089 17507 Indian Indian OW P
13-2-46 BTR 2 040S 060W 4301334090 18618 Indian Indian OW P
2-3-45 BTR 3 040S 050W 4301334099 17932 Indian Indian OW P
7-6-45 BTR 6 040S 050W 4301334100 17653 Indian Indian W P
1-9-45 BTR 9 040S 050W 4301334101 17910 indian Indian OW P
8-10-45 BTR 10 040S 050W 4301334102 17530 Indian Indian OW P
7-17-45 BTR 17 040S 050W 4301334104 17933 Indian Indian OW P
16-7-45 BTR 7 040S 050W 4301334111 17665 Indian Indian OW P
15-18-45 BTR 18 040S 050W 4301334112 17832 Indian Indian ÒW P
6-12-46 BTR 12 040S 060W 4301334114 17964 Indian Índian OW P
5-13-46 BTR 13 040S 060W 4301334115 17833 Indian Indian OW P
16-26-36 BTR 26 030S 060W 4301334132 18028 Indian Fee OW P
1-23-36 BTR 23 030S 060W 4301334136 17722 Indian Fee OW P
15-10-36 BTR 10 030S 060W 4301334277 17419 Indian Fee OW P
14-5-46 BTR 5 040S 060W 4301350307 7624 Fee Fee OW P
14X-22-46 DLB 22 040S 060W 4301350351 17604 Indian Indian OW P
16-13-36 BTR 13 030S 060W 4301350372 17853 Indian Fee OW P
5-33-46 DLB 33 040S 060W 4301350397 17765 Indian Fee OW P
5-34-46 DLB 34 040S 060W 4301350415 17801 Indian State GW P
LC FEE 12H-32-46 32 040S 060W 4301350431 18003 Fee Fee ÒW Pi- D-47 BTR 13 040S 070W 4301350445 8205 Indian Fee OW
16-8D-45 BTR 8 040S 050W 4301350466 18799 Indian Indian OW P
7-13D-46 BTR 13 040S 060W 4301350470 18076 Indian Indian OW P
14-8D-45 BTR 8 040S 050W 4301350567 18207 Indian Indian OW P
14-5D-45 BTR 5 040S 050W 430n50568 8108 Indian Indian ÒW
16-31D-36 BTR 1 030S 060W 43013505n 8004 Indian Fee OW P
5-7D-46 BTR 7 040S 060W 4301350574 18176 Indian Indian OW P
LC TRIBÀL 13H 33 6 34 040S 060W 4301350575 18223 Indian State ÒW
5-8-45 BTR 8 040S 050W 4301350607 18279 Indian Indian OW P
16-6D-45 BTR 6 040S 050W 4301350010 18177 Indian Indian OW P
5-18D-45 BTR 18 OS OW 4301350611 18300 Indian Indian OW P
7-26-37 BTR 26 030S 070W 4301350641 18131 Indian Fee OW P
3 1D-36 BT 11 030S 060W 4301350642 18299 Indian Fee OW P
16-1D-46 BTR 1 040S 060W 4301350675 18525 Indian Indian OW P
14-3-45 BTR 3 040S 050W 4301350676 18363 Indian Índian OW P
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From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 
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=rom: BillBarrett Corporation
fo: Rig II, LLC

¯ffective 11/1/2016
4-17D-45 BTR _ 17 040S 050W 4301350687 18517 Indian Indian OW P
5-6D-45 BTR 6 040S 050W 4301350688 18726 Indian Indian OW P
7-7D-45 BTR 7 040S 050W 4301350689 18380 ndian Indian OW P
14-10D-45 BTR 10 040S 050W 4301350754 18447 Indian ndian OW P
14-9D-45 BTR 9 040S 050W 4301350755 18379 Mdian Indian OW P
13-16D-36 BTR 16 030S 060W 4301350757 18206 Indian State OW P
5-9D-36 BTR 9 030S 060W 4301350843 18381 Indian Fee OW P
16-5D-46 BTR 5 040S 060W 4301350844 18280 Fee Fee W P
5-27D-37 BTR 27 030S 070W 301350847 18526 Indian Fee OW P
7-4D-45 BTR 4 040S 050W 4301350884 18562 Indian Indian OW P
2-16D-45 BTR 16 040S 050W 4301350899 18619 Indian Indian OW P
16-10D-45 BTR 040S 050W 4301350902 725 Indian Indian OW P
5-2D-36 BTR 2 030S 060W 4301350913 18886 Indian Fee OW P
13H-27-36 BTR 27 030S 060W 4301350918 18445 Indian State OW P
8-16D-46 BTR 16 040S 060W ®1350953 19027 Indian Indian OW P
16-16D-46 BTR 16 040S 060W 4301350956 19028 Indian Indian OW P
16-9D-45 BTR 9 040S 050W 4301350962 18662 Indian Indian OW P
14-31D-36 BTR 31 030S 060W 4301350973 18524 Indian Fee OW P
5-10D-36 BTR 10 030S 060W 4301350978 18989 Indian Fee OW P
1-32D-36 BTR 32 030S 060W 4301350979 18648 Indian Fee OW P
16-12D-36 BÏR 12 030S 060 4301350980 18Ý48 ndian ee OW P
2-18D-45 BTR 18 040S 050W 4301350991 18ÌÌ6 ndian Indian OW P
3-1-46 BTR 1 040S 060W 4301351017 18777 Indian Fee OW P
10-5-45 BTR 5 040S 050W 4301351062 18724 Indian Indian OW P
12-4D-45 BTR 4 040S 050W 4301351063 18813 Indian Indian OW P
1-10D-45 BTR 10 040S 050W 4301351064 18966 Indian Indian OW P
16-2D-46 BTR 2 040S 060W 4301351079 18830 Indian Indian OW P
9H-4-45 BTR 4 040S 050W 4301351092 18814 Indian Indian OW P
12-17-45 BTR 17 040S 050W 4301351097 18984 Indian Indian OW P
5-9D-46 BTR 9 040S 060W 4301351109 19313 Indian Fee OW P
14-9D-36 BTR 9 030S 060W 4301351144 19004 Indian Fee OW P
5-31D-36 BTR 31 030S 060W 4301351146 18691 Indian Fee OW P
4-9D-45 BTR 9 040S 050W 4301351157 18883 Indian Indian OW P
8-12D-46 BTR 12 040S 060W 4301351159 18Ù1 Indian Indian OW P
LC TRIBAL 16-23D-47 23 040S 070W 4301351180 18617 Indian Indian OV\Ï P
14-7D-45 BTR 7 040S 050W 4301351222 18949 Indian Indian OW P
5-16D-45 BÏR 16 040S 050W 4301351223 18987 Indian Indian ÒW P
4-5D-45 BTR 5 040S 050W 4301351242 18882 Indian Indian OW P
LC TRIBAL 16H-19-45 19 040S 050W 4301351278 18627 ndian dian 0W P
LC TRIBAL 13-19D-45 19 040S 050W 4301351280 18628 Indian Indian OW P
LC TRIBAL 5-30D-45 30 040S 050W 4301351281 19448 Ïndian Indian OW P
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From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 

LCTRIBAL15-240-46____ 24 00440
0

SS :,006500WW----~,4433-00-11335511228839-- ------~1188-6~-2269- _ ,Indian !lndian ____ tOw P ____ _ 
LCTRIBAhJ~H-24-46 19 jlndla_n ___ lLndian lOW P 
? .. 1!3:i?E3T~_______ 16 -- 040S --+,00J5-00Ww--14301351296--------~~~~~ ,Indian 'Fee lOW __ P ____ --= 
14-180-45 BTR 18 040S II 14301351313 ___ 19005 I: Indian____ _Indian 1ow_ P 
LC TRIBAL 16-300-46 30 040S 060W ;4301351320 19006 Indian Indian 'OW P 
LC TRIBAL 5-200-45 20 -- 040S---050"',"- ;4-3013513-31-- 19449 Indian ------ ---- 'Indian -iovi ----I-'-P------
-------- -- - - -- ------------+-------t---- - ,------------------ - ---- -------- f --------- - - - --

1.1:8P:46 BTR ______________ 8=-_ ____ O~()~ _____ 0§OW_~301351336 __ 19314 Indian Indian __ :OW ___ --+P __ 

;~~~:~~~R- __ H___ .~ ~~~~ ~~~~--l:~~~;;~;~~ ---J~-~~;~ :~~::~ ~:~~~ __ ~~- -- i~ -
13-50-35 BTR __ ___ ___ __ _ _ 5 030S 050W 4301351600 i 18996 Indian Fee __ iOW _____ ~ __ 

~~~;~~;; ~~~_~~- ______ .; - I~~~~u ~;~~-=,:-~~1~:~~-~]~WSF- .~: .. n ~: Ig~ --.~ ---
9-50-35 BTR 5 __ )030S_ 050W__ 4301351609_ i19029 Indian ___ 1-----'-:--- ___ _ 

3-50-35 BTR 5 1030S 050W 4301351638 19079 'Indian Fee OW P 
---- - ------------ --------- -------f---------- --

7-8-46 BTR 8 040S 060W 4301351702 19315 Indian Indian OW iP 

---

7-30~46DLB-- - 30 '040S -- 060W 430f3S1703-- ---18997-Fee- Indian OW ----!P 
3-130-46 BTR _ 13 0405-----;060"" :4301351718 _ 18881 __ ~dL,!n_ -_J!fl9ia!l ___ OW ip 
2-130-46 BTR 13 040S 060W i4301351719 18885 Indian I Indian OW - i P 
12-120-46 BTR------ --- - ;12 ,040S '060-W-__ --~361351720 18867 - -Tndlan- --llndian -- OW IP 
10-12D-46BTR --- -- ---- - - -12 :040S060W- --- i4-3013S-f721 -~18856 ilndian ! Indian - --- OW 1 P 
11-110-47 BTR ____ 11 1040S 070W -J4301352091 119633- iFee--------:-Fee OW I'P 
7-120-47 BTR - --12-- --!Q40S---:070~ 14301352094 119600 ilndian~Fee ___ nn_ OWIP n __ 

5-120-4_I!l_TR__ 12040S u_ ;070W - ]4301352095 __ -19634 -+Indian : Fee OW iP-
14-330-35 BTR_ 23_ _ i030S _ _ !050W 14301352162 19450 Indian------'Fee- lOW Tp--- --
16-330-35 BTR 33 030S-------T05DW 14301352163 ---- 19451 Indian iFee low :P ---
14-22-46 OLB__ ___ 122_ _ 040S__~-r060W --- 1

1
4301333660 ____ ~~iln_dian-----Tlndian -TD~ ___ -- IPA 

J3H-31-36 BTR !31~S~OS_ ~06-0W-~4301350465--'~-8~~5--__=l!Ddi~-- IFee 'OW IPA----
16X-230-36 BTR23 030S i060W 14301350623 18007 Iindian State :OW IpPAA --- ---

~;~~~3~T:TR-- -------------------+1~-'---3~ -~ ~~%~- I~~~~---- .:;-~{;;~~~~ I:~!~I:~~::~ ~:~::----1i~~ -----c-pA----

7-28-460LB - --- -~- -_ _ ()4_()S [()6Q.W__J430.!~~3,?t39 i 16460 __ _i Indian_ Indian OW--=-_-__ -S ---=: ___ _ 

~;~~~~~6B~~R ____________ T~;----- ~;~~ j~~~~ _ i:;~~;;;~:~ ---J~~:~: 1:~~::~ ~:: --+~O-~W- ~ 
14-1-46 BTR --- 1 040S !060W- 14301334113 18516 ~ Indian - Indian ~ ---S----
16-21-36 BTR-- '21 030S i060W-- 14301334130--17721 Indian --- Fee --- OW --- IS 
f14-21~36B-T-R--------n-- ---------- 21 030S_ i060W------r4301334131 18006 ----~il~diCln _n Fee OW -- -is 
7-16-~6_BT~___ 16 __ u+O~O§ __ !060W 14301334133 ,17834 Indian __ ~ ___ n _ Q""-__ IS 
1-30-36 BTR 30 !030S060W 14301334134 17905 ilndian Fee OW S 
16-30-36 BTR -- --- - - - - 30 -- -T630S - - 060W ---T430f334135 ' 18005 ! Indian Fee OW S 

--------- --t----- I -r-- ----,-- ------ -

3-23-36 BTR 23 1030S 060W 14301334137 17860 ilndian !Fee OW S 
f6:1S:36BTR 16 --- '030S 060W .. -i4301334138~17666 -lindian--------n=ee- - OW S 

- --------
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From: BillBarrett Corporation
To: Rig II, LLC

¯ffective 11/1/2016
LC TRIBAL 15-24D-46 24 040S 060W 4301351283 _ 18626 Indian Indian OW P
LC TRIBAL 13H-24-46 19 040S 050W 4301351289 18629 Indian Indian OW P
7-16-47 BTR 16 040S 070W 4301351296 18950 Indian Fee OW P
14-18D-45 BTR 18 040S 050W 4301351313 19005 Indian Indian OW P
LC TRIBAL 16-30D-46 30 040S 060W 4301351320 19006 Indian Indian OW P
LC TRIBAL 5-20D-45 20 040S 050W 4301351331 19449 Indian Indian OW P
1 8D-46 BTR 8 040S 060W 4301351336 19314 Indian Indian OW P
5-7D-45 BTR 7 040S 050W 4301351350 18951 Indian Indian OW P
7-5-35 BTR 5 030S 050W 4301351599 19078 Indian Fee OW P
13-5D-35 BTR 5 030S 050W 4301351600 18996 Indian Fee OW P
11-5D-35 BTR 5 030S 050W 4301351601 19061 Fee Fee OW P
15-5D-35 BTR 5 030S 050W 4301351602 19062 Fee Fee OW P
9-5D-35 BTR 5 030S 050W 4301351609 19029 Indian Fee OW P
3-5D-35 BTR 5 030S 050W 4301351638 19079 Indian Fee OW P
7-8-46 BTR 8 040S 060W 4301351702 19315 Indian Indian OW P
7-30-46 DLB 30 040S 060W 4301351703 18997 Fee Indian OW P
3-13D-46 BTR 13 040S 060W 430n51718 18881 Indian Indian OW P
2-13D-46 BTR 13 040S 060W 4301351719 18885 Indian Indian OW P
12-12D-46 BTR 12 040S 060W 4301351720 18867 Indian Indian OW P
10-12D-46 BTR 12 040S 060W 4301351721 18856 Indian Indian OW P
11-11D-47 BTR 11 040S 070W 4301352091 19633 Fee Fee OW P
7-12D-47 BTR 12 040S 070W 4301352094 19600 Indian Fee OW P
5-12D-47 BTR 12 040S 070W 4301352095 19634 Indian Fee OW P
14-33D-35 BTR 33 030S 050W 4301352162 19450 Indian Fee OW P
16-33D-35 BTR 33 030S 050W 4301352163 19451 Indian Fee OW P
14-22-46 DLB 22 040S 060W 4301333660 17604 Indian Indian D PA
13H-31-36 BTR 31 030S 060W 4301350465 18485 Indian Fee OW PÀ
16X-23D-36 BTR 23 030S 060W 4301350623 i8007 Ïndian State OW PÁ
8-6-45 BTR 6 040S 050W 4301350900 18561 Indian Indian OW PA
13-13-36 BTR 13 030S 060W 4301350919 18364 Indian Fee OW PA
7-28-46 DLB 28 040S 060W 4301333569 16460 Indian Indian OW S
5-21-36 BTR 21 030S 060W 4301333641 16674 Indian Fee GW S
13-26-36 BTR 26 030S 060W 4301333980 17569 Indian Fee OW S
14-1-46 BÌR 1 040S 060W 4301334113 18516 Indian Indian OW S
16-21-36 BTR 21 030S 060W 4301334130 17721 Indian Fee OW S
14-21-36 BTR 21 030S 060W 4301334131 18006 Indian Fee OW S
7-16-36 BTR 16 030S 060W 4301334133 17834 Indian Fee OW S
1-30-36 BTR 30 030S 060W 4301334134 17905 Indian Fee OW S
16-30-36 BTR 30 030S 060W 4301334135 18005 Indian Fee OW S
3-23-36 BTR 23 030S 060W 4301334137 17860 Indian Fee OW S
16-16-36 BTR 16 030S 060W 4301334138 17666 Indian Fee OW S

8 of



From: Bill Barrett Corporation 
To: Rig II, LLC 
Effective 11/1/2016 
4-26-36 BT~_____ _____ _ __ 1260308 ____ 060yv __ ~301334139__ 17620 _~e __ .Fee OW_ 8 
9-11-36 BTR 11 0308 ~060\l\/ __ 43013342Z.6 __ 17~§-.L Iindian Fee ~W 8 
3-36-36 BTR---- ---36 0305-- I 060W 4301350398 17955 ~dian - Fee - -- low -18 ---

-~~-~~~~!J~-T-R--- -----=--=--=- --- - I~-~------ ~~~~ __ :::~~- . i:;=:Fr-:- -1~:~~2_1-_-_i.~:~~:~~--=-:~ -·~Ig~ I~_-_-_~ 
13H .. 1}_-4_6_BIR __________ 1_13___ 0408 1060W i,4301350468 18208 ,Indian Indian fOW 8 
13-12-46 BTR '12 004300-88 - _10

0
6
6

_0
0
W
W 

- _ ~4433001133550046-61-29-__ --_ 18233 ----~ndian - - -Indian --,OW--- 18 

~-::~~:;~~i-=-- - --- .. ~ 030S!060W i4301350613~:~;~~ I!~::~':": ~~ --= ~g~ ~-~ ~-~-
;~;;:;~ ~i= ---- -------- ;7 ~~~~---==-:~~~~-11;~+~;~~~;- - ~-~g~~-=!:~~::~{::-- I~~-~t~ 
~t;~~:;r~-i=- ------. ~~ !~f~~ - !~;~~--l:;~-~;;~~:~---~~::; --- :~~::~ ~:: -Jg~--- i~ 
10-180-36 BTR '18 0305- 060W--'4301350915 18884 Indian FeeOW8 
5-270-36 127 0308 060W 4301350917 _L18482 Indian ,8tate

l
:ow 8 

10-360-36 BTR 36 0308 060W :4301351005 118523 IndianlFee lOW 8 
14-60-45 BTR 6 0408 05_0W ___ [4301351158 _ 11a967 Indian ,Indian JOW 8 
5H-1-46 BTR UTELANO BUTTE 6 0408 050W :4301351215 18728 Indian [Indian OW 8 
5H-1-46 BTR WA8ATCH 6 0408 '05.9_W _143013512.16 ___ 18727 Indian 'Indian lOW 8 
1-~-5b-36 Bt-R----- ------ - 25 10305 060W --- 14301351294 18798 Indian --~F-ee Tow ,5 
5-5D-35 BTR -------- - 5 -- --------1030-8--- 0-50W - -14301351-605 --------19055 Indian Fee 10W-- -is 
1~-23~36 __ -B_T-R__ _ _ ________ --- _ "23 0308 060yV ___ ;.tt301~33971 __ )71?.? __ -_ Indian---Fee--:ow-_=lrA----= 
LC_TR_I~~L14-230-47_ ----- i23 0.tt0_8 ___ 070W ,430133~022 __ ~16 Indian Indian IO'N. ____ TA 
5-320-36 BTR -- ------- i32 - 0308 060W i430135075618328 ilnd~--Fee- OW TA 

90f9 

From: BillBarrett Corporation
To: Rig II, LLC
Effective 11/1/2016
4-26-36 BTR 26 030S 060W 4301334139 17620 Fee Fee OW S
9-11-36 BTR 11 030S 060W 4301334276 17451 dian Fee OW S
3-36-36 BTR 36 030S 060W 4301350398 17955 Indian Fee OW S
7-10-36 BTR 10 030S 060W 4301350437 18052 Indian Fee OW S
16-12D-46 BTR 12 040S 060W 4301350467 18051 Indian Indian OW S
13H-13-46 BTR 13 040S 060W 4301350468 18208 Ind Indian OW S
13-12-46 BTR 12 040S 060W 4301350469 18233 Indian Indian OW S
14-8D-36 BTR 8 030S 060W 4301350612 18163 Indian Fee OW S
14-7D-36 BTR 7 030S 060W 4301350613 18330 Indian Fee OW S
16-9-36 BTR 9 030S 060W 4301350645 18078 Indian Fee OW S
7-27-37 BTR 27 030S 070\Ï\ 4301350647 i8090 Indian Fee OW S
16-12D-37 BTR 12 030S 070W 430i350785 18446 dian Fee ÒW S
14-21D-37 BTR 21 030S 070W 4301350859 18548 Indian Fee OW S
10-18D-36 BTR 18 030S 060W 4301350915 18884 Indian Fee ÒW S
5-27D-36 27 030S 060W 4301350917 18482 Indian State OW S
10-36D-36 BTR 36 030S 060W 4301351005 18523 Indian Fee OW S
14-6D-45 BTR 6 040S 050W 4301351158 18967 Indian Indian OW S
5H-1-46 BTR UTELAND BÙTTE 6 040S 050W 430n5n15 18728 Indian IndÏan OW S
SH-1-46 BTR WASATCH 6 040S 50W 4301351216 18727 Indian Indian OW S
1-25D-36 BTR 25 030S 060W 4301351294 18798 Indian Fee OW S
5-5D-35 BTR 5 030S 050W 4301351605 19055 indian Fee OW S
16-23-36 BTR 23 030S 060W 4301333971 17182 Indian Fee OW TA
LC TRIBAL 14-23D-47 23 040S 070W 4301334022 18616 Indian Indian OW TA
5-32D-36 BTR 32 030S 060W 4301350756 18328 Indian Fee OW TA

9 of



----------------------------------------- . 

8 Bill BarreH Corporation 

October 20,2016 

Re: Bill Barrett Corporation Transfer to New Operator 

Dear Ms. Medina: 

RECEIVED 
OCT 2 1 2016 

OIV. OF OIL, GAS & MINING 

Attached please find the change of operation Form 9, Form 5's and Request to Transfer APD 
formchanging the operator from Bill Barrett Corporation to RIG II, LLC, effective 111112016. 
Badlands Energy - Utah, LLC will be a sub-operator. 

New Operator Contact information: 
RIG II, LLC 
1582 West 2600 South 
Woods Cross, Utah 84087-0298 
Telephone:(801) 683-4245 
Fax:(801) 298-9889 

Upon-reviewing the attached, please contact myself with any questions at 303-312-8115. 

Sincerely, 

Bill Barrett Corporation 

Brady Riley 
Permit Analyst 

1099 18 TH STREET SUITE 2300 DENVER, CO 80202 USA 

T 303.293.9100 F 303.291.0420 www.BILLBARRETTCORP.com 

BIII Barrett Corporation

October 20, 2016 RECEWED
OCT21 2016

Re: Bill Barrett Corporation Transfer to New Operator OW.0FOIL,GAS&MINING
Dear Ms. Medina:

Attached please find the change of operation Form 9, Form 5's and Request to Transfer APD
formchanging the operator from Bill Barrett Corporation to RIG II, LLC, effective 11/1/2016.
Badlands Energy - Utah, LLC will be a sub-operator.

New Operator Contact information:
RIG II, LLC
1582 West 2600 South
Woods Cross, Utah 84087-0298
Telephone:(801) 683-4245
Fax:(801) 298-9889

Upoirreviewing the attached, please contact myself with any questions at 303-312-8115.

Sincerely,

Bill Barrett Corporation

Brady Riley
Permit Analyst

1099 18" STREET SUITE 2300 DENVER, CO 80202 USA

T 303.293.9100 F 303.291.0420



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do nol usa this form for proposals 10 drill new wells. slgnlficanlly deepen existing wells below currenl bottom·hoIe depth, reenler plugged wens, or to 
drill hortzonlallaterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYpe OF WELL 
OIL WELL III GAS WELL 0 OTHER ___________ _ 

2. NAME OF OPERATOR: 

RIG II, LLC "t U OS S 
3. ADDRESS OF OPERATOR: 

1582 West 2600 South 

4. LOCATION OF WELL 

CITY Wood Cross 

FOqTAGES AT SURFACE: (see attached well list) 

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE UT ZIP 84087 

FORM 9 

5. LEASE DESIGNATION AND SERIAL NUMBeR: 

(see attached well list) 
6. II' INDIAN, ALLOTTEE OR TRIBE NAME: 

NIA 
7. UNIT or CA AGREEMENT NAME: 

8. WELL NAME and NUMBER: 

(see attached well list) 
9. API NUMBeR: 

10. FlELDANDPOOI.,ORWILDCAT: 

COUNTY: 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

121 0 ACIDIZE 0 DEEPEN D REPERFORATECURRENTFORMATION 
NOTICE OF INTENT 

(Submit In Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR WELL 

Approximate dale work will start 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

11/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

0 CHANGE TUBING D PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE WELL NAME 0 PLUG BACK D WATER DISPOSAL 
(Submit Originel Fonn Only) 

0 CHANGE WELL STATUS D PRODUCTION (START/RESUME) D WATER SHUT -OFF 
Dale of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF WELL SITE D OTHER: 

0 CONVERT WELL TYPE 0 REOOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERA nONS. Clearly show aU pertinent details Including dates, depths, volumes, etc. 

RIG II, LLC IS SUBMITIING THIS SUNDRY AS NOTIFICATION THAT THE WELLS LISTED ON THE ATIACHED LIST 
HAVE BEEN SOLD TO-Rig II, LLC BY BILL BILL BARRETI CORPORATION EFFECTIVE 11/1/2016. 
PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW. 

RIG II, LLC 
1582 West 2600 South 
Woods Cross, Utah 84087-0298 
801-683-4245 
(STATE/FEE BOND # 9219529/BLM BOND # UTB0007121 BIA BOND # LPM9224670) 

BILL BARRETT CORPORATION N~\lPS RIG II, LLC 

tl ~AA ~ Lh .,.,.t;( NAME (PLEASE PRINT) 

SenjO~aide~ SIGNATURE 

~':f>c.. VV\~ NAME (PLEASE PRINT) 

Ma9~ SIGNATURE 

EH&S, Government and Regulatory Affairs 

NAME (PLEASE PRINT) Jesse McSwain 

.~,,~, ~ ~ 
TITLE Manager 

DATE 

(This spaca ror St.te use only) APPRO'VED 
NOV 07 2016 

(512000) (See Instructions on Reverse Side) DIV. Oil GAS & MINING 

r~Y: Rcw.b 0 Q In ad; rcA.. 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER

(see attached well list)
6. IF INDIAN,ALLOTTEEOR TRIBENAME'SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CAAGREEMENTNAME

Do not use this form for proposals to dril new wells, significantlydeepen existingwells belowcurrent bottom-hole depth, reenterplugged wells, or to
drillhodzontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELLNAME and NUMBER:
OIL WELL GAS WELL OTHER (see attached welllist)

2. NAMEOF OPERATOR: 9. API NUMBElt

RIG II, LLC ()SS
3. ADDRESSOF OPERATOR: PHONENUMBER: 10. FIELDANDPOOL,OR WILDCAT:

1582 West 2600 South Wood Cross STATE UT 484087 (801)683-4245
4. LOCATION OF WELL

FOOTAGESATSURFACE: (See attached well IIst) COUNTY:

QTRIQTR,SECTION, TOWNSHIP,RANGE.MERIDIAN: STATE:
UTAH

9t CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATION
NOTICEOF INTENT

(Submit in Duplicale) ALTERCASING FRACTURETREAT SIDETRACKTOREPAIR WELL

Approximatedale work willslart CASINGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

11/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGANDABANDON VENTOR FLARE

O SUSSEQUENT REPORT CHANGE WELL NAME PLUGBACK WATERDISPOSAL
(Submit OriginalFonn Only)

O CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERTWELLTYPE RECOMPLETE- DIFFERENTFORMATION

11 DESCRIBEPROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details includingdates, depths, volumes, etc.

RIG II, LLC IS SUBMITTING THIS SUNDRY AS NOTIFICATION THAT THE WELLS LISTED ON THE ATTACHED LIST
HAVE BEEN SOLD TO-Rig II, LLC BY BILLBILLBARRETT CORPORATION EFFECTIVE 11/1/2016.
PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

RIG II, LLC
1582 West 2600 South
Woods Cross, Utah 84087-0298 '
801-683-4245
(STATE/FEE BOND # 9219529/ BLM BOND # UTBOOO712/BIA BOND # LPM9224670)

BILLBARRETT CORPORATION MUS RIG II, LLC

NAME (PLEASE PRINT) ft. . NAME (PLEASE PRINT)

L SIGNATURE SIGNATURE
Senio ice President - Manage
EH&S,Government and Regulatory Affairs

NAME(PULEEASEPRINT TITLE

(This space for Stato use only) APP ROVED
NOVO7 2016

(5/2000) (See Instructions on Reverse Side) DIVO iLGAS &MINI



STATE OF UTAH 
DEPARTMENl; OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: (See attached list) 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Bill Barrett Corporation 

Date original permit was issued: 

Company that permit was issued to: Bill Barrett Corporation 

Check Desired Action: one 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? .f _. 

Ilf so, ,has the surface agreement been updated? 

Have any w~lIs been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 9219529-UDDGM/UTBOO0712-BLMILPM9224670-BIA .f 

No 

.f 

.f 

.f 

.f 

.f 

.f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Title _M_a_n-eag:;-e_r_.-:-______________ _ 

Date _\_0--+1-=[[=1'·11-'-1 V.::1.-, _______ _ 

Name (PleaM~e McSwain 

Signature -~'.~:: 
Representing (company name) _R_IG~II,_L_LC~~~~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: (See attached list)

API number:
Location: Qtr-Qtr: Section: Township: Range:
Company that filed original application: Bill Barrett corporation
Date original permit was issued:

Company that permit was issued to: Bill Barrett Corporation

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

If located on private land, has the ownership changed?

If so, has the surface agreement been updated?

Have any wèlls been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the
proposed location?

Has the approved source of water for drillingchanged?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. 9219529-UDOGM/UTBOOO712-BLMILPM9224670-BIA

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with
necessary supporting information as required.

Name (pleas pri t) Jesse McSwain

Signature
Ditle Man er

Representing (company name) RIG II,LLC

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 
Well Name and Number 
6-32-36 BTR SWD 

Location of Well 

Footage: 1628 FNL 1553 FWL 

QQ, Section, Township, Range: SENW 32 3S 6W 

I EFFECTIVE DATE OF TRANSFER: 11/1/2016 

CURRENT OPERATOR 

Company: BILL BARRETT CORPORATION 

Address: 1099 18th Street Ste 2300 

city DENVER state CO zip 80202 

Phone: (303) 293-9100 

Comments: 

NEW OPERATOR 

Company: RIG II, LLC 

Address: 1582 West 2600 South 

city Wood Cross state UT zip 84087 

Phone: (801) 683-4245 

Comments: 

~i\ 
(This space for State use 9JAlY)~ &: 

T"",""PPro~:: C];u ==1-
Comments: 

(5/2000) 

API Number 
4301350921 

County: DUCHENSE 

Field or Unit Name 
CEDAR RIM 

Lease Designation and Number 
20G0005608 State: UTAH 

Name: Duane Zavadil 

Signature: 

Title: EH&S, Government and Regulatory Affairs 

Date: 

Name: Jesse McSwain 

Signature: ~ Title: Man er 

Date: \ Ol~ol \ LP 

Approval Date: 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number
6-32-36 BTR SWD 4301350921

Location of Well Field or Unit Name
CEDAR RIM

Footage : 1628 FNL 1553 FWL County : DUCHENSE
Lease Designation and Number

QQ, Section, Township, Range: SENW 32 3S 6W State : UTAH 2OGOOO5608

EFFECTIVE DATE OF TRANSFER: 11/1/2016

CURRENT OPERATOR

Company: BILL BARRETT CORPORATION Name: Duane Zavadil

Address: 1099 18th Street Ste 2300 Signature:
bem e Freside

city DENVER state CO zip 80202 Title: EH&S, GovemmentandRegulatory Affairs

Phone: (303) 293-9100 Date: i LO Íte
Comments:

NEW OPERATOR

Company: RIG II, LLC Name: Jesse McSwain

Address: 1582 West 2600 South Signature:

city Wood Cross state UT zip 84087 Title: Mana er

Phone: (801) 683-4245 Date:

Comments:

(This space for State use oplýÍ

Transfer approved b Approval Date: &

Comments:



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 
Well Name and Number 
16-60-46 BTR SWD 

Location of Well 

Footage: 0200 FSL 0099 FEL 

QQ, Section, Township, Range: SESE 6 

I EFFECTIVE DATE OF TRANSFER: 11/1/2016 

CURRENT OPERATOR 

4S 6W 

Company: BILL BARRETT CORPORATION 

Address: 1099 18th Street Ste 2300 

city DENVER state CO zip 80202 

Phone: (303) 293-9100 

Comments: 

NEW OPERATOR 

Company: RIG II, LLC 

Address: 1582 West 2600 South 

city Wood Cross state UT zip 84087 

Phone: (801) 683-4245 

Comments: 

API Number 
4301350781 

County: DUCHESNE 

Field or Unit Name 
ALTAMONT 

Lease Designation and Number 
20G0005608 State: UTAH 

Name: Duane Zavadil 

Signa~ure: 

Title: EH&S, Government and Regulatory Affairs 

Date: 

Name: Jesse McSwain 

Signature: C):'~ 
Title: Manager 

Date: \0 ),1-0 \ Iv 

(This space for State use o~-=---) \ 

Transfer approved b'k __ :-___ ',...;\-"'/::........:~=-"------,..c./1~~"'O':='--__ _ 

Title: /) I ( (:J 
Approval Date: 

Comments: 

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number
16-6D-46 BTR SWD 4301350781

Location of Well Field or Unit Name
ALTAMONT

Footage: 0200 FSL 0099 FEL County : DUCHESNE
Lease Designation and Number

QQ, Section, Township, Range: SESE 6 4S 6W State : UTAH 2OGOOO5608

EFFECTIVE DATE OF TRANSFER: 11/1/2016

CURRENT OPERATOR

o p ny L RhRSreetCORPORATION ag

a ure:

city DENVER state CO zip 80202 Title: EH&S, Govemmentand Regulatory Affairs

Phone: (303) 293-9100 Date: (;
Comments:

NEW OPERATOR

RIG ll, LLC
. Jesse McSwain

es 1582 West 2600 South
¡ag

a ure:

city Wood Cross state UT zip 84087 Title: Manager

Phone: (801) 683-4245 Date:

Comments:

(This spraacnesferrapprvesdeby.

Approval Date:

Title:

Comments:



Well Name and Number 
SWD 9-36 BTR 

Location of Well 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 
API Number 
4301350646 

Field or Unit Name 
CEDAR RIM 

Footage: 0539 FSL 0704 'FEL 

QQ, Section, Township, Range: SESE 9 3S 6W 

County: DUCHESNE 

State: UTAH 

Lease Designation and Number 
20G0005608 

I EFFECTIVE DATE OF TRANSFER: 11/1/2016 

CURRENT OPERATOR 

Company: BILL BARRETT CORPORATION Name: Duane Zavadil 

Address: 1099 18th Street Ste 2300 Signature: Se11l0r'i71Ce~~ ~ 
cit::! DENVER state CO zig 80202 Title: EH&S, Government and Regulatory Affairs 

Phone: (303) 293-9100 Date: lO'J 0\ I '-I 
Comments: 

NEW OPERATOR 

Company: RIG II, LLC Name: Jesse McSwain 

Address: 1582 West 2600 South Signature: qN9<~::: 
cit::! Wood Cross state UT zig 84087 Title: Manager 

Phone: (801) 683-4245 Date: I 0\ 7 0\ IIp 
Comments: 

(This space for State use only) 

Transfer approved by: Approval Date: 

Title: 

Comments: 

(512000) 

UIC FORM 5 STATE OF UTAH UIC FORM S
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITYTO INJECT
Well Name and Number API Number
SWD 9-36 BTR 4301350646

Location of Well Field or Unit Name
CEDAR RIM

Footage : 0539 FSL 0704'FEL County : DUCHESNE
Lease Designation and Number

QQ, Section, Township, Range: SESE 9 3S 6W State : UTAH 2OGOOOS608

EFFECTIVE DATE OF TRANSFER: 11/1/2016

CURRENT OPERATOR

Company: BILL BARRETT CORPORATION Name: Duane Zavadil

Address: 1099 18th Street Ste 2300 Signature:
bemor vice ent-

city DENVER state CO zip 80202 Title: EH&S, Governmentand Regulatory Affairs

Phone: (303) 293-9100 Date: ÌO D ÌQ
Comments:

NEW OPERATOR

. RIG ll, LLC Name: Jesse McSwainCompany.

Address: 1582 West 2600 South Signature:

city Wood Cross state UT zip 84087 Title: Manager

Phone: (801) 683-4245 Date: ) | ( p
Comments:

(This space for State use only)
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